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Optical sensors

Optical sensorsComet Series, FO cables

Ordering

Rated operating 
voltage

Switching 
type

Rated switching 
distance

Connection options Description Type of 
light

Part no.
Article no.

Price
See price 
list

Std. pack

Sn

mm

Comet series

M18 x 1, light switching, dark switching, programmable,  plastic

3-wire

Thru-beam sensor (detector), forward viewing

20 - 264 V AC
15 - 30 V DC

NPN 6000 2 m connection cable – Visible red 12100A6513
135566

1 off

6000 plug connector M12 x 1 12100AQD03
135568

  

24000 2 m connection cable 12102A6513
135574

  

24000 plug connector M12 x 1 12102AQD03
135576

  

Thru-beam sensor (source), forward viewing

20 - 264 V AC
15 - 30 V DC

NPN 6000 2 m connection cable – Visible red 11100A6513
135554

1 off

6000 plug connector M12 x 1 11100AQD03
135556

  

24000 2 m connection cable 11102A6513
135562

  

24000 plug connector M12 x 1 11102AQD03
135564

  

Thru-beam sensor (detector), right-angle

20 - 264 V AC
15 - 30 V DC

NPN 6000 2 m connection cable – Visible red 12100R6513
135570

1 off

6000 plug connector M12 x 1 12100RQD03
135572

  

Thru-beam sensor (source), right-angle

20 - 264 V AC
15 - 30 V DC

NPN 6000 2 m connection cable – Visible red 11100R6513
135558

1 off

6000 plug connector M12 x 1 11100RQD03
135560

  

Diffuse reflective sensor, right-angle

20 - 264 V AC
15 - 30 V DC

NPN 3000 2 m connection cable For combination 
with reflector
with polarisation 
filter

Visible red 14101R6513
135650

1 off

3000 plug connector M12 x 1 14101RQD03
135652

  

4500 2 m connection cable For combination 
with reflector

14102R6513
135658

  

4500 plug connector M12 x 1 14102RQD03
135660

  

Diffuse reflective sensor, forward viewing

20 - 264 V AC
15 - 30 V DC

NPN 4500 2 m connection cable For combination 
with reflector
with polarisation 
filter

Visible red 14101A6513
135646

1 off

4500 plug connector M12 x 1 14101AQD03
135648

  

7600 2 m connection cable For combination 
with reflector

Infrared 14100A6513
135642

  

plug connector M12 x 1 14100AQD03
135644

  

2 m connection cable Visible red 14102A6513
135654

  

plug connector M12 x 1 14102AQD03
135656

  

Diffuse reflective sensor, focused, forward viewing

20 - 264 V AC
15 - 30 V DC

NPN 40 2 m connection cable – Visible red 13102A6513
135590

1 off

40 plug connector M12 x 1 13102AQD03
135592

  

Information relevant for export to North America

Product Standards UL 508; CSA-C22.2 No. 14; 
IEC60947-5-2; CE marking

UL File No. E166051
UL CCN NRKH, NRKH7
CSA File No. 50513
CSA Class No. 3211-07
NA Certification UL Listed, CSA certified
Max. Voltage Rating 264 V AC, 30 V DC
Degree of Protection IEC: IP68, IP69K; UL/CSA Type: 1, 2, 3, 4, 4x, 6, 12, 13
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