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Accessories

Selection aid

Length Diameter Overload release For use with Part no.
Article no.

Price
See price 
list

Std. pack Notes

⌀ Ir

mm mm A

SSW core-balance transformer

For ground fault monitoring 
– 40 – – SSW40-0,31)

028286
1 off –

– 40 – – SSW40-0,51)

028305
– 40 – – SSW40-11)

028306
– 65 – – SSW65-0,51)

028307
– 65 – – SSW65-11)

028316
– 120 – – SSW120-0,51)

028319
– 120 – – SSW120-11)

028321

Mounting foot

For screw fixing to mounting plate
– – – ZEV

ZEV-XSW-25
ZEV-XSW-65
ZEV-XSW-145

ZB4-101-GF12)

061360
9 off –

Documentation

ZEV motor protection system
Overload monitoring of EEx e motors
German – – – – AWB2300-1433D

259711
1 off

English – – – – AWB2300-1433GB
267430

1 off

1) 2) 

Information relevant for export to North America Information relevant for export to North America

Product Standards UL 508; CSA-C22.2 No. 14; IEC/EN 60947-4-1; 
CE marking

UL File No. E29184
UL CCN NKCR
CSA File No. 12528
CSA Class No. 3211-03
NA Certification UL Listed, CSA certified
Suitable for Branch circuits
Max. Voltage Rating 600 V AC
Degree of Protection IEC: IP20, UL/CSA Type: -

UL/CSA certification not required
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