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DC switch-disconnectors, ready to install

Ordering

Inputs Outputs Max. rated 
operational current 
DC-21A

Part no.
Article no.

Price
See price 
list

Std. pack

Number of 
strings

Connection type Number of 
strings

Connection type

Ie

A

DC switch-disconnector, ready-to-install

Rated operational voltage Ue 1000 V
Degree of protection IP65
Protection class 2
2 pole

2 MC3 1 MC3 20 SOL20/2MC3
120913

1 off

4 MC3 1 MC3 20 SOL20/4MC3
120914

1 off

2 MC4 1 MC4 20 SOL20/2MC4
120915

1 off

4 MC4 1 MC4 20 SOL20/4MC4
120916

1 off

2 Screw connector M12 1 Screw connector M16 20 SOL20/2MV
120919

1 off

2 MC3 1 MC3 30 SOL30/2MC3
120920

1 off

4 MC3 1 MC3 30 SOL30/4MC3
120921

1 off

2 MC4 1 MC4 30 SOL30/2MC4
120922

1 off

4 MC4 1 MC4 30 SOL30/4MC4
120923

1 off

2 Screw connector M12 1 Screw connector M16 30 SOL30/2MV
120926

1 off

4 MC3 1 Screw connector M20 63 SOL60/4MC3
120927

1 off

8 MC3 1 Screw connector M20 63 SOL60/8MC3
120928

1 off

4 MC4 1 Screw connector M20 63 SOL60/4MC4
120929

1 off

8 MC4 1 Screw connector M20 63 SOL60/8MC4
120930

1 off

4 Screw connector M12 1 Screw connector M20 63 SOL60/4MV
120933

1 off

Information relevant for export to North America

NA Certification Request filed for UL and CSA

SOLHPL07085EN


