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DA1, for three-phase motors, 230 V

Size Rated operational 
current1)

Assigned motor 
rating 2)

Rated motor 
current

Fitted with Protection 
type

Part no.
Article no.

Price
see price list

Std. pack
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Ue 230 V AC, 1-phase  / U2 230 V AC, 3-phase
Mains voltage IEC (50/60Hz) ULN 200 (-10%) - 240 (+10%) V
Interface RS485/Modbus RTU, CANopen®

FS2 4.3 0.75 3.2 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-124D3FB-A20N
169152

1 off

FS2 4.3 0.75 3.2 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-124D3FB-A20C
169078

  

FS2 7 1.5 6.3 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-127D0FB-A20N
169155

  

FS2 7 1.5 6.3 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-127D0FB-A20C
169081

  

FS2 10.5 2.2 8.7 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-12011FB-A20N
169158

  

FS2 10.5 2.2 8.7 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-12011FB-A20C
169084

  

Ue 230 V AC, 3-phase  / U2 230 V AC, 3-phase
Mains voltage IEC (50/60Hz) ULN 200 (-10%) - 240 (+10%) V
Interface RS485/Modbus RTU, CANopen®
FS2 4.3 0.75 3.2 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-324D3FB-A20N

169161
1 off

FS2 4.3 0.75 3.2 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-324D3FB-A20C
169087

  

FS2 7 1.5 6.3 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-327D0FB-A20N
169164

  

FS2 7 1.5 6.3 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-327D0FB-A20C
169090

  

FS2 10.5 2.2 8.7 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-32011FB-A20N
169167

  

FS2 10.5 2.2 8.7 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-32011FB-A20C
169093

  

FS3 18 4 14.8 ✓ ✓ ✓ - - IP20/NEMA 0 DA1-32018FB-A20N
169170

  

FS3 18 4 14.8 ✓ ✓ ✓ - ✓ IP20/NEMA 0 DA1-32018FB-A20C
169096

  

Notes

FS2 FS3
1) With a switching frequency of 4 kHz and an ambient air temperature of +40°C or 

+50°C for IP20/NEMA 0
2) Assigned motor rating for normal internally and externally ventilated four-pole, 

three-phase asynchronous motors with 1500 rpm (at 50 Hz) or 1800 rpm (at 60 Hz)

Information relevant for export to North America

Product Standards UL 508C; CSA-C22.2 No. 14; IEC/EN61800-3; 
IEC/EN61800-5; CE marking

UL File No. E172143
UL CCN NMMS, NMMS7
CSA File No. UL report applies to both US and Canada
CSA Class No. 3211-06
NA Certification UL listed, certified by UL for use in Canada
Suitable for Branch circuits
Max. Voltage Rating 1~ 240 V AC IEC: TN-S UL/CSA: "Y" (Solidly 

Grounded Wey)
Degree of Protection IEC: IP20
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