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At the end of this document you will find links to products related to this catalog. You can go directly to our shop by
clicking HERE. HERE
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O Features

- 180~528VAC wide input range

- Protections: Short circuit / Over current / Over voltage /
Over temperature

65~150W Wide Input Range with PFC

- Suitable for dry, damp, and wet location
- Suitable for LED lighting and street lighting applications
- Multiple models for choice:

- Built-in active PFC function
- High efficiency up to 91.5%
-IP67 / IP65 design

- Cooling by free air convection

- C.V. +C.C. mode design

- Output current adjustable through output cable or internal

potentiometer

A-Type: IP65 rated. Output voltage and constant current level
can be adjusted through internal potentiometer
B-Type: IP67 rated and built-in 3 in 1 dimming function
(0~10VDC, PWM signal, or resistance)
D-Type (option): IP67 rated. Timer dimming function,
contact MEAN WELL for details
- 5 years warranty

- Class 2 power unit / Pass LPS for HVG-65/100

HVG-100

HVG-150
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AC input voltage range

180~528VAC (single phase); 254~747VDC

AC inrush current (max.)

Cold start, 25A at 480VAC ‘ Cold start, 25A at 480VAC Cold start, 35A at 480VAC

DC adjustment range

+10% rated output voltage

Current adjustment range

60%~100% | 55%~100%

Over current protection

95%~108% constant current limiting, auto-recovery

Over voltage protection

110%~140% rated output voltage

Withstand voltage

I/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-40~+70°C (refer to output derating curve)

Safety standards

UL8750 approved

EMC standards

EN55015, EN61000-3-2 class C, EN61000-3-3, EN61000-4-2,3,4,5,6,8,11, EN61547,
FCC part 15 class B

Input UL rated, STW 18AWGx3C (30cm)
. A&D- SVT 18AWGx2C (30cm) SJTW 14AWGx2C (30cm)
Connection Suisu Type
B- SJTW 14AWGx2C (30cm)+
e SVT 18AWGx2C (30cm)+UL2517 18AWGx2C (30cm) UL2517 18AWGx2C (30cm)

Dimension (LxWxH)(mm) 189x 61.5x 36.8

| 236x 68x 38.8

245x 68x 38.8

HVG-65 Series (C.V. +C.C. mode) @ cmus F@
[ woserNo | Oupu | Tol | ReN | |

HVG-65-12(A) 12V, 0~5A +2.0% 120mV  86.5%
HVG-65-15@ 15V, 0~4.3A +2.0% 150mV  87.5%
HVG-65-20 20V, 0~3.25A  +1.0% 150mV ~ 88.5%
HVG-65-24@ 24V, 0~2.71A  +1.0% 150mV ~ 89.0%
HVG-65-30 30V, 0~2.17A  *1.0% 200mV  89.0%
HVG-65-36(8 36V, 0~1.81A  *1.0% 200mV  89.5%
HVG-65-42(&) 42V, 0~1.55A  +1.0% 300mV  89.5%
HVG-65-48A 48V, 0~1.36A  +1.0% 300mV  90.0%
HVG-65-54@) 54V, 0~1.21A  =1.0% 300mV  90.0%
(O=A,BorD
HVG-100 Series (C.v. +C.C. mode) ®mmw ;ﬁ,sé;’; Fe
HVG-100-15@& 15V, 0~5A +2.0% 150mV  89.0%
HVG-100-20@ 20V, 0~4.8A +1.0% 150mV  90.0%
HVG-100-24@® 24V, 0~4A +1.0% 150mV  91.0%
HVG-100-30@® 30V, 0~3.2A +1.0% 200mV  91.0%

HVG-100-36(& 36V, 0~2.65A  +1.0% 200mV  90.5%
HVG-100-42®&) 42V, 0~2.28A  +1.0% 200mV  90.5%
HVG-100-48@&) 48V, 0~2A +1.0% 200mV  91.0%
HVG-100-54) 54V, 0~1.77A  +1.0% 200mV  91.0%
(O=A,BorD

HVG-150 Series (C.v. +C.C. mode) ® . FE

[ WodelNo | oupw | To. | Ren | e |
HVG-150-12@& 12V, 0~10A +2.5% 150mV  87.0%
HVG-150-15@ 15V, 0~10A +2.0% 150mV  89.0%
HVG-150-20@ 20V, 0~7.5A +1.0% 150mV  90.5%
HVG-150-24@) 24V, 0~6.25A  +1.0% 150mV  91.0%
HVG-150-30@® 30V, 0~5A +1.0% 200mV  91.0%
HVG-150-36@ 36V, 0~4.17A  +1.0% 200mV  91.0%
HVG-150-42() 42V, 0~3.58A  +1.0% 200mV  91.0%
HVG-150-48@) 48V, 0~3.13A  +1.0% 200mV  91.5%
HVG-150-54@® 54V, 0~2.78A  +1.0% 200mV  91.5%
(O=A,BorD
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.
¢ Online documentation and datasheets of all products.

.

Estimated delivery time enquiry in real time.

Logistics systems for the shipment of materials almost anywhere in the world.

e Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10015 HVG-100-15 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10020 HVG-100-20 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10024 HVG-100-24 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10030 HVG-100-30 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10036 HVG-100-36 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10042 HVG-100-42 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10048 HVG-100-48 Buy on EAN
year

AC/DC Power Led Power Series HVG-100 96W Input
180~528 Vac Dimension 236x 68x 38.8 mm Warranty 5 HVG10054 HVG-100-54 Buy on EAN
year

AC/DC Power Led Power Series HVG-150 150W Input
180~528 Vac Dimension 245x 68x 38.8 mm Warranty 5 HVG15012 HVG-150-12 Buy on EAN
year

AC/DC Power Led Power Series HVG-150 150W Input
180~528 Vac Dimension 245x 68x 38.8 mm Warranty 5 HVG15015 HVG-150-15 Buy on EAN
year



http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-15
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http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-30
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-36
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-36
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-42
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http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-48
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-54
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-100-54
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-150-12
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-150-12
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-150-15
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-led-power-meanwell-hvg-150-15

AC/DC Power Led Power Series HVG-150 150W Input
180~528 Vac Dimension 245x 68x 38.8 mm Warranty 5
year

HVG15020

HVG-150-20

Buy on EAN

AC/DC Power Led Power Series HVG-150 150W Input
180~528 Vac Dimension 245x 68x 38.8 mm Warranty 5
year

HVG15024

HVG-150-24

Buy on EAN

AC/DC Power Led Power Series HVG-150 150W Input
180~528 Vac Dimension 245x 68x 38.8 mm Warranty 5
year

HVG15030

HVG-150-30

Buy on EAN

AC/DC Power Led Power Series HVG-65 65W Input
180~528 Vac Dimension 189x 61.5x 36.8 mm Warranty 5
year

HVG6512

HVG-65-12

Buy on EAN

AC/DC Power Led Power Series HVG-65 65W Input
180~528 Vac Dimension 189x 61.5x 36.8 mm Warranty 5
year

HVG6515

HVG-65-15

Buy on EAN

AC/DC Power Led Power Series HVG-65 65W Input
180~528 Vac Dimension 189x 61.5x 36.8 mm Warranty 5
year

HVG6520

HVG-65-20

Buy on EAN

AC/DC Power Led Power Series HVG-65 65W Input
180~528 Vac Dimension 189x 61.5x 36.8 mm Warranty 5
year

HVG6524

HVG-65-24

Buy on EAN

AC/DC Power Led Power Series HVG-65 65W Input
180~528 Vac Dimension 189x 61.5x 36.8 mm Warranty 5
year

HVG6548

HVG-65-48

Buy on EAN
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