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Always indicate the item number when ordering.
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Lightning current and surge arrestor, type 1+2, photovoltaic systems 600 V DCLightning current and surge arrestor, type 1+2, photovoltaic systems 600 V DC

Combination arrestor, type 2, for photovoltaic systems

• Error-resistant Y circuit for use according to VDE 0100-712 (IEC 60364-7-712)
• For surge voltage protection equipotential bonding to VDE 0100-443 (IEC 60364-4-44)
• Arresting capacity to 40 kA (8/20) per pin
• Low DC protection level: < 2.6 kV (Voc max = 600 V DC)
• Arrestor, connectable with thermodynamic cut-off unit and function display
• Encapsulated, non-blow out zinc oxide varistor arrestor for use in distributor housings
 
Application: PV systems with separated insulated lightning protection system

    

Complete photovoltaic block V50, 600 V DCComplete photovoltaic block V50, 600 V DC

600 3-pole for PV systems

Type

V50-B+C 3-PH600

U max
DC

Version

V

Item No.

5093 62 3
kg/100 pcs.

Weight

41.000
pcs

Pack.

1

/pc.

    

Complete photovoltaic block V50, 600 V DC with IRComplete photovoltaic block V50, 600 V DC with IR

600 3-pole for PV systems with FS

Type

V50-B+C 3PHFS600

U max
DC

Version

V

Item No.

5093 62 5
kg/100 pcs.

Weight

49.600
pcs

Pack.

1

/pc.

    

Complete photovoltaic block V50, 600 V DCComplete photovoltaic block V50, 600 V DC

600 2-pole for earthed PV systems

Type

V50-B+C 2-PH600

U max
DC

Version

V

Item No.

5093 62 8
kg/100 pcs.

Weight

30.000
pcs

Pack.

1

/pc.

    

Complete photovoltaic block V50, 600 V DC with IRComplete photovoltaic block V50, 600 V DC with IR

600 2-pole for earthed PV systems with FS

Type

V50-B+C 2PHFS600

U max
DC

Version

V

Item No.

5093 62 9
kg/100 pcs.

Weight

24.400
pcs

Pack.

1

/pc.

600 600 600 600
Type 1+2 Type 1+2 Type 1+2 Type 1+2

0→2 0→2 0→2 0→2
12,5 12,5 12,5 12,5
30 30 30 30
50 50 50 50

< 2,6 < 2,6 < 2,6 < 2,6
< 25 < 25 < 25 < 25

-40 - +80 -40 - +80 -40 - +80 -40 - +80
IP 20 IP 20 IP 20 IP 20

3 4 2 3
2,5 - 35 2,5 - 35 2,5 - 35 2,5 - 35
2,5 - 35 2,5 - 35 2,5 - 35 2,5 - 35
2,5 - 25 2,5 - 25 2,5 - 25 2,5 - 25

VU
c
 DC

kAI
imp

kAI
n

kAI
max

kVU
p

nst
A

°Cϑ

mm²
mm²
mm²

U max DC
SPD to EN 61643-11
Lightning protection Zone LPZ
Impulse discharge current (10/350)
Nominal discharge current (8/20)
Maximum discharge current
Voltage protection level
Response time
Temperature range
Degree of protection of enclosure
Division unit TE (17.5 mm)
Connection cross-section, rigid
Connection cross-section, multi-wire
Connection cross-section, flexible

V50-B+C 3-PH600 V50-B+C 3PHFS600 V50-B+C 2-PH600 V50-B+C 2PHFS600

Item No. 5093 62 3 5093 62 5 5093 62 8 5093 62 9



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

CombiController V50 three-pole for photovoltaics,
600V, 

5093623
V50-B+C 3-
PH600

Buy on EAN

CombiController V50 three-pole for PV systems + FS,
600V DC, 

5093625
V50-B+C
3PHFS600

Buy on EAN

CombiController V50 two-pole for photovoltaics,
600V, 

5093628
V50-B+C 2-
PH600

Buy on EAN

CombiController V50 2-pole for PV systems with FS,
600V DC, 

5093629
V50-B+C
2PHFS600

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

	Combination arrestor MCD, 255 V for TN networks
	Combined arrestor
	Combination arrestor, 3-pole
	5096 87 7
	5096 83 5
	5096 84 9
	5096 85 2




