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32

A-245E32

Accessories for E32

E32
Lens Unit

Reflectors

Shape Name Sensing distance (default) Model Quantity Remarks

Reflectors 1.5 m (150 mm) * E39-R1 1 Retroreflective model attached to E32-R16.

Small reflector 250 mm (25 mm) * E39-R3 1 Retroreflective model attached to E32-R21.
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Beam spot characteristic
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Shape Application Name Model Quantity Applicable Fiber

Increased sens-
ing distance

Long dis-
tance lens 
units

E39-F1 A total of 
two pcs.: 
One each 
for emit-
ter and 
receiver

E32-T11L 
E32-TC200 E32-
T11R 
E32-T11 
E32-T61-S 
E32-T81R-S

Conversion of 
detection direc-
tion into side 
view

side view unit E39-F2

Conversion of 
through-beam 
model into long 
distance reflec-
tive model

Lens-
equipped re-
flective Unit

E39-F3 One set

Conversion of 
through-beam 
model into side 
view reflective 
model

Reflective 
side view 
conversion 
attachment

E39-F5 1 E32-TC200A

Detection at 0.1 
to 0.6 mm dia. 
small spot Small spot 

lens unit 
(variable)

E39-F3A 1

E32-C42 
(3 mm dia.)

Detection at 0.5 
to 1 mm dia. 
small spot

E32-D32 
(3 mm dia.)

Focal length 7 
mm
Detection at 0.1 
mm dia. spot Small spot 

lens unit 
(fixed)

E39-F3A-5 1

E32-EC41

Detection at 0.5 
mm dia. spot in 
7 mm focal 
length

E32-EC31

17 mm focal 
length
Detection at 0.2 
mm dia. spot

Long dis-
tance/small 
spot lens unit 
(fixed)

E39-F3B 1

E32-EC41

17 mm focal 
length
Detection at 0.5 
mm dia. spot

E32-EC31

Short body for 
space-saving, 
max. 4 mm dia. 
spot in long 20 
mm distance

Long dis-
tance lens 
unit (fixed)

E39-F3C 1
E39-EC31 
E32-EC41

Long dis-
tance lens 
unit

E39-F1V 2
E32-T51V and 

E32-T54V
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A-246 Advanced Photoelectric Sensors

* Values in parentheses indicate the minimum required distance between the sensor and reflector.
Mounting Brackets

* For the through-beam type, please order two pcs. for the emitter and receiver.
Note: For details, refer to "Mounting bracket list".

Protective Spiral Tubes

Other Accessories

Shape Applicable type Model Quantity Remarks

E3X-DA-N series E39-L143

1 ---

E3X-DA#V E39-L148

E32-T16 E39-L4 1* Attached to the product.

E32-T16P E39-L94 2 ---

E32-T54V E39-L54V 2 ---

Shape Application Model Tube length Applicable Fiber

For protection of fiber

E39-F32A5 500 mm E32-DC200E  E32-D21  E32-DC200F(4)
E32-D21RE39-F32A 1 m

E39-F32B5 500 mm E32-T21L  E32-TC200F(4)  E32-TC200E 
E32-T21  E32-EC31  E32-T21RE39-F32B 1 m

E39-F32C5 500 mm
E32-T11L  E32-T11  E32-TC200  E32-T51 
E32-TC200B(4)  E32-T11R

E39-F32C 1 m

E39-F32D5 500 mm
E32-D11L  E32-D11  E32-DC200  E32-CC200 
E32-DC200B(4)  E32-ED51  E32-ED11R

E39-F32D 1 m

Shape Application Name Model Applicable Fiber Remarks

Used for free cutting of 
fiber Fiber Cutter E39-F4

All fiber unit models that enable free 
cut

Attached to the fibers 
that can be cut freely.

Attachments for small 
diameter fibers for in-
sertion into amplifier

Attach-
ments for 
small diam-
eter fibers

E39-F9

E32-T21L  E32-DC200E  E32-T22L 
E32-DC200F(4)  E32-TC200E  E32-D33 
E32-T22  E32-ED21R  E32-T22R  E32-D21 
E32-TC200F(4)  E32-D32  E32-T21  E32-D24  
E32-T24  E32-D24R  E32-T24R  E32-R21  
E32-D21L  E32-EC31  E32-ED21R  E32-A03  
E32-D22L  E32-A04  E32-D22R

---

Used for adding to fiber
Fiber Con-
nector

E39-F10

E32-T11L  E32-T14  E32-T12L  E32-G14 
E32-T17L  E32-D11L  E32-TC200 
E32-DC200  E32-TC200A  E32-DC200B(4) 
E32-TC200B(4)  E32-D14L  E32-T14L 
E32-D12

---

Used for bending the 
sleeve of sleeved fiber

Sleeve 
Bender

E39-F11 E32-TC200B(4)  E32-TC200F(4) 
E32-DC200F(4)

---

Prevention of fiber unit 
mounting section from 
breakage

Protective 
Attachment

E39-K2 E32-T61-S
E32-T84S

Operating Instructions Sticker

End Plate

Model Remarks

E39-Y1
Apply this seal to near the 
sensor.

Shape Model Quantity

PFP-M 1

Application 
Example

E-39-K2
E32-T84S
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A-247E32

E
32

Rating/Performance

Lens Unit

* These models allow a longer sensing distance because their optical fiber length is 2 m.

Name Long distance lens units

Application Increased sensing distance

Model E39-F1

Item

Sensor
type

Through-beam

Applicable Fiber E32-T11L E32-TC200 E32-T61 E32-T11 E32-ET11R E32-T81R-S

E3X-DA-N

Sens-
ing 
dis-
tance

Super-
long-dis-
tance

4,000 mm 4,000 mm * 4,000 mm * 4,000 mm * 4,000 mm * 2,600 mm

Standard 3,200 mm 4,000 mm * 3,400 mm 3,600 mm 3,700 mm 2,100 mm

Super-
high-speed 1,200 mm 2,100 mm 1,300 mm 1,300 mm 1,400 mm 750 mm

Standard sensing object Opaque: 4 mm dia. min.

Directional angle 5 to 40°

Differential distance ---

Ambient temperature
Use the unit within the operating temperature range of the fiber used. When used with E32-T61-S, 
use the unit within the range -40 to +200°C.

Material
Tube: Brass

Lens Optical glass

Name side view unit

Application Conversion of detection direction into side view

Model E39-F2

Item

Sensor
type

Through-beam

Applicable Fiber E32-T11L E32-TC200 E32-T61-S E32-T11 E32-ET11R E32-T81R-S

E3X-DA-N

Sens-
ing 
dis-
tance

Super-
long-dis-
tance

900 mm 800 mm 570 mm 780 mm 500 mm 350 mm

Standard 800 mm 700 mm 450 mm 660 mm 400 mm 280 mm

Super-
high-speed 400 mm 300 mm 170 mm 250 mm 150 mm 100 mm

Standard sensing object Opaque: 3 mm dia. min.

Directional angle 20 to 60°

Ambient temperature
Use the unit within the operating temperature range of the fiber used. When used with E32-T61-S, 
use the unit within the range -40 to +200°C.

Material
Tube: Brass

Lens Optical glass
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A-248 Advanced Photoelectric Sensors

Lens Unit (E39-F3# series)

Protective Spiral Tubes

Name Reflective side view conversion attachment unit

Application
Conversion of through-beam model into side view 

reflective model

Model E39-F5

Item

Sensor
type

Reflective model 

Applicable Fiber E32-TC200A

E3X-DA-N

Sensing 
distance 
(Standard 
sensing 
object)

White pa-
per super-
long-dis-
tance

1 to 130 mm (100 x 100 mm)

White pa-
per Stan-
dard

1 to 120 mm (100 x 100 mm)

White pa-
per super-
high-speed

2 to 45 mm (100 x 100 mm)

Differential distance 20% max. of sensing distance

Ambient temperature -40° to 70°C (with no icing or condensation)

Material
Base: Brass

Reflector: Stainless steel

Name Spot lens unit

Spot diam-
eter

Adjustable in 
the range 0.5 
to 1.0 mm dia.

Adjustable in 
the range 0.1 
to 0.6 mm dia.

Focal length 
7mm 0.5 mm 

dia. fixed

Focal length 
7mm 0.1 mm 

dia. fixed

Focal length 
17mm 0.5 mm 

dia. fixed

Focal length 
17mm 0.2 mm 

dia. fixed
4 mm max. at 0 to 20 mm

Item Model E39-F3A E39-F3A-5 E39-F3B E39-F3C

Applicable fiber type E32-D32 E32-C42 E32-EC31 E32-EC41 E32-EC31 E32-EC41 E32-EC31 E32-EC41

Material
Tube: Aluminum

Lens Optical glass

Model E39-F32A5 E39-F32A E39-F32B5 E39-F32B E39-F32C5 E39-F32C E39-F32D5 E39-F32D

Sensor
type

Item

Ambient temperature Operating/Storage: -40 to +150°C (Use the fiber placed inside within the operating temperature of that fiber)

Ambient humidity Operating: 35% to 85% Storage: 35% to 95%

Bending radius 30 mm min.

Tensile strength Between head connector or end cap and tube: 1.5 Nm max., tube: 2 Nm max.

Compression load Tube: 29.4 N max.

Material

Head 
connector

Brass nickel plating

End cap Brass nickel plating

Tube Stainless steel (SUS304)

L

End capHead connector Tube
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A-249E32

E
32

Dimensions

Accessories (Order Separately)
Reflectors H-3
Mounting Brackets H-3
End Plate

PFP-M
Lens Unit

Protective Spiral Tubes

E39-F1 Long Distance Lens Units

Material: Tube: Brass Lens: Optical glass
Note: One set includes two units

4 dia.

8.9

M2.6 x 0.45
Effective depth: 3.8
Countersunk with 
straight edge, depth: 0.9

E39-F2 side view unit E39-F2

Material: Tube: Brass Lens: Optical glass
Note: One set includes two units

4 dia.

2.8 dia.

9.2

5.7

M2.6
Effective depth: 3.2
Countersunk with 
straight edge, depth: 0.9

Lens-equipped Reflective Unit 

E39-F3

3

18

8.5

3.6

12

8±0.2 6.5

6.4
M3 x 6 angle 
fixing screws

6.4

Two, 3.2 
dia.M3 toothed washersTwo, 4 dia.

Two, M3 x 3 slotted 
head machine screws *

20.7

Material: Tube: Brass Base:  Aluminum

* Fix the fiber head using the slotted head machines screw.
Do not insert the E39-F1 Lens.

E39-F5 side view Reflective Unit

2.6
10.5±0.1 4

12.2

Two, 3.2 dia. 
sensing holes

Two, 3.2 dia. 
mounting holes

18

13
4

2.1

Two, M3
Fiber Unit mounting holes 
(E32-TC200A)

5

Note: Only the E32-TC200A can be mounted. When mounting it, remove all the
supplied nuts and screw it into the E39-F5. (Screw it until it is stopped by the
stopper.)

Material: Base: Brass Reflector Stainless steel

Small Spot Lens Unit E39-F3A

23

13

3

M2 x 2 hexagon set screw 
(for fixing fibers)

2.1 dia.

6 dia. 4 dia.

Lens (3.7 dia.)

Note: E32-D32 is a Lens Unit for the E32-C42.

Material: Tube: Aluminum 
Optical lens: Optical glass

Small Spot Lens Unit E39-F3A-5

Material: Tube: Aluminum 
Optical lens: Optical glass

6.5
16.5Lens 

(3.7 dia.)

Flat knurled nut

5 dia.4 dia.

2.1 dia.

M3 x 0.5, 
effective length: 3

Note: E32-C31 is a Lens Unit for the E32-C41.

Small Spot Lens Unit E39-F3B

Material: Tube: Aluminum 
Optical lens: Optical glass

25.2
Lens 
(4.8 dia.)

M3 x 0.5, depth: 4.424.1

5.5 dia.6 dia.

Note: E32-C31 is a Lens Unit for the E32-C41.

Small Spot Lens Unit E39-F3C

Material: Tube: Aluminum 
Optical lens: Optical glass

Flat knurled nut

Lens 
(3.7 dia.)

M3 x 0.5, effective length: 3
10.9

5.8

4.3 dia. 5 dia.

Note: E32-C31 is a Lens Unit for the E32-C41.

E39-F32A/F32A5
E39-F32B/F32B5

6 dia.

12

L

12

3 dia.End cap * 1

Tube * 2 * 1. Nickel-plated brass
* 2. SUS304 stainless-steel

(4.6 dia.)Head connector * 1M3 x 0.5, depth: 4

Note: 1 .L is as follows: E39-F32A and E39-F32B: 1,000 E39-F32A5, E39-F32B5: 500
2 .A pair of E39-F32A (5)'s is sold as E39-F32B (5)
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A-250 Advanced Photoelectric Sensors

Other Accessories

E39-F32C, F32C5

12

7 dia.

L

12

End cap * 1 4 dia.(5.6 dia.)Head connector * 1M4 x 0.7, depth: 4

Tube * 2 * 1. Nickel-plated brass
* 2. SUS304 stainless-steel

Note: L is as follows: E39-F32C: 1,000, E39-F32C5: 500

E39-F32D/F32D5

12

8.5 dia.

L

12

5 dia.End cap * 1(7 dia.)Head connector  * 1M4 x 0.75, depth: 4

Tube * 2 * 1. Nickel-plated brass
* 2. SUS304 stainless-steel

Note: L is as follows: E39-F32D: 1,000 E39-F32A5, E39-F32D5: 500

8 45

Standard fiber insertion hole Thin fiber insertion hole

24.5

E39-F4 Fiber Cutter

1.1 dia. Insertion mark (for inserting into an amplifier)

3.6 dia. 25

10 11.7

(2.2 dia.)

Note: One set includes two units.
Included with Thin Fiber Unit.

E39-F9 Attachment for Thin Fiber

Material: ABS

3.8 dia. 3 dia.

26 12.8

2.2-dia. fiber2.2-dia. fiber Splice * 1
Retention 
clip * 2

Retention 
clip * 2

* 1. Polyester
* 2. Brass

E39-F10 Fiber Connector

10.8

27

42.5

10 10
R5

R7.5

R12.5

R10

E39-F11 Sleeve Bender

E-39-K2

E32-T84S
Material: ABS

C1

C1

10

8

8

16

Two, 
2.6 dia.

Two, 
5.1 dia.

Application 
Example

E39-K2 Protective Attachment

In the interest of product improvement, specifications are subject to change without notice.

ALL DIMENSIONS SHOWN ARE IN MILLIMETERS.

To convert millimeters into inches, multiply by 0.03937. To convert grams into ounces, multiply by 0.03527.

Cat. No. E42E-EN-01+Accessories

E21E-EN-Cat04-01_accessories.fm  Seite 250  Mittwoch, 27. Juli 2005  10:55 10



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Temperature and Process Univ 4 Alarms Ent 2 Salt
SSR / Current 6 Evt HBA RSP Transfer 48x96
100-240Vac

374759 E5AC-CQ4A5M-011 Buy on EAN

393273
PE155-i-30-
R88MK1K520F

Buy on EAN

Proximity Sensor, Inductive M30 30mm Long No enr
3h 5m cable NPN NC Lite

376170
E2B-M30LN30-WP-
C2 5M

Buy on EAN

CP1 Expansion unit, 8x PNP outputs 0.3A 237095 Buy on EAN

119619 Buy on EAN

Operator Interface, Touch Screen TFT for DyaloX
BOXED - 15 "Front (Black)

235205 NSA-TX151B Buy on EAN

Control system, LynxpPlus Switch 8x10 / 100BaseT,
2x100 / 1000MbpsSFP

354310 WES L110-F2G Buy on EAN

Industrial Career Final / Push buttons, basic end
career

382401 Buy on EAN

Encoder, Incremental ABZ 500ppr NPN 5-12Vcc
Cable 2m

235974
E6B2-CWZ3E 500P/
R 2M

Buy on EAN

obsolete 110620 Buy on EAN

119242 Buy on EAN

119243 Buy on EAN

Fibre optic sensor, thru-beam, M4 head,
temperature resistant (350 degC), R25 fibre, 10m
cable

233427 Buy on EAN

119247 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/digital-temperature-controller-1-4-din-1-x-linear-current-amp-1-x-ssr-driver-ou-omron-e5ac-cq4a5m-011-374759
http://www.electricautomationnetwork.com/en/omron/digital-temperature-controller-1-4-din-1-x-linear-current-amp-1-x-ssr-driver-ou-omron-e5ac-cq4a5m-011-374759
http://www.electricautomationnetwork.com/en/omron/omron-pe155-i-30-r88mk1k520f-393273
http://www.electricautomationnetwork.com/en/omron/omron-pe155-i-30-r88mk1k520f-393273
http://www.electricautomationnetwork.com/en/omron/omron-e2b-m30ln30-wp-c2-5m-376170
http://www.electricautomationnetwork.com/en/omron/omron-e2b-m30ln30-wp-c2-5m-376170
http://www.electricautomationnetwork.com/en/omron/cp1-expansion-unit-8x-pnp-outputs-03a-omron-237095
http://www.electricautomationnetwork.com/en/omron/cp1-expansion-unit-8x-pnp-outputs-03a-omron-237095
http://www.electricautomationnetwork.com/en/omron/omron-119619
http://www.electricautomationnetwork.com/en/omron/omron-119619
http://www.electricautomationnetwork.com/en/omron/touchscreen-for-nsa-cpuxx-15quot-black-case-requires-dviusb-cable-omron-nsa-tx151b-235205
http://www.electricautomationnetwork.com/en/omron/touchscreen-for-nsa-cpuxx-15quot-black-case-requires-dviusb-cable-omron-nsa-tx151b-235205
http://www.electricautomationnetwork.com/en/omron/omron-wes-l110-f2g-354310
http://www.electricautomationnetwork.com/en/omron/omron-wes-l110-f2g-354310
http://www.electricautomationnetwork.com/en/omron/omron-382401
http://www.electricautomationnetwork.com/en/omron/omron-382401
http://www.electricautomationnetwork.com/en/omron/omron-e6b2-cwz3e-500p-r-2m-235974
http://www.electricautomationnetwork.com/en/omron/omron-e6b2-cwz3e-500p-r-2m-235974
http://www.electricautomationnetwork.com/en/omron/obsolete-omron-110620
http://www.electricautomationnetwork.com/en/omron/obsolete-omron-110620
http://www.electricautomationnetwork.com/en/omron/omron-119242
http://www.electricautomationnetwork.com/en/omron/omron-119242
http://www.electricautomationnetwork.com/en/omron/omron-119243
http://www.electricautomationnetwork.com/en/omron/omron-119243
http://www.electricautomationnetwork.com/en/omron/fibre-optic-sensor-thru-beam-m4-head-temperature-resistant-350-degc-r25-fibre-10m-cable-omron-233427
http://www.electricautomationnetwork.com/en/omron/fibre-optic-sensor-thru-beam-m4-head-temperature-resistant-350-degc-r25-fibre-10m-cable-omron-233427
http://www.electricautomationnetwork.com/en/omron/omron-119247
http://www.electricautomationnetwork.com/en/omron/omron-119247


119248 Buy on EAN

119249 Buy on EAN

Security Product, Class IV Advanced PLe 20mm
1805mm Series connection

237802 F3SJ-A1805P20 Buy on EAN

Servos, Reducer PE070 1/10 reduction
R88MG20030H

334129
PE070-i-10-
R88MG20030H

Buy on EAN

253101 Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ,
Sal.relay, 100-240VAC, Screw, 48x24

392101 E5GC-RX0A6M-000 Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ,
Sal.relay, 100-240VAC, Conx.fast, 48x24

392107 E5GC-RX0ACM-000 Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ,
Sal.relay, 24Vdc / Vac, Conx.fast, 48x24

392108 E5GC-RX0DCM-000 Buy on EAN

Security Product, diverter connector E3FS 242652 F39-CN3 Buy on EAN

Industrial Career Final / Pushbutton, illuminated
pushbutton, rectangular, IP65, blue

160608 A165L-JAA-24D-2 Buy on EAN

143166 Buy on EAN

143165 Buy on EAN

Race Final Industrial / Push buttons, cylindrical lever
low force Screw High sens.

106486 Z-15HW7855-B Buy on EAN

128969 Buy on EAN

146539 Buy on EAN

121125 G9EA-1 DC24 Buy on EAN

231405 Buy on EAN

http://www.electricautomationnetwork.com/en/omron/omron-119248
http://www.electricautomationnetwork.com/en/omron/omron-119248
http://www.electricautomationnetwork.com/en/omron/omron-119249
http://www.electricautomationnetwork.com/en/omron/omron-119249
http://www.electricautomationnetwork.com/en/omron/omron-f3sj-a1805p20-237802
http://www.electricautomationnetwork.com/en/omron/omron-f3sj-a1805p20-237802
http://www.electricautomationnetwork.com/en/omron/omron-pe070-i-10-r88mg20030h-334129
http://www.electricautomationnetwork.com/en/omron/omron-pe070-i-10-r88mg20030h-334129
http://www.electricautomationnetwork.com/en/omron/omron-253101
http://www.electricautomationnetwork.com/en/omron/omron-253101
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0a6m-000-392101
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0a6m-000-392101
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0acm-000-392107
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0acm-000-392107
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0dcm-000-392108
http://www.electricautomationnetwork.com/en/omron/omron-e5gc-rx0dcm-000-392108
http://www.electricautomationnetwork.com/en/omron/omron-f39-cn3-242652
http://www.electricautomationnetwork.com/en/omron/omron-f39-cn3-242652
http://www.electricautomationnetwork.com/en/omron/omron-a165l-jaa-24d-2-160608
http://www.electricautomationnetwork.com/en/omron/omron-a165l-jaa-24d-2-160608
http://www.electricautomationnetwork.com/en/omron/omron-143166
http://www.electricautomationnetwork.com/en/omron/omron-143166
http://www.electricautomationnetwork.com/en/omron/omron-143165
http://www.electricautomationnetwork.com/en/omron/omron-143165
http://www.electricautomationnetwork.com/en/omron/omron-z-15hw7855-b-106486
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