
Attachment for xed-length ber (Accessory for xed-length ber)FX-AT2

14
0.551

13
0.512

7
0.276

7
0.276

8
0.3156

0.236

Material: POM

FX-AT3 Attachment for ø2.2 mm ø0.087 in ber
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FX-AT5 Attachment for ø1.3 mm ø0.051 in ber
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FX-AT4 Attachment for ø1 mm ø0.039 in ber
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FX-AT6 Attachment for ø1 mm ø0.039 in / ø1.3 mm ø0.051 in mixed ber
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Material:
Holder ....PA (Nylon 66)
Ground...POM

Material: Polycarbonate

Material:  Holder .............PA (Nylon 66) 
Ground ............POM

(Accessory for ø1.3 mm ø0.051 in ber)

(Accessory for ø1 mm ø0.039 in / ø1.3 mm ø0.051 in mixed ber)

Material:  Holder .............PA (Nylon 66) 
Ground ............POM

(Accessory for ø1 mm ø0.039 in ber)

(Accessory for ø2.2 mm ø0.087 in ber)

FX-CT2 Fiber cutter (Accessory for free-cut type ber)
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FX-LE1 Expansion lens (Optional)

ø4
ø0.157

ø4.3
ø0.169

9.2
0.362

Lens

Knurled surface

M2.6 × 0.45 0.018 internal
thread, 3 0.118 deep

FX-LE2 Super-expansion lens (Optional)
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ø0.276

ø12
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ø10.2
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ø9
ø0.354

M4 × 0.7 0.028 internal
thread, 6 0.236 deep

FX-MR1 Pinpoint spot lens (Optional)

ø4
ø0.157

ø6
ø0.236

M4 × 0.7 0.028 internal
thread, 6 0.236 deep

ℓ = 36 to 37
1.417 to 1.457

Lens
Lens Effective dia.:
ø3.3 ø0.130

20.2
0.795

11
0.433

Mounting drawing 
with FD-G4

Note: In order to obtain a ø0.5 mm 
ø0.02 in spot, it is necessary to keep 
“  ”, in the above gure, within the 
speci ed range.

FX-MR2 Zoom lens (Optional)

M4 × 0.7 0.028 internal
thread, 6 0.236 deep
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0.2764.5
0.177

ø8
ø0.315
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Material: Enclosure ...........  Brass 
(Nickel plated)

Lens ................... Glass
Material:  Enclosure ........... Stainless steel (SUS303) 

Lens ................... Glass

Material:  Enclosure ........... Aluminum (Black ALMITE) 
Lens ................... Glass

Material:  Enclosure ........... Aluminum (Black ALMITE) 
Lens ................... Glass

Material: ABS

52
Refer to the FX-500 series (p.64), FX-100 series (p.74) for dimensions of the ampli ers. 
The CAD data in the dimensions can be downloaded from our website.DIMENSIONS (Unit: mm in)
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