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PROFINET patch cable, shielded, star quad, 22 AWG stranded (7-wire), green, straight RJ45 plug/IP20 to
straight RJ45 plug/IP20, length: 7.5 m

PROFINET patch cable

Gs

Key Commercial Data

Packing unit 1 STK
L TICRR O
47046356"763462
Technical data
Dimensions
| Length of cable 7.5m
General data
Number of positions 4
Signal type/category PROFINET

Characteristics head 1

| Head type

| Plug straight RJ45 / 1IP20

Characteristics head 2

| Head type | Plug straight RJ45 / IP20 |
Cable

Cable structure 1x4xAWG22/7; SFITQ

Conductor cross section 0.34 mm?

AWG signal line 22

Conductor structure signal line 7x0.25 mm

Core diameter including insulation

approx. 1.5 mm

Wire colors

White, yellow, blue, orange

External sheath, color

green RAL 6018

Outer sheath, material

PvC
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Technical data

Cable

ECPBI(ENIX

Conductor material

Tin-plated Cu litz wires

Wave impedance

100 Q #15 Q (at 1 ... 100 MHz)

Classifications

eCl@ss

eCl@ss 4.0 272607xx
eCl@ss 4.1 27260701
eCl@ss 5.0 27260701
eCl@ss 5.1 27060307
eCl@ss 6.0 27061801
eCl@ss 7.0 27061801
eCl@ss 8.0 27060308
ETIM

ETIM 3.0 EC000830
ETIM 4.0 EC000438
ETIM 5.0 EC002599
UNSPSC

UNSPSC 6.01 26121616
UNSPSC 7.0901 26121616
UNSPSC 11 26121604
UNSPSC 12.01 31261501
UNSPSC 13.2 26121616
Drawings

Schematic diagram

Cable cross section
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ECPH(ENIX

Patch cable - VS-PNRJ45-PNRJ45-93B-7,5 - 1406404

RJ45

Circuit diagram

RJ45
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Dimensional drawing
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RJ45 connector, IP20
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

PROFINET patch cable, shielded, star quad, 22 AWG

stranded (7-wire), green, straight RJ45 plug/IP20to 1406404 gﬁgﬁ?ggé# 5
straight RJ45 plug/IP20, length: 7.5 m !
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