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- Contact insert module, for panel mounting frames, with screw connection, 1-pos. + PE connection, 400 V / 20

L A

Why buy this product

Compact design

Universal connection

Proven COMBICON technology

Can be keyed to prevent incorrect connection

Key Commercial Data

Packing unit 50 STK
| UDUR OB
47046356"156288

Technical data

General

Note

Connectors may only be connected/disconnected when under no load.

Connection method

Screw connection

Screw connection

Tightening torque

0.5Nm ... 0.6 Nm

Degree of pollution 3
Overvoltage category Il
Number of positions 1+PE

Conductor cross section

0.2 mm?... 4 mm?

Connection cross section AWG 24 ...12

Stripping length of the individual wire 7 mm
Ambient conditions

Ambient temperature (operation) -40 °C ... 100 °C
Material data

Flammability rating according to UL 94 VO

Contact material CuZn

Contact surface material Tin-plated
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Technical data

Material data

chH(ENIX

| Contact carrier material PA

Electrical characteristics

Rated voltage (I11/3) 400V

Rated surge voltage 6 kV
6 kV

Rated current 20 A

Standards and Regulations

| Flammability rating according to UL 94 VO

Classifications

eCl@ss
eCl@ss 4.0 272607xx
eCl@ss 4.1 27260701
eCl@ss 5.0 27143424
eCl@ss 5.1 27143424
eCl@ss 6.0 27279220
eCl@ss 7.0 27440103
eCl@ss 8.0 27440205
eCl@ss 9.0 27440205

ETIM
ETIM 3.0 EC000438
ETIM 4.0 EC000438
ETIM 5.0 EC000438

UNSPSC
UNSPSC 6.01 30211923
UNSPSC 7.0901 39121522
UNSPSC 11 39121522
UNSPSC 12.01 39121522
UNSPSC 13.2 39121522

Approvals

Approvals

Approvals

EAC
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Approvals

Ex Approvals

Approvals submitted

Approval details

EAC

Drawings
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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Contact insert module, for panel mounting frames, with
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screw connection, 1-pos. + PE connection, 400V /20 A 1583542 PE Y C (2
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