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Ethernet T-coupler for converting from 2 x RJ45 to 2 x SC-RJ FO, 660 nm, 300 m distance with HCS Gl fiber,
for all network structures, redundancy with RSTP + FRD, configuration with WBM, IGMP snooping, multicast
filtering, VLAN, SNMP, and port mirroring integrated.

Product Description

The compact 4-port media converter facilitates the flexible and economic establishment of managed Ethernet networks in an automation
environment. Thanks to its SCRJ connections and extended temperature range of -20°C to +55°C, it fulfills the requirements of industrial
applications perfectly. Its integrated software enables networks to be established, diagnosed, and monitored on a redundant basis using IT standard
protocols.

Why buy this product

Configuration via web-based management
Compact housing

Continuous fiber optic monitoring via LED bar graph
Alarm signal contacts

Multicast filtering with IGMP snooping

Redundant power supply

Extended temperature range of -20°C to +55°C
SNMP traps and values

Port prioritization with V-LAN 802.1Q

Port mirroring

H
DRW Ethernet %

Key Commercial Data

Packing unit 1 STK
IR 0]
47046356"477376

Technical data

Note

EMC: class A product, see manufacturer's declaration in the download

Utilization restriction
area

Dimensions

Width 45 mm
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Technical data

Dimensions
Height 99 mm
Depth 123 mm
Ambient conditions
Degree of protection IP20
Ambient temperature (operation) -20°C..55°C
Ambient temperature (storage/transport) -40°C..85°C

Permissible humidity (operation)

10 % ... 95 % (non-condensing)

Permissible humidity (storage/transport)

10 % ... 95 % (non-condensing)

Interfaces
Interface 1 Ethernet (RJ45)
No. of ports 2 (RJ45 ports)

Connection method

RJ45

Note on connection method

Auto negotiation and autocrossing

Transmission physics

Copper

Transmission speed

10/100 MBit/s

Transmission length

100 m (per segment)

Interface 2 POF/PCF
No. of ports 2 (SCRJ)
Connection method SC-RJ
Transmission physics POF-SCRJ

Transmission speed

10/100 MBit/s (full duplex)

Transmission length

up to 250 m (depending on the fiber used)

Function

Basic functions

Store-and-forward media converter standard-compliant IEEE 802.3 2,
priority classes according to IEEE 802.1 P, TCP/IP protocol, BootP-
compatible, port mirroring, integrated web server function, multicast
filtering, IGMP snooping, VLAN, Rapid Spanning Tree (RSTP)

Supported browsers

Internet Explorer 5.5 or higher

Redundancy

RSTP (Rapid Spanning Tree Protocol)

FRD (Fast Ring Detection)

Large Tree Support

Status and diagnostic indicators

2 status LEDs per Ethernet: activity and duplex mode, supply voltage
Us; and Us; (redundant supply voltage) as well as LED BAR GRAPH for
FO ports for displaying the system reserve for each optical interface.

Signal contact control voltage

24V

Network expansion parameters

Cascading depth

Line, star, tree and redundant ring; any cascading depth

Maximum conductor length (twisted pair)

100 m

Supply voltage

Supply voltage

24V DC
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Technical data

Supply voltage

PHCENIX
CONTACT

Residual ripple

3.6 Vpp (within the permitted voltage range)

Supply voltage range

18,5V DC...30.5V DC

Typical current consumption

400 mA (at Us = 24 V DC)

General
Mounting type DIN rail
Type AX Book type
Net weight 230 g
Housing material PA VO

Standards and Regulations

Electromagnetic compatibility

Conformance with EMC directive 89/336/EC

Noise emission

EN 61000-6-3/-4

Noise immunity

EN 61000-6-2:2005

Vibration (storage/transport)

5g, 150 Hz, in acc. with IEC 60068-2-6

Vibration (operation)

In acc. with IEC 60068-2-6: 5g, 150 Hz

Classifications

eCl@ss
eCl@ss 4.0 27250504
eCl@ss 4.1 27250504
eCl@ss 5.0 27250504
eCl@ss 5.1 27250504
eCl@ss 6.0 27250504
eCl@ss 7.0 27250504
eCl@ss 8.0 19179290

ETIM
ETIM 2.0 EC000310
ETIM 3.0 EC000310
ETIM 4.0 ECO000310
ETIM 5.0 EC001467

UNSPSC
UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
UNSPSC 13.2 39121008
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Approvals

Approvals

Approvals

UL Listed / cUL Listed / cULus Listed

Ex Approvals

Approvals submitted

Approval details

UL Listed @

cUL Listed ‘@

cULus Listed ‘@"

Drawings

Functional drawing

— FO
—— 10/100 Base-T(X) [

Copper cable Star
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Ethernet T-coupler for converting from 2 x RJ45 to 2 x SC-

RJ FO, 660 nm, 300 m distance with HCS Gl fiber, for all FL MC ETH/

network structures, redundancy with RSTP + FRD, 2313164 FO 660 T
configuration with WBM, IGMP snooping, multicast

filtering, VLAN, SNMP, and port mirroring integrated.
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