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Network cable - FL CATS FLEX - 2744830

Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

CAT5-SF/UTP cable (J-LIO2YS(ST)C H 2 x 2 x 26 AWG), light-duty, flexible installation cable 2 x 2 x 0.14
mm?, stranded, shielded, outer sheath: 5.75 mm £ 0.15 mm diameter
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The illustration shows a version
without preassembly and without
RJ45 plug

Ethernet

Key Commercial Data

Packing unit 1M

IO
41017918"600501

Technical data

Cable type

| Cable abbreviation

J-LI02YS(ST) CH 2 x 2 x 26 AWG

Ambient conditions

Ambient temperature (operation)

-40 °C ... 80 °C (cable, fixed installation)

-5 °C ... 60 °C (cable, flexible installation)

Ambient temperature (storage/transport)

-40°C..80°C

External sheath

Outer sheath, material

Halogen-free compound, HM 2 in acc. with VDE 0207

External sheath, color

water blue RAL 5021

External diameter max.

5.9 mm

External diameter min.

5.6 mm

Single wire

Single wire, color

White/orange-orange (pair 1)

White/green-green (pair 2)

Individual wire, diameter

1 mm (wires to pairs, pairs are arranged to form a cable core)

Single wire, material

Foam skin (polyethylene)

Single wire, cross section

0.14 mm?

Mechanical properties
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Technical data

Mechanical properties

chH(ENIX

Smallest bending radius, movable installation

78 mm (not for flexible cable conduit)

Smallest bending radius, fixed installation

30 mm

Tensile strength short-term/long-term

50N bei Installation / 10N nach Installation

General

Conductor length

Free input (0.25 ... 1000.0 m)

Cable weight

43 kg/km

Loop resistance

< 284 Q (per kilometer)

Working capacitance

48 nF (per kilometer)

Wave impedance

100 Q +15 %

Classifications

eCl@ss
eCl@ss 4.0 27230207
eCl@ss 4.1 27230207
eCl@ss 5.0 27230207
eCl@ss 5.1 27230207
eCl@ss 6.0 27230207
eCl@ss 7.0 27230207
eCl@ss 8.0 27061801

ETIM
ETIM 2.0 EC001423
ETIM 3.0 EC001423
ETIM 4.0 EC001423
ETIM 5.0 EC000830

UNSPSC
UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
UNSPSC 13.2 39121008

Approvals

Approvals

Approvals

EAC
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Approvals

Ex Approvals

EEBI(ENIX

Approvals submitted

Approval details

EAC
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Flachsmarktstr. 8

32825 Blomberg

Germany

Tel. +49 5235 300
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

CAT5-SF/UTP cable (J-LIO2YS(ST)C H 2 x 2 x 26 AWG), light-

duty, flexible installation cable 2 x 2 x 0.14 mm?, stranded, = 2744830 EtE(;(ATS Buy on EAN
shielded, outer sheath: 5.75 mm =+ 0.15 mm diameter
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