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Ferrule - Al-XL 6 -12 YE - 3201945
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Ferrule, Sleeve length: 12 mm, Length: 23 mm, Color: yellow

Why buy this product

m Previous methods of achieving correct conductor insulation are much more time consuming

m These ferrules can be used for short-circuit-proof cables

Key Commercial Data

Packing unit 100 STK
Minimum order quantity 100 STK
JUNIAH IR
47017918%117375
Sales Key 05
Technical data
Dimensions
Length (b) 23 mm
Maximum stripping length 18 mm
Sleeve length 12 mm
Inner dimension of the insulating collar (d) 8.7 mm
Ferrule diameter 3.6 mm
Insulating collar thickness 0.3 mm
Sleeve wall thickness 0.2 mm
Ambient conditions
Short-term temperature 120 °C
Max. permanent temperature 105 °C
General
Color yellow
Components free from silicone and halogen
Flammability rating according to UL 94 HB
Material E-CU
Coating tin-plated (galvanic)
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Technical data

Standards and Regulations

ECPH(ENIX

Connection in acc. with standard CSA
Flammability rating according to UL 94 HB
Classifications
eCl@ss
eCl@ss 4.0 27060701
eCl@ss 4.1 27060701
eCl@ss 5.0 27400201
eCl@ss 5.1 27400201
eCl@ss 6.0 27400201
eCl@ss 7.0 27400201
eCl@ss 8.0 27400201
ETIM
ETIM 2.0 EC000005
ETIM 3.0 EC000005
ETIM 4.0 EC000005
ETIM 5.0 EC000005
UNSPSC
UNSPSC 6.01 30212109
UNSPSC 7.0901 27121703
UNSPSC 11 27121703
UNSPSC 12.01 27121703
UNSPSC 13.2 27121703
Approvals
Approvals
Approvals

CSA/CSAus / EAC/EAC / cCSAus

Ex Approvals

Approvals submitted

Approval details
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Approvals
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Drawings

Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Ferrule, Sleeve length: 12 mm, Length: 23 mm, Color: Al-XL 6 -12 _
yellow 3201945 YE Buy on EAN
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