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588 PHOENIX CONTACT

PIK 4... three-level installation termi-
nal blocks

Notes:

If the terminal block is inserted downstream of 40 A or 63 A resid-
ual current devices, a ring-type feed must be provided.

For L/N/PE AKG ... connection terminal blocks and further acces-
sories, see page 94.

– PIK 4-PE/L/NTB is intended for installa-
tion in medical rooms

– The terminal block versions with single 
circuit disconnection precisely meet the 
safety requirements of 
DIN VDE 100-718. Such applications of-
ten require each circuit to be separately 
fused using a residual current device. This 
results in the PIK 4 groups of terminal 
blocks being broken down into small 
groups. Behind the N-disconnect point, 
this model therefore offers a single screw 
connection as well as bridging facility for 
splitting the N-supply cable into several 
N-outputs.

– The PIK 4-L/LB of the same shape en-
ables harmonious attachments to create a 
5-pos. three-phase connection

Technical data
Dimensions Width Length Height NS 35/7,5

[mm] 6.2 88 51.5
Max. electrical data Imax. [A] Umax. [V] max. Ø [mm2] AWG

32 400 0.2 - 4 24 - 12
IEC 60947-7-1 / IEC 60947-7-2

Rated data IEC UL/CUL CSA IEC/ 
EN 60079-7

Rated voltage [V] 400 300 - -
Phase conductor / phase conductor [V] 400 - - -
Phase conductor / PE [V] 250 - - -
Phase conductor / N [V] 250 - - -
Nominal current / cross section [A] / [mm²] 32 / 4 20 / - - -
Rated cross section [mm2] 4 - - -
Cross section range AWG 24 - 12 28-12 - -
Connection capacity solid stranded Ferrule

Without / with plastic sleeve
1 conductor [mm2] 0.2 - 4 0.2 - 4 0.25 - 4 0.25 - 2.5
Two conductors (of the same type) [mm2] 0.2 - 1.5 0.2 - 1 0.25 - 1 -
Two stranded conductors with a TWIN ferrule [mm2] 0.5
General data
Stripping length [mm] 9
Terminal point: thread / torque - / [Nm] M3 / 0.5 - 0.6

Disconnect slide: thread / torque - / [Nm] M2,6 / 0.5 - 0.6

Insulating material PA
Inflammability class according to UL 94 V2

Ordering data

Description No. of
pos. Color Type Imax Order No. Pcs. / 

Pkt.

Three-level installation terminal block, with 
green-yellow PE connection, phase conductor 
connection L  and blue neutral disconnection NTB.

gray PIK 4-PE/L/NTB 2714158 50

Three-level installation terminal block, with 2 
phase conductor connections L and bridging 
option on each level.

gray

Accessories
Cover, width 1.5 mm gray D-PIK 4-PE/L/NTB 2714161 50
Fixed bridge, insulated

10 silver FBI 10- 6 28 A 0203250 10
Isolator bridge bar, divisible, with 10 screws, for switchable 
branches with  IS-K...

10 silver ISSBI  10- 6 26 A 0301505 10
Bridge bar isolator, as distance piece for isolator 
bridge bar

gray IS-K  4 1302338 100

Partition plate, 1.5 mm wide gray ATP-PIK 2714145 50

Screwdriver SF-SL 0,6X3,5-100 S-VDE 1212587 10

Lateral groove labeling ZB 6 (see Catalog 5)

Modular terminal blocks

PIK installation terminal blocks

4 (4) mm², 32 A, three-level terminal block, 
1 x L phase conductor, 1 x N conductor can be 

disconnected, 1 x PE
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Technical data
Width Length Height NS 35/7,5
6.2 88 51.5
Imax. [A] Umax. [V] max. Ø [mm2] AWG
32 400 0.2 - 4 24 - 12
IEC 60947-7-1
IEC UL/CUL CSA IEC/ 

EN 60079-7
400 - - -
400 - - -
- - - -
- - - -
32 / 4 - / - - -
4 - - -
24 - 12 - - -
solid stranded Ferrule

Without / with plastic sleeve
0.2 - 4 0.2 - 4 0.25 - 4 0.25 - 2.5
0.2 - 1.5 0.2 - 1 0.25 - 1 -

1

9
M3 / 0.5 - 0.6

- / -

PA
V2

Ordering data

Type Imax Order No. Pcs. / 
Pkt.

PIK 4-L/LB 3000117 50

Accessories
D-PIK 4-PE/L/NTB 2714161 50

FBI 10- 6 28 A 0203250 10

ISSBI  10- 6 26 A 0301505 10
IS-K  4 1302338 100

ATP-PIK 2714145 50

SF-SL 0,6X3,5-100 S-VDE 1212587 10

ZB 6 (see Catalog 5)

Modular terminal blocks

PIK installation terminal blocks

4 (4) mm², 32 A, three-level terminal block, 
2 x L phase conductor
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Product Code Reference Product link

Installation level terminal block, Screw connection, Cross
section:  0.2 mm² - 4 mm², AWG: 24 - 12, Width: 6.2 mm,
Color: gray, Mounting type: NS 35/7,5, NS 35/15

2714158
PIK 4-PE/L/
NTB

Buy on EAN

Installation level terminal block, Screw connection, Cross
section:  0.2 mm² - 4 mm², AWG: 24 - 12, Width: 6.2 mm,
Color: gray, Mounting type: NS 35/7,5, NS 35/15

3000117 PIK 4-L/LB Buy on EAN
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