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E27            Max 60W                        IP20                       1/10                                                                                      i   190.100

                                                          Ø max 68                                                                                                                             

E40                                                    Ø min 56,5              10                                                                                        i   190.5740B1

                                                            h tot 80                                                                                                                               

- Total insulation e class II.
- Suitable for being installed on usually flammable surface      .  F

E27            Brassed metal            Ø 60x15,5                 50/500                                                                                    i   190.81
- To be used with threaded skirt lampholders. 
- Lampshade holding ring.

E27
           

Threaded     Threaded                NO         50/300                                                                                    i   190.8200

                                     metal entry               YES         50/300                                                                                       i   190.8200T

Type of
coupling Skirt Cap (*)

Earth
terminal Colour

Colour
Type of
coupling Description

Dimension
mm

Colour
Type of
coupling Description

Protection
degree

(*) Entry: M10 x 1
- Screw terminals. 
- Cable: 2.5mm2 (max). 
- With locking screw. 
- With tube stop. 

BRASS PLATED METAL - T210°C

SURFACE MOUNTING LAMPHOLDER

SHADE RING

LUX Series

LUX Series

LUX Series

              /                   14,5 ÷ 18                                   20/200                                                                                  i   190.5778B

              

Clip

             for 7.2x8.2 slot                           20/200                                                                                     i   190.5778/304T
                                  or 10.5 hole (*)

E27
                            for 39x36 profiled hole               20/200                                                                                     i   190.5778/306L

                                  internal with earth screw           20/200                                                     i   190.5778/311T

              Bracket        external with earth screw          20/200                                                     i   190.5778/313T

                                  plastic thread M10x1                 20/200                                                     i   190.5778/348

(*) Gasket not included. 
- Fix the inside gasket using silicon glue. 
- IPX4 if assembled with gasket.

- Max. lamp power: 40W.
- Perforating contacts for flat cable 5x13mm H05RNH2-F 2x1,5mm2

- Screws that cannot be unscrewed.

E27            Lampholder (*)                                              500                                                                                     i 190.5727

Lampholders for incandescent lamps

Lampholder
with mounting
bracket and brake

- Unscrewing brake. 
- Screw terminals. 

- Cable section 1.5-4mm2.

Type of
coupling Support Fixing (mm)

Type of
coupling Description

Type of
coupling Description

Dimension Colour

Colour

Colour

(*) Earth terminal. 
- 2 holes for screw fixing. 

- Screw terminals. 
- Cable: 4mm2 (max).

THERMOSETTING RESIN - T210°C

FOR LIGHTING CHAINS

CERAMIC - T270°C

LUX Series

LUX Series

LUX Series



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

LAMPHOLDER IP20 E27 60W 190100 190.100 Buy on EAN

LAMPHOLDER E27 FOR LIGHTING CHAINS BLACK 1905727 190.5727 Buy on EAN

CERAMIC LAMPHOLDER WHITE -E40 1905740B1 190.5740B1 Buy on EAN

LAMPHOLDER E27 WHITE CLIP SUPPORT 1905778304T 190.5778/304T Buy on EAN

LAMPHOLDER E27 WHITE CLIP SUPPORT 1905778306 190.5778/306 Buy on EAN

LAMPHOLDER E27 WHITE CLIP SUPPORT 1905778306L 190.5778/306L Buy on EAN

LAMPHOLDER E27 WHITE BRACKET SUPPORT 1905778311T 190.5778/311T Buy on EAN

LAMPHOLDER E27 WHITE BRACKET SUPPORT 1905778313T 190.5778/313T Buy on EAN

LAMPHOLDER E27 WHITE BRACKET SUPPORT 1905778348 190.5778/348 Buy on EAN

LAMPHOLDER E27 WHITE 1905778B 190.5778B Buy on EAN

SHADE RING E27 D.58,5x15mm 19081 190.81 Buy on EAN

LAMPHOLDER E27 BRASS PLASTED METAL 1908200 190.8200 Buy on EAN

LAMPHOLDER E27 BRASS PLASTED METAL 1908200T 190.8200T Buy on EAN
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