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Rapid Link M12-Y sensor distributor

Part no.  RA-XM12-Y
  290424
 

General specifications      

Product name     Eaton Moeller® series Rapid Link Accessory Distribution board

Part no.     RA-XM12-Y

EAN     4015082904241

Product Length/Depth     50 millimetre

Product height     17 millimetre

Product width     32 millimetre

Product weight     0.05 kilogram

Compliances     CE

Product Tradename     Rapid Link

Product Type     Accessory

Product Sub Type     Distribution board

Features & Functions      

Enclosure material     Metal/plastic

Functions     For connecting up to 2 sensors per M12 socket

Number of poles     Four-pole

General information      

Degree of protection     IP67

Model     Y-adapter

Nominal current     1 A

Pollution degree     3

Product category     AS-Interface connection and sensors

Climatic environmental conditions      

Ambient operating temperature - min     0 °C

Ambient operating temperature - max     0 °C

Contacts      

Contact type     Female

Technical data ETIM 9.0
Sensors (EG000026) / Sensor actuator adapter (EC002925)

Electric engineering, automation, process control engineering / Connector system / Industry connector / Sensor actuator adapter (ecl@ss13-27-44-01-06 [AFR417008])

Model     Y-adapter

Contact type     Female

Screened     No

Number of poles     4

Housing material     Metal/plastic

Ambient temperature   °C 0 - 0

Operating temperature   °C  

Degree of protection (IP), mounted     IP67

Material thread ring     Stainless steel

Rated voltage   V  

Rated current In   A 1

Inflammability class of insulation material according to with UL94     Other

Pollution degree     3

Material of contact surface     Other
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