
PictureArticle

630.032 
PANEL BOARD IP55 WITH TRANSFORMER 

Master data

Commercial series TRANSFORMER Series

Synthetical 
description

DISTRIBUTION ASSEMBLY 
(ACS)

Protection degree 
IP

IP55

Inlet supply unit Plug

No. of available 
outlets

1

No. of sockets 2P
+E 16A

1

In disp. ing/tipo 
apparecchio

MCB 2P  10A

Max power Trafo 2000 VA (230/220V)

No. MCB 1P 10A 1

TechData

Minimum order 1 NR

Net Weight 14.289 KG

EAN code 8001636088211

Harmonized System Code 
(HSCode)

85371098

Approvals and Certifications Standards and Laws

UE 
Declaration of conformity

EN 61439-4 (2013-03) 
[European Standard] Low-voltage 
switchgear and controlgear assemblies - 
Part 4: Particular requirements for 
assemblies for construction sites (ACS)

Packaging Annexed

Description Carton

Quantity 1

EAN code 8001636502069

Gross weight 14.774 KG

Volume 28533.875 CCM

Dimensions 265x365x295 (MM)

Wiring diagram

Instruction manual
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Instruction manual

Technical Details

2P+E                          Poles                         

TRANSFORMER Series            Commercial series             

Boxes with transformer        Typology                      

10A                           Rated current                 

Plug IEC 309 2P+E   16A       Inlet supply unit             

AC                            Type of current               

IP55                          Protection degree             

EN 61439-4 (2013-03)          Reference standard            

Not applicable                RCD protection                

MCB 2P  10A                   Device supply unit            

Trafo 2000 VA (230/220V)      Max power                     

230V                          Rated voltage                 

Wiring diagram

Note:
MCB with operating time complying 
with D curve diagram.

Isolating transformer: electric shielding 
protection (230/230V).

Rubber electric cable 2x1,5 mm² 
H07RN-F (length 1,5 m).

Provided with housing mod. SCABOX 
complete with lifting handle.

Plug IEC309 16A 2P+E

Note: the equipment must be kept 
outside narrow conducting spaces.
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