
Reference: S1-PB1-25 
Code: 1SAM201914R1002

S1-PB1-25 Power Infeed Block

 

S1-PB1-25 1-phase power infeed block for MS116 / MS132 / MS132-T, 25mm2, IEC

Ordering

EAN: 4013614485251

Minimum Order Quantity: 1 piece

Customs Tariff Number: 85369010

Container Information

Package Level 1 Width: 140 mm

Package Level 1 Length: 15 mm

Package Level 1 Height: 110 mm

Package Level 1 Gross Weight: 0.015 kg

Package Level 1 Units: 1 piece

Package Level 2 Width: 145 mm

Package Level 2 Length: 215 mm

Package Level 2 Height: 120 mm

Package Level 2 Gross Weight: 0.23 kg

Package Level 2 EAN: 4013614485626

Package Level 2 Units: 10 piece
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Dimensions

Product Net Width: 14 mm

Product Net Height: 34 mm

Product Net Depth: 24 mm

Product Net Weight: 0.013 kg

Technical

Connecting Capacity-Main Circuit:
Flexible 1x 4 ... 25 mm²
Rigid 1x 4 ... 25 mm²

Tightening Torque: Main Circuit 2 N·m

Wire Stripping Length: Main Circuit 11 mm

Recommended Screw Driver:
M8
Pozidriv 2

Standards: IEC/EN 60947-1

Product Name: Power Infeed Block

Suitable For:

MS116
MS132
MO132
MS132-T

Suitable for Product Class: Manual Motor Starter

Environmental

RoHS Status:
Following EU Directive 2002/95/EC August 18, 2005 and
amendment

Technical UL/CSA

Tightening Torque UL/CSA: Main Circuit 18 in·lb

Certificates and Declarations (Document Number)

Declaration of Conformity - CE: 1SAD938509-0056

Classifications

eClass: 7.0 27379201

Object Classification Code: X


