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Reference: CR-MJ
Code: 1SVR405658R6000

CR-MJ Jumper bar for CR-M sockets

Buy it at Electric Automation Network

The CR-MJ jumper bar is from the CR-M (miniture) relay range. This jumper bar is
suitable for all CR-M sockets.

Ordering
EAN: 4016779658997
Minimum Order Quantity: 10 piece
Customs Tariff Number: 85369010
Dimensions
Product Net Width: 253 mm
Product Net Height: 11 mm
Product Net Depth: 11 mm
Product Net Weight: 0.029 kg

Container Information

Package Level 1 Units: 10 piece
Package Level 1 Width: 265 mm
Package Level 1 Height: 70 mm
Package Level 1 Length: 41 mm
Package Level 1 Gross Weight: 0.323 kg
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Function: Accessory for interface relays CR-M

mper bar for miniature rel kets with screw
Sub-Function: Jumper bar fo ature relay sockets scre

connection
Output: none
Output Signal: none

Environmental

Following EU Directive 2002/95/EC August 18, 2005 and

RoHS Status:
amendment

Certificates and Declarations (Document Number)

Declaration of Conformity - CE: 1SAD938501-0159
EAC Certificate: EAC_RU_C-PL.ME77.B.01873
RoHS Information: 1SAA981041-4402

Classifications

Object Classification Code: w

ETIM 4: EC002586 - Accessories for switching relay
ETIM 5: EC002586 - Accessories for switching relay
UNSPSC: 39120000

eClass: 7.0 27379208




