Electric Automation

’ ‘ l . Automation specialists

Reference: E250CM11N
Code: 2CSM014100R0201

E250 CM11 Latching relay

Buy it at Electric Automation Network

E250 allows contact switching for each impulse sent to coil, using normally open
pushbuttons. Ideal for lamp remote controlling from different positions. They also
allow manual operations on the product.

Ordering
EAN: 8012542534501
Minimum Order Quantity: 1 piece
Customs Tariff Number: 85364190
Dimensions
Product Net Width: 0.020 m
Product Net Height: 0.085 m
Product Net Depth: 0.085 m
Product Net Weight: 0.130 kg

Container Information

Package Level 1 Units: 10 piece
Package Level 1 Width: 0.085 m
Package Level 1 Height: 0.07 m

Package Level 1 Length: 0.21m
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Package Level 1 Gross Weight: 0.588 kg

Package Level 1 EAN: 8012542534518
Technical
Number of Main Contacts NO: 1
Number of Main Contacts NC: 1
Current Rating: 16 A
Power Loss: at Rated Operating Conditions per Pole 0 W

Environmental

Following EU Directive 2002/95/EC August 18, 2005 and

RoHS Status:
amendment

Certificates and Declarations (Document Number)

Declaration of Conformity - CE: ITSCEO36E25x

RoHS Information: 2CSC441003K0201

Classifications

Object Classification Code: K

ETIM 4: EC000188 - Latching relay

ETIM 5: EC000188 - Latching relay




