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CABLE TIESG Series
M i n i m u m  o r d e r :  1 . 0 0 0  p c s .

Code
 natural

Code
 black

L
(mm)

H
(mm)

Max. Bundle
Ø (mm)

Min. Loop Tensile 
Strength (kg) Quantity

G80X2.4 G80X2.4N 80 2,4 15 8 100

G80X2.4/M G80X2.4N/M 80 2,4 15 8 1.000

G90X2.4 G90X2.4N 90 2,4 16 8 100

G100X2.5 G100X2.5N 100 2,5 22 8 100

G100X2.5/M G100X2.5N/M 100 2,5 22 8 1.000

G120X2.5 G120X2.5N 120 2,5 30 8 100

G140X2.5 G140X2.5N 140 2,5 33 8 100

G140X2.5/M G140X2.5N/M 140 2,5 33 8 1.000

G160X2.5 G160X2.5N 160 2,5 40 8 100

G160X2.5/M G160X2.5N/M 160 2,5 40 8 1.000

G200X2.5 G200X2.5N 200 2,5 53 8 100

G200X2.5/M G200X2.5N/M 200 2,5 53 8 1.000

G250X2.8 G250X2.8N 250 2,8 65 14 100

G300X2.8 G300X2.8N 300 2,8 76 14 100

G120X3.6 G120X3.6N 120 3,6 30 18 100

G140X3.6 G140X3.6N 140 3,6 33 18 100

G140X3.6/M G140X3.6N/M 140 3,6 33 18 1.000

G150X3.6 G150X3.6N 150 3,6 35 18 100

G180X3.6 G180X3.6N 180 3,6 44 18 100

G200X3.6 G200X3.6N 200 3,6 53 18 100

G200X3.6/M G200X3.6N/M 200 3,6 53 18 1.000

G250X3.6 G250X3.6N 250 3,6 65 18 100

G300X3.6 G300X3.6N 300 3,6 76 18 100

G300X3.6/M G300X3.6N/M 300 3,6 76 18 1.000

G370X3.6 G370X3.6N 370 3,6 102 18 100

G120X4.8 G120X4.8N 120 4,8 24 22 100

G160X4.8 G160X4.8N 160 4,8 38 22 100

G190X4.8 G190X4.8N 190 4,8 46 22 100

G190X4.8/M G190X4.8N/M 190 4,8 46 22 1.000

G200X4.8 G200X4.8N 200 4,8 50 22 100

G200X4.8/M G200X4.8N/M 200 4,8 50 22 1.000

G250X4.8/M G250X4.8N/M 250 4,8 60 22 1.000

Ideal for securing tie-on tags, labels and hold-
ers to electrical wiring, pipes and conduit.

Black ties have a higher UV resistance due to 
increased Carbon black loading.

G series ties offer rapid installation due to 
the low friction coefficient of the material and 
have an angled tongue to facilitate easy in-
troduction into the buckle. Rounded corners 
for increased safety.

Material: PA6.6 Polyamide, 
self extinguishing to class V2: UL 94
Humidity absorption: 2.5% 
(at 50% relative humidity)
Resistant to oils, bases, greases, 
oil products, chlorinated solvents.	  

  Operating temperature range
    - 40°C  to  + 85°C (continuous)
    - 40°F  to  + 185°F

    - 40°C  to  +120°C (short periods)
    - 40°F  to  + 248°F 

MG-ETF cable&conduit tags                                   page 14

MG-DOG dog tags 27

ETF-ROLL cable&conduit tags 54

MS-ETF cable & conduit tags 84

PMF-ET  legend holders 106

PM-ET  legend holders 107

PM-DT  legend holders 107

PMT-ET, PMT-DT  legend holders 108

PMT-ET, PMT-DT  legend holders 109

PMT-CT  legend holders 109

V2: UL 94
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check max tie width (dimension H) for the tag or holder used

use with

HF



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

CAST RESIN CABLE JOINT N16 2581320 N16 Buy on EAN

1403 BSP COMPRESSION CABLE GLAND 3003125 1403 Buy on EAN

MG2 MARKINGENIUS 4190012 MG2 Buy on EAN

1410 BSP LOCKNUT WITHOUT COLLAR 3005610 1410 Buy on EAN

CAST RESIN CABLE JOINT N12 2581312 N12 Buy on EAN

CAST RESIN CABLE JOINT N14 2581316 N14 Buy on EAN

CAST RESIN CABLE JOINT N15 2581318 N15 Buy on EAN

1402 BSP COMPRESSION CABLE GLAND 3003120 1402 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n16-cembre-n16-2581320
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n16-cembre-n16-2581320
http://www.electricautomationnetwork.com/en/cembre/1403-bsp-compression-cable-gland-cembre-1403-3003125
http://www.electricautomationnetwork.com/en/cembre/1403-bsp-compression-cable-gland-cembre-1403-3003125
http://www.electricautomationnetwork.com/en/cembre/mg2-markingenius-cembre-mg2-4190012
http://www.electricautomationnetwork.com/en/cembre/mg2-markingenius-cembre-mg2-4190012
http://www.electricautomationnetwork.com/en/cembre/1410-bsp-locknut-without-collar-cembre-1410-3005610
http://www.electricautomationnetwork.com/en/cembre/1410-bsp-locknut-without-collar-cembre-1410-3005610
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n12-cembre-n12-2581312
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n12-cembre-n12-2581312
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n14-cembre-n14-2581316
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n14-cembre-n14-2581316
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n15-cembre-n15-2581318
http://www.electricautomationnetwork.com/en/cembre/cast-resin-cable-joint-n15-cembre-n15-2581318
http://www.electricautomationnetwork.com/en/cembre/1402-bsp-compression-cable-gland-cembre-1402-3003120
http://www.electricautomationnetwork.com/en/cembre/1402-bsp-compression-cable-gland-cembre-1402-3003120

