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CHECKER-BOARDVOIDULTRADESTRUCTIBLE

ultradestructible and anti-tamper film, precut
SECURITY LABELS MG-SAT

SELF ADHESIVE

- 30°C 
+ 80°C

ULTRADESTRUCTIBILEMG-SAT-D

Ultradestructible self adhesive labels, rounded corners

Colour Size mm Code Labels per sheet Quantity  SW Code

  white 9x15 29906 70 3.500 161

15x49 29907 14 700 187

24x38 29901 6 300 270

37x74 29902 2 100 271

52x105 29903 2 100 272

- 40°C
+ 130°C

VOIDMG-SAT-V

“Void” self adhesive labels, rounded corners

Colour Size mm Code Labels per sheet Quantity  SW Code

  white 24x38 29001 6 300 270

37x74 29002 2 100 271

52x105 29003 2 100 272

- 40°C
+ 130°C

CHECKER-BOARDMG-SAT-C

“Checker-board” self adhesive labels, rounded corners

Colour Size mm Code Labels per sheet Quantity  SW Code

  metallic grey 9x15 29806 70 3.500 161
15x49 29807 14 700 187
24x38 29801 6 300 270
37x74 29802 2 100 271
52x105 29803 2 100 272

Note: MG-SAT labels will function most effectively, once adhered, after 72 hours at room temperature.

Ultradestructible film: when removed, allowing 
two hours after application, this film will break 
up into very small fragments to prevent replace-
ment.

Material: PE-HD film

 Operating temperature range 
     - 30°C  to  + 80°C
     - 58°F  to  + 230°F

“Void” anti-tamper film: when removed, leaves 
the word “Void” on the surface, as evidence of 
its removal.

Material: matt Polyester film

 Operating temperature range 
     - 40°C  to  + 130°C
     - 40°F  to  + 266°F

“Checker-board” anti-tamper film:	   
when removed, leaves behind a checker-
board imprint on the surface, as evidence of 
its removal.

Note: Limited resistance to UV.

Material: matt Polyester film

 Operating temperature range 
     - 40°C  to  + 130°C
     - 40°F  to  + 266°F

Directly on suitable surfaces

+ 10°C
 + 40°C

Application    
temperature 

use

MG2-SAT-C

“Checker-board” self adhesive labels, rounded corners

Colour Size mm Code Labels per sheet Quantity  SW Code

  metallic grey 110x140 29804 1 50 273

SF



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

LABEL MG-SAT-C 29806 (9X15 GY) 4114320 29806 Buy on EAN

LEGEND MG-SIGNS-R 990714 (52X105 YE) 4119690 990714 Buy on EAN

LEGEND MG-TAA 49298 (15X44 WH) 4112382 49298 Buy on EAN

LABEL MG-SAT-D 29902 (37X74 WH) 4114352 29902 Buy on EAN

LABEL MG-SAT-D 29901 (24X38 WH) 4114350 29901 Buy on EAN

LABEL MG-SAT-D 29907 (15X49 WH) 4114357 29907 Buy on EAN

LABEL MG-SAT-D 29906 (9X15 WH) 4114356 29906 Buy on EAN

LABEL MG-SAT-D 29903 (52X105 WH) 4114354 29903 Buy on EAN

LABEL MG-SAT-C 29803 (52X105 GY) 4114314 29803 Buy on EAN

LABEL MG-SAT-C 29801 (24X38 GY) 4114310 29801 Buy on EAN

LABEL MG-SAT-C 29802 (37X74 GY) 4114312 29802 Buy on EAN

HOLDER PMF-06 90670 (30 TR) 4008823 90670 Buy on EAN

LABEL MG-SAT-V 29002 (37X74 WH) 4114402 29002 Buy on EAN

LABEL MG-SAT-V 29003 (52X105 WH) 4114404 29003 Buy on EAN

LABEL MG-SAT-V 29001 (24X38 WH) 4114400 29001 Buy on EAN
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http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-d-29902-37x74-wh-cembre-29902-4114352
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-d-29902-37x74-wh-cembre-29902-4114352
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-d-29901-24x38-wh-cembre-29901-4114350
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http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-c-29801-24x38-gy-cembre-29801-4114310
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-c-29802-37x74-gy-cembre-29802-4114312
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-c-29802-37x74-gy-cembre-29802-4114312
http://www.electricautomationnetwork.com/en/cembre/holder-pmf-06-90670-30-tr-cembre-90670-4008823
http://www.electricautomationnetwork.com/en/cembre/holder-pmf-06-90670-30-tr-cembre-90670-4008823
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-v-29002-37x74-wh-cembre-29002-4114402
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-v-29002-37x74-wh-cembre-29002-4114402
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-v-29003-52x105-wh-cembre-29003-4114404
http://www.electricautomationnetwork.com/en/cembre/label-mg-sat-v-29003-52x105-wh-cembre-29003-4114404
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