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on a roll

on a roll

MODULAR COMPONENT LEGEND STRIPS

MODULAR COMPONENT LEGEND STRIPS

STRIP-ROLL-R

STRIP-ROLL-PY

Directly on suitable surfaces

Continuous STRIP-ROLL can be used for the iden-
tification of modular components. 

GENIUSPRO software allows max label length 
1.000 mm, with the ability to customise the pitch.

Material: Rigid PVC, 
self extinguishing class V0: UL 94

   Operating temperature range 
      - 30°C  to  + 60°C 
     - 22°F  to  + 140°F 

SELF ADHESIVE

RTR-TAP & RTA-TAP legend rails                page 118

Material: Polyester film, 
self adhesive. 

   Operating temperature range 
     - 40°C  to  + 130°C 
     - 40°F  to  +266°F 
     Application temperature
    + 10°C  to  + 40°C
    + 50°F  to  + 104°F

- 40°C
 + 130°C

+ 10°C
 + 40°C

Application    
temperature 

- 30°C 
+ 60°CV0: UL 94

      self 
extinguishing class

use

use with

Colour Height mm Tracks Code Length m Quantity  Length
Print area mm  SW Code

  white
15 4 13160 25 1

430 5002
630 5102

1.000 5202

21 3 13161 25 1 430 5005
1.000 5205

36 2 13162 25 1 430 5006
1.000 5206

40 2 13179 25 1 free 4294

80 1 13290 25 1 free 4282

  yellow    430 5002
15 4 13164 25 1 630 5102

1.000 5202

21 3 13171 25 1 430 5005
1.000 5205

36 3 13172 25 1 430 5006
1.000 5206

40 2 13174 25 1 free 4294

80 1 13240 25 1 free 4282

Colour Height mm Tracks Code Length m Quantity  Length
Print area mm  SW Code

  white
15 4 13189 25 1

430 5002
630 5102

1.000 5202



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

1892 O-RING 3016440 1892 Buy on EAN

1742 Pg CONDUIT FITTING 3027025 1742 Buy on EAN

STRIP-ROLL-R 13160 (15 WH) 4295506 13160 Buy on EAN

1712 Pg LOCKNUT WITHOUT COLLAR 3005525 1712 Buy on EAN

1132 METRIC LOCKNUT WITHOUT COLLAR 3005735 1132 Buy on EAN

HOLDER PM-02L 10210 (12 TR) 4005520 10210 Buy on EAN

STRIP-ROLL-R 13164 (15 YE) 4295511 13164 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/cembre/1892-o-ring-cembre-1892-3016440
http://www.electricautomationnetwork.com/en/cembre/1892-o-ring-cembre-1892-3016440
http://www.electricautomationnetwork.com/en/cembre/1742-pg-conduit-fitting-cembre-1742-3027025
http://www.electricautomationnetwork.com/en/cembre/1742-pg-conduit-fitting-cembre-1742-3027025
http://www.electricautomationnetwork.com/en/cembre/strip-roll-r-13160-15-wh-cembre-13160-4295506
http://www.electricautomationnetwork.com/en/cembre/strip-roll-r-13160-15-wh-cembre-13160-4295506
http://www.electricautomationnetwork.com/en/cembre/1712-pg-locknut-without-collar-cembre-1712-3005525
http://www.electricautomationnetwork.com/en/cembre/1712-pg-locknut-without-collar-cembre-1712-3005525
http://www.electricautomationnetwork.com/en/cembre/1132-metric-locknut-without-collar-cembre-1132-3005735
http://www.electricautomationnetwork.com/en/cembre/1132-metric-locknut-without-collar-cembre-1132-3005735
http://www.electricautomationnetwork.com/en/cembre/holder-pm-02l-10210-12-tr-cembre-10210-4005520
http://www.electricautomationnetwork.com/en/cembre/holder-pm-02l-10210-12-tr-cembre-10210-4005520
http://www.electricautomationnetwork.com/en/cembre/strip-roll-r-13164-15-ye-cembre-13164-4295511
http://www.electricautomationnetwork.com/en/cembre/strip-roll-r-13164-15-ye-cembre-13164-4295511

