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(pump P0 7000 + head ECW-H3D)
Crimping

force
kN

Dimensions
pump mm

Dimensions
head mm

Weight
kg

 230 680x200xh163 290x120 15,3

Storage type Dimensions mm Weight kg

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 
  and adaptors and dies specific for head ECW-H3D

L.V. lugs
and splices

MAIN APPL ICAT IONS -  max  sec t i on  mm 2

Insulated
terminals

“C” sleeve
connectors

H.V. lugs
and splices

 630 300 240 630

(pump P0 7000 + head RHU 131-C)
Crimping

force
kN

Dimensions
pump mm

Dimensions
head mm

Weight
kg

 130 680x200xh163 245x89 13,5

Storage type Dimensions mm Weight kg

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 
  and accessories for crimping Aluminium connectors

L.V. lugs
and splices

MAIN APPL ICAT IONS -  max  sec t i on  mm 2

Insulated
terminals

“C” sleeve
connectors

H.V. lugs
and splices

Alu lugs
and splices

 400 240 185 400 300

(pump P0 7000 + head RHC 131)
Crimping

force
kN

Dimensions
pump mm

Dimensions
head mm

Weight
kg

 130 680x200xh163 232x124 13,6

Storage type Dimensions mm Weight kg

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies

L.V. lugs
and splices

MAIN APPL ICAT IONS -  max  sec t i on  mm 2

Insulated
terminals

“C” sleeve
connectors

H.V. lugs
and splices

 400 240 185 400

*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 
  and adaptors and dies specific for head ECW-H3D  and adaptors and dies specific for head ECW-H3D

*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 
  and accessories for crimping Aluminium connectors  and accessories for crimping Aluminium connectors

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies

CPU 1230-3D

CPU 1131-C

CP 1131

Weight
kg

 230 680x200xh163 290x120 15,3

Weight kg

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 

and splices

CPU 1230-3D

Weight kg

 VAL P21* 820x430xh290 6,74
*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies 

Alu lugs
and splices

CPU 1131-C

Weight kg

*Supplied with the unit, suitable for storage of 24 semi-circular slotted dies

CP 1131

Hydraulic units are obtained 
by combining the double sta-
ge hydraulic foot pump with 
the various hydraulic press 
heads featured on previous 

pages.
The use of the double speed 
pump considerably reduces 
operating time.

HYDRAULIC UNITS



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

CP1131 TOOL UNIT 2610120 CP1131 Buy on EAN

ECW-H3D PRESSHEAD 2630073 ECW-H3D Buy on EAN

RHC131 PRESSHEAD 2619010 RHC131 Buy on EAN

CPU1131C TOOL UNIT 2610150 CPU1131-C Buy on EAN

CPU1230-3D CRIMPING UNIT 2630200 CPU1230-3D Buy on EAN

RHU131-C PRESSHEAD 2619210 RHU131-C Buy on EAN
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http://www.electricautomationnetwork.com/en/cembre/cp1131-tool-unit-cembre-cp1131-2610120
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