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VLT® AutomationDrive
The premier, globally supported drive concept for exceptional control of motor driven applications.

Designed for variable speed con-
trol of all asynchronous motors and 
permanent magnet motors, on any in-
dustrial machine or production line, a 
VLT® AutomationDrive helps its owner 
save energy, increase flexibility, and 
optimize processes.

Flexible and expandable
Built on a flexible, modular design 
concept the AutomationDrive is 
packed with standard, industry 
features out of the box. These can be 
expanded with plug-and-play options 
with additional features, positioning 
control, fieldbuses, safety functions 
such as STO, SS1, SLS, SMS and SSM, 
motor protection and more.

Robust and safe
VLT AutomationDrives are proven 
performers in all industrial environ-
ments and grid voltages, including 
690V. Enclosures are available up 

to IP 66 (depending on model), and 
integrated DC chokes and RFI filters 
in all models protect installations by 
minimizing  harmonic distortion and 
electromagnetic interferences. All 
drives are fully tested at the factory 
before they are shipped.

Easy to set up and operate via the 
user-friendly graphical control panel, 
a VLT AutomationDrive only requires 
little maintenance once in operation. 
The result is an market leading control 
solution that provides a fast return on 
investment and a highly competitive 
cost of ownership.

Power range
3 x 200 – 240 V ..................... 0.25 – 37 kW
3 x 380 – 480/500 V ......... 0.37 – 800 kW
3 x 525 – 600 V ..............0.75 kW – 75 kW
3 x 525 – 690 V .............. 1.1 kW – 1.2 MW
Normal overload ..........1.5 kW – 1.4 MW

Facts about our products

98%
Optmize processes 
while reducing energy 
costs. Versatile, flexible, 
configurable and built to 
last.

Energy efficiency

Feature Benefit
Reliable Maximum uptime
Ambient temperature 50° C without derating Less need for cooling or oversizing
Available in IP 00, 20, 21, 54, 55 
and 66 enclosures Enclosures for all environments

Resistant to wear and tear Low lifetime cost
Back-channel cooling for frame D, E and F Prolonged lifetime of electronics
User-friendly Saves commissioning and operating cost
Plug-and-Play technology Easy upgrade and changeover
Awarded control panel User-friendly
Intuitive VLT® interface Saves time
Pluggable cage clamp connectors Easy connection
Exchangeable languages User-friendly
Intelligent
Intelligent warning systems Warning before controlled stop
Smart Logic Control Reduces need for PLC capacity
Advanced plug-in features Easy commissioning

Safe stop Safety cat. 3, PL d (ISO 13849-1), 
Stop cat. 0 (EN 60204-1)

STO: Safe Torque Off (IEC 61800-5-2) SIL 2 (IEC 61508)
SIL CL 2 (IEC 62061)

Intelligent heat management Intelligent heat management
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Fieldbus options
n VLT® PROFIBUS DP MCA 101
n VLT® DeviceNet MCA 104
n VLT® CanOpen MCA 105
n VLT® Profibus Converter MCA 113 
n VLT® Profibus Converter MCA 114
n VLT® PROFINET MCA 120
n VLT® Ethernet/IP MCA 121
n VLT® Modbus TCP MCA 122
n  VLT® POWERLINK MCA 123
n  VLT® EtherCAT MCA 124
n  VLT® DeviceNet Converter MCA 194

I/O and feedback options
n VLT® General Purpose I/O MCB 101
n VLT® Encoder Input MCB 102
n VLT® Resolver Input MCB 103
n VLT® Relay Card MCB 105
n VLT® 24 V External Supply MCB 107
n VLT® Extended Relay Card MCB 113 
n VLT® Sensor Input MCB 114

Safety options
n VLT® Safe PLC I/O MCB 108 
n VLT® PTC Thermistor Card MCB 112
n  VLT® Safe Option MCB 140 Series
n  VLT® Safe Option MCB 150 Series

Motion Control Options
n VLT® Motion Control Option 
 MCO 305
n VLT® Synchronizing Controller 
 MCO 350
n VLT® Position Controller MCO 351
n VLT® Center Winder MCO 352 

Power options
n VLT® Brake resistors MCE 101
n VLT® Sine-Wave Filters MCC 101
n VLT® dU/dt Filters MCC 102
n VLT® Common Mode Filter MCC 105
n VLT® Advanced Harmonic Filters 

AHF 005/010

Other accessories
n IP 21/NEMA 1 Kit  

(convert IP 20 to IP 21)
n PROFIBUS adapter
n Sub-D9 Connector
n Decoupling plate for  

fieldbus cables
n USB connection cable to PC
n Panel Through option
n LCP panel mounting kit

Specifications

n Mounting brackets
n Mains disconnect option
n USB Extension 
n Interbus gateway MCA 110
n Option Adapter 
n RCMB20/RCMB35 Leakage Current 

Monitor Module
 
Brake chopper (IGBT) option
Limits the load on the intermediate 
circuit in the case the motor acts as a 
generator. 

High power options
n Emergency stop with Safety Relay 
n Safety Stop with Safety Relay
n RFI Filters
n NAMUR terminals
n Residual Current Device
n Insulation Resistance Monitor
n Mains shielding
n Regen terminals

Please see the VLT® High Power Drive Selection Guide 
for the complete range of options.

Mains supply (L1, L2, L3)

Supply voltage
200 – 240 V ±10%
FC 301: 380 – 480 V ±10% 
FC 302: 380 – 500 V ±10%, 525 – 600 V ±10%
525 – 690 V ±10%

Supply frequency 50/60 Hz
True Power Factor (λ) 0.92 nominal at rated load
Displacement Power Factor (cos φ) near unity (> 0.98)
Switching on input supply L1, L2, L3 Maximum 2 times/min.

Output data (U, V, W)
Output voltage 0–100% of supply voltage

Output frequency
FC 301: 0.2 – 590 Hz (0.25 – 75 kW)
FC 302: 0 – 590 Hz (0.25 – 75 kW)
 0 – 590 Hz (90 – 1200 kW)
 0 – 300 Hz (Flux mode)

Switching on output Unlimited
Ramp times 1–3600 sec.

Note: 160% current can be provided for 1 minute. 
Higher overload rating is achieved by oversizing the drive.

Digital inputs
Programmable digital inputs FC 301: 4 (5) / FC 302: 4 (6)
Logic PNP or NPN
Voltage level 0–24 VDC

Note: One/two digital inputs can be programmed as digital output for FC 301/FC 302.

Analogue input
Analogue inputs 2
Modes Voltage or current

Voltage level FC 301: 0 to +10 V
FC 302: -10 to +10 V (scaleable)

Current level 0/4 to 20 mA (scaleable)

Pulse/encoder inputs
Programmable pulse/encoder inputs FC 301: 1 / FC 302: 2
Voltage level 0 – 24 V DC (PNP positive logic)

Digital output*
Programmable digital/pulse outputs FC 301: 1 / FC 302: 2
Voltage level at digital/frequency output 0 – 24 V

Analogue output*
Programmable analogue outputs 1
Current range 0/4–20 mA

Relay outputs*
Programmable relay outputs FC 301: 1 / FC 302: 2

Cable lengths

Max. motor cable lengths
FC 301:  50 m / FC 302: 150 m  

(screened/armoured)
FC 301:  75 m / FC 302: 300 m  

(unscreened/unarmoured)
*More analogue and digital inputs/outputs can be added with options.

Danfoss VLT Drives, Ulsnaes 1, DK-6300 Graasten, Denmark, Tel. +45 74 88 22 22, Fax +45 74 65 25 80
www.danfoss.com/drives • E-mail: info@danfoss.com

http://www.danfoss.com/drives
mailto:info@danfoss.com


Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0033 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0034 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0035 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0037 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0038 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0039 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0040 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0041 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0042 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0073 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0035
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0035
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip20-danfoss-131b0037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip20-danfoss-131b0037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0040
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0040
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0073
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0073


VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0074 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0075 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0076 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0077 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0078 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0079 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0080 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0081 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0082 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0123 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0124 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0125 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0126 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0128 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0129 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0130 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0131 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0075
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0075
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip20-danfoss-131b0076
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip20-danfoss-131b0076
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip20-danfoss-131b0077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip20-danfoss-131b0077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0078
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0078
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0080
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0080
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0081
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0081
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-037kw-3x380-500v-ip20-danfoss-131b0123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0124
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-055kw-3x380-500v-ip20-danfoss-131b0124
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-075kw-3x380-500v-ip20-danfoss-131b0125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip20-danfoss-131b0126
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip20-danfoss-131b0126
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0128
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0128
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0130
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0130
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0131
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131b0131


VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0132 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0147 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0148 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0149 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0150 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0152 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1157 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1167 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1168 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1545 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1546 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1547 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1854 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1874 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1879 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1957 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1959 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-15kw-ip20-danfoss-131b0147
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-15kw-ip20-danfoss-131b0147
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b0148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0149
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131b0149
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0150
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip20-danfoss-131b0150
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131b0152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1157
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1157
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip55-danfoss-131b1167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip55-danfoss-131b1167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1168
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1168
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip55-danfoss-131b1545
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip55-danfoss-131b1545
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b1546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b1546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b1547
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b1547
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip55-danfoss-131b1854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip55-danfoss-131b1854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-danfoss-131b1879
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-danfoss-131b1879
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1959
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1959


VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1961 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1962 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1976 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1977 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1978 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1979 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1980 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4575 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4577 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4579 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4582 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4584 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5904 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5911 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5914 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5946 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b1961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b1961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b1962
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b1962
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-11kw-3x380-500v-ip55-danfoss-131b1976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip55-danfoss-131b1977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-15kw-3x380-500v-ip55-danfoss-131b1977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1978
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip55-danfoss-131b1978
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b1979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b1979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip55-danfoss-131b1980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-40kw-3x380-500v-ip55-danfoss-131b1980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip55-danfoss-131b4577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip55-danfoss-131b4577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip55-danfoss-131b4579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip55-danfoss-131b4579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b4582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip55-danfoss-131b4582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b4584
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip55-danfoss-131b4584
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b5904
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip55-danfoss-131b5904
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-37kw-ip55-danfoss-131b5911
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-37kw-ip55-danfoss-131b5911
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip55-danfoss-131b5914
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip55-danfoss-131b5914
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b5946
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131b5946


VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6037 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6039 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0431 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0432 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0433 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0434 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0435 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0436 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0437 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0438 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0439 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0440 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0444 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0445 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0446 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6088 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip21-danfoss-131b6037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip21-danfoss-131b6037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-75kw-ip55-danfoss-131b6039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-380-500v-75kw-ip55-danfoss-131b6039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip20-danfoss-131f0431
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip20-danfoss-131f0431
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip20-danfoss-131f0432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-185kw-3x380-500v-ip20-danfoss-131f0432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131f0433
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-22kw-3x380-500v-ip20-danfoss-131f0433
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131f0434
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131f0434
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131f0435
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-30kw-3x380-500v-ip20-danfoss-131f0435
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip20-danfoss-131f0436
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip20-danfoss-131f0436
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip20-danfoss-131f0437
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-37kw-3x380-500v-ip20-danfoss-131f0437
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip20-danfoss-131f0438
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip20-danfoss-131f0438
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip20-danfoss-131f0439
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-45kw-3x380-500v-ip20-danfoss-131f0439
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131f0440
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131f0440
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131f0444
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-55kw-3x380-500v-ip20-danfoss-131f0444
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131f0445
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131f0445
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131f0446
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-drive-fc-302-75kw-3x380-500v-ip20-danfoss-131f0446
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6088
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6088


VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1160 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3619 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1708 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6628 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0540 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1017 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1015 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5718 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6084 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F0587 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1005 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3620 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6748 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5840 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6718 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5848 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5849 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1708
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1708
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0540
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0540
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b5718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b5718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6084
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6084
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f0587
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f0587
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1005
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1005
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3620
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3620
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b6748
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b6748
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5840
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5840
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip66-nema-4x-rfi-class-danfoss-drives-131b5848
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip66-nema-4x-rfi-class-danfoss-drives-131b5848
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a-danfoss-drives-131b5849
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a-danfoss-drives-131b5849


VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6714 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3713 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131N1912 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1577 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6252 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6092 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis A1 Frame, RFI Class A1/B (cable
len)(C1), No brake chopper Further options according to
typecode

131B2711 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A1/B (cable len)
(C1), No brake chopper Further options according to
typecode

131B2712 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F8921 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0711 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2372 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1716 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1953 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F9315 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), Safe
Stop Further options according to typecode

131B4386 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F9313 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131n1912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131n1912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6252
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6252
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6092
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6092
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2711
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2711
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0711
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0711
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1716
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1716
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b1953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b1953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f9315
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f9315
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b4386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b4386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f9313
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f9313


VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0027 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0026 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1003 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0029 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0028 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6414 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3383 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F0063 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6358 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B7736 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131G2103 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131G7641 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3162 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2416 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2147 Buy on EAN

VLT® AutomationDrive FC 300 3.7 KW / 5.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1192 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131X4426 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0026
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0026
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0029
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0029
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0028
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0028
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a-danfoss-drives-131b6414
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a-danfoss-drives-131b6414
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f0063
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f0063
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6358
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6358
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131b7736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131b7736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131g2103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131g2103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g7641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g7641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b3162
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b3162
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b2416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b2416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b2147
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b2147
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131x4426
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131x4426


VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2568 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5267 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1927 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0032 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0030 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0031 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0036 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0527 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0520 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3672 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3958 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F2985 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131G6471 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131G2022 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6603 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6110 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B7419 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b5267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b5267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0031
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0031
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0527
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0527
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3958
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3958
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f2985
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f2985
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g6471
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g6471
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g2022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g2022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b7419
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b7419


VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B7418 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1159 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1152 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1153 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1151 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1154 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1155 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0107 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1483 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2354 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2353 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2352 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2826 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H1956 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5237 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H0805 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0749 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b7418
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b7418
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1153
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1153
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1151
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1151
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b1154
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b1154
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1155
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1155
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1483
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1483
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2353
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2353
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2826
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2826
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h1956
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h1956
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0805
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0805
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0749
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0749


VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5258 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0199 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0198 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0197 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0196 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1930 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0282 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0991 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0993 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1184 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B4349 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B8506 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6101 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F5994 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 200 - 240
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131N4118 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2584 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2585 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b5258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b5258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0199
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0199
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0198
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0198
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0196
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0196
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0282
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0282
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0991
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0991
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0993
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0993
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b4349
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b4349
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b8506
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b8506
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f5994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f5994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131n4118
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131n4118
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2584
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2584
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2585
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2585


VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1124 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1123 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2349 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H1145 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 200 - 240
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131L7905 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0889 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131G0043 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F9046 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1237 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1239 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B1052 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B1051 Buy on EAN

VLT® AutomationDrive FC 300 0.25 KW / 0.33 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0297 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4576 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4574 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3714 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4578 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1124
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1124
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2349
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2349
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h1145
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h1145
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131l7905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131l7905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131g0043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131g0043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f9046
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f9046
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1239
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1239
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-025-kw-033-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0297
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-025-kw-033-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0297
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4576
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4576
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4578
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4578


VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0981 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 200 - 240
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131L4281 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0898 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0886 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0885 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 200 - 240
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6056 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0965 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3696 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 200 - 240
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2627 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2334 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2628 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5235 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2939 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131G9558 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3465 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0884 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3697 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131l4281
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131l4281
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0898
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0898
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0886
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0886
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b6056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b6056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b3696
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b3696
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b2334
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b2334
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b2939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b2939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g9558
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g9558
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3465
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3465
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0884
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0884
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b3697
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b3697


VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3691 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0319 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0318 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0317 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0316 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5906 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F1692 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1107 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2326 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0512 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), Safe Stop
Further options according to typecode

131B2815 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0516 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F1674 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B1074 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6807 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6806 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0098 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b3691
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b3691
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0316
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0316
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131f1692
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131f1692
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2326
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2326
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0512
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0512
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131f1674
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131f1674
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0098
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0098


VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0099 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5570 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0093 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0094 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0095 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0096 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0097 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0996 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F4432 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0890 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1241 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0300 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0302 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0304 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5824 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 200 - 240
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5828 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F7148 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0099
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0099
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5570
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5570
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0093
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0093
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0095
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0095
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0096
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0096
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0097
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0097
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0996
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0996
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f4432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f4432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0890
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0890
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0300
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0300
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0302
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0302
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b5824
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b5824
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b5828
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip21-type-1-rfi-class-a2-danfoss-drives-131b5828
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7148


VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5912 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F5345 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F8920 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0719 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F5567 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6032 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1681 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0906 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2263 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0905 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H1593 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H1595 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B1255 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP55 / Type12 Backplate, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B5785 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0938 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0937 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0934 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f5345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f5345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8920
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8920
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131f5567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131f5567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b6032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1681
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1681
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b2263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b2263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b1255
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b1255
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type12-backplate-rfi-danfoss-drives-131b5785
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type12-backplate-rfi-danfoss-drives-131b5785
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0934
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0934


VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0979 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F7150 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H2522 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1258 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 200 - 240
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5830 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A1/B (cable len)
(C1), Safe Stop Further options according to typecode

131B3306 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F6599 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F6598 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 200 - 240
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B6004 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131F1019 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131F1018 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131F1017 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1091 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131G4294 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F1659 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1098 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0787 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7150
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7150
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5830
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5830
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b3306
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b3306
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f6599
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f6599
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f6598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f6598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b6004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131f1019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131f1019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131f1018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131f1018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131f1017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131f1017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1091
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1091
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131g4294
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131g4294
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f1659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f1659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1098
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1098
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0787
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0787


VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0788 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1100 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0320 Buy on EAN

VLT® AutomationDrive FC 300 3.7 KW / 5.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0321 Buy on EAN

VLT® AutomationDrive FC 300 37 KW / 50 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6798 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0922 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0926 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2325 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131G7905 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1008 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5979 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0955 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2811 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No
brake chopper Further options according to typecode

131B2665 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2667 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2689 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2688 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0320
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0320
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b6798
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-37-kw-50-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b6798
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0922
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0922
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0926
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0926
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2325
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b2325
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g7905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131g7905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b5979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b5979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0955
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0955
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2811
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2811
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2667
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2667
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-a1-frame-rfi-danfoss-drives-131b2689
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-a1-frame-rfi-danfoss-drives-131b2689
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-a1-frame-rfi-danfoss-drives-131b2688
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-a1-frame-rfi-danfoss-drives-131b2688


VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2687 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No
brake chopper Further options according to typecode

131B2686 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
480 VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No
brake chopper Further options according to typecode

131B2685 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1268 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1269 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0234 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1265 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B1262 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H1601 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H5359 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1647 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1648 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1869 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H1429 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B4321 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F1356 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0918 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2687
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2687
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2686
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2686
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2685
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-480-vac-ip20-chassis-a1-frame-r-danfoss-drives-131b2685
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1269
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1269
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1265
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1265
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b1262
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b1262
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1601
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h1601
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h5359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h5359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b1869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h1429
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h1429
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b4321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b4321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131f1356
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131f1356
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0918


VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3254 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0725 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H4559 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3677 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3673 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3106 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F6593 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B2707 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B7552 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H2243 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B8760 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0298 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1788 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B1079 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5314 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5315 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5316 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b3254
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b3254
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0725
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0725
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4559
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4559
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b3677
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b3677
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3673
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3673
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f6593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f6593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2707
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b2707
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b7552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b7552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b8760
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b8760
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0298
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b0298
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b1788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5314
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5314
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5315
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5315
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5316
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5316


VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5317 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5312 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0233 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H0090 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0721 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0902 Buy on EAN

VLT® AutomationDrive FC 300 0.55 KW / 0.75 HP, 380 -
480 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B0901 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H0074 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1247 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4581 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3663 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H4488 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H2653 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H3498 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F8410 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B1401 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0681 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b5317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5312
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5312
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0233
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0233
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h0090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h0090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0901
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-danfoss-drives-131b0901
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1247
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b1247
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4581
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4581
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3663
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b3663
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4488
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4488
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2653
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2653
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h3498
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h3498
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f8410
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f8410
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1401
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b1401
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0681
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0681


VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131F1020 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F8900 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 200 - 240
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131H1629 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0201 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0200 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0202 Buy on EAN

VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B8027 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0972 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H2823 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5324 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0755 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0759 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B5902 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131H8987 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H4575 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H4577 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H4576 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131f1020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131f1020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131h1629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131h1629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0201
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0201
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0202
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0202
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b8027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b8027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h2823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h2823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b5324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b5324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0755
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0755
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0759
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0759
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b5902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131h8987
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131h8987
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h4577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h4576
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h4576


VLT® AutomationDrive FC 300 15 KW / 20 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H4578 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0804 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3614 Buy on EAN

VLT® AutomationDrive FC 300 45 KW / 60 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131G6806 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3618 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B3125 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6749 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H5355 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H2822 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F7146 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H2625 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2052 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6359 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B8675 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2982 Buy on EAN

VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 380 -
500 VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B0103 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0743 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h4578
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h4578
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0804
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0804
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b3614
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b3614
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g6806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-45-kw-60-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131g6806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3618
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c-danfoss-drives-131b3618
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b3125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b6749
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b6749
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h5355
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h5355
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7146
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f7146
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131h2625
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131h2625
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type-12-rfi-class-a1-danfoss-drives-131b2052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b6359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b8675
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b8675
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b2982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b2982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-380-500-vac-ip20-chassis-rfi-class-danfoss-drives-131b0103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0743
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0743


VLT® AutomationDrive FC 300 1.1 KW / 1.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0745 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0747 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1612 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1755 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0101 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B2520 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0102 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0100 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1984 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131H1479 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0966 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0968 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0969 Buy on EAN

VLT® AutomationDrive FC 300 55 KW / 75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H2652 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6799 Buy on EAN

VLT® AutomationDrive FC 300 30 KW / 40 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B6648 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131G5793 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0747
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0747
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b1612
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b1612
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b1755
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b1755
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b2520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b2520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0102
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0102
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b1984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip21-type-1-rfi-class-a1-danfoss-drives-131b1984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131h1479
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131h1479
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0966
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0966
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0969
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0969
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b6799
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131b6799
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b6648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-131b6648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131g5793
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip55-type-12-rfi-class-a1-b-danfoss-drives-131g5793


VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1263 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B6230 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131B5313 Buy on EAN

VLT® AutomationDrive FC 300 18.5 KW / 25 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B2082 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1283 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1281 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1287 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B1285 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F8899 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B3094 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131N3976 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B4583 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0003 Buy on EAN

VLT® AutomationDrive FC 300 5.5 KW / 7.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0002 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0001 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B0007 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B5466 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b1263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b6230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b6230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5313
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131b5313
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b2082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-185-kw-25-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131b2082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1283
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1283
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1281
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1281
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1285
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b1285
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8899
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f8899
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b3094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b3094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131n3976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131n3976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b4583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-55-kw-75-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0001
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0001
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b0007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b5466
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131b5466


VLT® AutomationDrive FC 300 0.37 KW / 0.50 HP, 200 -
240 VAC, IP20 / Chassis, RFI Class A2 (C3), No brake
chopper Further options according to typecode

131B4656 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B4657 Buy on EAN

VLT® AutomationDrive FC 300 1.5 KW / 2.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0953 Buy on EAN

VLT® AutomationDrive FC 300 4.0 KW / 5.5 HP, 380 - 500
VAC, IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F6251 Buy on EAN

VLT® AutomationDrive FC 300 22 KW / 30 HP, 380 - 500
VAC, IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131B1865 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131B0917 Buy on EAN

VLT® AutomationDrive FC 300 7.5 KW / 10 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H2230 Buy on EAN

VLT® AutomationDrive FC 300 75 KW / 100 HP, 380 - 500
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F1359 Buy on EAN

VLT® AutomationDrive FC 300 15 KW / 20 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131F5495 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131H2352 Buy on EAN

VLT® AutomationDrive FC 300 2.2 KW / 3.0 HP, 200 - 240
VAC, IP66 / NEMA 4X, RFI Class A1/B (C1), No brake
chopper Further options according to typecode

131N3989 Buy on EAN

VLT® AutomationDrive FC 300 0.75 KW / 1.0 HP, 380 - 480
VAC, IP20 / Chassis A1 Frame, RFI Class A2 (C3), Safe Stop
Further options according to typecode

131B5520 Buy on EAN

VLT® AutomationDrive FC 300 11 KW / 15 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
Further options according to typecode

131H0089 Buy on EAN

VLT® AutomationDrive FC 300 3.0 KW / 4.0 HP, 380 - 500
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
Further options according to typecode

131F9978 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b4656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-037-kw-050-hp-200-240-vac-ip20-chassis-rfi-class-danfoss-drives-131b4656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b4657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b4657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131b0953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131f6251
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-40-kw-55-hp-380-500-vac-ip66-nema-4x-rfi-class-a2-danfoss-drives-131f6251
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1865
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip21-type-1-rfi-class-a1-b-danfoss-drives-131b1865
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0917
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a-danfoss-drives-131b0917
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h2230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131f1359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-75-kw-100-hp-380-500-vac-ip55-type-12-rfi-class-a2-danfoss-drives-131f1359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f5495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131f5495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131h2352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131n3989
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-22-kw-30-hp-200-240-vac-ip66-nema-4x-rfi-class-a1-danfoss-drives-131n3989
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b5520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-075-kw-10-hp-380-480-vac-ip20-chassis-a1-frame-rf-danfoss-drives-131b5520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h0089
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-danfoss-drives-131h0089
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f9978
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-automationdrive-fc-300-30-kw-40-hp-380-500-vac-ip20-chassis-rfi-class-a1-danfoss-drives-131f9978

