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MI.33.F3.02 - VLT® is a registered Danfoss trademark

VLT® AutomationDrive

	 Encoder Option MCB 102

The encoder module can be used as feedback source for closed loop Flux control (1-02 Flux Motor Feedback 
Source) as well as closed loop speed control (7-00 Speed PID Feedback Source). Configure encoder option in 
parameter group 17-** Motor Feedb.Option

1

Supported encoder types:
Incremental Encoder: 5V and 10-30V TTL type, RS422, max. frequency: 410 kHz
Incremental Enocer: 1Vpp, Sine-Cosine
Hiperface® Encoder: Absolute and Sine-Cosine (Stegmann/SICK)
EnDat Encoder: Absolute and Sine-Cosine (Heidenhain) Supports version 2.1
SSI Encoder: Absolute
Encoder monitor:
The 4 encoder channels (S, B, Z and D) are monitored, open and short circuit can be detected.
There is a green LED for each channel which lights up when the channel is OK.

NOTE
The LEDs are only visible when removing the LCP. Reaction in case of an encoder er-
ror can be selected in 17-61 Feedback Signal Monitoring: None, Warning or Trip.

When the encoder option kit is ordered separately the kit includes:
•	 Encoder module MCB 102
•	 Enlarged LCP fixture and enlarged terminal cover

The encoder option does not support FC 302 frequency converters manufactured before week 50/2004.
Min. software version: 2.03 (15-43 Software Version)

Used for:
•	 VVCplus closed loop 
• 	 Flux Vector Speed control
• 	 Flux Vector Torque control
•	 Permanent magnet motor

Connector Designation
X31

Incremental Encoder
(please refer to Graphic A)

SinCos Encoder Hiperface®
(please refer to Graphic B)

EnDat Encoder

CNCNCN1
CNCCV 8CN2

CCV 5CNCCV 53
DNGDNGDNG4

SOC+SOC+tupni A5
6 A inv input REFCOS REFCOS

NIS+NIS+tupni B7
NISFERNISFERtupni vni B8

9 Z input +Data RS485 Clock out
10 Z inv input -Data RS485 Clock out inv.

ni ataDCNCN11
.vni ni ataDCNCN21

Max. 5V on terminal 12
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Max. cable length 150m. Hiperface® encoder     
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302PK75T4B66H1XXXXXXXXXXXA0BXXXXXXDX

131Z0891 Buy on EAN

VLT® Decentral Drive FCD 302 0.55 kW / 0.75 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK55T4B66H1X1EMFCEXXXXA0BXXXXXXDX

134U3037 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P2K2T4B66H1X1EMFCEXXXXA0BXXXXXXDX

134U3038 Buy on EAN

VLT® Decentral Drive FCD 302 Installation box only,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Inst.box small
stand alone, No brackets, Metric threads, Service switch
mains side, With display connector
FCD302PXXXT4B66H1SRXMECXXXXXAXBXXXXXXDX

134G0889 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, No brackets, Metric threads, Service switch
motor side, With display connector
FCD302P2K2T4W66H1S1XMFCFXXXXA0BXXXXXXD0

134H0826 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131z0891
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131z0891
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-055-kw-075-hp-380-480vac-three-phased-std-black-ip-danfoss-drives-134u3037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-055-kw-075-hp-380-480vac-three-phased-std-black-ip-danfoss-drives-134u3037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u3038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u3038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-installation-box-only-380-480vac-three-phased-std-blac-danfoss-drives-134g0889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-installation-box-only-380-480vac-three-phased-std-blac-danfoss-drives-134g0889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-134h0826
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-134h0826


VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK75T4B66H1X1EMFCEXXXXA0BXXXXXXD0

134F2201 Buy on EAN

VLT® Decentral Drive FCD 302 3.0 kW / 4.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. large stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P3K0T4W66H1X3XMFCFXXXXA0BXXXXXXD0

134G7275 Buy on EAN

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302PK75T4B66H1XXXXXXXXXXXA0BXXXXXXD0

131X6011 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Drive part, small
encl., No brackets, No installation box, No switch option,
No Display Connector
FCD302P1K5T4B66H1SXXXXXXXXXXA0BXXXXXXD0

131X6017 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P2K2T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z5133 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302P1K5T4W66H1XXXXXXXXXXXA0BXXXXXXD0

131X6025 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302P2K2T4W66H1XXXXXXXXXXXA0BXXXXXXD0

131X6027 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302P1K5T4B66H1XXXXXXXXXXXA0BXXXXXXD0

131X6020 Buy on EAN

VLT® Decentral Drive FCD 302 1.1 kW / 1.5 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302P1K1T4W66H1XXXXXXXXXXXA0BXXXXXXD0

131X6022 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-134f2201
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-134f2201
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-134g7275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-134g7275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131x6011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131x6011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x6017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x6017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5133
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5133
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x6020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x6020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x6022


VLT® Decentral Drive FCD 302 0.37 kW / 0.5 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302PK37T4W66H1XXXXXXXXXXXA0BXXXXXXD0

131X5572 Buy on EAN

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, Flat brackets, Metric threads, No switch
option, With display connector
FCD302PK75T4B66H1S1EMXCEXXXXA0BXXXXXXDX

131X8897 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K5T4B66H1X1EMFCEXXXXA0BXXXXXXDX

131Z2409 Buy on EAN

VLT® Decentral Drive FCD 302 1.1 kW / 1.5 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K1T4B66H1X1EMFCEXXXXA0BXXXXXXDX

131Z2408 Buy on EAN

VLT® Decentral Drive FCD 302 3.0 kW / 4.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. large stand alone, Flat
brackets, Metric threads, Service switch mains side, With
display connector
FCD302P3K0T4B66H1X3EMECEXXXXA0BXXXXXXD0

134U4169 Buy on EAN

VLT® Decentral Drive FCD 302 1.1 kW / 1.5 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K1T4B66H1X1EMFCEXXXXA0BXXXXXXD0

134U4166 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K5T4B66H1X1EMFCEXXXXA0BXXXXXXD0

134U4167 Buy on EAN

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Drive part, small encl., No brackets,
No installation box, No switch option, No Display
Connector
FCD302PK75T4W66H1XXXXXXXXXXXA0BXXXXXXD0

131X6013 Buy on EAN

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, Flat
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK75T4B66H1X1EMFCEXXXXA0BXXXXXXDX

131Z2410 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-037-kw-05-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131x5572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-037-kw-05-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131x5572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131x8897
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131x8897
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131z2409
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131z2409
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131z2408
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131z2408
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4169
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4169
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u4167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131x6013
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131x6013
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131z2410
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-black-ip6-danfoss-drives-131z2410


VLT® Decentral Drive FCD 302 3.0 kW / 4.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. large stand alone, Flat
brackets, Metric threads, Service switch mains side, With
display connector
FCD302P3K0T4B66H1X3EMECEXXXXA0BXXXXXXDX

134U3597 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, No brackets, Metric threads, Service switch
mains side, With display connector
FCD302P2K2T4W66H1S1XMECFXXXXA0BXXXXXXD0

131X8898 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, 40 mm
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K5T4W66H1X1FMFCFXXXXA0BXXXXXXD0

131X0524 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K5T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z1238 Buy on EAN

VLT® Decentral Drive FCD 302 2.2 kW / 3.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, No brackets, Metric threads, Service switch
motor side, With display connector
FCD302P2K2T4W66H1S1XMFCFXXXXA0BXXXXXXDX

131Z5120 Buy on EAN

VLT® Decentral Drive FCD 302 0.37 kW / 0.5 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK37T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z5127 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, No brackets, Metric threads, Service switch
motor side, With display connector
FCD302P1K5T4W66H1S1XMFCFXXXXA0BXXXXXXDX

131Z5125 Buy on EAN

VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK75T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z5129 Buy on EAN

VLT® Decentral Drive FCD 302 0.55 kW / 0.75 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302PK55T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z5128 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u3597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-30-kw-40-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-134u3597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x8898
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x8898
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x0524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131x0524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z1238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z1238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5120
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-22-kw-30-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5120
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-037-kw-05-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5127
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-037-kw-05-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5127
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-055-kw-075-hp-380-480vac-three-phased-std-white-ip-danfoss-drives-131z5128
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-055-kw-075-hp-380-480vac-three-phased-std-white-ip-danfoss-drives-131z5128


VLT® Decentral Drive FCD 302 0.75 kW / 1.0 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, No brackets, Metric threads, Service switch
motor side, With display connector
FCD302PK75T4W66H1S1XMFCFXXXXA0BXXXXXXDX

131Z5123 Buy on EAN

VLT® Decentral Drive FCD 302 1.1 kW / 1.5 HP,
380-480VAC (Three phased), Std. White IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, Service switch motor side, With
display connector
FCD302P1K1T4W66H1X1XMFCFXXXXA0BXXXXXXD0

131Z5130 Buy on EAN

VLT® Decentral Drive FCD 302 1.1 kW / 1.5 HP,
380-480VAC (Three phased), Hygienic White IP66/N4X, RFI
Class A1/C2, Brake chop. + mech. brake, Compl. small
stand alone, 40 mm brackets, Metric threads, No switch
option, With display connector
FCD302P1K1T4W69H1S1FMXCXXXXXA0BRXXXXXD0

131X8900 Buy on EAN

VLT® Decentral Drive FCD 302 1.5 kW / 2.0 HP,
380-480VAC (Three phased), Std. Black IP66/NEMA4X, RFI
Class A1/C2, No brake, Compl. small stand alone, No
brackets, Metric threads, No switch option, With display
connector
FCD302P1K5T4B66H1X1XMXCXXXXXAXBXXXXXXDX

131X8809 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-075-kw-10-hp-380-480vac-three-phased-std-white-ip6-danfoss-drives-131z5123
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5130
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-std-white-ip66-danfoss-drives-131z5130
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-hygienic-white-danfoss-drives-131x8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-11-kw-15-hp-380-480vac-three-phased-hygienic-white-danfoss-drives-131x8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x8809
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-decentral-drive-fcd-302-15-kw-20-hp-380-480vac-three-phased-std-black-ip66-danfoss-drives-131x8809

