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1 Motor De-Rating for Continuous Operation at
Low Speed

1.1.1 Abstract

The cooling of the motor is depending on the speed of the rotor if no forced cooling is installed.
The note describes how to handle cooling of the motor at continuously operation at low speed.

 

1.1.2 Constant Torque Applications (CT Mode)

In Constant torque applications a motor may over heat at low speeds due to less cooling air from
the motor integral fan. The level of heating depends on the load on the motor, as well as the
operating speed and time. If the motor fan is not able to provide the required airflow, then the
solution is either to use external forced cooling of the motor or de-rate the motor size.
De-rating or forced cooling is necessary below half the rated speed. See the graph below.

 

1.1.3 Variable (Quadratic) Torque Applications (VT)

In Variable (quadratic) torque applications, such as centrifugal pumps & fans, where the torque
is proportional to the square of the speed and the power proportional to the cube of the speed,
there is no need for additional cooling or de-rating of the motor.

In the graph shown below it is clear that the typical VT curve is below the Max torque with de-
rating and Max torque with forced cooling at all speeds. (Check actual torque / speed character-
istic).

NB!
The VT curve is a typical curve for an IP54/55 motor.
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NB!
Over synchronous speed operation will result in the available motor torque decreas-
ing inversely proportional with increase in speed. This must be taken into account
during the design to avoid overloading the motor).

 

1.1.4 Danfoss VLT® Features to Protect the Motor and the Application

To protect the application from running below a certain speed the VLT® AQUA Drive offers several
dedicated features.

Min Speed Limit: Limit the operating speed range to for instance between 30 and 50/60Hz.

Initial Ramp: Ensure a fast as practical ramp from zero speed to min speed.
Final Ramp: Ensure a fast as practical ramp from min. speed to zero speed.
Low flow detec-
tion:

In closed & open loop applications, on pumps with radial impeller, the
drive can detect a low flow situation, where the drive will run at low speed
and low power. The feature can provide an alarm or stop the drive

ETR (Electronic
Thermal relay):

The VLT® ETR measures actual current, speed and time to calculate mo-
tor temperature and protect the motor from being overheated (Warning
or trip). (An external thermistor input is also available).
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8649 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8650 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P110T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B8869 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8870 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8873 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8874 Buy on EAN

VLT® AQUA Drive FC 200 0.55 KW / 0.75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK55T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8878 Buy on EAN

VLT® AQUA Drive FC 200 0.55 KW / 0.75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK55T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8881 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8886 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8890 Buy on EAN
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VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8894 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8898 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8903 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8907 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8908 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8912 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8915 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8916 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8920 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8934 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8936 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B8940 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8944 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8946 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B8954 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8957 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9000 Buy on EAN
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VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9007 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9015 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9024 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9037 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9045 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9052 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9063 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9070 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P132T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9336 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P160T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9383 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P200T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9390 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F0650 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P160T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131F4230 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P200T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131F4232 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6637 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6638 Buy on EAN
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http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip55-danfoss-131b9070
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip55-danfoss-131b9070
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132kw-3x380-480v-ip21-danfoss-131b9336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132kw-3x380-480v-ip21-danfoss-131b9336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160kw-3x380-480v-ip21-danfoss-131b9383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160kw-3x380-480v-ip21-danfoss-131b9383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200kw-3x380-480v-ip21-danfoss-131b9390
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200kw-3x380-480v-ip21-danfoss-131b9390
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f0650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f0650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160kw-3x380-480v-ip21-danfoss-131f4230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160kw-3x380-480v-ip21-danfoss-131f4230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200kw-3x380-480v-ip21-danfoss-131f4232
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200kw-3x380-480v-ip21-danfoss-131f4232
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11kw-3x380-480v-ip20-danfoss-131f6637
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11kw-3x380-480v-ip20-danfoss-131f6637
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11kw-3x380-480v-ip20-danfoss-131f6638
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11kw-3x380-480v-ip20-danfoss-131f6638


VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6641 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6642 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6645 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6646 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6650 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6651 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6654 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6655 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6658 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6659 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6663 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6664 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6765 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6766 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6770 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6771 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f6641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f6641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f6642
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15kw-3x380-480v-ip20-danfoss-131f6642
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185kw-3x380-480v-ip20-danfoss-131f6645
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185kw-3x380-480v-ip20-danfoss-131f6645
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185kw-3x380-480v-ip20-danfoss-131f6646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185kw-3x380-480v-ip20-danfoss-131f6646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45kw-3x380-480v-ip20-danfoss-131f6650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45kw-3x380-480v-ip20-danfoss-131f6650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45kw-3x380-480v-ip20-danfoss-131f6651
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45kw-3x380-480v-ip20-danfoss-131f6651
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55kw-3x380-480v-ip20-danfoss-131f6654
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55kw-3x380-480v-ip20-danfoss-131f6654
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55kw-3x380-480v-ip20-danfoss-131f6655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55kw-3x380-480v-ip20-danfoss-131f6655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip20-danfoss-131f6658
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip20-danfoss-131f6658
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip20-danfoss-131f6659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75kw-3x380-480v-ip20-danfoss-131f6659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90kw-3x380-480v-ip20-danfoss-131f6663
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90kw-3x380-480v-ip20-danfoss-131f6663
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90kw-3x380-480v-ip20-danfoss-131f6664
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90kw-3x380-480v-ip20-danfoss-131f6664
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22kw-3x380-480v-ip20-danfoss-131f6765
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22kw-3x380-480v-ip20-danfoss-131f6765
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22kw-3x380-480v-ip20-danfoss-131f6766
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22kw-3x380-480v-ip20-danfoss-131f6766
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30kw-3x380-480v-ip20-danfoss-131f6770
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30kw-3x380-480v-ip20-danfoss-131f6770
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30kw-3x380-480v-ip20-danfoss-131f6771
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30kw-3x380-480v-ip20-danfoss-131f6771


VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6775 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F6776 Buy on EAN

VLT® AQUA Drive FC 200 800 KW / 1200 HP, 525 - 690
VAC *, IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P800T7E54H2XGC7XKSXXXXA0B4CXXXXD0

134H1745 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H1670 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202N132T4E21H2XGCXXXSXXXXAXBXCXXXXDX

134F0369 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N132T4E20H2XGCXXXSXXXXAXBXCXXXXDX

134F0368 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 525 - 690 VAC *,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT7E55H2XGCXXXSXXXXAXBXCXXXXDX

131Z0657 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N110T4E20H2XGCXXXSXXXXAXBXCXXXXDX

134F0366 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P22KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131L0547 Buy on EAN

VLT® AQUA Drive FC 200 315 KW / 450 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202N315T4E54H4XGC3XXSXXXXAXBXCXXXXDX

134H1810 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P30KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131Z9125 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), Safe Stop
FC-202P5K5T4E66H1TGCXXXSXXXXA0BXCXXXXDX

134U4396 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XGCXXXSXXXXAXBXCXXXXDX

131H0109 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXAXBYCXXXXDX

131F8854 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F3965 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E55H1XGCXXXSXXXXAXBXCXXXXDX

131F3964 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F8207 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37kw-3x380-480v-ip20-danfoss-131f6775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37kw-3x380-480v-ip20-danfoss-131f6775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37kw-3x380-480v-ip20-danfoss-131f6776
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37kw-3x380-480v-ip20-danfoss-131f6776
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-800-kw-1200-hp-525-690-vac-ip54-type-12-rfi-class-a2-danfoss-drives-134h1745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-800-kw-1200-hp-525-690-vac-ip54-type-12-rfi-class-a2-danfoss-drives-134h1745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1670
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1670
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134f0369
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134f0369
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0368
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0368
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131z0657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131z0657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0366
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0366
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0547
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0547
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134h1810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134h1810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z9125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z9125
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134u4396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134u4396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3964
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3964
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8207


VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E55H2XGXXXXSXXXXAXBYCXXXXDX

131F5656 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3962 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1112 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P2K2T4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0859 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1338 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1334 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGCXXXSXXXXAXBXCXXXXD0

131H8477 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P90KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3107 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P1K1T4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3106 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P30KT4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3109 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P2K2T4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3108 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT2E20H2XGCXXXSXXXXAXBXCXXXXDX

131H9672 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 525 - 690 VAC *,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P15KT7E55H2XGCXXXSXXXXAXBXCXXXXDX

131U8699 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P22KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131H3037 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P22KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131H3036 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P55KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H3211 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f5656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f5656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3962
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3962
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131g1112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131g1112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0859
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0859
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1338
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1338
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1334
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1334
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h8477
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h8477
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h3109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h3109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131h3108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131h3108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131u8699
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131u8699
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3211
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3211


VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9001 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9002 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9004 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9008 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXA0BXCX5XXDX

131N1829 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8289 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B8999 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P132T4E54H4XGC3XXSXXXXAXBPCXXXXDX

134G4510 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P5K5T2E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9225 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXAXBYCXXXXDX

131F2424 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N200T4E20H2XGCXXXSXXXXAXBXCXXXXDX

134F0372 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N160T4E20H2XGCXXXSXXXXAXBXCXXXXDX

134F0371 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGCXXXSXXXXA0BXCXXXXD0

134U4656 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGXXXXSXXXXAXBYCXXXXDX

131F5485 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E66H2TGXXXXSXXXXALBXCXXXXDX

134U3204 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P1K1T4E20H2TXXXXXSXXXXALBXCXXXXDX

134U3202 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), Safe Stop
FC-202P4K0T4E66H2TGXXXXSXXXXALBXCXXXXDX

134U3203 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9001
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9001
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n1829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n1829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131b8289
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131b8289
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b8999
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b8999
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134g4510
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134g4510
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f2424
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f2424
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0371
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f0371
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u4656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u4656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5485
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5485
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3204
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3204
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u3202
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u3202
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3203
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3203


VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P75KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131U5261 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P15KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131G9641 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1582 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3972 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3973 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131F3977 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3979 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1032 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H4017 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E55H1XGX1XXSXXXXAXBXCXXXXDX

131F1422 Buy on EAN

VLT® AQUA Drive FC 200 400 KW / 550 HP, 525 - 690 VAC
*, IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N400T7E54H2XGCXXXSXXXXAXBXCXXXXDX

134G6277 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1321 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1324 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1327 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XGCXXXSXXXXA0BXCXXXXDX

131L2555 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T2E20H2XGCXXXSXXXXA0BXCXXXXDX

131L2551 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type12 Backplate, RFI Class A2 (C3), Safe Stop
FC-202P37KT4P55H2TGXXXXSXXXXAXBXCXXXXDX

134H6653 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u5261
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u5261
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g9641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g9641
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f3977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f3977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3979
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f1422
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f1422
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-525-690-vac-ip54-type-12-rfi-class-a2-c-danfoss-drives-134g6277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-525-690-vac-ip54-type-12-rfi-class-a2-c-danfoss-drives-134g6277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1327
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1327
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2551
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2551
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type12-backplate-rfi-class-danfoss-drives-134h6653
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type12-backplate-rfi-class-danfoss-drives-134h6653


VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H2531 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E20H2TGXXXXSXXXXAXBXCXXXXDX

131F9629 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3021 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P5K5S2E21H2XGXXXXSXXXXAXBXCXXXXDX

131H8048 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9034 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9036 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F7868 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9038 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131G2107 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E55H2XGXXXXSXXXXANBXCXXXXDX

131U9404 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XXXXXXSXXXXAXBXCXXXXDX

131F8467 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P18KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3113 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGXXXXSXXXXA0BXCXXXXD0

131F7310 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P110T4E00H2XGXXXXSXXXXA0BYCXXXXDX

131U6825 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8290 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B8980 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B8456 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2531
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2531
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f9629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f9629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3021
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3021
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h8048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h8048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9036
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7868
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7868
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g2107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g2107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131u9404
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131u9404
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8467
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8467
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3113
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3113
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7310
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7310
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131u6825
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131u6825
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8290
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8290
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8456
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8456


VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6012 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3683 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6014 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1568 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK75T4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1561 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1563 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1562 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1565 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1564 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1567 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1566 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGXXXXSXXXXA0BXCXXXXD0

131X4519 Buy on EAN

VLT® AQUA Drive FC 200 3.7 KW / 5.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K7T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B9210 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK37T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H0634 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXALBXCXXXXDX

131Z5574 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H3012 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), Brake chopper + Safe
stop FC-202P250T4E54H4UGC7XXSXXXXAXBXCXXXXDX

131Z0232 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6012
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6012
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6014
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6014
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131x1561
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131x1561
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1563
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1563
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1564
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1564
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131x1567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1566
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1566
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131x4519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131x4519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131h0634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z5574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z5574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3012
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3012
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131z0232
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131z0232


VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1524 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1523 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1522 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1521 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1520 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E55H1XGCXXXSXXXXA0BYCXXXXDX

134U5867 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E55H2XGX1XXSXXXXAXBXCXXXXDX

131H0830 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131F9323 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131F9324 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGCXXXSXXXXAXBYCXXXXDX

131L1090 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F3968 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGXXXXSXXXXA0BYCXXXXDX

131G1625 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1624 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F3900 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E66H1XGXXXXSXXXXAXBXCXXXXDX

131F0853 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P22KT4E20H2TGXXXXSXXXXA0BYCXXXXDX

131L0546 Buy on EAN

VLT® AQUA Drive FC 200 3.7 KW / 5.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P3K7T2E20H2TXXXXXSXXXXAXBXCXXXXDX

134N8118 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1523
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1523
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1521
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1521
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1520
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134u5867
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134u5867
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h0830
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h0830
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f9323
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f9323
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f9324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f9324
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l1090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l1090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1625
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1625
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f3900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f3900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f0853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f0853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8118
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8118


VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P1K5T2E20H2TXXXXXSXXXXAXBXCXXXXDX

134N8116 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P2K2T2E20H2TXXXXXSXXXXAXBXCXXXXDX

134N8117 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P22KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131H9291 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1317 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1271 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XGXXXXSXXXXA0BXCXXXXDX

131L4086 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E55H2XGXDXXSXXXXAXBXCXXXXDX

134N8592 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F8582 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H4258 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P18KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

134F7405 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B9022 Buy on EAN

VLT® AQUA Drive FC 200 0.55 KW / 0.75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK55T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F7850 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9025 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5713 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131F7491 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E66H2XGXXXXSXXXXA0BXCXXXXDX

131H2565 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E66H2XGXXXXSXXXXA0BXCXXXXDX

131H2562 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8116
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8116
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8117
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n8117
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9291
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9291
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l4086
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l4086
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134n8592
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134n8592
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4258
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7405
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7405
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f7850
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131f7850
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f7491
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131f7491
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2562


VLT® AQUA Drive FC 200 75 KW / 100 HP, 525 - 690 VAC *,
IP54/Type 12 -D1 frame, RFI Class A2 (C3), No brake
chopper
FC-202N75KT7E5DH2XGCXXXSXXXXAXBXCXXXXDX

134L7714 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P110T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B8868 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N110T4E54H2XGRXXXSXXXXAXBXCXXXXDX

134G9478 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1577 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK75T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8888 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E21H2XGXXXXSXXXXAXBYCXXXXDX

131H2416 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E20H1XGXXXXSXXXXA0BXCXXXXD0

131F6723 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGXXXXSXXXXA0BXCXXXXD0

131F6725 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGXXXXSXXXXA0BXCXXXXD0

131F6726 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131F5628 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P2K2T2E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9186 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P2K2T4E55H1TGCXXXSXXXXA0BXCXXXXDX

131G5939 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P18KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F8876 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P15KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131F9052 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1233 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E21H1XGCXXXSXXXXAXBXCXXXXDX

131F4018 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-525-690-vac-ip54-type-12-d1-frame-rfi-clas-danfoss-drives-134l7714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-525-690-vac-ip54-type-12-d1-frame-rfi-clas-danfoss-drives-134l7714
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b8868
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b8868
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134g9478
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134g9478
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1577
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b8888
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b8888
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131h2416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131h2416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6723
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6723
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6725
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6725
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6726
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6726
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f5628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f5628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9186
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9186
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131g5939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131g5939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f8876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f8876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f9052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f9052
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1233
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1233
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f4018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f4018


VLT® AQUA Drive FC 200 37 KW / 50 HP, 525 - 690 VAC *,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P37KT7E55H2XGCXXXSXXXXAXBXCXXXXDX

131X6763 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F1622 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P5K5T4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0869 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1304 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XGXXXXSXXXXA0BXCXXXXD0

131F7525 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F5637 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P160T4E54H2XGC3XXSXXXXAXBXCXXXXDX

131F7115 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P200T4E54H2XGC3XXSXXXXAXBXCXXXXDX

131F7116 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9056 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9051 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGXXXXSXXXXAXBYCXXXXDX

131F6229 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XNXXXXSXXXXANBXCXXXXDX

131Z7951 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XXXXXXSXXXXANBXCXXXXDX

131Z7953 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT2E20H2XNXXXXSXXXXANBXCXXXXDX

131Z7954 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131X1574 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H2225 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131x6763
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131x6763
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f1622
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f1622
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7525
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7525
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131f5637
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131f5637
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131f7115
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131f7115
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131f7116
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131f7116
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6229
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6229
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131z7954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131x1574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2225


VLT® AQUA Drive FC 200 45 KW / 60 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P45KT2E20H1XGXXXXSXXXXA0BXCXXXXDX

131L7011 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT2E20H2XGXXXXSXXXXA0BXCXXXXDX

131L7010 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK37T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8872 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F6719 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XXCXXXSXXXXA0BXCXXXXDX

131H2132 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P1K1T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8896 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P18KT2E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9277 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 200 - 240 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P15KT2E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9271 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P15KT2E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9270 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E20H1XGXXXXSXXXXAXBYCXXXXDX

131H7243 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B8885 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXALBYCXXXXDX

134U5241 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XXXXXXSXXXXANBXCXXXXDX

131U3007 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGCXXXSXXXXA0BXCXXXXDX

131F5287 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P37KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H5245 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK37T4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2149 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P110T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131F4029 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l7011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l7011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l7010
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l7010
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b8872
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b8872
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h2132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h2132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9270
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9270
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u5241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u5241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u3007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u3007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h5245
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h5245
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-134f2149
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-134f2149
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4029
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4029


VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P90KT4E21H3XGCXXXSXXXXAXBXCXXXXDX

131F4026 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E21H2XGXXXXSXXXXA4BXCXXXXDX

131L5135 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P11KT4E66H3XGX1XXSXXXXAXBXCXXXXDX

131H9851 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXAXBXCX5XXDX

131N0159 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1379 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H3039 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P22KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0878 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1579 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P11KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0873 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P18KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0877 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F3110 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131F6877 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9044 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9046 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9041 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-cab-danfoss-drives-131f4026
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-cab-danfoss-drives-131f4026
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131l5135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131l5135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-cab-danfoss-drives-131h9851
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-cab-danfoss-drives-131h9851
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1379
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1379
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0873
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0873
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0877
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0877
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f6877
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f6877
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9046
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9046
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9041


VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B9043 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XXCXXXSXXXXA0BXCXXXXDX

131H2238 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P110T4E21H2XGXXXXSXXXXAXBYCXXXXDX

131F5966 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), Safe Stop
FC-202P1K5T4E66H1TGCXXXSXXXXA0BXCXXXXDX

134H1043 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), Safe Stop
FC-202P3K0T4E66H1TGCXXXSXXXXA0BXCXXXXDX

134H1044 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type12 Backplate, RFI Class A2 (C3), No brake
chopper
FC-202P7K5T4P55H2XGXXXXSXXXXAXBXCXXXXDX

131L6619 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P15KT2E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9269 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT2E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9311 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F4815 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P55KT4E20H1UGCDXXSXXXXAXBXCXXXXDX

131N0048 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H5475 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F7881 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1518 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F1519 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGXDXXSXXXXAXBXCXXXXDX

131N0263 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGXXXXSXXXXA0BYCXXXXD0

131X2590 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131f5966
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131f5966
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h1043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h1043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h1044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h1044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type12-backplate-rfi-class-danfoss-drives-131l6619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type12-backplate-rfi-class-danfoss-drives-131l6619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9269
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9269
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9311
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9311
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f4815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f4815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131n0048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131n0048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5475
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5475
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1518
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1518
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f1519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0263
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x2590
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x2590


VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XGXXXXSXXXXA0BYCXXXXDX

131G1585 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGXXXXSXXXXAXBPCXXXXDX

131F4037 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H2933 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H2932 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0780 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2143 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2142 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2141 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2140 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Safe Stop
FC-202P3K0T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G6705 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P55KT4E55H1XGX1XXSXXXXALBXCXXXXDX

134L0840 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XXXXXXSXXXXAXBXCX5XXDX

131G1361 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT2E20H2XGCXXXSXXXXAXBXCXXXXDX

131L9371 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), Safe Stop
FC-202P1K5T4E66H1TGXXXXSXXXXAXBXCXXXXDX

134H0874 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Safe Stop
FC-202P18KT4E20H1TGCXXXSXXXXAXBXCXXXXDX

131F7735 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E20H1XGCXXXSXXXXAXB0CXXXXDX

131G7005 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g1585
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g1585
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f4037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f4037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0780
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0780
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2143
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2143
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2142
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2142
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2141
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2141
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2140
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2140
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g6705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g6705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0840
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0840
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l9371
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l9371
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h0874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-134h0874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7005
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7005


VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P22KT4E20H3XGCXXXSXXXXAXBXCXXXXDX

131H9539 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131F3129 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXANBXCXXXXDX

131G3354 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9071 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9073 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9077 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGCXXXSXXXXAXBYCXXXXDX

131L2861 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGXXXXSXXXXAXBYCXXXXDX

131F8626 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E55H1XGXXXXSXXXXAXBYCXXXXDX

131H8579 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1607 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E55H1XGXXXXSXXXXAXBYCXXXXDX

131H2200 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F5976 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F5977 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6773 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6772 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6778 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h9539
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h9539
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3129
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g3354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g3354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9071
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9071
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9073
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9073
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l2861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f8626
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f8626
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131h8579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131h8579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h2200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h2200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f5976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f5976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f5977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f5977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6773
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6773
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6772
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6772
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6778
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6778


VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P5K5T4E20H3XGCXXXSXXXXAXBXCXXXXDX

131F2386 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P7K5T4E20H3XGCXXXSXXXXAXBXCXXXXDX

131F2387 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P5K5T4E66H3XGX1XXSXXXXAXBXCXXXXDX

131H9849 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P75KT4E21H3XGCXXXSXXXXAXBXCXXXXDX

131F4017 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P132T4E21H2XGXXXXSXXXXA0BXCXXXXDX

131H1019 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P45KT2E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9329 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P37KT2E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9321 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XGCXXXSXXXXA0BXCXXXXDX

131H7354 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P200T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131F4235 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H5481 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type12 Backplate, RFI Class A1/B (C1), Brake
chopper + Safe stop
FC-202P18KT4P55H1UGCDXXSXXXXAXBXCXXXXDX

131N0051 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP54/Type 12+main shield, RFI class A1 (C2), Brake
chopper + Safe stop
FC-202P250T4E5MH4UGC3XXSXXXXAXBXCXXXXDX

131N0058 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGXXXXSXXXXA0BXCXXXXD0

131L1748 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P90KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1683 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P37KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131U1138 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f2386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f2386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131f2387
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131f2387
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131h9849
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131h9849
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-cab-danfoss-drives-131f4017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-cab-danfoss-drives-131f4017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h1019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h1019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9329
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9329
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9321
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type12-backplate-rfi-clas-danfoss-drives-131n0051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type12-backplate-rfi-clas-danfoss-drives-131n0051
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12main-shield-rfi-cla-danfoss-drives-131n0058
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12main-shield-rfi-cla-danfoss-drives-131n0058
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1748
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1748
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1138
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1138


VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H1589 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F9275 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131F0652 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F0654 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E20H2TGXXXXSXXXXALBXCXXXXDX

134F7859 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1226 Buy on EAN

VLT® AQUA Drive FC 200 450 KW / 600 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), Brake chopper + Safe
stop FC-202P450T4E54H4UGCXXXSXXXXAXBXCXXXXDX

131H3156 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131F9650 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 200 - 240 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P15KT2E66H2XGXXXXSXXXXA0BXCXXXXDX

131X3496 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9066 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B9062 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P2K2S2E21H2XGXXXXSXXXXAXBXCXXXXDX

131G7744 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B9068 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F6325 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E55H1XGCXXXSXXXXA0BXCXXXXDX

131F3396 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E55H1XGCXXXSXXXXA0BXCXXXXDX

131F3394 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E66H2XGCXXXSXXXXAXBXCXXXXDX

134F6928 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f9275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f9275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f0652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f0654
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f0654
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7859
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7859
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1226
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1226
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-450-kw-600-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131h3156
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-450-kw-600-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131h3156
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f9650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f9650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131x3496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131x3496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9066
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9066
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g7744
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g7744
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9068
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b9068
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6325
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6325
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f3394
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f3394
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134f6928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134f6928


VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H5443 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N200T4E20H2XGCXXXSXXXXAXBYCXXXXDX

134H7489 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8932 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P4K0T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B8930 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N160T4E20H2XGCXXXSXXXXAXBYCXXXXDX

134U4718 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G0808 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1640 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T2E20H2XGXXXXSXXXXAXBYCXXXXDX

131L4729 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6767 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9532 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9533 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6768 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E20H2TGXXXXSXXXXALBXCXXXXDX

134F7858 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP21 / Type 1, RFI class A1 (C2), No brake chopper
FC-202N110T4E21H4XGCXXXSXXXXAXBXCXXXXDX

134F4167 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H2218 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H3722 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5443
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5443
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h7489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h7489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u4718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134u4718
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0808
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0808
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l4729
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l4729
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6767
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6767
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9532
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9532
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9533
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9533
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6768
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6768
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7858
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f7858
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-134f4167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-134f4167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3722
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h3722


VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N132T4E54H2XGRXXXSXXXXAXBXCXXXXDX

134G9367 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9332 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9333 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P45KT2E55H2XGXXXXSXXXXAXBXCXXXXDX

131B9330 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P132T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B9335 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E20H1XXCXXXSXXXXA0BXCXXXXDX

131H7365 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E21H2XGXXXXSXXXXAXBYCXXXXDX

131H9869 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3063 Buy on EAN

VLT® AQUA Drive FC 200 0.37 KW / 0.50 HP, 380 - 480
VAC, IP55 / Type 12 A4 Frame, RFI Class A1/B (C1), No
brake chopper
FC-202PK37T4Z55H1XGCXXXSXXXXA0BXCXXXXDX

131U3698 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E55H1XGCXXXSXXXXA0BYCXXXXDX

131H7033 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H6160 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H2911 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P5K5T4E20H2TXXXXXSXXXXALBXCXXXXDX

134L5890 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6013 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6015 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6016 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134g9367
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134g9367
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b9332
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b9332
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9333
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9333
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131b9330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9335
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9335
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7365
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h7365
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h9869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131h9869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3063
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3063
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip55-type-12-a4-frame-rfi-cl-danfoss-drives-131u3698
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-037-kw-050-hp-380-480-vac-ip55-type-12-a4-frame-rfi-cl-danfoss-drives-131u3698
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h7033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h7033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2911
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2911
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5890
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5890
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6013
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6013
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6016
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6016


VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131H6017 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P37KT2E20H1XGXXXXSXXXXA0BXCXXXXDX

131L7002 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134G5823 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E55H2XGXXXXSXXXXALBXCXXXXDX

134F3783 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XXXXXXSXXXXA4BXCXXXXDX

131L0247 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E66H2XNXXXXSXXXXA0BXCXXXXDX

131Z8115 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E55H1XGX1XXSXXXXALBXCXXXXDX

134H3557 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 525 - 690 VAC *,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P55KT7E55H2XGCXXXSXXXXAXBXCXXXXDX

131X2280 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131F9649 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54/Type 12 +Space Heat, RFI Class A2 (C3), No brake
chopper
FC-202N200T4H54H2XGCXXXSXXXXAXBXCXXXXDX

134U0613 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1438 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGXXXXSXXXXA0BYCXXXXDX

131G1439 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1436 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P90KT4E20H2TGCXXXSXXXXA0BXCXXXXD0

134H5921 Buy on EAN

VLT® AQUA Drive FC 200 315 KW / 450 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N315T4E20H2XGCXXXSXXXXAXBXCXXXXDX

134F4192 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P200T4E54H4XGCXXXSXXXXAXBXCXXXXDX

131F3658 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h6017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l7002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l7002
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g5823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g5823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f3783
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f3783
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0247
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0247
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131z8115
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131z8115
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134h3557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134h3557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131x2280
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-525-690-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131x2280
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9649
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9649
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-space-heat-rfi-cla-danfoss-drives-134u0613
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-space-heat-rfi-cla-danfoss-drives-134u0613
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1438
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1438
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1439
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1439
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1436
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1436
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h5921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h5921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f4192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f4192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131f3658
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131f3658


VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P18KT4E55H1UGCXXXSXXXXAXBXCXXXXDX

131F3093 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XXXXXXSXXXXANBXCXXXXDX

131X1634 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H0633 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XNXXXXSXXXXANBXCXXXXDX

131X1632 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P15KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F8517 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P11KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F8516 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F7885 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E55H1XGX1XXSXXXXAXBXCXXXXDX

131F2053 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XNXXXXSXXXXANBXCXXXXDX

131X4573 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XNXXXXSXXXXANBXCXXXXDX

131X4575 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XXXXXXSXXXXANBXCXXXXDX

131X4574 Buy on EAN

VLT® AQUA Drive FC 200 400 KW / 550 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P400T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B9509 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGCXXXSXXXXAXB0CXXXXDX

131G7003 Buy on EAN

VLT® AQUA Drive FC 200 355 KW / 500 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P355T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B9500 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202N200T4E21H2XGCXXXSXXXXAXBXCXXXXDX

134F4179 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N160T4E54H2XGCXXXSXXXXAXBXCXXXXDX

134F4175 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3093
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f3093
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h0633
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h0633
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1632
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1632
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f8517
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f8517
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f8516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f8516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f2053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f2053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9509
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9509
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7003
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9500
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9500
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134f4179
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134f4179
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4175
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4175


VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202N200T4E54H4XGCXXXSXXXXAXBXCXXXXDX

134F4177 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E66H2TGXXXXSXXXXALBXCXXXXDX

134U3205 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGXXXXSXXXXAXBPCXXXXDX

131N0555 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F5134 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1383 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H4386 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT2E20H2XGXXXXSXXXXA0BXCXXXXDX

131L6961 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H2712 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1586 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3061 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E55H2XGXXXXSXXXXALBXCXXXXDX

134F1878 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P2K2T2E55H2XNXXXXSXXXXAXBXCXXXXDX

131L1037 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E55H2XGXXXXSXXXXALBXCXXXXDX

134F1876 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H2906 Buy on EAN

VLT® AQUA Drive FC 200 0.55 KW / 0.75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK55T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H2902 Buy on EAN

VLT® AQUA Drive FC 200 0.55 KW / 0.75 HP, 380 - 480
VAC, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK55T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H2903 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P3K0T4E20H2TXXXXXSXXXXALBXCXXXXDX

134N5758 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134f4177
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134f4177
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3205
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-134u3205
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f5134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f5134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1383
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h4386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l6961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l6961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1586
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1586
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131l1037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131l1037
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131h2902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131h2902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131h2903
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-055-kw-075-hp-380-480-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131h2903
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n5758
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n5758


VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP21 / Type 1, RFI class A1 (C2), No brake chopper
FC-202N132T4E21H4XGCXXXSXXXXAXBXCXXXXDX

134F4171 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P22KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131H1296 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N160T4E20H2XGCXXXSXXXXA0BXCXXXXDX

134F6435 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P45KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9053 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E66H2XGCXXXSXXXXAXBXCXXXXDX

131H0413 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H2905 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T2E20H2XNXXXXSXXXXAXBXCXXXXDX

131F7764 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E66H1XGXXXXSXXXXAXBXCXXXXDX

131F0838 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E66H1XGXXXXSXXXXAXBXCXXXXDX

131F0839 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XGXXXXSXXXXAXBXCX5XXDX

131G8806 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F8721 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E66H2XNXXXXSXXXXA4BXCXXXXDX

131U8614 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XXXXXXSXXXXANBXCXXXXDX

131U6600 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XNXXXXSXXXXANBXCXXXXDX

131U6598 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F7503 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P4K0T4E20H1UGCXXXSXXXXAXBXCXXXXDX

131F3082 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P7K5T4E20H1UGCXXXSXXXXAXBXCXXXXDX

131F3083 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-134f4171
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-134f4171
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131h1296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-131h1296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f6435
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f6435
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b9053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h0413
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h0413
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f7764
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f7764
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131f0838
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131f0838
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131f0839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c-danfoss-drives-131f0839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g8806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g8806
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f8721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131u8614
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131u8614
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7503
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7503
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3082
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f3083
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f3083


VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8914 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8917 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P3K0T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B8913 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B8919 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B8918 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XNXXXXSXXXXANBXCXXXXDX

131X1635 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E55H2XGXXXXSXXXXAXBYCXXXXDX

131H3610 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P90KT4E21H1XGCXXXSXXXXAXBXCXXXXDX

131F2607 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Safe Stop
FC-202P3K0T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F9817 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5722 Buy on EAN

VLT® AQUA Drive FC 200 450 KW / 600 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P450T4E54H2XGCXXXSXXXXA0BXCXXXXDX

131H3874 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XXXXXXSXXXXANBXCXXXXDX

131X1633 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202PK75T4E66H3XGX1XXSXXXXAXBXCXXXXDX

134G1555 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3700 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGXXXXSXXXXAXBYCXXXXDX

131F8296 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P3K0T4E20H2TGXXXXSXXXXALBXCXXXXDX

134G4330 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8914
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8914
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8917
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8917
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8913
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8913
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b8918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b8918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h3610
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h3610
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f2607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f2607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9817
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9817
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5722
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5722
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-450-kw-600-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131h3874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-450-kw-600-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131h3874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1633
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x1633
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-134g1555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-danfoss-drives-134g1555
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3700
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3700
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f8296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f8296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g4330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g4330


VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1S2E20H2XGXXXXSXXXXAXBXCXXXXDX

131G4284 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E55H1XGX1XXSXXXXALBXCXXXXDX

134L0839 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H1287 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H0081 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P90KT4E20H1UGCDXXSXXXXAXBXCXXXXDX

131L1241 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XXXXXXSXXXXANBXCXXXXDX

131U6599 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H0643 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E55H2XGCXXXSXXXXAXBYCXXXXDX

131H1731 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 525 - 690 VAC
*, IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N132T7E20H2XGCXXXSXXXXAXBXCXXXXDX

134G8764 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P2K2T4E20H3XGXXXXSXXXXAXBPCXXXXDX

131G9225 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P15KT4E66H3XGC1XXSXXXXAXBXCXXXXDX

134N4347 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P5K5T4E55H1TGCXXXSXXXXA0BXCXXXXDX

131L9207 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134F2148 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131F7008 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P15KT4E20H2TGXXXXSXXXXA0BYCXXXXDX

131G9640 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P30KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131H3043 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g4284
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g4284
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1287
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0081
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0081
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l1241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l1241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6599
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u6599
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h0643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h0643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h1731
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131h1731
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-525-690-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-134g8764
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-525-690-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-134g8764
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g9225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g9225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-cab-danfoss-drives-134n4347
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-cab-danfoss-drives-134n4347
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131l9207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131l9207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f2148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f7008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f7008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g9640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g9640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3043


VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P37KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131H3048 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H9595 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E55H2XGXXXXSXXXXANBXCXXXXDX

131N7704 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12 A4 Frame, RFI Class A1/B (C1), No brake
chopper
FC-202P2K2T4Z55H1XGXXXXSXXXXAXBXCXXXXDX

131U1495 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3071 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T2E20H2XGCXXXSXXXXAXBXCXXXXDX

131B9180 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T4E20H2XGXXXXSXXXXALBXCXXXXDX

134H9854 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 525 - 690 VAC *,
IP20 / Chassis, Marine, ruggedised RFI A2 (C3), Brake
chopper + Safe stop
FC-202P11KT7E20H5UGCXXXSXXXXAXBXCXXXXDX

134N6739 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT2E20H1XNCXXXSXXXXAXBXCXXXXDX

134G5503 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P4K0T4E20H2TXXXXXSXXXXALBXCXXXXDX

134L8319 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E20H1XGXXXXSXXXXAXBYCXXXXDX

131H8733 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E66H2XGCXXXSXXXXAXBXCXXXXDX

131H2645 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8909 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B8902 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P1K1T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8900 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8906 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131h3048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h9595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131n7704
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131n7704
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u1495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u1495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3071
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3071
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9180
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9180
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h9854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h9854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-525-690-vac-ip20-chassis-marine-ruggedise-danfoss-drives-134n6739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-525-690-vac-ip20-chassis-marine-ruggedise-danfoss-drives-134n6739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-134g5503
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-134g5503
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l8319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l8319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h8733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h8733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2645
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131h2645
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8909
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8909
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8902
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8900
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8906
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8906


VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E55H2XGXDXXSXXXXAXBXCXXXXDX

131G2876 Buy on EAN

VLT® AQUA Drive FC 200 400 KW / 550 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P400T4E54H4XGC3XXSXXXXAQB4CXXXXDX

134N5822 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6647 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6644 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6643 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6648 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B9160 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 200 - 240 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P1K1T2E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9166 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P3K0S2E21H2XGXXXXSXXXXAXBXCXXXXDX

131L1061 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E55H1XGX1XXSXXXXALBXCXXXXDX

134L0838 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E66H2XNXXXXSXXXXAXBXCXXXXDX

131X6741 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3988 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3987 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3980 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P15KT4E55H1TGXXXXSXXXXA0BXCXXXXD0

131G8293 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P250T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131F4241 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXAXBXCX5XXDX

131L1658 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131g2876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131g2876
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134n5822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-400-kw-550-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-134n5822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6644
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6644
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f6648
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9160
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131l1061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131l1061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0838
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-134l0838
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131x6741
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131x6741
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3987
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3987
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3980
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g8293
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g8293
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131f4241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131f4241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1658
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1658


VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 525 - 690 VAC *,
IP20 / Chassis, RFI class A1 (C2), Brake chopper + Safe
stop FC-202P5K5T7E20H4UGCXXXSXXXXA0BXCXXXXDX

134U4191 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 525 - 690 VAC *,
IP20 / Chassis, RFI class A1 (C2), Brake chopper + Safe
stop FC-202P11KT7E20H4UGCXXXSXXXXA0BXCXXXXDX

134U4193 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P7K5T4E55H1TGXXXXSXXXXA0BXCXXXXDX

131G8126 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131N0635 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P160T4E54H4XGCXXXSXXXXAXBXCXXXXDX

131F3853 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P18KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131U1008 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P18KT4E20H2TGXXXXSXXXXA0BYCXXXXDX

131U1007 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P45KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0823 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1643 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P18KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F9279 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P15KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F9278 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P2K2T4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F3954 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T2E20H2XGCXXXSXXXXAXBXCXXXXDX

131F0657 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131F6908 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P18KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H6820 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H7801 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-525-690-vac-ip20-chassis-rfi-class-a1-c-danfoss-drives-134u4191
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-525-690-vac-ip20-chassis-rfi-class-a1-c-danfoss-drives-134u4191
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-525-690-vac-ip20-chassis-rfi-class-a1-c2-danfoss-drives-134u4193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-525-690-vac-ip20-chassis-rfi-class-a1-c2-danfoss-drives-134u4193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g8126
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g8126
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131n0635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131f3853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131f3853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131u1007
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0823
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1643
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f9279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f9279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f9278
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f9278
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f0657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f0657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f6908
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f6908
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h6820
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131h6820
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h7801
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h7801


VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P1K5T2E20H3XGXXXXSXXXXAXBXCXXXXDX

131F0655 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G1394 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXA0BYCXXXXDX

131G1391 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1461 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131F1705 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3062 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1341 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B9016 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1264 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B9190 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131H3675 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N132T4E20H2XGCXXXSXXXXA0BXCXXXXDX

134F4831 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9039 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P30KT2E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9289 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P3K0T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F5691 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGXXXXSXXXXA0BYCXXXXDX

131G1463 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f0655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f0655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1394
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1394
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1391
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1391
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1461
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1461
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f1705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f1705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f3062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1341
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1341
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b9016
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b9016
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9190
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9190
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131h3675
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131h3675
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f4831
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f4831
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9289
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9289
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5691
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f5691
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1463
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1463


VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131F4000 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P1K5S2E21H2XGXXXXSXXXXAXBXCXXXXDX

131G9673 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K5T4E20H2XGXXXXSXXXXALBXCXXXXDX

134L3919 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E21H2XXXXXXSXXXXAXBXCXXXXDX

131B8975 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B8974 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8972 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F5474 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P55KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6656 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P55KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6657 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P45KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6653 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P110T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B9374 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P110T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B9375 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP00 / Chassis, RFI class A1 (C2), No brake chopper
FC-202P110T4E00H4XGXXXXSXXXXAXBXCXXXXDX

131B9372 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B9175 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), Brake chopper + Safe
stop FC-202P132T4E54H4UGCXXXSXXXXAXBXCXXXXDX

131H3112 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P55KT4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3110 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3998 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f4000
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f4000
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g9673
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g9673
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l3919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l3919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b8975
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b8975
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b8974
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b8974
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b8972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131b8972
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f5474
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f5474
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6657
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6653
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6653
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131b9374
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131b9374
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9375
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9375
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a1-c2-danfoss-drives-131b9372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip00-chassis-rfi-class-a1-c2-danfoss-drives-131b9372
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9175
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9175
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131h3112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131h3112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h3110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h3110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3998
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3998


VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H0864 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3997 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P45KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B8292 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P4K0T4E55H1XGCXXXSXXXXA0BXCXXXXDX

131F5301 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E55H1XGCXXXSXXXXA0BXCXXXXDX

131F5304 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P45KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131G6171 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B8291 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP55 / Type 12 A4 Frame, RFI Class A1/B (C1), No brake
chopper
FC-202P4K0T4Z55H1XGCXXXSXXXXA0BXCXXXXDX

131U3705 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 380 - 480 VAC,
IP55 / Type 12 A4 Frame, RFI Class A1/B (C1), No brake
chopper
FC-202PK75T4Z55H1XGCXXXSXXXXA0BXCXXXXDX

131U3700 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP55 / Type 12 A4 Frame, RFI Class A1/B (C1), No brake
chopper
FC-202P1K1T4Z55H1XGCXXXSXXXXA0BXCXXXXDX

131U3701 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E66H2XGCXXXSXXXXAXBXCXXXXDX

131F0816 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H1590 Buy on EAN

VLT® AQUA Drive FC 200 0.25 KW / 0.33 HP, 200 - 240
VAC, IP20 / Chassis, RFI Class A2 (C3), Brake chopper +
Safe stop
FC-202PK25T2E20H2UGXXXXSXXXXAXBYCXXXXDX

131F1200 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XGCXXXSXXXXA0BXCXXXXDX

131L1264 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P37KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0882 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h0864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f5301
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f5301
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f5304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f5304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g6171
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g6171
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8291
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131b8291
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u3705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u3705
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip55-type-12-a4-frame-rfi-cla-danfoss-drives-131u3700
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-380-480-vac-ip55-type-12-a4-frame-rfi-cla-danfoss-drives-131u3700
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u3701
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-a4-frame-rfi-clas-danfoss-drives-131u3701
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f0816
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f0816
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1590
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h1590
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-025-kw-033-hp-200-240-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131f1200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-025-kw-033-hp-200-240-vac-ip20-chassis-rfi-class-a2-c-danfoss-drives-131f1200
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0882
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0882


VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P30KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F0881 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P2K2T4E55H1TGXXXXSXXXXA0BXCXXXXD0

131G8215 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1386 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XNXXXXSXXXXANBXCXXXXDX

131X2971 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P18KT4E21H1XGXXXXSXXXXANBXCXXXXDX

134U3062 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XXXXXXSXXXXANBXCXXXXDX

131X4933 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E20H2XXXXXXSXXXXANBXCXXXXDX

131X4932 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XXXXXXSXXXXANBXCXXXXDX

131X4934 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F6339 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F6335 Buy on EAN

VLT® AQUA Drive FC 200 315 KW / 450 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P315T4E21H2XGCXXXSXXXXAXB4CXXXXDX

131Z7627 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F6331 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E55H2XGXXXXSXXXXA0BXCXXXXDX

131F6330 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XGXXXXSXXXXAXBYCXXXXDX

131H2626 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXAXB4CXXXXDX

134N2721 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3717 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-cab-danfoss-drives-131f0881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131g8215
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131g8215
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1386
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x2971
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x2971
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-134u3062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-134u3062
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4934
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4934
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f6339
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f6339
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f6335
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131f6335
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131z7627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131z7627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6331
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6331
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f6330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f6330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2626
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2626
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n2721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134n2721
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3717
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3717


VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Safe Stop
FC-202P18KT4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F9826 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E20H2TXXXXXSXXXXALBXCXXXXDX

134L5889 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6661 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N200T4E54H2XGCXXXSXXXXA0BXCXXXXDX

134H3227 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P90KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F6665 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P11KT4E55H1TGCXXXSXXXXA0BXCXXXXDX

131G2819 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P90KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6666 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P160T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B9381 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P160T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B9385 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP21 / Type 1, RFI class A1 (C2), No brake chopper
FC-202P200T4E21H4XGXXXXSXXXXAXBXCXXXXDX

131B9389 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H3809 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N250T4E54H2XGCXXXSXXXXAXBXCXXXXDX

134F4185 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6639 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A1/B (C1), No brake chopper
FC-202P30KT4E21H1XGXXXXSXXXXA0BXCXXXXDX

131F6736 Buy on EAN

VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P45KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5719 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H5712 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5716 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9826
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9826
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6661
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6661
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134h3227
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134h3227
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g2819
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g2819
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6666
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6666
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9381
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9381
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9385
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9385
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-131b9389
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-131b9389
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3809
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3809
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4185
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4185
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f6639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f6736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a1-b-c1-danfoss-drives-131f6736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5712
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5716
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h5716


VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P160T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131F4227 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP21 / Type 1, RFI class A1 (C2), No brake chopper
FC-202P160T4E21H4XGCXXXSXXXXAXBXCXXXXDX

131F4229 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P7K5T4E55H1TGCXXXSXXXXA0BXCXXXXDX

131G5940 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 200 - 240 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P11KT2E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9256 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P110T4E54H2XGXXXXSXXXXAXBYCXXXXDX

131G1864 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGCXXXSXXXXAXBYCXXXXD0

131L0206 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E55H2XGXDXXSXXXXAXBXCXXXXDX

134U5824 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XGXXXXSXXXXAXBKCXXXXDX

131G0401 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P110T4E21H2XGXXXXSXXXXA0BXCXXXXDX

131G0409 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202N160T4E20H2TGCXXXSXXXXA0BXCXXXXD0

134H5922 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P132T4E54H4XGXXXXSXXXXANBXCXXXXDX

131L4781 Buy on EAN

VLT® AQUA Drive FC 200 1.5 KW / 2.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P1K5T4E20H1XGCXXXSXXXXAXBXCXXXXDX

131F3949 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P3K0T4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F9361 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P3K0T4E20H3XGXXXXSXXXXA0BXCXXXXDX

131F9362 Buy on EAN

VLT® AQUA Drive FC 200 1.1 KW / 1.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P1K1T4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F3943 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E55H2XGXXXXSXXXXAXBYCXXXXDX

131G1660 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4227
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131f4227
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-131f4229
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip21-type-1-rfi-class-a1-c2-danfoss-drives-131f4229
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g5940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131g5940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9256
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-200-240-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9256
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131g1864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131g1864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0206
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l0206
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134u5824
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134u5824
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0401
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g0401
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g0409
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131g0409
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h5922
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134h5922
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131l4781
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131l4781
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f3949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f9361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f9361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9362
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f9362
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3943
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131f3943
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131g1660
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-131g1660


VLT® AQUA Drive FC 200 45 KW / 60 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P45KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131L3984 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XGXXXXSXXXXALBXCXXXXDX

131X3309 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XNXXXXSXXXXA4BXCXXXXDX

131G1448 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G1445 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E66H2TGXXXXSXXXXAXBXCXXXXDX

131L4172 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type12 Backplate, RFI Class A1/B (C1), No brake
chopper
FC-202P5K5T4P55H1XGXXXXSXXXXAXBXCXXXXDX

131F1411 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P11KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131F9050 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N110T4E20H2XGCXXXSXXXXA0BXCXXXXDX

134F6988 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202N250T4E20H2XGCXXXSXXXXA0BXCXXXXDX

134G4027 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G1285 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P7K5T4E20H1XGCXXXSXXXXAXB0CXXXXDX

131G7006 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P5K5T4E20H3XGXXXXSXXXXA0BXCXXXXDX

131F7968 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XNXXXXSXXXXANBXCXXXXDX

131X4925 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F6328 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGCXXXSXXXXAXB0CXXXXDX

131G7004 Buy on EAN

VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H3015 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l3984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-45-kw-60-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l3984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x3309
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x3309
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1445
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1445
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131l4172
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131l4172
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type12-backplate-rfi-clas-danfoss-drives-131f1411
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type12-backplate-rfi-clas-danfoss-drives-131f1411
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f9050
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-cab-danfoss-drives-131f9050
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f6988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134f6988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g4027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g4027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1285
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1285
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g7006
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g7006
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131f7968
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4925
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131x4925
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6328
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6328
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131g7004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3015


VLT® AQUA Drive FC 200 4.0 KW / 5.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P4K0T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3014 Buy on EAN

VLT® AQUA Drive FC 200 3.0 KW / 4.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P3K0T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3011 Buy on EAN

VLT® AQUA Drive FC 200 55 KW / 75 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P55KT4E20H2XGXXXXSXXXXAXBYCXXXXDX

131G1655 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P5K5T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B8938 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XGXXXXSXXXXAXBYCXXXXDX

131H2638 Buy on EAN

VLT® AQUA Drive FC 200 132 KW / 200 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N132T4E54H2XGCXXXSXXXXAXBXCXXXXDX

134F4108 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H3720 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B8949 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P15KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F7504 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P7K5T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B8951 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P15KT4E20H2TXXXXXSXXXXALBXCXXXXDX

134L5893 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E20H2TXXXXXSXXXXALBXCXXXXDX

134L5896 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134G5822 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A1/B (C1), Safe Stop
FC-202P7K5T4E66H1TGCXXXSXXXXA0BXCXXXXDX

134L5413 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI class A1 (C2), No brake chopper
FC-202P200T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B9391 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P200T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B9392 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3014
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-40-kw-55-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3014
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g1655
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2638
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h2638
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-132-kw-200-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3720
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3720
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b8949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7504
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131f7504
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131b8951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131b8951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5893
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5893
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134l5896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g5822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-134g5822
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-134l5413
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip66-nema-4x-rfi-class-a1-b-c1-danfoss-drives-134l5413
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131b9391
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a1-c2-danfoss-drives-131b9391
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9392
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9392


VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P250T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9396 Buy on EAN

VLT® AQUA Drive FC 200 250 KW / 350 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P250T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B9398 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P160T4E00H2XGXXXXSXXXXA0BXCXXXXDX

131H3836 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202PK75T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B9152 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E66H2XGCXXXSXXXXAXBXCXXXXDX

131F5896 Buy on EAN

VLT® AQUA Drive FC 200 0.75 KW / 1.0 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202PK75T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131B9154 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 380 - 480 VAC,
IP00 / Chassis, RFI class A1 (C2), No brake chopper
FC-202P200T4E00H4XGCXXXSXXXXAXBXCXXXXDX

131F4234 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8947 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P18KT4E55H1TGCXXXSXXXXAXBXCXXXXDX

131F7731 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P37KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H3044 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P5K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B8942 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P75KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H2255 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), No brake chopper
FC-202P11KT4E20H1XGCXXXSXXXXAXB0CXXXXDX

131G1197 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), Safe Stop
FC-202P7K5T4E55H1TGCXXXSXXXXAXBXCXXXXDX

131F7729 Buy on EAN

VLT® AQUA Drive FC 200 355 KW / 500 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P355T4E00H2XGCXXXSXXXXA0BKCX5XXD0

134G8308 Buy on EAN

VLT® AQUA Drive FC 200 160 KW / 250 HP, 380 - 480 VAC,
IP54/Type 12+main shield, RFI class A1 (C2), Safe Stop
FC-202N160T4E5MH4TGR7XXSXXXXAXBXCXXXXDX

134H3260 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F6764 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9398
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-250-kw-350-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9398
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131h3836
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131h3836
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131b9152
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f5896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f5896
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b9154
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-075-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a1-b-danfoss-drives-131b9154
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip00-chassis-rfi-class-a1-c2-danfoss-drives-131f4234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-380-480-vac-ip00-chassis-rfi-class-a1-c2-danfoss-drives-131f4234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8947
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131b8947
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f7731
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c-danfoss-drives-131f7731
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h3044
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2255
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131h2255
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g1197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131g1197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f7729
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131f7729
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-134g8308
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-134g8308
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12main-shield-rfi-cla-danfoss-drives-134h3260
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-160-kw-250-hp-380-480-vac-ip54-type-12main-shield-rfi-cla-danfoss-drives-134h3260
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6764
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6764


VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P30KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G6777 Buy on EAN

VLT® AQUA Drive FC 200 200 KW / 300 HP, 525 - 690 VAC
*, IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202N200T7E21H2XGCXXXSXXXXAXBXCXXXXDX

134G8272 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E20H2XXXXXXSXXXXA4BXCXXXXDX

131L9666 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (C1), Brake chopper + Safe
stop FC-202P37KT4E20H1UGCDXXSXXXXAXBXCXXXXDX

131L9647 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9531 Buy on EAN

VLT® AQUA Drive FC 200 75 KW / 100 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P75KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9534 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G7845 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P11KT4E20H2XXXXXXSXXXXA4BXCXXXXDX

131G7844 Buy on EAN

VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F6769 Buy on EAN

VLT® AQUA Drive FC 200 37 KW / 50 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P37KT4E55H2XGXXXXSXXXXALBXCXXXXDX

134F1874 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P7K5T4E20H3XGXXXXSXXXXA0BXCXXXXDX

131F7795 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131G7191 Buy on EAN

VLT® AQUA Drive FC 200 11 KW / 15 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P11KT4E20H2TGXXXXSXXXXA0BYCXXXXDX

131G7190 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E20H2TGXXXXSXXXXA0BXCXXXXDX

131G7193 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), Safe Stop
FC-202P7K5T4E20H2TGXXXXSXXXXA0BYCXXXXDX

131G7192 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202N110T4E54H2XGCXXXSXXXXAXBXCXXXXDX

134F4168 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g6777
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g6777
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-525-690-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134g8272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-200-kw-300-hp-525-690-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-134g8272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l9666
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131l9666
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l9647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c1-danfoss-drives-131l9647
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9531
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9531
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9534
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-100-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9534
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7845
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7845
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7844
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7844
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6769
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f6769
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-37-kw-50-hp-380-480-vac-ip55-type-12-rfi-class-a2-c3-danfoss-drives-134f1874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131f7795
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-ca-danfoss-drives-131f7795
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7191
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7191
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7190
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-11-kw-15-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7190
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131g7192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4168
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-134f4168


VLT® AQUA Drive FC 200 30 KW / 40 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P30KT4E21H2XNCXXXSXXXXAXB0CXXXXDX

134N1681 Buy on EAN

VLT® AQUA Drive FC 200 2.2 KW / 3.0 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P2K2T4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3009 Buy on EAN

VLT® AQUA Drive FC 200 110 KW / 150 HP, 380 - 480 VAC,
IP20 / Chassis, RFI class A1 (C2), No brake chopper
FC-202N110T4E20H4XGCXXXSXXXXAXBXCXXXXDX

134F4166 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9011 Buy on EAN

VLT® AQUA Drive FC 200 18.5 KW / 25 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P18KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B9017 Buy on EAN

VLT® AQUA Drive FC 200 90 KW / 125 HP, 380 - 480 VAC,
IP55 / Type 12, RFI Class A1/B (C1), No brake chopper
FC-202P90KT4E55H1XGCXXXSXXXXAXBKCXXXXDX

131H7022 Buy on EAN

VLT® AQUA Drive FC 200 22 KW / 30 HP, 380 - 480 VAC,
IP21 / Type 1, RFI Class A2 (C3), No brake chopper
FC-202P22KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B9019 Buy on EAN

VLT® AQUA Drive FC 200 5.5 KW / 7.5 HP, 380 - 480 VAC,
IP20 / Chassis, RFI Class A1/B (cable len)(C1), No brake
chopper
FC-202P5K5T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B8941 Buy on EAN

VLT® AQUA Drive FC 200 355 KW / 500 HP, 380 - 480 VAC,
IP00 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P355T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131B9496 Buy on EAN

VLT® AQUA Drive FC 200 315 KW / 450 HP, 380 - 480 VAC,
IP54 / Type 12, RFI Class A2 (C3), No brake chopper
FC-202P315T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B9494 Buy on EAN

VLT® AQUA Drive FC 200 7.5 KW / 10 HP, 200 - 240 VAC,
IP20 / Chassis, RFI Class A2 (C3), No brake chopper
FC-202P7K5T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F7536 Buy on EAN

VLT® AQUA Drive FC 200 15 KW / 20 HP, 380 - 480 VAC,
IP66 / NEMA 4X, RFI Class A2 (C3), No brake chopper
FC-202P15KT4E66H2XGCXXXSXXXXAXBYCXXXXDX

131F6043 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-134n1681
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-30-kw-40-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-134n1681
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3009
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131h3009
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a1-c2-danfoss-drives-134f4166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-110-kw-150-hp-380-480-vac-ip20-chassis-rfi-class-a1-c2-danfoss-drives-134f4166
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-danfoss-drives-131b9011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-185-kw-25-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131b9017
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h7022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-90-kw-125-hp-380-480-vac-ip55-type-12-rfi-class-a1-b-c1-danfoss-drives-131h7022
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-22-kw-30-hp-380-480-vac-ip21-type-1-rfi-class-a2-c3-n-danfoss-drives-131b9019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-55-kw-75-hp-380-480-vac-ip20-chassis-rfi-class-a1-b-c-danfoss-drives-131b8941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-355-kw-500-hp-380-480-vac-ip00-chassis-rfi-class-a2-c3-danfoss-drives-131b9496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9494
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-315-kw-450-hp-380-480-vac-ip54-type-12-rfi-class-a2-c3-danfoss-drives-131b9494
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f7536
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-75-kw-10-hp-200-240-vac-ip20-chassis-rfi-class-a2-c3-danfoss-drives-131f7536
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f6043
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-aqua-drive-fc-200-15-kw-20-hp-380-480-vac-ip66-nema-4x-rfi-class-a2-c3-danfoss-drives-131f6043

