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1 VLT HVAC Drive in Fan Application with Resonance vibrations in the
Fan

1.1 Application

In applications where Motor with fan mounted directly on
the drive end shaft and where the running point is in field
weakening area, a small number of customers have
experienced vibrations when applying FC102 drives in the
power range (7,5 [kW]-18 [kW]). This Application note
answers the question of the causes for these Vibrations
and give solutions to solve it

1.2 Definitions

• Over modulation: Over modulation is a way to
increase the motor voltage delivered by the drive
between fmot > 45Hz and fmot < 55Hz or fmot < 55
Hz and < 65Hz

• The advantage of over modulation is:

- Lower currents and higher efficiency at
over field weakening area. Speed wise?

- That the drive can give nominal Grid
voltage at nominal at nominal grid
frequency

- If the mains voltage sometimes goes
below the correct motor voltage at e.g.
43 Hz over-modulation can again add
the needed motor voltage.

• Over modulation means that a voltage is
modulated above the possible level given by the
DC-link voltage.

- The result is non-sinusoidal output
voltages, because of the shape of the
sinus wave

• The non-sinusoidal voltages increases the
harmonics of the voltages, thereby generating
harmonic currents which again generates noise
and torque ripple

• The degree of over modulation is depending on
the voltage reference from the VVC+ control,
which depends on the motor frequency, torque
characteristic, load compensation, mains-voltage,
etc.

depends on the motor frequency, torque characteristic,
load compensation, mains-voltage, etc. Over modulation
begins when the required output voltage is higher than 95
% of the input voltage, in VT mode this means from
approx. 47 Hz and up.

1.3 Cause to the vibrations

I expect that this is just an example with one motor
frequency.

The vibrations occur at frequencies corresponding to the
6th harmonic of the drive output frequency, fout.
The system vibrates when the motor is supplied by a
output frequency of approximately 55 Hz (6 multiplied fout
= 6*55=330 Hz) (Depends of the resonance frequency of
the fan) which is approximately 330 [Hz] on the fan wheel .
This 6th harmonics is generated only by the over
modulation. If the resonance frequency of the fan is close
to this 330Hz, The resonance will cause vibrations. Those
vibrations can in the end cause cracks in the Fan and in
worst cases a broken fan or /and broken Bearings

1.4 Solutions

1. The best solution is disabling the over-
modulation
By disabling over-modulation, vibrations will be
reduced to a minimum but this solution might
also cause a derating of the applied motor in the
range of 5-10% because of the missing voltage
applied by the over modulation.

2. Skipping a small frequency band of the output
frequencies may also be a solution
In some applications it is not possible to disable
the over modulation If the motor is designed to
the limit of the fan application the voltage losses
in the FC will cause missing torque. In these
situations the problem of vibration might be
reduced significantly by skipping a small
frequency band around the mechanical resonance
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frequency approximately 330Hz. This can be done
by setting parameters (p4-6*) or by using the
Semi auto bypass setup p4-46. However, there is
no general design rule for making an optimal
skip of frequency bands as this is highly
dependent on the width of the resonance peak.
In most situations it is possible to hear the
resonance
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Product Code Reference Product link

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B1275 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B3526 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B3532 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B3611 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B4206 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4208 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B4214 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B4215 Buy on EAN
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VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H2XGXXXXSXXXXAXBXCXXXXDX

131B4216 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4226 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4227 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4228 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4229 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4230 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4231 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4269 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4270 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4979 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B4980 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B6929 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B6935 Buy on EAN
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VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B6941 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B7009 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B7016 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B7026 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8594 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F0426 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5448 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5449 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5451 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5454 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5456 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6625 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6626 Buy on EAN
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http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-22kw-3x380-480v-ip20-danfoss-131f6626
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-22kw-3x380-480v-ip20-danfoss-131f6626


VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6627 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E20H2XGXXXXSXXXXAXBXCXXXXDX

131F6628 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P7K5T4E66H2XGCXXXSXXXXA0BXCXXXXDX

131N1232 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type12 Backplate, RFI Class A1/B
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P5K5T4P55H1XGXXXXSXXXXAXBXCXXXXDX

131B5662 Buy on EAN

VLT® HVAC Drive FC 102 560 KW / 750 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P560T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131G5109 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P90KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G1598 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21/Type 1+mains shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, Fuse
FC-102P132T4E2MH2XGX7XXSXXXXAXBXCXXXXDX

131F9307 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H2TGXXXXSXXXXALBXCXXXXDX

134N5514 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F0230 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F0231 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H3090 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B3449 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-45kw-3x380-480v-ip20-danfoss-131f6627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-45kw-3x380-480v-ip20-danfoss-131f6627
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-75kw-3x380-480v-ip20-danfoss-131f6628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-100-75kw-3x380-480v-ip20-danfoss-131f6628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131n1232
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131n1232
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131b5662
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131b5662
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-560-kw-750-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-560-kw-750-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g1598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g1598
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1mai-danfoss-drives-131f9307
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1mai-danfoss-drives-131f9307
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134n5514
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134n5514
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0231
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0231
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3449
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3449


VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H0030 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P15KT4E20H1TGXXXXSXXXXA0BXCXXXXDX

131H9256 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H1XXXXXXSXXXXAXBXCXXXXDX

131F7659 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P250T4E00H2XGCXXXSXXXXAXBKCXXXXDX

131G7984 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131X2659 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P3K0T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G3930 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G0881 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H2TGXXXXSXXXXALBXCXXXXDX

134N6745 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1TXXXXXSXXXXAXBXCXXXXDX

131G8886 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131B7628 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131F3158 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F2687 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h0030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h0030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h9256
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h9256
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131g7984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131g7984
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2659
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g0881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g0881
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n6745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n6745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g8886
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g8886
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7628
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3158
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3158
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f2687
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f2687


VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F2685 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F2684 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F2683 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E55H2TGXXXXSXXXXA0BXCXXXXDX

131X9329 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type12 Backplate, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P3K0T4P55H1XGCXXXSXXXXAXBXCXXXXDX

131U4912 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4994 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P55KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F9941 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H3897 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K1T4E20H2XGCXXXSXXXXAGBXCXXXXDX

131N2807 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0016 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
DeviceNet MCA 104, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXA4BXCXXXXDX

131F2428 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H2TGXXXXSXXXXAXBXCXXXXDX

131N5279 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f2685
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f2685
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f2684
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f2684
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f2683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f2683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131x9329
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131x9329
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131u4912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131u4912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3897
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3897
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131n2807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131n2807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0016
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0016
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f2428
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f2428
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131n5279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131n5279


VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, Mains
Disconnect + Fuse
FC-102P200T4E00H2TGX3XXSXXXXAXBKCXXXXDX

131G4374 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P200T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131G4375 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5470 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5473 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5472 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (cable len)
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P15KT4E21H3XGXXXXSXXXXAXBXCXXXXDX

131B5475 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5474 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P18KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F1552 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G0692 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131F9318 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P110T4E00H4XGX7XXSXXXXAXBXCXXXXDX

131F8210 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P200T4E00H4XGX7XXSXXXXAXBXCXXXXDX

131F8216 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g4374
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g4374
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g4375
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g4375
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5470
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5470
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5473
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5473
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5472
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5472
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5475
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5475
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5474
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5474
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0692
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0692
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8216
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8216


VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P160T4E00H4XGX7XXSXXXXAXBXCXXXXDX

131F8214 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P250T4E00H4XGX7XXSXXXXAXBXCXXXXDX

131F8218 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131G0210 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P5K5T4E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7073 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P250T4E21H4XGX7XXSXXXXAXBXCXXXXDX

131F8135 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8055 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P3K0T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8105 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P2K2T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8104 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P7K5T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8107 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P5K5T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8106 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K5T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8103 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K1T4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8102 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, MCB-112 PTC Therm. Card, Not coated PCB,
No Mains Option
FC-102P1K1T4E20H1TXXXXXSXXXXA0B2CXXXXDX

134G8215 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8214
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8214
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131g0210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131g0210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7073
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7073
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8055
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8055
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8105
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8105
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8104
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8104
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8106
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8103
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8102
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-134n8102
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134g8215
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134g8215


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P5K5T4E66H1XGCXXXSXXXXAXBXCXXXXDX

131F0684 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type12 Backplate, RFI Class A1/B
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P1K1T4P55H1XGXXXXSXXXXAXBXCXXXXDX

131B5656 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP66 / NEMA 4X, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P22KT4E66H1TGXXXXSXXXXA0BXCXXXXDX

134F7481 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2TGXXXXSXXXXA0BXCXXXXD0

131X2937 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2TGXXXXSXXXXA0BXCXXXXD0

131X2935 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H2TGXXXXSXXXXA0BXCXXXXD0

131X2932 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P250T4E54H2XGXXXXSXXXXA0BXCXXXXDX

131G6849 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2XGXXXXSXXXXAXBXCXXXXD0

131B9720 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
MCB-105 Relay Card, Not coated PCB, No Mains Option
FC-102P75KT4E20H2TGXXXXSXXXXAXBPCXXXXDX

134H3932 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E55H2TGXXXXSXXXXAXBXCXXXXDX

131N2297 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E55H3XNXXXXSXXXXAXBXCXXXXDX

131B7652 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E55H3XNXXXXSXXXXAXBXCXXXXDX

131B7650 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131f0684
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131f0684
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131b5656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type12-b-danfoss-drives-131b5656
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip66-nema-4x-rfi-clas-danfoss-drives-134f7481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip66-nema-4x-rfi-clas-danfoss-drives-134f7481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2935
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x2935
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131x2932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131x2932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g6849
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g6849
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131b9720
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131b9720
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134h3932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134h3932
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131n2297
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131n2297
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7652
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7650
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7650


VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131B9854 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131B9851 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P5K5T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8420 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P7K5T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8422 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F6460 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Coated PCB, Mains Disconnect +
Fuse FC-102P450T4E54H2TGC3XXSXXXXA0BXCXXXXDX

131L5931 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P7K5T2E55H2XNCXXXSXXXXAXBXCXXXXDX

131X1360 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P315T4E54H4XGCXXXSXXXXA0BXCXXXXDX

131F9880 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H2XGXXXXSXXXXA0BXCXXXXDX

131L2604 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0858 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H2XNXXXXSXXXXAGBXCXXXXDX

131G7096 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131b9854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131b9854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131b9851
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131b9851
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8420
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8420
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8422
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8422
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131l5931
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131l5931
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1360
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1360
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9880
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9880
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131l2604
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131l2604
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0858
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0858
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7096
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7096


VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T2E55H3XGXXXXSXXXXAXBXCXXXXDX

131B6735 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type12 Backplate, RFI Class A1/B
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P22KT4P55H1XGXXXXSXXXXAXBXCXXXXDX

131B5665 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B3458 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131U4454 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P200T4E54H2XGC7XXSXXXXAXBXCXXXXDX

131G8279 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P250T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131L1634 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P55KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H6226 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, No Mains Option
FC-102P450T4E54H4TGCXXXSXXXXAXBXCXXXXDX

131H0105 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H5222 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P37KT4E20H2XNCXXXSXXXXAGBXCXXXXDX

134G4230 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, Fuse
FC-102P132T4E54H4TGC7XXSXXXXAXBXCXXXXDX

131Z0234 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P55KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131H0832 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b6735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b6735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type12-bac-danfoss-drives-131b5665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type12-bac-danfoss-drives-131b5665
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3458
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3458
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131u4454
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131u4454
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l1634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l1634
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h6226
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h6226
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h0105
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h0105
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5222
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5222
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134g4230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134g4230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131z0234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131z0234
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0832
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0832


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B5488 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B5489 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B5480 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B5481 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B5482 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 200 - 240 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T2E66H2XGXXXXSXXXXAXBXCXXXXDX

131L1097 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 200 - 240 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T2E66H2XGXXXXSXXXXAXBXCXXXXDX

131L1096 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E21H2XXXXXXSXXXXAXBXCXXXXDX

131B5004 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H1TGXXXXSXXXXAXBXCXXXXDX

131H2986 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131L0945 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E55H2TGXXXXSXXXXA0BXCXXXXDX

131X9493 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT2E21H2XGXXXXSXXXXAXBXCXXXXDX

131B8517 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5488
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5488
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b5480
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b5480
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b5481
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b5482
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b5482
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131l1097
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131l1097
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131l1096
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131l1096
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h2986
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h2986
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131l0945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131l0945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131x9493
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131x9493
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b8517
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b8517


VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, Fuse
FC-102P315T4E00H4TGC7XXSXXXXAXBXCXXXXDX

131G1132 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E55H2XGXXXXSXXXXAGBXCXXXXDX

131H9746 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P132T4E21H2XGXXXXSXXXXAXBKCXXXXDX

131F7586 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P250T4E00H4XGXXXXSXXXXAXBKCXXXXDX

131F7583 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P200T4E00H4XGXXXXSXXXXAXBKCXXXXDX

131F7582 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P160T4E00H4XGXXXXSXXXXAXBKCXXXXDX

131F7581 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8056 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8057 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8059 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E55H2XNXXXXSXXXXAXBXCXXXXDX

131F0074 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P90KT4E20H2XGCXXXSXXXXAGBXCXXXXDX

134H5792 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g1132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g1132
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9746
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9746
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7586
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7586
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7582
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7581
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7581
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8057
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8057
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8059
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8059
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134h5792
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134h5792


VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P55KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131H9057 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P30KT4E20H1XGCXXXSXXXXAXBXCXXXXDX

131H9056 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H2XNXXXXSXXXXAGBXCXXXXDX

131G7090 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H2XNXXXXSXXXXAGBXCXXXXDX

131G7094 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XNXXXXSXXXXAGBXCXXXXDX

131G7095 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P1K5T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8415 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P1K1T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8414 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P3K0T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8417 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 525 - 690 VAC *,
Brake chopper + Safe stop, IP20 / Chassis, Marine,
ruggedised RFI A2 (C3), No A Option, No B Option, Coated
PCB, No Mains Option
FC-102P2K2T7E20H5UGCXXXSXXXXAXBXCXXXXDX

134L8416 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP21 / Type 1, RFI Class A1/B (C1), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E21H1TGXXXXSXXXXA0BXCXXXXDX

131H3567 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P22KT4E20H2XGXXXXSXXXXAXBKCXXXXDX

131H7078 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9057
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9057
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9056
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g7090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g7090
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7094
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7095
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g7095
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8415
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8415
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8414
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8414
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8417
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8417
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-525-690-vac-brake-chopper-safe-stop-ip20-danfoss-drives-134l8416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip21-type-1-rfi-class-danfoss-drives-131h3567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip21-type-1-rfi-class-danfoss-drives-131h3567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h7078
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h7078


VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H4781 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9568 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P37KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3169 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P90KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3167 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type 12, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P55KT4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3163 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type 12, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P30KT4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3162 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type 12, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P2K2T4E55H1UGCXXXSXXXXAXBXCXXXXDX

131H3161 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB,
Mains Disconnect + Fuse
FC-102P110T4E54H4XGX3XXSXXXXA0BXCXXXXDX

131H2567 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type12 Backplate, RFI
Class A1/B (C1), No A Option, No B Option, Coated PCB,
Loadsharing
FC-102P30KT4P55H1UGCDXXSXXXXAXBXCXXXXDX

131N0041 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134F1833 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0841 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P3K0T4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B8499 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4781
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4781
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131h3169
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131h3169
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131h3167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131h3167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131h3163
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131h3163
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131h3162
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131h3162
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131h3161
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131h3161
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h2567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h2567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131n0041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-brake-chopper-safe-stop-ip55-t-danfoss-drives-131n0041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134f1833
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134f1833
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0841
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0841
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8499
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8499


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H1XNXXXXSXXXXAGBXCXXXXD0

134L1606 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H1XNXXXXSXXXXAGBXCXXXXD0

134L1605 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 200 - 240 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT2E21H2XGXXXXSXXXXA0BXCXXXXDX

134L6034 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P18KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131B8642 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P45KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131B9203 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P1K1T4E55H1XNCXXXSXXXXAXBXCXXXXDX

131U4118 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131F9187 Buy on EAN

VLT® HVAC Drive FC 102 3.7 KW / 5.0 HP, 200 - 240 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P3K7T2E20H1TGXXXXSXXXXALBXCXXXXDX

134N3330 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H1TXXXXXSXXXXAXBXCXXXXDX

131L9616 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P11KT2E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7209 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P200T4E21H2XGXXXXSXXXXAXBKCXXXXDX

131F7589 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P132T4E54H2XGC7XXSXXXXAXBXCXXXXDX

131G1837 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134l1606
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134l1606
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134l1605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134l1605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134l6034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134l6034
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b8642
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b8642
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9203
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9203
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u4118
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u4118
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9187
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9187
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n3330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n3330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131l9616
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131l9616
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u7209
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u7209
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g1837
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g1837


VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P90KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131H3268 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P160T4E21H2XGXXXXSXXXXAXBKCXXXXDX

131F7588 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P55KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131G5245 Buy on EAN

VLT® HVAC Drive FC 102 710 KW / 1000 HP, 525 - 690 VAC
*, No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Coated PCB, Mains
Disconnect + Fuse
FC-102P710T7E21H2XGC3XXSXXXXA0BXCXXXXDX

134N0338 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P110T4E21H2XGXXXXSXXXXAXBKCXXXXDX

131F7585 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
BACnet MCA 109, No B Option, Not coated PCB, No Mains
Option FC-102P18KT4E20H2XGXXXXSXXXXAJBXCXXXXDX

131L5253 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P5K5T4E55H1XGCXXXSXXXXAGBXCXXXXDX

131N7646 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P22KT4E20H1TGXXXXSXXXXA0BXCXXXXDX

131H9264 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8061 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Mains Disconnect + Fuse
FC-102P315T4E54H2XGC3XXSXXXXAXBXCXXXXDX

131F9516 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXA0BXCXXXXD0

131H9460 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H2XGXXXXSXXXXA0BXCXXXXD0

131H9461 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7588
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7588
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g5245
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g5245
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-710-kw-1000-hp-525-690-vac-no-brake-chopper-ip21-type-danfoss-drives-134n0338
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-710-kw-1000-hp-525-690-vac-no-brake-chopper-ip21-type-danfoss-drives-134n0338
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7585
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7585
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131l5253
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131l5253
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131n7646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131n7646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h9264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h9264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8061
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9461
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9461


VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E20H2XGXXXXSXXXXA0BXCXXXXD0

131H9462 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B3343 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT4E66H2XGCXXXSXXXXAXBXCXXXXDX

131B7030 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H1TGXXXXSXXXXALBXCXXXXDX

131Z8336 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B8502 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P5K5T4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B8500 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P11KT4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G2165 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P7K5T2E20H1XGCXXXSXXXXAXBXCXXXXDX

131N3549 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, No Mains Option
FC-102P250T4E54H4TGCXXXSXXXXAXBXCXXXXDX

131H3173 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P75KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131H2550 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H1XNXXXXSXXXXAXBXCXXXXDX

131B5583 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

134G3604 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131U8249 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3343
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3343
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b7030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b7030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131z8336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131z8336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b8502
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b8502
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8500
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8500
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g2165
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g2165
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131n3549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131n3549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h3173
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h3173
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h2550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h2550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5583
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134g3604
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134g3604
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u8249
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u8249


VLT® HVAC Drive FC 102 45 KW / 60 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H3796 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5468 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P250T4E54H4XGXXXXSXXXXA0BXCXXXXDX

131H1810 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P110T4E54H4XGXXXXSXXXXA0BXCXXXXDX

131H0148 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB,
Mains Disconnect + Fuse
FC-102P132T4E54H2XGX3XXSXXXXA0BXCXXXXDX

131N1639 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P3K0T4E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7874 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P75KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131F1617 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E55H2XGXXXXSXXXXAXBXCXXXXDX

131B8596 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5469 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P200T4E00H2TGXXXXSXXXXAXBXCXXXXDX

131N0456 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P315T4E5MH2XGCXXXSXXXXAXBXCXXXXDX

131F8101 Buy on EAN

VLT® HVAC Drive FC 102 355 KW / 500 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P355T4E00H2XGCXXXSXXXXAXBKCXXXXDX

131F7616 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3796
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3796
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5468
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5468
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h1810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h1810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h0148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h0148
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131n1639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131n1639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1617
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1617
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8596
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8596
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5469
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5469
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131n0456
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131n0456
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7616
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7616


VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P315T4E00H2XGCXXXSXXXXAXBKCXXXXDX

131F7615 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P5K5T4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F7612 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P4K0T4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F7611 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131F9299 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131F9298 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB,
Loadsharing
FC-102P132T4E5MH4BGXDXXSXXXXAXBXCXXXXDX

131F9292 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H3XNXXXXSXXXXAXBXCXXXXDX

131F9296 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P90KT4E20H2XGXXXXSXXXXAXB0CXXXXDX

131H8761 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131F1907 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H1TGXXXXSXXXXALBXCXXXXDX

134F7277 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P132T4E5MH4XGXXXXSXXXXAXBXCXXXXDX

131F8079 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7615
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7615
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7612
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7612
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7611
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7611
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f9299
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f9299
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f9298
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f9298
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-brake-chopper-ip54-type-12main-danfoss-drives-131f9292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-brake-chopper-ip54-type-12main-danfoss-drives-131f9292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9296
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h8761
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h8761
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1907
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1907
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134f7277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134f7277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8079


VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P160T4E5MH2XGXXXXSXXXXAXBXCXXXXDX

131F8076 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P110T4E5MH2XGXXXXSXXXXAXBXCXXXXDX

131F8077 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P200T4E5MH2XGXXXXSXXXXAXBXCXXXXDX

131F8075 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (cable len)(C1),
No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P75KT4E20H3TGXXXXSXXXXAXBXCXXXXDX

131U8899 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3119 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P110T4E54H4XGCXXXSXXXXAXBXCXXXXDX

131F9671 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P132T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131L4910 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T2E20H2XNXXXXSXXXXAGBXCXXXXDX

131Z7364 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T2E20H2XNXXXXSXXXXAGBXCXXXXDX

131Z7363 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT2E20H2XNXXXXSXXXXAGBXCXXXXDX

131Z7362 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT2E20H2XNXXXXSXXXXAGBXCXXXXDX

131Z7361 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0611 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8076
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8076
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8075
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8075
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131u8899
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131u8899
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3119
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3119
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9671
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9671
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l4910
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l4910
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7364
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7364
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7363
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7363
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z7362
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z7362
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z7361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z7361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0611
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0611


VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B6976 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Coated PCB, Mains Disconnect + Fuse
FC-102P450T4E54H2TGC3XXSXXXXAXBXCXXXXDX

131L2852 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4991 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4993 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F9850 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4995 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4997 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4996 Buy on EAN

VLT® HVAC Drive FC 102 630 KW / 900 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P630T4E54H2XGC7XKSXXXXAXBXCXXXXDX

134G1948 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2TGXXXXSXXXXALBXCXXXXDX

134L8387 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F7949 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131F2086 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131l2852
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131l2852
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4991
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4991
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4993
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4993
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9850
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9850
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4995
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4995
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4996
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4996
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134g1948
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134g1948
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l8387
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l8387
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f2086
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f2086


VLT® HVAC Drive FC 102 22 KW / 30 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P22KT2E20H1XGCXXXSXXXXAGBXCXXXXDX

131Z0127 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B7004 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), BACnet MCA
109, No B Option, Not coated PCB, Mains Disconnect
FC-102P55KT4E55H2TGX1XXSXXXXAJBXCXXXXDX

134U6456 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E21H2XXXXXXSXXXXAXBXCXXXXDX

131B5005 Buy on EAN

VLT® HVAC Drive FC 102 3.7 KW / 5.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P3K7T2E55H2XNCXXXSXXXXAXBXCXXXXDX

131X1358 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P5K5T2E55H2XNCXXXSXXXXAXBXCXXXXDX

131X1359 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P1K1T2E55H2XNCXXXSXXXXAXBXCXXXXDX

131X1357 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 200 - 240 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT2E21H2XGXXXXSXXXXA0BXCXXXXDX

131F8988 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (cable len)
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P90KT4E21H3XGXXXXSXXXXAXBXCXXXXDX

131B8225 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B4978 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B4977 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B4976 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B4975 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0127
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0127
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-134u6456
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-134u6456
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5005
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5005
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1358
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1358
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1359
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1357
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131x1357
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f8988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f8988
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4978
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4978
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4977
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b4976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b4976
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4975
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b4975


VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P37KT4E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7068 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K1T2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7207 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P2K2T2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7206 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P11KT2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7205 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P37KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131H4027 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), PROFIBUS DP MCA 101, No B Option, Not coated PCB,
Mains Disconnect + Fuse
FC-102P132T4E5MH4XGX3XXSXXXXA0BXCXXXXDX

131F8254 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F0416 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131N0462 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7275 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P22KT4E20H1TGXXXXSXXXXA0BXCXXXXD0

131G9314 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P200T4E54H4XGX7XXSXXXXAXBXCXXXXDX

131F9111 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, MCB-101 General purp. I/O, Not coated
PCB, No Mains Option
FC-102P200T4E5MH2XGXXXXSXXXXAXBKCXXXXDX

131F7604 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u7068
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u7068
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7206
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7206
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u7205
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u7205
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8254
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8254
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0416
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131n0462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131n0462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9314
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9314
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9111
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9111
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7604
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7604


VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, MCB-101 General purp. I/O, Not coated
PCB, No Mains Option
FC-102P250T4E5MH2XGXXXXSXXXXAXBKCXXXXDX

131F7605 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, MCB-101 General purp. I/O, Not coated
PCB, No Mains Option
FC-102P110T4E5MH2XGXXXXSXXXXAXBKCXXXXDX

131F7600 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, MCB-101 General purp. I/O, Not coated
PCB, No Mains Option
FC-102P132T4E5MH2XGXXXXSXXXXAXBKCXXXXDX

131F7602 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, MCB-101 General purp. I/O, Not coated
PCB, No Mains Option
FC-102P160T4E5MH2XGXXXXSXXXXAXBKCXXXXDX

131F7603 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F0803 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P7K5T4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B7189 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7532 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P315T4E54H2XGC7XXSXXXXAXBXCXXXXDX

131G5448 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Coated PCB, Mains
Disconnect + Fuse
FC-102P315T4E5MH4XGC3XXSXXXXAXBXCXXXXDX

131F8006 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), PROFIBUS DP MCA 101, No B Option, Not coated PCB,
No Mains Option
FC-102P110T4E5MH4XGXXXXSXXXXA0BXCXXXXDX

131F7736 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P4K0T4E55H1XNX1XXSXXXXAXBXCXXXXDX

131B7536 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7537 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7602
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7602
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f0803
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f0803
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7189
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7189
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7532
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7532
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8006
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8006
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7536
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7536
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7537
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7537


VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P450T4E21H4XGCXXXSXXXXAXBXCXXXXDX

131B7432 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B5839 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P110T4E54H2XGXXXXSXXXXA0BXCXXXXDX

131G1211 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P450T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131B7431 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT2E20H2XGXXXXSXXXXA0BXCXXXXDX

131G2739 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3121 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3120 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
DeviceNet MCA 104, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXA4BXCXXXXDX

131G0861 Buy on EAN

VLT® HVAC Drive FC 102 3.7 KW / 5.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K7T2E55H1XGXXXXSXXXXAXBXCXXXXDX

131B7638 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H2XNXXXXSXXXXA0BXCXXXXDX

131G0735 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131B7846 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H3084 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b7432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b7432
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g1211
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g1211
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b7431
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b7431
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g2739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g2739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3121
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3121
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3120
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3120
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7638
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7638
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7846
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7846
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3084
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3084


VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H3085 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P18KT4E20H1UGCXXXSXXXXAXBXCXXXXDX

131H3089 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F9848 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131G0818 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F3122 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P15KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F7950 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P18KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131F7951 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E00H4XGXXXXSXXXXAXBXCXXXXD0

131F7953 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P160T4E21H4XGXXXXSXXXXAXB0CXXXXDX

131F7959 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F9853 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A1/B (cable len)(C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E55H3TGXXXXSXXXXA0BXCXXXXDX

134H5743 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B6126 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3085
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3085
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131h3089
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131h3089
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131f9848
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131f9848
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131g0818
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131g0818
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3122
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f3122
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7950
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f7950
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f7951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f7951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7959
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7959
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9853
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-134h5743
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-134h5743
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6126
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6126


VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E00H4XXXXXXSXXXXAXBXCXXXXDX

131F8539 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P22KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B7994 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P55KT4E21H1XGXXXXSXXXXA0BXCXXXXDX

131B9528 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B9523 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B9522 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B9521 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, LHD - AAF006 filter + A2
RFI, PROFIBUS DP MCA 101, No B Option, Coated PCB,
Mains Disconnect + Fuse
FC-102P200T4E21N2XGC3XXSXXXXA0BXCXXXXDX

134H4805 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P15KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131B8788 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2XGXXXXSXXXXAXBXCXXXXD0

131Z0345 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T2E20H1XGXXXXSXXXXAGBXCXXXXDX

131U6670 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P5K5T2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7079 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K1T4E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7072 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8539
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8539
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7994
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b9528
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b9528
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9523
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9523
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9522
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9521
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9521
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134h4805
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134h4805
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b8788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b8788
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u6670
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u6670
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7072
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7072


VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT2E55H1XGCXXXSXXXXAXBXCXXXXDX

131F5131 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P5K5T2E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7210 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P132T4E21H2XGX7XXSXXXXAXBXCXXXXDX

131H2163 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E21H4XGXXXXSXXXXAXBXCXXXXDX

131B6934 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B6937 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B6936 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H5699 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B6933 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F4733 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H2008 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B6939 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E00H4XGXXXXSXXXXAXBXCXXXXDX

131B6938 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F4737 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f5131
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f5131
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7210
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h2163
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h2163
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6934
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6934
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6937
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6936
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6936
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5699
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5699
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6933
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f4733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f4733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h2008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h2008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6938
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131f4737
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131f4737


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F4736 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, MCB-112 PTC Therm. Card, Not coated PCB,
No Mains Option
FC-102P7K5T4E20H1TXXXXXSXXXXA0B2CXXXXDX

134H2619 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B7361 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P200T4E00H2XGCXXXSXXXXAXBKCXXXXDX

131G9303 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P315T4E21H2XGCXXXSXXXXAXBKCXXXXDX

131F7630 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H5668 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E55H2TGXXXXSXXXXAXBXCXXXXDX

131N7272 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131F1928 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P18KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B7192 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8019 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P132T4E5MH4XGX3XXSXXXXAXBXCXXXXDX

131F7704 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E21H2XXXXXXSXXXXAXBXCXXXXDX

131F8549 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f4736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f4736
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134h2619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134h2619
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b7361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b7361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131g9303
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131g9303
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5668
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5668
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131n7272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131n7272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7192
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7704
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7704
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8549


VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P90KT4E20H2XGCXXXSXXXXAXBKCXXXXDX

131L2507 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H9498 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H9495 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H9497 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E66H1XGXXXXSXXXXA0BXCXXXXDX

131G1221 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P160T4E00H2XGCXXXSXXXXAXBKCXXXXDX

131L2509 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H1TGXXXXSXXXXAXBXCXXXXDX

131F3134 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4223 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4222 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4221 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B4220 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4225 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131l2507
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131l2507
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9498
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9498
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9495
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9497
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h9497
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131g1221
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131g1221
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l2509
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l2509
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f3134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131f3134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4223
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4223
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4222
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4222
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4221
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4221
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4220
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4220
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4225
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4225


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4224 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P45KT4E20H2XGXXXXSXXXXAXBKCXXXXDX

131G5085 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131G2159 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P90KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F7569 Buy on EAN

VLT® HVAC Drive FC 102 355 KW / 500 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P355T4E54H4XGCXXXSXXXXA0BXCXXXXDX

131F9871 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P160T4E5MH4XGXXXXSXXXXAXBXCXXXXDX

131F7961 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131H7182 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131F9846 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E20H2XNXXXXSXXXXAXBXCXXXXDX

131H8167 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Coated PCB,
No Mains Option
FC-102P30KT4E55H3XGCXXXSXXXXA0BXCXXXXDX

131L8766 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H1XXXXXXSXXXXAGBXCXXXXDX

131F3248 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4224
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4224
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g5085
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g5085
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131g2159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131g2159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7569
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7569
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9871
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9871
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h7182
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h7182
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9846
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9846
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h8167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h8167
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131l8766
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131l8766
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3248
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3248


VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0939 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H2XXXXXXSXXXXAXBXCXXXXDX

131B4992 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type 12, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P7K5T4E55H1UGCXXXSXXXXAXBXCXXXXDX

131F3242 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P1K1T4E55H1XGX1XXSXXXXAXBXCXXXXDX

131B7528 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B1277 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Mains Disconnect +
Fuse FC-102P160T4E21H4XGX3XXSXXXXAXBXCXXXXDX

131F7957 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P250T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B6955 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P250T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B6954 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131B6918 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B1273 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B9524 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P30KT4E66H2XNCXXXSXXXXAXBKCXXXXDX

131U7042 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H2BGXXXXSXXXXAXBXCXXXXDX

131H7161 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0939
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4992
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4992
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131f3242
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131f3242
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7528
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7528
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b1277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b1277
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6955
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6955
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6954
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b6918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b6918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b1273
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b1273
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9524
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131u7042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131u7042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7161
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7161


VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P5K5T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G3931 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H2BGXXXXSXXXXAXBXCXXXXDX

131H7164 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFINET MCA 120, No B Option, Not coated
PCB, No Mains Option
FC-102P22KT4E55H3XGXXXXSXXXXALBXCXXXXDX

134U6275 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P315T4E5MH4XGCXXXSXXXXAXBXCXXXXDX

131F8004 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H4XGXXXXSXXXXAXBXCXXXXDX

131B6928 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 525 - 690 VAC *,
Safe Stop, IP20 / Chassis, RFI class A1 (C2), No A Option,
MCB-101 General purp. I/O, Coated PCB, No Mains Option
FC-102P45KT7E20H4TGCXXXSXXXXAXBKCXXXXDX

134U6891 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B6927 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F4728 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F0340 Buy on EAN

VLT® HVAC Drive FC 102 3.7 KW / 5.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P3K7T2E55H1XGCXXXSXXXXAXBXCXXXXDX

131B9295 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E55H2TGXXXXSXXXXAXBXCXXXXDX

131G8793 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P15KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B6816 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3931
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3931
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7164
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7164
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-134u6275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-134u6275
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8004
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-525-690-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u6891
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-525-690-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u6891
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f4728
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f4728
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0340
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0340
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9295
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9295
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cla-danfoss-drives-131g8793
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cla-danfoss-drives-131g8793
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6816
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6816


VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131G0740 Buy on EAN

VLT® HVAC Drive FC 102 500 KW / 650 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P500T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131G4864 Buy on EAN

VLT® HVAC Drive FC 102 800 KW / 1200 HP, 380 - 480
VAC, No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
No A Option, No B Option, Coated PCB, No Mains Option
FC-102P800T4E54H2XGCXKXSXXXXAXBXCXXXXDX

134U5018 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Coated PCB, No Mains Option
FC-102P30KT4E20H2TGCXXXSXXXXALBXCXXXXDX

134U5010 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131F1930 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F8023 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4267 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P110T4E00H2XGXXXXSXXXXA0BXCXXXXDX

131L4589 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E20H3XGXXXXSXXXXAXBXCXXXXDX

131B5471 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (cable len)
(C1), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P30KT4E21H3XGXXXXSXXXXAXBXCXXXXDX

131B5478 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P7K5T4E55H2XGCXXXSXXXXAXBXCXXXXDX

131B4237 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H2TGXXXXSXXXXALBXCXXXXDX

134L8339 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0740
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g0740
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g4864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g4864
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-800-kw-1200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134u5018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-800-kw-1200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134u5018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5010
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5010
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8023
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f8023
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l4589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131l4589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5471
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5471
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5478
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5478
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b4237
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l8339
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l8339


VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Coated PCB, Mains Disconnect +
Fuse FC-102P160T4E54H2TGC3XXSXXXXA0BXCXXXXD0

134F3186 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P110T4E00H2XGXXXXSXXXXAXBKCXXXXDX

131F7572 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P132T4E00H2XGXXXXSXXXXAXBKCXXXXDX

131F7573 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P200T4E00H2XGXXXXSXXXXAXBKCXXXXDX

131F7576 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2TGXXXXSXXXXA0BXCXXXXD0

134F5925 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P200T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131N3743 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P160T4E00H2XGXXXXSXXXXAXBKCXXXXDX

131F7575 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P110T4E00H4XGXXXXSXXXXAXBKCXXXXDX

131F7579 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P4K0T4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B8430 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P200T4E21H4XGXXXXSXXXXAXB0CXXXXDX

131F7975 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Mains Disconnect +
Fuse FC-102P200T4E21H4XGX3XXSXXXXAXBXCXXXXDX

131F7973 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXALBXCXXXXDX

131Z7756 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-134f3186
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-134f3186
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7576
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7576
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134f5925
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134f5925
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131n3743
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131n3743
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7579
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8430
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8430
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7975
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7975
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7756
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z7756


VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F3505 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-114 VLT Sensor Input, Not coated PCB, No
Mains Option
FC-102P200T4E00H2XGXXXXSXXXXAXB4CXXXXDX

134G1193 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
Brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H4BGXXXXSXXXXAXBXCXXXXDX

131H8997 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7535 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134H6302 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H2XXXXXXSXXXXAXBXCXXXXDX

131F8540 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6629 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E55H2TGXXXXSXXXXAXBXCXXXXDX

131G4857 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F6624 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F6623 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2XXXXXXSXXXXAXBXCXXXXDX

131F6622 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P1K5T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G3928 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P2K2T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G3929 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3505
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f3505
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-134g1193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-134g1193
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip21-type-1-rfi-danfoss-drives-131h8997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip21-type-1-rfi-danfoss-drives-131h8997
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7535
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7535
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h6302
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h6302
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8540
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8540
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6629
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131g4857
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131g4857
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6623
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6623
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6622
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6622
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3928
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3929
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3929


VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P1K1T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131G3927 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H7176 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131F9319 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E66H1XGXXXXSXXXXAXBXCXXXXDX

131B8173 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F9317 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P315T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B6959 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P315T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131B6957 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B1276 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P250T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B6953 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P250T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B6951 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134F1835 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P132T4E00H4XGX7XXSXXXXAXBXCXXXXDX

131F8212 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3927
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h7176
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h7176
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9319
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b8173
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131b8173
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f9317
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6959
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6959
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6957
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b1276
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b1276
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6953
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6951
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134f1835
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134f1835
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8212
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8212


VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H2TGXXXXSXXXXA0BXCXXXXDX

131L1783 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P200T4E21H4XGX7XXSXXXXAXBXCXXXXDX

131F8217 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
Safe Stop, IP21 / Type 1, RFI class A1 (C2), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H4TGXXXXSXXXXA0BXCXXXXDX

131F9135 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21/Type 1+mains shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P200T4E2MH4XGX3XXSXXXXAXBXCXXXXDX

131F9137 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 525 - 690 VAC *,
Safe Stop, IP20 / Chassis, RFI class A1 (C2), EtherNet/IP
MCA 121, No B Option, Coated PCB, No Mains Option
FC-102P55KT7E20H4TGCXXXSXXXXANBXCXXXXDX

134U5710 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P75KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131G4453 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B4218 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B4219 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P4K0T4E66H1XGX1XXSXXXXAXBXCXXXXDX

131H1722 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, LHD - AAF006 filter + A2 RFI,
PROFINET MCA 120, No B Option, Coated PCB, Mains
Disconnect + Fuse
FC-102P250T4E54N2TGC3XXSXXXXALBXCXXXXDX

134U5008 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Coated PCB, No Mains Option
FC-102P15KT4E20H2TGCXXXSXXXXALBXCXXXXDX

134U5009 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E55H1XGXXXXSXXXXALBXCXXXXDX

134F4837 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131l1783
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131l1783
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8217
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8217
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f9135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f9135
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1mai-danfoss-drives-131f9137
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1mai-danfoss-drives-131f9137
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-525-690-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u5710
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-525-690-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u5710
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g4453
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g4453
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4218
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4219
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4219
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131h1722
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131h1722
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-lhd-danfoss-drives-134u5008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-lhd-danfoss-drives-134u5008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5009
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5009
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134f4837
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134f4837


VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P15KT2E20H2XGCXXXSXXXXAXBXCXXXXDX

131G6742 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P37KT2E20H2XGCXXXSXXXXAXBXCXXXXDX

131G6747 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P11KT4E20H1XGCXXXSXXXXAGBXCXXXXDX

134N6875 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P55KT4E20H1XGCXXXSXXXXAGBXCXXXXDX

134N6874 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B5799 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P7K5T4E20H3XGXXXXSXXXXA0BXCXXXXDX

131B9756 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
Safe Stop, IP21 / Type 1, RFI class A1 (C2), No A Option, No
B Option, Coated PCB, No Mains Option
FC-102P315T4E21H4TGCXXXSXXXXAXBXCXXXXDX

131F8727 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B7020 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B4207 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P5K5T4E20H2BNXXXXSXXXXA0BXCXXXXD0

131L0552 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P2K2T4E20H2BNXXXXSXXXXA0BXCXXXXD0

131L0551 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P1K1T4E20H2BNXXXXSXXXXA0BXCXXXXD0

131L0550 Buy on EAN

VLT® HVAC Drive FC 102 630 KW / 900 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P630T4E54H4XGCXXXSXXXXAXBXCXXXXDX

131G8974 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g6742
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g6742
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g6747
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g6747
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6875
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6875
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5799
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b5799
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9756
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9756
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f8727
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f8727
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7020
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4207
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0552
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0551
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0551
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131l0550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8974
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8974


VLT® HVAC Drive FC 102 37 KW / 50 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P37KT2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7077 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K5T4E55H1XGCXXXSXXXXAGBXCXXXXDX

131U7070 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B3318 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E20H1TGXXXXSXXXXALBXCXXXXDX

134F4549 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 525 - 690 VAC
*, No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P18KT7E21H2XGCXXXSXXXXAXBXCXXXXDX

131Z4260 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9424 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E55H2TGXXXXSXXXXAXBXCXXXXDX

131N2405 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXAGBXCXXXXDX

131F0029 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F9921 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F9926 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P132T4E54H2TGXXXXSXXXXAXBXCXXXXDX

131G6042 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-105 Relay Card, Not coated PCB, No Mains
Option FC-102P110T4E21H2XGXXXXSXXXXAXBPCXXXXDX

131F9403 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u7077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u7077
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7070
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7070
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b3318
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134f4549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134f4549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z4260
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z4260
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9424
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9424
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131n2405
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131n2405
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0029
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0029
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9921
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9926
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9926
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131g6042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131g6042
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f9403
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f9403


VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9516 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7546 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P2K2T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9519 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8595 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B8597 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P55KT4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8100 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P15KT2E55H1XGCXXXSXXXXAGBXCXXXXDX

131U4484 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, Loadsharing
FC-102P55KT4E20H1UGCDXXSXXXXAXBXCXXXXDX

131H3170 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E20H2BGXXXXSXXXXAXBXCXXXXDX

131H2713 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 525 - 690 VAC *,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P22KT7E21H2XGCXXXSXXXXAXBXCXXXXDX

131Z7388 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H4018 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H4019 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9516
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9519
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n8100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n8100
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u4484
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u4484
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131h3170
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131h3170
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h2713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h2713
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z7388
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z7388
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4019
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4019


VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6632 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6630 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F6631 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type12 Backplate, RFI
Class A1/B (C1), No A Option, No B Option, Coated PCB,
Loadsharing
FC-102P18KT4P55H1UGCDXXSXXXXAXBXCXXXXDX

131L9646 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P132T4E54H2XGXXXXSXXXXA0BXCXXXXDX

131H2557 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B7942 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131L7798 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E55H2TGXXXXSXXXXA0BXCXXXXDX

131X7033 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E55H2TGXXXXSXXXXA0BXCXXXXDX

131X7032 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131L7797 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H2BGXXXXSXXXXAXBXCXXXXDX

131H0958 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131B8174 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6632
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6632
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6631
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f6631
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131l9646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131l9646
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h2557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h2557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l7798
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l7798
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x7033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x7033
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x7032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x7032
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l7797
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l7797
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131h0958
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-brake-chopper-ip20-chassis-rf-danfoss-drives-131h0958
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8174
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8174


VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E21H4XGXXXXSXXXXAXBXCXXXXDX

131B6946 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E21H4XGXXXXSXXXXAXBXCXXXXDX

131B6940 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B6943 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P22KT4E66H1XGCXXXSXXXXAXBXCXXXXDX

131F0686 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, No Mains
Option FC-102P37KT4E20H2TGXXXXSXXXXAXBKCXXXXDX

134U5813 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, No Mains
Option FC-102P18KT4E20H2TGXXXXSXXXXAXBKCXXXXDX

134U5812 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H1TGXXXXSXXXXALBXCXXXXDX

134H8573 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P110T4E54H4XGX7XXSXXXXAXBXCXXXXDX

131F9108 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP21 / Type 1, RFI Class A1/B (C1), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E21H1TGXXXXSXXXXA0BXCXXXXDX

131L0553 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, No Mains
Option FC-102P11KT4E20H2TGXXXXSXXXXAXBKCXXXXDX

131U6918 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H1TGXXXXSXXXXALBXCXXXXDX

134N6136 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, No Mains
Option FC-102P45KT4E20H2TGXXXXSXXXXAXBKCXXXXDX

131U6919 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H1281 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6946
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6946
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6943
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6943
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131f0686
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131f0686
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5813
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u5813
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u5812
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u5812
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134h8573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134h8573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9108
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip21-type-1-rfi-class-danfoss-drives-131l0553
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip21-type-1-rfi-class-danfoss-drives-131l0553
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u6918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u6918
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n6136
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134n6136
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u6919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131u6919
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h1281
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h1281


VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B6930 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), EtherNet/IP MCA 121, No B Option, Not coated
PCB, No Mains Option
FC-102P75KT4E55H3XGXXXXSXXXXANBXCXXXXDX

134U0448 Buy on EAN

VLT® HVAC Drive FC 102 800 KW / 1200 HP, 380 - 480
VAC, Safe Stop, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P800T4E54H2TGCXKXSXXXXAXBXCXXXXDX

134U5929 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E55H2XNXXXXSXXXXAXBXCXXXXDX

131F0607 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P11KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F3861 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXA0BXCXXXXDX

131F6461 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131F1910 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131G0433 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H4XGXXXXSXXXXAXBXCXXXXD0

131F7779 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Mains Disconnect +
Fuse FC-102P110T4E21H4XGX3XXSXXXXAXBXCXXXXDX

131F7776 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G9739 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E00H4XGXXXXSXXXXAXBXCXXXXD0

131F7773 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6930
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134u0448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134u0448
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-800-kw-1200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-c-danfoss-drives-134u5929
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-800-kw-1200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-c-danfoss-drives-134u5929
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f0607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f0607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f3861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f3861
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6461
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f6461
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1910
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1910
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0433
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g0433
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7779
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7779
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7776
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7776
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g9739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g9739
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7773
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7773


VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P75KT4E20H2XGXXXXSXXXXAXBKCXXXXDX

131G5086 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B7025 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P110T4E00H4XGXXXXSXXXXAXBXCXXXXDX

131B6549 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B7015 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Coated PCB, Mains Disconnect
FC-102P55KT4E55H2TGC1XXSXXXXAXBXCXXXXDX

134N4351 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), EtherNet/IP
MCA 121, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H1TGXXXXSXXXXANBXCXXXXDX

134G8018 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Coated PCB, Mains
Disconnect + Fuse
FC-102P315T4E5MH2XGC3XXSXXXXAXBXCXXXXDX

131F8197 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B4217 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP21 / Type 1, RFI Class A2
(C3), PROFIBUS DP MCA 101, No B Option, Not coated PCB,
No Mains Option
FC-102P132T4E21H2UGXXXXSXXXXA0BXCXXXXDX

134G6403 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B5945 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P200T4E21H2XGC7XXSXXXXAXBXCXXXXDX

131G6379 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P30KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131H8426 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g5086
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g5086
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7025
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6549
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7015
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-134n4351
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-134n4351
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134g8018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134g8018
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f8197
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4217
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4217
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-brake-chopper-safe-stop-ip21-danfoss-drives-134g6403
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-brake-chopper-safe-stop-ip21-danfoss-drives-134g6403
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131b5945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131b5945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131g6379
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131g6379
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h8426
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h8426


VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H2XGXXXXSXXXXA0BXCXXXXD0

131U9208 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P110T4E21H4XGX7XXSXXXXAXBXCXXXXDX

131F8211 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P250T4E5MH4XGX3XXSXXXXAXBXCXXXXDX

131F7992 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P315T4E00H4XGCXXXSXXXXAXBXCXXXXD0

131F7995 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P37KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131H3602 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFINET
MCA 120, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1TGXXXXSXXXXALBXCXXXXDX

134F4550 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1XNXXXXSXXXXAXBXCXXXXDX

131B5595 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E55H1XNXXXXSXXXXAXBXCXXXXDX

131B6768 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
Brake chopper, IP54 / Type 12, RFI class A1 (C2), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, Fuse
FC-102P110T4E54H4BGX7XXSXXXXA0BXCXXXXD0

131U6860 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E66H2XGXXXXSXXXXAXBXCXXXXDX

131G0791 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, Mains Disconnect
FC-102P22KT4E55H1TGX1XXSXXXXAXBXCXXXXDX

131G6027 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F9931 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u9208
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131u9208
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8211
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8211
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7992
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7992
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7995
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7995
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h3602
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h3602
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134f4550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-134f4550
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b5595
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6768
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b6768
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip54-type-12-rf-danfoss-drives-131u6860
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip54-type-12-rf-danfoss-drives-131u6860
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131g0791
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-131g0791
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131g6027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131g6027
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9931
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9931


VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F9936 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9564 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P2K2T4E20H1TXXXXXSXXXXAXBXCXXXXDX

131G3279 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9561 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P75KT4E20H2XGCXXXSXXXXAXBXCXXXXDX

131H3267 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 525 - 690 VAC *,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT7E21H2XGCXXXSXXXXAXBXCXXXXDX

131Z0945 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2TGXXXXSXXXXA0BXCXXXXDX

131N2676 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H2TGXXXXSXXXXA0BXCXXXXDX

131N2674 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H2BGXXXXSXXXXAXBXCXXXXDX

131H7159 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P37KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131H4607 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B1271 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT2E20H1XGXXXXSXXXXAXBXCXXXXDX

131H3795 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9936
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f9936
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9564
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9564
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g3279
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9561
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9561
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3267
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z0945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z0945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131n2676
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131n2676
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131n2674
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131n2674
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-brake-chopper-ip20-chassis-rfi-danfoss-drives-131h7159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b1271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b1271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3795
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h3795


VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H2735 Buy on EAN

VLT® HVAC Drive FC 102 400 KW / 550 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P400T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B6973 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P11KT4E55H1TGXXXXSXXXXA0BXCXXXXDX

131L2231 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B6204 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K5T4E55H1XNCXXXSXXXXAGBXCXXXXDX

134L1342 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P11KT4E20H1TGXXXXSXXXXA0BXCXXXXD0

131G9300 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P30KT4E20H3XGXXXXSXXXXA0BXCXXXXDX

131H6878 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P250T4E54H4XGX7XXSXXXXAXBXCXXXXDX

131F9112 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, Fuse
FC-102P315T4E54H4XGC7XXSXXXXAXBXCXXXXDX

131F9113 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P160T4E54H4XGX7XXSXXXXAXBXCXXXXDX

131F9110 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P160T4E54H4XGXXXXSXXXXA0BXCXXXXDX

131H6048 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P75KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131H0097 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h2735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h2735
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-400-kw-550-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-400-kw-550-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6973
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131l2231
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131l2231
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b6204
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b6204
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134l1342
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-134l1342
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9300
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9300
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h6878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h6878
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9112
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9113
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9113
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h6048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h6048
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h0097
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h0097


VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, Fuse
FC-102P450T4E54H4TGC7XXSXXXXAXBXCXXXXDX

131H8360 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H2815 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P45KT2E20H1XGCXXXSXXXXAGBXCXXXXDX

131Z0054 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F0341 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F0342 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P90KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F0343 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P18KT2E20H1XGCXXXSXXXXAGBXCXXXXDX

131Z0053 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P160T4E21H2XGC7XXSXXXXAXBXCXXXXDX

131Z8491 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, Loadsharing
FC-102P30KT2E20H1XGXDXXSXXXXAXBXCXXXXDX

134H3039 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Mains Disconnect +
Fuse FC-102P250T4E00H4XGX3XXSXXXXAXBXCXXXXDX

131F7982 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B7008 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P90KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131F8188 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P45KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F7340 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h8360
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131h8360
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h2815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h2815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0054
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z0054
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0341
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0341
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0342
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0342
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0343
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f0343
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z0053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131z0053
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z8491
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z8491
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h3039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h3039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7008
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f8188
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f8188
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7340
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7340


VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P4K0T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B3489 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, No Mains Option
FC-102P132T4E54H4TGCXXXSXXXXAXBXCXXXXDX

131G1399 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131B9624 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P22KT4E55H2XGXXXXSXXXXAXB0CXXXXDX

131F8303 Buy on EAN

VLT® HVAC Drive FC 102 560 KW / 750 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P560T4E54H2XGCXXXSXXXXA0BXCXXXXDX

131L8038 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131F1929 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F8307 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Mains Disconnect +
Fuse FC-102P132T4E21H4XGX3XXSXXXXAXBXCXXXXDX

131F8562 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P5K5T4E55H2XGXXXXSXXXXA0BXCXXXXDX

131F6344 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E55H2XGXXXXSXXXXA0BXCXXXXDX

131F6345 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P4K0T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131H8606 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P160T4E21H4XGXXXXSXXXXA0BXCXXXXDX

131F9908 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131g1399
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131g1399
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b9624
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f8303
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f8303
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-560-kw-750-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l8038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-560-kw-750-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l8038
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1929
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1929
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8307
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8307
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f6344
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f6344
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f6345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f6345
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131h8606
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131h8606
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f9908
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f9908


VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9574 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P55KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9575 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P75KT4E55H2XGX1XXSXXXXAXBXCXXXXDX

131F7839 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P45KT4E55H1XGCXXXSXXXXAXBXCXXXXDX

131B7562 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P55KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131B7565 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9573 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H1XGXXXXSXXXXA0BXCXXXXDX

131B8578 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P7K5T4E20H1TGXXXXSXXXXA0BXCXXXXDX

131H8605 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E55H2TGXXXXSXXXXA0BXCXXXXDX

131L7158 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E55H2TGXXXXSXXXXA0BXCXXXXDX

131L7159 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Coated PCB, No Mains Option
FC-102P37KT2E55H1XGCXXXSXXXXAXBXCXXXXDX

131N3640 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E55H2TGXXXXSXXXXA0BXCXXXXDX

131X0840 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9574
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9575
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7839
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7562
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7565
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9573
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8578
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8578
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131h8605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131h8605
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131l7158
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip55-type-12-rfi-cl-danfoss-drives-131l7158
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131l7159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131l7159
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131n3640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131n3640
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x0840
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131x0840


VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P1K1T4E20H2XGXXXXSXXXXAXB0CXXXXDX

131G2869 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7526 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
Brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E21H2BGXXXXSXXXXAXBXCXXXXDX

131F9133 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P11KT4E55H2XGX1XXSXXXXAXBXCXXXXDX

131B7964 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
Safe Stop, IP21 / Type 1, RFI class A1 (C2), No A Option, No
B Option, Not coated PCB, No Mains Option
FC-102P110T4E21H4TGXXXXSXXXXAXBXCXXXXDX

131F9134 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P22KT4E20H1TGXXXXSXXXXAXBXCXXXXDX

131H4949 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
MCB-101 General purp. I/O, Not coated PCB, Mains
Disconnect + Fuse
FC-102P160T4E00H2TGX3XXSXXXXAXBKCXXXXDX

131G3683 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A1/B (cable len)(C1),
No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P22KT4E55H3TGXXXXSXXXXAXBXCXXXXDX

131B8151 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E20H1XGXXXXSXXXXAGBXCXXXXDX

131B8620 Buy on EAN

VLT® HVAC Drive FC 102 355 KW / 500 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P355T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B6967 Buy on EAN

VLT® HVAC Drive FC 102 355 KW / 500 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P355T4E21H2XGCXXXSXXXXAXBXCXXXXDX

131B6965 Buy on EAN

VLT® HVAC Drive FC 102 355 KW / 500 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P355T4E00H2XGCXXXSXXXXAXBXCXXXXDX

131B6963 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g2869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131g2869
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7526
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7526
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-brake-chopper-ip21-type-1-rfi-danfoss-drives-131f9133
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-brake-chopper-ip21-type-1-rfi-danfoss-drives-131f9133
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7964
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b7964
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f9134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-safe-stop-ip21-type-1-rfi-cla-danfoss-drives-131f9134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h4949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131h4949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g3683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g3683
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131b8151
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131b8151
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8620
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b8620
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6967
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6967
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6965
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6963
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-355-kw-500-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6963


VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P315T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B6961 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, LHD - AAF006 filter + A2
RFI, PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P250T4E54N2XGCXXXSXXXXA0BXCXXXXDX

134N1535 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E66H1XGXXXXSXXXXAXBXCXXXXDX

131B6981 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT4E20H1XGXXXXSXXXXAXBXCXXXXDX

131F0427 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P250T4E00H2TGXXXXSXXXXAXBXCXXXXDX

131N0608 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P7K5T4E20H1TGXXXXSXXXXA0BXCXXXXD0

131F9164 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P1K5T4E66H1XGX1XXSXXXXAXBXCXXXXDX

131H1719 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P90KT4E55H1BGXXXXSXXXXA0BXCXXXXD0

131X3672 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131G0635 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P18KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F9041 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P11KT4E21H2XGCXXXSXXXXAXBXCXXXXDX

131F1590 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P15KT4E20H1TGXXXXSXXXXA0BXCXXXXD0

131G9249 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6961
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134n1535
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134n1535
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b6981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b6981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0427
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f0427
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131n0608
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131n0608
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131f9164
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131f9164
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131h1719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131h1719
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip55-type-12-rfi-danfoss-drives-131x3672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip55-type-12-rfi-danfoss-drives-131x3672
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131g0635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131g0635
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f9041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f9041
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f1590
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f1590
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9249
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g9249


VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
Brake chopper, IP54 / Type 12, RFI class A1 (C2), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P110T4E54H4BGXXXXSXXXXA0BXCXXXXDX

131H6941 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P15KT4E55H2XNCXXXSXXXXAXBXCXXXXDX

131H0916 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P75KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B8593 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P90KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131H3270 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H1XGXXXXSXXXXAGBXCXXXXDX

131H9496 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H2XGXXXXSXXXXAGBXCXXXXDX

131H9750 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Coated PCB, Fuse
FC-102P315T4E00H4XGC7XXSXXXXAXBXCXXXXDX

131F7687 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P30KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131B4271 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P22KT4E55H2XGCXXXSXXXXAXBXCXXXXDX

131B4272 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G6772 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G6770 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP55 / Type12 Backplate, RFI
Class A1/B (C1), No A Option, No B Option, Coated PCB, No
Mains Option
FC-102P7K5T4P55H1UGCXXXSXXXXAXBXCXXXXDX

131L9645 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip54-type-12-rf-danfoss-drives-131h6941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-brake-chopper-ip54-type-12-rf-danfoss-drives-131h6941
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0916
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0916
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip21-type-1-r-danfoss-drives-131b8593
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h3270
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h3270
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h9496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h9496
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9750
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9750
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7687
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7687
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4271
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g6772
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131g6772
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g6770
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131g6770
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131l9645
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip55-danfoss-drives-131l9645


VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P160T4E00H2TGXXXXSXXXXAXBXCXXXXDX

131G6774 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G6775 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (cable len)(C1),
PROFINET MCA 120, No B Option, Coated PCB, No Mains
Option FC-102P30KT4E20H3TGCXXXSXXXXALBXCXXXXD0

134U7354 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (cable len)(C1),
PROFINET MCA 120, No B Option, Coated PCB, No Mains
Option FC-102P18KT4E20H3TGCXXXSXXXXALBXCXXXXD0

134U7355 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P30KT4E55H1XGXXXXSXXXXAXBXCXXXXDX

131B4268 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P75KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131B9364 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B6182 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E21H1XGXXXXSXXXXAXBXCXXXXDX

131B6184 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Coated PCB, No Mains Option
FC-102P90KT4E20H1TGCXXXSXXXXA0BXCXXXXD0

131N2472 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P7K5T4E20H1UGCXXXSXXXXAXBXCXXXXDX

131F3239 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, No Mains
Option FC-102P4K0T4E20H1UGCXXXSXXXXAXBXCXXXXDX

131F3238 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P110T4E5MH2XGX3XXSXXXXAXBXCXXXXDX

131F7829 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5458 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g6774
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131g6774
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g6775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g6775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u7354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134u7354
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u7355
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-134u7355
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b4268
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9364
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9364
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b6182
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b6182
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b6184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b6184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131n2472
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131n2472
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131f3239
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131f3239
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131f3238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-brake-chopper-safe-stop-ip20-danfoss-drives-131f3238
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f5458
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f5458


VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P55KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F6489 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H1XGXXXXSXXXXA0BXCXXXXDX

131H4597 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P11KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131F5460 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P450T4E21H2XGCXXXSXXXXA0BXCXXXXDX

134F7184 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 200 - 240 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT2E21H2XGXXXXSXXXXAXBXCXXXXDX

131B8707 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131F6462 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P132T4E00H2TGXXXXSXXXXAXBXCXXXXDX

131L2592 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P90KT4E20H2XGXXXXSXXXXALBXCXXXXDX

134H6311 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E55H1XGXXXXSXXXXALBXCXXXXDX

131Z0855 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, LHD - AAF006 filter + A2
RFI, No A Option, No B Option, Coated PCB, Mains
Disconnect + Fuse
FC-102P200T4E54N2XGC3XXSXXXXAXBXCXXXXDX

134F1295 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Coated PCB, No Mains Option
FC-102P315T4E00H2TGCXXXSXXXXAXBXCXXXXDX

131H1874 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f6489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f6489
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h4597
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f5460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f5460
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134f7184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-134f7184
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b8707
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b8707
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f6462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131f6462
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131l2592
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131l2592
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134h6311
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-134h6311
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131z0855
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131z0855
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134f1295
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134f1295
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131h1874
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-safe-stop-ip00-chassis-rfi-cl-danfoss-drives-131h1874


VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
EtherNet/IP MCA 121, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT4E20H2XGXXXXSXXXXANBXCXXXXDX

134H1589 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T4E55H2XXXXXXSXXXXAXBXCXXXXDX

131H6261 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Brake chopper + Safe stop, IP20 / Chassis, RFI Class A1/B
(C1), No A Option, No B Option, Coated PCB, Loadsharing
FC-102P37KT4E20H1UGCDXXSXXXXAXBXCXXXXDX

131N0039 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H2TGXXXXSXXXXA0BXCXXXXDX

131L1453 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P132T4E21H2XGXXXXSXXXXA0BXCXXXXDX

131G0396 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P110T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131H7885 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
Brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P90KT4E55H1BGXXXXSXXXXA0BXCXXXXDX

131H6940 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P22KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F1560 Buy on EAN

VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P90KT4E55H3XGXXXXSXXXXAXBXCXXXXDX

131F1568 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P22KT4E66H1XNCXXXSXXXXAGBXCXXXXDX

134N8101 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9567 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P45KT4E55H2XGXXXXSXXXXAXBKCXXXXDX

131F7329 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h1589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134h1589
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h6261
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h6261
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131n0039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-brake-chopper-safe-stop-ip20-c-danfoss-drives-131n0039
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131l1453
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cla-danfoss-drives-131l1453
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131g0396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131g0396
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h7885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131h7885
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip55-type-12-rfi-danfoss-drives-131h6940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-brake-chopper-ip55-type-12-rfi-danfoss-drives-131h6940
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f1560
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f1560
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f1568
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n8101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n8101
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131b9567
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7329
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7329


VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P3K0T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B4241 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P22KT4E55H2XGXXXXSXXXXAXBKCXXXXDX

131F7326 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P5K5T4E20H2XGCXXXSXXXXAXBXCXXXXDX

131B4243 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P250T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131L0189 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F0417 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K5T4E55H1XGXXXXSXXXXAGBXCXXXXDX

131F0418 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P250T4E21H2XGC7XXSXXXXAXBXCXXXXDX

131H8412 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T2E20H2XGXXXXSXXXXAXBXCXXXXDX

131B3600 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P7K5T4E20H1XGXXXXSXXXXAXBXCXXXXDX

131B3603 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P110T4E5MH4XGX3XXSXXXXAXBXCXXXXDX

131F7784 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI class A1
(C2), No A Option, No B Option, Not coated PCB, No Mains
Option FC-102P110T4E5MH4XGXXXXSXXXXAXBXCXXXXDX

131F7782 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P45KT4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B7011 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4241
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7326
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7326
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b4243
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l0189
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l0189
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f0417
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f0417
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0418
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f0418
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h8412
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h8412
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3600
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b3603
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7784
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7784
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7782
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7782
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7011
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b7011


VLT® HVAC Drive FC 102 90 KW / 125 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (cable
len)(C1), PROFIBUS DP MCA 101, No B Option, Not coated
PCB, No Mains Option
FC-102P90KT4E55H3XGXXXXSXXXXA0BXCXXXXDX

131F9030 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 525 - 690 VAC *,
No brake chopper, IP54/Type 12 -D1 frame, RFI filter for
Maritime, No A Option, No B Option, Coated PCB, No Mains
Option FC-102P45KT7E5DH6XGCXXXSXXXXAXBXCXXXXDX

131G6230 Buy on EAN

VLT® HVAC Drive FC 102 400 KW / 550 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P400T4E54H4XGCXXXSXXXXA0BXCXXXXDX

131F9870 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P45KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5982 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P75KT4E20H2XGXXXXSXXXXA0BXCXXXXDX

131H5981 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E21H2XXXXXXSXXXXAXBXCXXXXDX

131F8546 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E00H4XXXXXXSXXXXAXBXCXXXXDX

131F8545 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E21H2XXXXXXSXXXXAXBXCXXXXDX

131F8543 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P3K0T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9557 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54/Type 12+main shield, RFI Class A2
(C3), No A Option, No B Option, Not coated PCB, Mains
Disconnect + Fuse
FC-102P132T4E5MH2XGX3XXSXXXXAXBXCXXXXDX

131F7815 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B6948 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P132T4E21H2XGXXXXSXXXXAXB0CXXXXDX

131F7811 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f9030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-90-kw-125-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f9030
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-525-690-vac-no-brake-chopper-ip54-type-12-d-danfoss-drives-131g6230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-525-690-vac-no-brake-chopper-ip54-type-12-d-danfoss-drives-131g6230
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-400-kw-550-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9870
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-400-kw-550-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9870
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5982
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h5981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h5981
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8546
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8545
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f8545
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8543
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f8543
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9557
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12ma-danfoss-drives-131f7815
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6948
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6948
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7811
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7811


VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P132T4E21H2XGXXXXSXXXXAXBXCXXXXD0

131F7810 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E54H2XGXXXXSXXXXAXBXCXXXXDX

131B6949 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E00H2XGXXXXSXXXXAXBXCXXXXDX

131B6945 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P200T4E21H2XGXXXXSXXXXAXBXCXXXXDX

131B6947 Buy on EAN

VLT® HVAC Drive FC 102 5.5 KW / 7.5 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P5K5T2E55H1XGXXXXSXXXXAXBXCXXXXDX

131B8733 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P160T4E54H4XGXXXXSXXXXAXBXCXXXXDX

131B6942 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P45KT4E66H2XGCXXXSXXXXAXBXCXXXXDX

134N3361 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P22KT4E20H1XXXXXXSXXXXA0BXCXXXXDX

131H7107 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
Safe Stop, IP55 / Type 12, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P55KT4E55H2TGXXXXSXXXXAXBXCXXXXDX

131U3074 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P1K1T4E55H1XNCXXXSXXXXAGBXCXXXXDX

131U7775 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H2XGXXXXSXXXXAGBXCXXXXDX

131G9845 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E20H1XGXXXXSXXXXALBXCXXXXDX

131Z1134 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131f7810
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6949
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131b6945
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6947
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131b6947
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b8733
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b6942
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n3361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-r-danfoss-drives-134n3361
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h7107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h7107
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131u3074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-safe-stop-ip55-type-12-rfi-clas-danfoss-drives-131u3074
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131u7775
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g9845
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131g9845
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z1134
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131z1134


VLT® HVAC Drive FC 102 500 KW / 650 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Coated PCB, No Mains
Option FC-102P500T4E54H2XGCXXXSXXXXAXBKCXXXXDX

134L1264 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3),
PROFINET MCA 120, No B Option, Coated PCB, No Mains
Option FC-102P450T4E00H2XGCXXXSXXXXALBXCXXXXDX

134L0854 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E55H1XGXXXXSXXXXA0BXCXXXXDX

131B9352 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
PROFINET MCA 120, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E55H1XGXXXXSXXXXALBXCXXXXDX

134F2893 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFINET MCA
120, No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2TGXXXXSXXXXALBXCXXXXDX

134L2282 Buy on EAN

VLT® HVAC Drive FC 102 200 KW / 300 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Mains Disconnect + Fuse
FC-102P200T4E54H2XGC3XXSXXXXAXBXCXXXXDX

131G8427 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P37KT2E55H1XGXXXXSXXXXAGBXCXXXXDX

131U3292 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P75KT4E55H2XGXXXXSXXXXAXB0CXXXXDX

131F8304 Buy on EAN

VLT® HVAC Drive FC 102 4.0 KW / 5.5 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P4K0T4E20H1XXXXXXSXXXXA0BXCXXXXDX

131F1773 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (cable
len)(C1), No A Option, No B Option, Not coated PCB, No
Mains Option
FC-102P15KT4E20H3XGXXXXSXXXXAXBXCXXXXDX

131F8308 Buy on EAN

VLT® HVAC Drive FC 102 500 KW / 650 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RCD TN/TT Mains+ A2
RFI, PROFIBUS DP MCA 101, No B Option, Coated PCB,
Circuit Breaker + Fuse
FC-102P500T4E54HEXGCJXXSXXXXA0BXCXXXXDX

134U4079 Buy on EAN

VLT® HVAC Drive FC 102 22 KW / 30 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P22KT2E20H2XGXXXXSXXXXAXBXCXXXXDX

131H5694 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134l1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134l1264
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-134l0854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-134l0854
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b9352
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-134f2893
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-134f2893
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l2282
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-134l2282
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8427
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-200-kw-300-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g8427
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u3292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-200-240-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131u3292
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f8304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f8304
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1773
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-40-kw-55-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f1773
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8308
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131f8308
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134u4079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-134u4079
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5694
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-131h5694


VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Coated PCB, No
Mains Option
FC-102P450T4E54H2XGCXXXSXXXXA0BXCXXXXDX

131X3572 Buy on EAN

VLT® HVAC Drive FC 102 630 KW / 900 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P630T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131G5110 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P37KT4E20H2TGXXXXSXXXXA0BXCXXXXD0

131X3170 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), PROFIBUS DP
MCA 101, No B Option, Not coated PCB, No Mains Option
FC-102P18KT4E20H2TGXXXXSXXXXA0BXCXXXXD0

131X3172 Buy on EAN

VLT® HVAC Drive FC 102 250 KW / 350 HP, 380 - 480 VAC,
Safe Stop, IP54 / Type 12, RFI class A1 (C2), No A Option,
No B Option, Coated PCB, Fuse
FC-102P250T4E54H4TGC7XXSXXXXAXBXCXXXXDX

131Z0235 Buy on EAN

VLT® HVAC Drive FC 102 45 KW / 60 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P45KT4E20H1XGCXXXSXXXXAGBXCXXXXDX

134N6950 Buy on EAN

VLT® HVAC Drive FC 102 500 KW / 650 HP, 525 - 690 VAC
*, Safe Stop, IP00 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Coated PCB, No Mains Option
FC-102P500T7E00H2TGCXXXSXXXXAXBXCXXXXDX

131G9607 Buy on EAN

VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2), No A
Option, No B Option, Not coated PCB, Fuse
FC-102P132T4E54H4XGX7XXSXXXXAXBXCXXXXDX

131F9109 Buy on EAN

VLT® HVAC Drive FC 102 160 KW / 250 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P160T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131L4912 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P1K1T4E55H2XGXXXXSXXXXAGBXCXXXXDX

131H9745 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A2 (C3), No A Option,
No B Option, Not coated PCB, No Mains Option
FC-102P15KT4E20H2TGXXXXSXXXXAXBXCXXXXDX

131G6771 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P15KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F7338 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131x3572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131x3572
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-630-kw-900-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131g5110
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x3170
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131x3170
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131x3172
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-safe-stop-ip20-chassis-rfi-cl-danfoss-drives-131x3172
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131z0235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-250-kw-350-hp-380-480-vac-safe-stop-ip54-type-12-rfi-cl-danfoss-drives-131z0235
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6950
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-45-kw-60-hp-380-480-vac-no-brake-chopper-ip20-chassis-r-danfoss-drives-134n6950
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-525-690-vac-safe-stop-ip00-chassis-rfi-danfoss-drives-131g9607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-500-kw-650-hp-525-690-vac-safe-stop-ip00-chassis-rfi-danfoss-drives-131g9607
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131f9109
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l4912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-160-kw-250-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131l4912
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131h9745
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g6771
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131g6771
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7338
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7338


VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P30KT4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F7339 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P7K5T4E55H1XGXXXXSXXXXAXBKCXXXXDX

131F7336 Buy on EAN

VLT® HVAC Drive FC 102 55 KW / 75 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P55KT4E55H2XGXXXXSXXXXAXBKCXXXXDX

131F7330 Buy on EAN

VLT® HVAC Drive FC 102 75 KW / 100 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, MCB-101 General purp. I/O, Not coated PCB, No
Mains Option
FC-102P75KT4E55H2XGXXXXSXXXXAXBKCXXXXDX

131F7331 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1),
LonWorks MCA 108, No B Option, Coated PCB, No Mains
Option FC-102P2K2T4E20H1XGCXXXSXXXXAGBXCXXXXDX

131U7420 Buy on EAN

VLT® HVAC Drive FC 102 11 KW / 15 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3),
LonWorks MCA 108, No B Option, Not coated PCB, No
Mains Option
FC-102P11KT4E55H2XGXXXXSXXXXAGBXCXXXXDX

131H9751 Buy on EAN

VLT® HVAC Drive FC 102 1.1 KW / 1.5 HP, 380 - 480 VAC,
No brake chopper, IP66 / NEMA 4X, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K1T4E66H2XGXXXXSXXXXAXBXCXXXXDX

131B7639 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 200 - 240 VAC,
No brake chopper, IP55 / Type 12, RFI Class A1/B (C1), No
A Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T2E55H1XGXXXXSXXXXAXBXCXXXXDX

131B7631 Buy on EAN

VLT® HVAC Drive FC 102 2.2 KW / 3.0 HP, 200 - 240 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P2K2T2E20H1XGXXXXSXXXXAXBXCXXXXDX

131B7630 Buy on EAN

VLT® HVAC Drive FC 102 110 KW / 150 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI class A1 (C2),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, Fuse
FC-102P110T4E54H4XGX7XXSXXXXA0BXCXXXXD0

131U8821 Buy on EAN

VLT® HVAC Drive FC 102 1.5 KW / 2.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A1/B (C1), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P1K5T4E20H1XXXXXXSXXXXAXBXCXXXXDX

131B7529 Buy on EAN

VLT® HVAC Drive FC 102 450 KW / 600 HP, 380 - 480 VAC,
No brake chopper, IP54 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P450T4E54H2XGCXXXSXXXXAXBXCXXXXDX

131B7435 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7339
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7339
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7336
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-55-kw-75-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131f7330
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7331
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-100-hp-380-480-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131f7331
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7420
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131u7420
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h9751
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h9751
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b7639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-11-kw-15-hp-380-480-vac-no-brake-chopper-ip66-nema-4x-danfoss-drives-131b7639
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7631
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip55-type-12-danfoss-drives-131b7631
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-22-kw-30-hp-200-240-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7630
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131u8821
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-110-kw-150-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131u8821
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7529
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7529
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b7435
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-450-kw-600-hp-380-480-vac-no-brake-chopper-ip54-type-12-danfoss-drives-131b7435


VLT® HVAC Drive FC 102 132 KW / 200 HP, 380 - 480 VAC,
No brake chopper, IP00 / Chassis, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P132T4E00H2XGXXXXSXXXXAXB0CXXXXDX

131F7807 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
Safe Stop, IP20 / Chassis, RFI Class A1/B (C1), PROFIBUS
DP MCA 101, No B Option, Not coated PCB, No Mains
Option FC-102P30KT4E20H1TGXXXXSXXXXA0BXCXXXXD0

131L8447 Buy on EAN

VLT® HVAC Drive FC 102 15 KW / 20 HP, 525 - 690 VAC *,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, No Mains Option
FC-102P15KT7E21H2XGCXXXSXXXXAXBXCXXXXDX

131Z1905 Buy on EAN

VLT® HVAC Drive FC 102 30 KW / 40 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P30KT4E21H2XGXXXXSXXXXA0BXCXXXXDX

131B9490 Buy on EAN

VLT® HVAC Drive FC 102 37 KW / 50 HP, 380 - 480 VAC,
No brake chopper, IP55 / Type 12, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, Mains Disconnect
FC-102P37KT4E55H2XGX1XXSXXXXAXBXCXXXXDX

131H0272 Buy on EAN

VLT® HVAC Drive FC 102 315 KW / 450 HP, 380 - 480 VAC,
No brake chopper, IP21 / Type 1, RFI Class A2 (C3), No A
Option, No B Option, Coated PCB, Fuse
FC-102P315T4E21H2XGC7XXSXXXXAXBXCXXXXDX

131H8406 Buy on EAN

VLT® HVAC Drive FC 102 18.5 KW / 25 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3),
PROFIBUS DP MCA 101, No B Option, Not coated PCB, No
Mains Option
FC-102P18KT4E20H2XXXXXXSXXXXA0BXCXXXXDX

131H3829 Buy on EAN

VLT® HVAC Drive FC 102 7.5 KW / 10 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, MCB-109 I/O, RTC Back-up, Not coated PCB, No
Mains Option
FC-102P7K5T4E20H2XGXXXXSXXXXAXB0CXXXXDX

131F5889 Buy on EAN

VLT® HVAC Drive FC 102 3.0 KW / 4.0 HP, 380 - 480 VAC,
No brake chopper, IP20 / Chassis, RFI Class A2 (C3), No A
Option, No B Option, Not coated PCB, No Mains Option
FC-102P3K0T4E20H2XNXXXXSXXXXAXBXCXXXXDX

131B7911 Buy on EAN

http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-132-kw-200-hp-380-480-vac-no-brake-chopper-ip00-chassis-danfoss-drives-131f7807
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l8447
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-safe-stop-ip20-chassis-rfi-clas-danfoss-drives-131l8447
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z1905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-15-kw-20-hp-525-690-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131z1905
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b9490
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip21-type-1-rf-danfoss-drives-131b9490
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-37-kw-50-hp-380-480-vac-no-brake-chopper-ip55-type-12-r-danfoss-drives-131h0272
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h8406
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-315-kw-450-hp-380-480-vac-no-brake-chopper-ip21-type-1-danfoss-drives-131h8406
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-185-kw-25-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131h3829
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f5889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-75-kw-10-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131f5889
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7911
http://www.electricautomationnetwork.com/en/danfoss-refrigeration/vlt-hvac-drive-fc-102-30-kw-40-hp-380-480-vac-no-brake-chopper-ip20-chassis-danfoss-drives-131b7911

