SAFEasy” TYPE 2 )¢

o SEEMMTFBITILHE
o 30mm{1I B ORG BE 15miT) e He ) B .
e 31 x 32 mm FiE4ME.

o T AB) EIH.

SF2 %7

SAFEasy™ J(.%:SF2 ZH 584 1EC 61496-1F1TEC 61496-2b5vE, 5e4%idH T#
ENRF 2Py . ARAS BA+HAEHB7 B 150mm 3] 1500mm,  30mm
B ARG RE,  JeHER 4 BE B n] LAIA 2] 15m,

e R AR TR (R IR ER . A RS 22 A B & D .
BTy e JIIM12 A-fLRERRe VRS 0% He, M12 5—fLi%Rehe IR BOR 4%
SF2 251 HLAT AE AR FR NS 5% 1k FE b 650, 550 B 3 IGE IR Th g . JLoR K ThBE.
TR R 2BV ORGSR A AN T8 AL Mk B B Ak 22 B 4 T 1 1 2k

DATASENSOR

value through detection



B E M T b PR AR R AT AT (8
il tREE. HEWRAY T A 22 A ERE

TAPIRE-

WS RAT Frig (s B B R 3
AR R R 0 e Ak bR 2 04

DATA%QSOR

; 4
*
ﬂ
=
L2 53.3 14.9
L1
mm
VERSIONS L, L,
SF2-30-015 227 147
SF2-30-030 374 294
SF2-30-045 521 441
SF2-30-060 668 588
SF2-30-075 815 735
SF2-30-090 962 882
SF2-30-105 1109 1029
SF2-30-120 1256 1176
SF2-30-135 1403 1323
SF2-30-150 1550 1470
HE T

e e o (RX)

0OSSD1 PNP

1 =brown
2 =white
3 =blue
4 =black
5 =grey

=424 Vdc

= 0SsSD1

=0V

= 0SSD2

= TEST (refer to note) *

& M (TX)

N.C. +24 Vdc
2 1

1 =brown =+24Vdc
3 =blue =0V

* = automalic RESTART (X version) TEST/RESET function
= manual RESTART (Y version) TEST/RESTART/RESET function




i S (Vdd): 24 Vdc + 20% (SELV / PELV)
H it s 50 mA max. / 1 W (emitter)
90 mA max. / 2.5 W (receiver without load)
RS infrared LED 880 nm
SR EAE @ 18 mm
Pir e refer to table 1
S [a] P 18.4 mm
GERIE 30 mm
TEHEE refer to table 2
pivt FEE 0.2..15m
B Fi external switches for Test and Restart
el 45 2 yellow ALIGNMENT LEDs
red BREAK LED
green SAFE LED
G vellow WORKING UNIT CHECK LED
green POWER ON LED
i e 2 PNP

i i ¥ (for all loads):

max.1.4 Aat 55°C
min. 1.2Aat0°C
500 mA max. per output

short-circuit protection:

i tE 55 ON min.: Vdd -1V

i s OFF max.: 0.2V

s FLIE = 0.65 mA

1 2 HL7E (pure): 100 nF max.

P . (pure). 60 Q min.

i) 5 B[] refer to table 3

el o B 4y 5 M12 5-pole connector

A S R A M12 4-pole connector

A type 2

S RIS class 1

BRI B 5 2% IP65 (EN 60529)
IP67 (connector part)

AN painted aluminium

Tt st A4 e PBT

o L M R PMMA

WA 50 m max * (at 100nF capacitive load and Vdd=24V)
M12 conductors (according to EN 50044, EN 60947-5-2)
poles @ = 32x0.1mm, external @ = 0.5mm

(1= 1 Kg. max. / m of total height

TR - 0..+55°C

TEAFIELRE: -25...+70 °C

il EN 954-1, IEC 61496-1, IEC 61496-2

* = jf a longer cable has to be used, please verify that the same specifications are respected
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Model SF2
SF2 height 150 8
SF2 height 300 16
SF2 height 450 24
SF2 height 600 32
SF2 height 750 40
SF2 height 900 48
SF2 height 1050 56
SF2 height 1200 64
SF2 height 1350 72
SF2 height 1500 80
Table 1: St Hi 5 5
Model SF2
SF2 height 150 187
SF2 height 300 334
SF2 height 450 481
SF2 height 600 628
SF2 height 750 775
SF2 height 900 922
SF2 height 1050 1069
SF2 height 1200 1216
SF2 height 1350 1363
SF2 height 1500 1510
Table 2: #HI06FF ()
Model SF2
SF2 height 150 14
SF2 height 300 15
SF2 height 450 16
SF2 height 600 17
SF2 height 750 18
SF2 height 900 19
SF2 height 1050 20
SF2 height 1200 22
SF2 height 1350 23
SF2 height 1500 24

Table 3: W[5 B [A] (ms)
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X 1 FE fiE ERY
with automatic START

SF2-30-015-PP-X type 2 safety light curtain h=150 mm 957081000
SF2-30-030-PP-X type 2 safety light curtain h=300 mm 957081010
SF2-30-045-PP-X type 2 safety light curtain h=450 mm 957081020
SF2-30-060-PP-X type 2 safety light curtain h=600 mm 957081030
SF2-30-075-PP-X type 2 safety light curtain h=750 mm 957081040
SF2-30-090-PP-X type 2 safety light curtain h=800 mm 957081050
SF2-30-105-PP-X type 2 safety light curtain h=1050 mm 957081060
SF2-30-120-PP-X type 2 safety light curtain h=1200 mm 957081070
SF2-30-135-PP-X type 2 safety light curtain h=1350 mm 957081080
SF2-30-150-PP-X type 2 safety light curtain h=1500 mm 957081090
with manual START

SF2-30-015-PP-Y type 2 safety light curtain h=150 mm 957081100
SF2-30-030-PP-Y type 2 safety light curtain h=300 mm 957081110
SF2-30-045-PP-Y type 2 safety light curtain h=450 mm 957081120
SF2-30-060-PP-Y type 2 safety light curtain h=600 mm 957081130
SF2-30-075-PP-Y type 2 safety light curtain h=750 mm 957081140
SF2-30-090-PP-Y type 2 safety light curtain h=800 mm 957081150
SF2-30-105-PP-Y type 2 safety light curtain h=1050 mm 957081160
SF2-30-120-PP-Y type 2 safety light curtain h=1200 mm 957081170
SF2-30-135-PP-Y type 2 safety light curtain h=1350 mm 957081180
SF2-30-150-PP-Y type 2 safety light curtain h=1500 mm 957081190

b 72

MODEL DESCRIPTION CODE N°

CS-A1-03-G-03 M12 5-pole unshielded axial 3 m connector 95ACC2110
CS-A1-03-G-05 M12 5-pole unshielded axial 5 m connector 95ACC2120
CS-A1-03-G-10 M12 5-pole unshielded axial 10 m connector 95ACC2140
CS-A1-02-G-03 M12 4-pole unshielded axial 3 m connector 95A251380
CS-A1-02-G-05 M12 4-pole unshielded axial 5 m connector 95A251270
CS-A1-02-G-10 M12 4-pole unshielded axial 10 m connector 95A251390
ST-KSF2 anti-scratch fixing bracket (4 pcs) 95ACC2320

Please refer also to Safey Device Accessories
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Distributed by:

HEADQUARTERS

DATASENSOR SpA

via Lavino, 265 - 40050 Monte San Pietro, BO - ltaly
Tel. +39 051/6765611 « Fax +39 051/6759324
www.datasensor.com * e-mail info@datasensor.com

Datasensor SpA endeavours to continuously improve and renew its products; for this reason the
technical data and contents of this catalogue may undergo variations without prior notice. For comact
installation and use Datasensor SpA can guarantee only the data indicated in the instruction manual

suppliad with the products.



