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H-Max™ Frequency inverter

With integrated radio interference 
suppression filter
Protection type IP21

With integrated radio interference 
suppression filter
Protection type IP54

Rated opera-
tional current of 
frequency 
inverter1)

Assigned motor 
rating 
(50/60 Hz)2)

Rated opera-
tional current 
Motor

Part no.
Article no.

Price
See price 
list

Part no.
Article no.

Price
See price 
list

Std. pack

Ie P Ie

A kWh A

Rated operational voltage 3 AC 400 V

3.4 1.1 2.1 HMX34AG3D421-B
126928

HMX34AG3D422-B
126958

1 off

4.8 1.5 3.6 HMX34AG4D821-B
126929

HMX34AG4D822-B
126959

5.6 2.2 5 HMX34AG5D621-B
126940

HMX34AG5D622-B
126960

8 3 6.6 HMX34AG8D021-B
126941

HMX34AG8D022-B
126961

9.6 4 8.5 HMX34AG9D621-B
126942

HMX34AG9D622-B
126962

12 5.5 11.3 HMX34AG01221-B
126943

HMX34AG01222-B
126963

16 7.5 15.2 HMX34AG01621-B
126944

HMX34AG01622-B
126964

23 11 21.7 HMX34AG02321-B
126945

HMX34AG02322-B
126965

31 15 29.3 HMX34AG03121-B
126946

HMX34AG03122-B
126966

38 18.5 36 HMX34AG03821-B
126947

HMX34AG03822-B
126967

46 22 41 HMX34AG04621-B
126948

HMX34AG04622-B
126968

61 30 55 HMX34AG06121-B
126949

HMX34AG06122-B
126969

72 37 68 HMX34AG07221-B
126950

HMX34AG07222-B
126970

87 45 81 HMX34AG08721-B
126951

HMX34AG08722-B
126971

105 55 99 HMX34AG10521-B
126952

HMX34AG10522-B
126972

140 75 134 HMX34AG14021-B
126953

HMX34AG14022-B
126973

170 90 161 HMX34AG17021-B
126954

HMX34AG17022-B
126974

205 110 196 HMX34AG20521-B
126955

HMX34AG20522-B
126975

261 132 231 HMX34AG26121-B
126956

HMX34AG26122-B
126976

310 160 279 HMX34AG31021-B
126957

HMX34AG31022-B
126977

Notes 1) Rated operational current at an operating frequency of 6 kHz and an ambient temperature of +40 °C
2) Assigned motor rating for normal internally and externally ventilated four-pole, three-phase asynchronous motors 

with 1500 rpm (at 50 Hz) or 1800 rpm (at 60 Hz)

Information relevant for export to North America

Product Standards UL 508C; CSA-C22.2 No. 14; IEC/EN61800-3; IEC/EN61800-5; CE marking
NA Certification Request filed for UL and CSA
Suitable for Branch circuits
Max. Voltage Rating 3~ 480 V AC IEC: TN-S UL/CSA: "Y" (Solidly Grounded Wey)
Degree of Protection IEC: IP21; UL/CSA NEMA 1
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