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Insulated enclosures

For use with Part no.
Article no.

Price

See price 
list

Std. pack Notes

Insulated enclosures for surface mounting

For motor-protective circuit-breakers, 3 or 4 pole circuit-breaker

Degree of protection IP40, cover 
with aperture dimensioned to 
accommodate front of breaker 
incl. blanking strip

PKZ2/ZM-… +NHI + AGM + U 
or A and RE or RS PKZ24/ZM-… 
+ NHI + AGM + U or A

CI19EA-PKZ2
026234

1 off Integrated IEC/EN 60715 top-hat 
rail, separate terminals for PE(N) 
and N connection

Incl. cable entries 
2 x PG 16/21/29

Indicator light L-PKZ0 be fitted

Degree of protection IP54 
prepared for mounting of a 
PKZ2-X(R)H-CI rotary handle

PKZ2/ZM-… + NHI + AGM + U 
or A + (R)H

CI19EB-PKZ2
028607

1 off

Degree of protection IP54 
prepared for mounting of a 
PKZ2-X(R)H-CI rotary handle

PKZ24/ZM-… + NHI + AGM + U 
or A + (R)H

CI19ED-PKZ24
005145

1 off

For 3 pole compact starter, high-capacity compact starter, combination circuit-breakers

Degree of protection IP40, cover 
with aperture dimensioned to 
accommodate front of breaker 
incl. blanking strip

PKZ2/ZM-…/S(E1A) + NHI + 
AGM + RE or RS and U or A

CI23EA-PKZ2
087936

1 off Mounting plate L3/5-CI23 
integrated

Prepared for a compact starter 
or a High-capacity compact 
starters PKZ2/ZM-.../S without 
fitted clip plate

Degree of protection IP54 
prepared for mounting of a 
PKZ2-X(R)H-CI rotary handle

PKZ2/ZM-…/S + NHI + AGM + 
U or A + (R)H

CI23EB-PKZ2
090309

1 off

Insulated enclosure for motor-protective circuit breakers PKZ2/ZM

Degree of protection NEMA 12

Prepared for mounting a door 
coupling handle PKZ2-X(R)H

– CI19EE-PKZ2-NA1)

003183
1 off Integrated IEC/EN 60715 top-hat 

rail, for connecting 
installation pipes and 
end-to-end earthing
Not for use with PKZ2/ZM...S(-
SP)

With mounting plate without 
apertures

– CI19E-125/M-NA2)

033451
1 off For connection of conduit and 

continuous earthing
Not for use with PKZ2/ZM...S(-
SP)

Insulated enclosures for flush mounting

For motor-protective circuit-breakers, 3 or 4 pole circuit-breaker

IP41 degree of protection, 
grey front plate with retaining 
frame, integral PE(N) terminal

PKZ2/ZM-…
+ NHI + AGM
PKZ2/ZM-…
+U or A (undervoltage or shunt 
release)
PKZ24/ZM-…

E-PKZ2
003218

1 off For side-wall or door mounting
Vertical mounting position
Indicator light L-PKZ0 can be
fitted

For degree of protection IP54,  
door coupling rotary handle 
PKZ2-X(R)H always required 
in addition

PKZ2/ZM-…
+ NHI + AGM
PKZ2/ZM-…
+U or A (undervoltage or shunt 
release)
PKZ24/ZM-…

E54-PKZ2
033939

1 off For side-wall or door mounting
Vertical mounting position
Indicator light L-PKZ0 can be
fitted

Information relevant for export to North America

1)

Product Standards UL 508; CSA-C22.2 No. 14; IEC60947-4-1; CE marking
UL File No. E36332
UL CCN NLRV
CSA File No. 12528
CSA Class No. 3211-05
NA Certification UL Listed, CSA certified
Specially designed for NA✓
Degree of Protection IEC: -, UL/CSA Type: 12
See also HPL2007/2008_17/36

2)

Product Standards UL 508; CSA-C22.2 No. 14; IEC60947-4-1; CE marking
UL File No. On request
UL CCN On request
CSA File No. 12528
CSA Class No. 3211-05
NA Certification UL Listed, CSA certified
Specially designed for NA✓
Degree of Protection IEC: -, UL/CSA Type: 12
See also HPL2007/2008_17/36

CI...-PKZ, E...-PKZ HPL07056EN


