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Sensors
Optical sensors

Rated switching distance Type of light Part no.
Article no.Sn

mm

Comet series
• selector switch bright/dark switching
• M18 x 1,
• Plug-in connection M12 x 1
• Insulated material
3 conductor
• Rated operating voltage 20 - 264 V AC, 15 - 30 V DC
• Switching type NPN
One-way light barrier (detector), flat

24000 visible red 12102AQD03
135576

One-way light barrier (source), flat
24000 visible red 11102AQD03

135564

Reflex sensor, flat
• for combination with reflector

7600 visible red 14102AQD03
135656

Reflex sensor, flat
50 visible red 13104AQD03 1)

135604
200 Infra-red 13106AQD03

135620
225 13103AQD03 1)

135596
610 13100AQD03

135580
4 conductor
• Rated operating voltage 10 - 30 V DC
• Switching type NPN, PNP
One-way light barrier (detector), flat

24000 visible red 12102AQD07
135577

One-way light barrier (source), flat
24000 visible red 11102AQD07

135565

Reflex sensor, flat
• for combination with reflector

7600 visible red 14102AQD07
135657

Reflex sensor, flat
50 visible red 13104AQD07 1)

135605
200 Infra-red 13106AQD07

135621
225 13103AQD07 1)

135597
610 13100AQD07

135581

Notes 1) with background suppression (Perfect Prox)
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