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Outdoor lights for personal demands and any taste

Overview of outdoor lights

Outdoor light Part no. Page
System  
light

Wall  
installation

Outside 
corner  

installation

Decorative 
light

Motion 
detection

Remotely 
controllable

Range
Detection 

angle

MD10
31426 – 370
31427 – 590
31428 – 750

17 – – – –  – 6m 90°

AL1-130
91400 – white
91401 – brown
91402 – black

18 –  – –  – 9m 130°

AL4-130 80410 – white
80420 – black 19 –  – –  – 9m 130°

LT130-MD6-
Antique

92394 – white
92395 – black 20 –  – –   7m 130°

AL21 91731 – silver 21 –  – –   12m 180°

AL20-EB-PL9
91715 – white
91735 – black
91755 – silver

29    – – – – –

AL20-E27
91710 – white
91730 – black
91750 – silver

30    – – – – –

ALC-ELU 91330 – white
91340 – black 31    – – – – –

AL2-RC-plus 10640 – white
10641 – black 32    – – – – –

AL20-CdS-
PL9

91717 – white
91737 – black
91757 – silver

33    – – – – –

ALC-ELU/D 91335 – white
91345 – black 34    – – – – –

AL20-280-BM
91700 – white
91720 – black
91740 – silver

35    –   10m 280°

ALC-B-360 91301 – white
91321 – black 36    –   10m 120°

AL2-RC-plus 
130

92381 – white
92391 – black 37    –   10m 130°

AL2-RC-plus 
230

92382 – white
92392 – black
92047 – silver

38    –   10m 230°

AL2-RC-plus 
280

92383 – white
92393 – black 39    –   10m 280°

AL20-280/
BM-LED

91705 – white
91725 – black
91745 – silver

40       10m 280°

ALC-B-360 
DECO

91351 – white
91352 – black 41       10m 120°

 Accessory

Mode / lamps Energy- 
saving lamp 
23 W with  
MD

Incandescent 
lamp 100W  
without MD

Savings

Consumption in kWh / year 5.75 kWh 200 kWh 194.25 kWh

CO2 emission reductions  97kg*

Additional trees to help 
reduce CO2

        x 5**

Costs per year at 
0.20€/kWh 1.15 € 40 € 38.85 €

Outdoor light with 23W energy-saving lamp instead 
of light without detector with AGL 100W

*0.5 kg CO2 for generating 1kWh with mean energy mix 
**1 tree absorbs 20 kg CO2 / year

without MD (motion detector) = continuous light (estimated activation time approx. 8 h in 24 h)

with MD = light only when motion is detected (mean total of all activation times approx. 1h in 24h)


