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WaLL LightS With Motion DEtEctorS
fOr energy saving, safety and cOmfOrt

         230V~ ±10% 

130°

max. 7m by walking across 
(tangential)

IP44 / Class I / 

L 280 x W 225 x H 470mm

-25°C to +50°C

of die-cast aluminium, 
shade made of glass

RC-AL20

Lamps

E27
max. 60W – conventional lamp 
or E27 energy-saving lamp

Channel 1 (light control)

4sec. - 10min.

2 - 2000Lux

| LUXOMAT® Lt130-MD6-antique

 ProDuct inforMation tEchnicaL Data

  Decorative nostalgic outdoor lighting 
LUXOMAT® LT130-MD6-Antique with 
motion detector and twilight switch and 
an approximately 130° angle of detection

  Detection range may be mechanically 
adjusted from approx. 2 to 7m distance

  Twilight switch may be set for perma-
nent operation or to only switch on as 
darkness sets in. The light will then be 
switched off during daylight hours.

  Twilight switch and activation time may 
be continuously varied

  Motion detector with range stabilization, 
i.e. temperature-related range fluctua-
tions are smaller than those experienced 
with conventional sensors.

  Application examples: 
outdoor lighting on houses, walls, patios
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Description colour Part number

lt130-md6-antique black 92394

lt130-md6-antique white 92395

accessory (optional)

LUXOMAT® rc-al20 grey 92033

 accESSory (oPtionaL)

(to order  
separately)

rc-aL20

Energy and environment balance 

sheet see page 15

quer zum Melder gehen 

frontal zum Melder gehen

Unterkriechschutz

Walking across

Walking towards

1
2

7 m

2 m

130°

1.80 m

1

2

 � Wiring diagrams on page 79!
 � Remote controls on page 71!
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