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HaLogEn FLooDLIgHt WItH MotIon DEtECtor
fOr EnErgy saving, safEty and cOmfOrt

         230V~ ±10% 

IP44 / Class I / 

L 160 x W 184 x H 290mm

-25°C to +50°C

made of die-cast aluminium

Lamps

R7s (118mm) max. 500W

Channel 1 (light control)

Data depending on sensor used

| LUXOMAT® aL5-rC-plus next 500

 ProDuCt InForMatIon tECHnICaL Data

  LUXOMAT® AL5-RC-plus next halogen 
floodlight with adapter for B.E.G.  
LUXOMAT® RC-plus next motion detector 
with 130, 230 or 280° detection range 
and CdS-T-SM

  Suitable for outdoor installation

  Sturdy housing made from die-cast 
aluminium with corrosion-resistant 
stainless-steel screws

  Possible to connect additional lights that 
are switched in precisely the same way 
as the master light

  Application examples:  
lighting for loading ramps, parking lots, 
courtyards

Description Colour Part number

al5-rc-plus next white 92401

al5-rc-plus next black 92400

Accessory for AL5-RC-plus next

rc-plus next 130 white 97001

rc-plus next 130 black 97021

rc-plus next 230 white 97002

rc-plus next 230 black 97022

rc-plus next 280 white 97003

rc-plus next 280 black 97023

CdS-T-SM white 92367

accessory (optional)

LuXoMat® ir-rc grey 92000

LuXoMat® ir-rc-mini grey 92090

LUXOMAT® IR-CdS-T grey 92368

fluo lamp 24W-r7s (118mm) white 33316

 aCCESSory (oPtIonaL)

white
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 � Motion detector and spotlight 
must be ordered separately!
 � Please refer to the motion and presence 
detector catalogue for information about 
the LUXOMAT® RC-plus next motion 
detectors with 130, 230 or 280° detection 
ranges.

 � Wiring diagrams on page 79, 80!
 � Remote controls on page 74, 75!

!black Fluo lamp

Energy and environment balance 

sheet see page 42

(to order  
separately)

Ir-rC

(to order  
separately)

Ir-rC-Mini

white black

rC-plus next CdS-t-SM

(to order  
separately)

Ir-CdS-t


