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MOTION AND OCCUPANCY DETECTOR FOR KNX/EIB APPLICATIONS
for saving energy in buildings

Overview of KNX motion detectors for outdoors
Motion 
detector 

Part. no. Page
Wall 

installation
Ceiling 

installation
Outer corner 
installation

Corner 
socket

Motion 
detection

Range
Detection 

angle

RC-plus next 
230 (KNX/EIB)

97052 – white
97053 – black 8      20m 230°

 Accessory

Occupancy detector for KNX/EIB-BUS for switching or dimming
Occupancy 

detector
Page

Daylight 
measurement

Motion 
detection

Range
Additional 
functions

PD2-DIM- 
KNX/EIB

9 92430 92431 92432   Ø 10m –

PD4-DIM- 
KNX/EIB

10 92433 92434 92435   Ø 24m –

PD4-DIM- 
KNX/EIB-GH

11 92454 – –   Ø 44m
for high-bay 

storages
PD4-DIM- 
KNX/EIB-C

12 92461 92456 92459   Ø 40m
Corridor 
detector

PD9-DIM- 
KNX/EIB

13 – 92437 –   Ø 10m Mini detector

PD9-DIM- 
KNX/EIB-GH

14 – 92438 –   Ø 6m
for high-bay 

storages
Indoor 180- 

DIM-KNX/EIB
15 – – 92436   max. r = 10m _

Clearly structured and easy to operate menu for set-up.


