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Options for energy and cost reduction with 
motion and occupancy detectors

20% 30% 40% 50% 60% 70% 80% 90%

Storerooms

Energy saving potential

Corridors

Toilets

Conference rooms

Legend

Remote controllable

Channel 1 for light control

Channel 1 for light control/channel 2 for HVAC
Channel 1 and 2 for light control/
channel 3 for board lighting
For two lighting zones

Slave device

M Master device with Slave function
1-10V 1 - 10 V dim output with Master function

DALI DALI connection with Master function
11-48V

         11-48 V connection

lon LON-BUS connection

knx KNX-BUS connection

Wireless technology

Radar Radar / HF technology

Pulse function

Pushbutton function

Fully automatic or semi-automatic

Microphone
Restriction of the detection area
with cover blind accessories
Anti-creep protection

Plug-in base mounting

Outdoor corner mounting

Higher IP protection, suitable for outdoor use

RC Arc extinction kit as accessory

         Power supply

Detection area

Switching power

Range (approx.) in m

Time settings

Lux value

Degree of protection

Dimensions

Ambient temperature

Housing

Frequency

A detailed overview of motion and occu-
pancy detectors is provided on page 187.

* �If you are familiar with the old catalogue struc-
ture, an index of ceiling-mounted detectors is 
provided on page 5.

RoHS

Three steps to finding the right device

1. Application
The tabs at the side are 
sorted according to use 
and field of application

The function is described 
in the heading

Pictograms in the 
tab and above the 
technical data

Products ordered by 
type designation

2. Function

3. Detection area

 Motion-controlled

 Presence-dependent

 Light-oriented

B.E.G.

 www.beg-luxomat.com   

With B.E.G. energy saving = cost reduction + environmental protection

LUXOMAT® Catalogue

Motion and oCCupanCy deteCtors
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SWITCHING WITH 2-CHANNELS OCCUPANCY DETECTOR AS MASTER VERSION

(MOTIO
N DETEC

TOR FO
R INSIDE USE)

| LU
XOMAT®  PD2-M-2C-SM/-FC/-FM

Descrip
tion

Colour

Part n
umber

PD2-M-2C-SM

white

92150

PD2-M-2C-FC

white

92165

PD2-M-2C-FM

white

92155

Accessory (optional)

LUXOMAT®  IR-PD-2C

grey

92475

LUXOMAT®  IR-PD-Mini

grey

92159

Wire basket
 BSK

white

92199

Socket
 IP5

4

white

92161 A
CCESSORY (OPTIO

NAL)

 PRODUCT IN
FORMATIO

N

 TE
CHNICAL DATA

SM

FC

FM
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SM

FC

FM

Walking
 towards

Walking
 across

Seated activi
ty1

2
3

Wire basket

Socket IP54

(to order 

separately)

(to order 

separately)

IR-PD-2C

IR-PD-Mini

M

         
230V~ ±10% 

 360°

seated  
Ø   4

.00m

acro
ss  

Ø 10.00m

towards  
Ø   6

.00m

SM/FC/FM = IP20 /  

Class I
I / 

SM Ø98 x H
50mm

FC Ø80 x H
84.5mm

FM Ø98 x H
65mm

-25°C to +50°C

Housing UV- and shock- 

resist
ant Po

lyca
rbonate

IR-PD-2C, IR
-PD-Mini

Channel 1 (Contro
l th

e lig
htin

g)

2300W, co
sϕ= 1;  

1150VA, co
sϕ= 0.5

15sec. -
 30min. or im

pulse

10 - 2
000Lux

Channel 2 (Contro
l device

s)

dry c
ontact t

ype NO,  

3A, 230V, c
osϕ= 1

Alarm pulse, pulse or  

5 - 1
20min.

��
Remote co

ntrols o
n page 11

5, 11
3!

��
Wirin

g diagrams on page 134!

��
Applica

tion examples on page  

143, 146, 148, 152, 155! 

��
For m

axim
um number of co

nnecta
ble 

lights, 
see page 38!

 
  Remote co

ntrollable occu
pancy d

etecto
r 

for in
side use LU

XOMAT®  PD2-M-2C as 

Master ve
rsio

n for su
rfa

ce, fa
lse ce

ilin
g 

and flush mounting with cir
cular detec-

tion area

 
Two sw

itch
ing ch

annels, o
ne to sw

itch
 

the lig
hting, th

e second to sw
itch

 other 

loads e.g. H
VAC by p

otential fre
e relay 

of th
e detecto

r

 
The co

nnectio
n of a unlim

ited number 

of sla
ves fo

r re
asonable extension is 

possib
le!

 
Many p

rogrammes adjusta
ble with the 

remote co
ntrol LU

XOMAT®  IR-PD-2C

 
Ceilin

g mounting

 
Typica

l applica
tions: 

offices, c
onference rooms, s

chools, 

nurse
ry s

chools, h
ospitals e

tc.

 
Atte

ntion: device
s, w

hich
 were delive

-

red before 2011 have to be program-

med with the IR-PD (p. 112).

68mm cut-out

M

10 m6 m4 m

10 m

360°

2.50 m

2

3

1

Blinds  

see page 90!

RC

Arc e
xtinctio

n kit  

see page 90!

Slaves PD2-S

see page 75!
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SWITCHING WITH 2-CHANNELS OCCUPANCY DETECTOR AS MASTER VERSION

(MOTION DETECTOR FOR INSIDE USE)

         230V~ ±10% 

 4 x 90°

seated  
4.20 x 4.20m

across  
7.50 x 7.50m 

towards  4.50 x 4.50m

SM = IP54; FC/FM = IP20 / 

Class II /
 

SM Ø106 x H90mm

FC Ø106 x H90mm

FM Ø106 x H70mm

-25°C to +50°C

Housing UV- and shock- 

resistant Polycarbonate

IR-PD-2C, IR-PD-Mini

Channel 1 (Control the lighting)

2300W, cosϕ= 1;  

1150VA, cosϕ= 0.5

15sec. - 30min. or impulse

10 - 2000Lux

Channel 2 (Control devices)

dry contact type NO,  

3A, 230V, cosϕ= 1

Alarm pulse, pulse or  

5 - 120min.

�� Remote controls on page 115, 113!

��Wiring diagrams on page 134!

��Application examples on page 163! 

�� For maximum number of connectable 

lights, see page 38!

| LUXOMAT®  PD1N-M-2C-SM/-FC/-FM

Description

Colour

Part number

PD1N-M-2C-SM

white

92877

PD1N-M-2C-FC

white

92874

PD1N-M-2C-FM

white

92870

Accessory (optional)

LUXOMAT®  IR-PD-2C

grey

92475

LUXOMAT®  IR-PD-Mini

grey

92159

Wire basket

white

92199

SM-Socket for PD1N-FM

white

92121

 ACCESSORY (OPTIONAL)

 PRODUCT INFORMATION

 TECHNICAL DATA

SM

SM

FC

FM

FC

FM

Wire basket

SM-Socket

(to order 

separately)

(to order 

separately)

IR-PD-2C

IR-PD-Mini

  Remote controllable occupancy detector 

for inside use LUXOMAT®  PD1N-M-2C 

as Master version for surface, false 

ceiling and flush mounting with nearly 

square size detection area

  Two switching channels, one to switch 

the lighting, the second to switch other 

loads e.g. HVAC by potential free relay 

of the detector

  The connection of a unlimited number 

of slaves for reasonable extension is 

possible!

  Many programmes adjustable with the 

remote control LUXOMAT®  IR-PD-2C

  Ceiling mounting

  Typical applications:   

conference rooms, class rooms, single 

offices, garages

M

M

7.50 m
4.20 m

7.50 m

4 x 90°

2.50 m

2

2

1

Walking across

Walking towards and seated activity

1
2

RC

Arc extinction kit  

see page 90!

Slaves PD1N-S

see page 74!



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

SM socket IP54 for PD1N-FM + PD4-SM 92121 Buy on EAN

Occupancy detector PD2-M/SM Master, surface mounting 92150 Buy on EAN

Occupancy detector PD2/M-FM 92155 Buy on EAN

Remote control IR-PD-Mini 92159 Buy on EAN

Occupancy detector PD2/M-FC 92165 Buy on EAN

Remote control IR-PD-2C 92475 Buy on EAN

PD1N-M-2C-FM Occupancy detector 92870 Buy on EAN

Occupancy detector PD1N/M-2C-FC 92874 Buy on EAN

PD1N-M-2C-SM Occupancy detector 92877 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92121
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92121
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92150
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92150
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92155
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92155
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-motion-detectors-beg-luxomat-92159
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-motion-detectors-beg-luxomat-92159
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92165
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92165
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92475
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92475
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92870
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92870
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92874
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92874
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92877
http://www.electricautomationnetwork.com/en/beg-luxomat/ceiling-mounted-occupancy-detectors-with-daylight-appraisal-beg-luxomat-92877

