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Occupancy detector (occupancy detector for inside use)

to save energy in buildings

Switching with 1 or 2-channel Master with daylight appraisal
Occupancy 

detector 
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD2-M-1C 43 92550 92565 92555 –    Ø 10m –
PD4-M-1C 44 92580 92585 92575 –    Ø 24m –

PD4-M-1c-C 45 92587 92586 – –    Ø 40 m –
PD4-M-1C-

C-PS
45 92485 92480 – –    Ø 24m Additional NC contact

PD4-M-1C-GH 46 92245 – – –    Ø 44m High elevations

PD5-M-1C-Clip 47 – – – 92315    Ø 10m
For T8 and T5  

fluorescent lamps

PD9-M-1C 91 – 92900 – white
92901 – Silver – –    Ø 10m Mini detector

PD9-M-1C-GH 49 – 92923 – white
92925 – Silver – –    Ø 6m High elevations

PD9-M-1C-
SDB-IP65

50 – 92912 – white
92913 – Silver – –    Ø 10m Mini detector

PD9-M-1C-SDB-
IP65-GH

51 – 92931 – white
92932 – Silver – –    Ø 6m High elevations

PICO-M-1C 52 – 92712 – –    Ø 10m

PD1N-M-2C 53 92877 92874 92870 –    7,50 x 7,50m Square area

PD2-M-2C 54 92150 92165 92155 –    Ø 10m –
PD4-M-2C 55 92140 92148 92255 –    Ø 24m –

PD4-M-2C-C 56 92440 92143 92443 –    max. Ø 40m Corridor detector

PD9-M-
1C+HVAC

57 – 92976 – –    Ø 10 m with HVAC channel

PD4-M-2C-
DUO

58 92158 92251 92252 –    Ø 24m DUO detector

PD4-M-3C-TRIO 59 92740 92745 – –    Ø 24m TRIO detector

Dimming with 1 or 2-channel Master with daylight appraisal
Occupancy 

detector 
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD1N-M-DIM 60 92879 92876 92873 –    7,50 x 7,50m Square area

PD2-M-DIM 61 92153 92167 92157 –    Ø 10m –
PD4-M-DIM 62 92147 92247 92248 –    Ø 24m –

PD4-M-DIM-C 63 92218 92217 – –    max. Ø 40m Corridor detector

PD5-M-DIM-
Clip

64 – – – 92310    Ø 10m
For T8 and T5  

fluorescent lamps

PD9-M-DIM 65 – 92910 – white
92911 – Silver – –    Ø 10m Mini detector

PD9-M-DIM-
GH

66 – 92924 – white
92927 – Silver – –    Ø 6m High elevations

PD4-M-DIM-
HVAC

67 – 92507 – –     Ø 24 m with HVAC channel

PD9-M-DIM-
HVAC

68 – 92973 – –    max. Ø 10 m with HVAC channel

PD4-M-DuO-
DIM

69 92271 92272 92273 –    Ø 24m DUO-Melder

PD4-M-TRIO-
DIM

70 92730 92735 – –    Ø 24m TRIO-Melder 


