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Occupancy detector (occupancy detector for inside use)
to save energy in buildings

11-48V occupancy detectors
Occupancy  

detector  
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD2-M-2C- 
11-48V-3A

90 92154 92164 – –    Ø 24m 3A version

PD2-M-2C- 
11-48V-RR

90 92305 92306 – –    Ø 24m with reed relay

PD9-1C- 
12-48V-FC

91 – 92985 – –    Ø 10m Mini detector

Occupancy detectors for KNX BUS for switching or dimming
Occupancy  

detector  
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD1N-KNX 92 – 92508 – –   – r = 7,50 x 7,50 m Square area

PD2-DIM-KNX/EIB 93 92430 92431 92432 –   – Ø 10m For dimming

PD4-DIM-KNX/EIB 94 92433 92434 92435 –   – Ø 24m For dimming
PD4-DIM- 

KNX/EIB-GH
95 92454 – – –   – Ø 44m High elevations

PD4-DIM-KNX/
EIB-K

96 92461 92456 92459 –   – max. Ø 40m For dimming

PD9-DIM-KNX/EIB 97 – 92437 – –   – Ø 10m For dimming
PD9-DIM-KNX/

EIB-GH-DE
98 – 92438 – –   – Ø 6m High elevations

pD11-knx-flat 99 – 92568 – –   –  Ø 8m For dimming

Inexpensive extension of the detection area with slave occupancy detectors
Occupancy 

detector  
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD1N-S 81 92878 92875 92872 – –  – 7,50 x 7,50m Square area

PD2-S 82 92152 92166 92156 – –  – Ø 10m –
PD4-S 83 92142 92254 92163 – –  – Ø 24m –

PD4-S-C 84 92442 92444 92445 – –  – max. Ø 40m Corridor detector

PD4-S-GH 85 92265 – – – –  – Ø 44m High elevations

PD5-S 86 – – – 92316 –  – Ø 10m
For T8 and T5  

fluorescent lamps

PD9-S 87 – 92905 – white
92906 – Silver – – –  – Ø 10m Mini detector

PD9-S-GH 88 – 92928 – white
92929 – Silver – – –  – Ø 6m High elevations

PD9-S-SDB 50 – 92915 – – –  – Ø 10m Mini detector

PD9-S-SDB-GH 51 – 92933 – – –  – Ø 6m High elevations

PICO-S 89 – 92700 – – –  – Ø 10m –

Occupancy detectors for LON BUS
Occupancy 

detector  
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD2-LON 100 92300 92301 – –    Ø 10m –
PD9-LON 101 – 92930 – –    Ø 10m Mini detector

Occupancy detectors for DALI/DSI
Occupancy 

detector  
Page Clip

Daylight 
appraisal

Motion 
detection

Remote 
controllable

Range
Additional  
functions

PD2-M-DaLI/DSI 71 92280 92258 – –    Ø 10m –
PD4-M-DaLI/DSI 73 92279 92275 – –    Ø 24m –

PD4-M-DALI/
DSI-K

73 92530 92328 – –    max. Ø 40 m Corridor detector

PD9-M-DaLI/DSI 74 – 92920 – –    Ø 10m Mini detector
PD9-M-DaLI/

DSI-GH
75 – 92938 – –    Ø 6m High elevations

PD4-M-DUO-
DALI/DSI

76 – 92276 – –    Ø 24m DUO detector

PD4-M-TRIO-
DALI

77 92750 92755 – –    Ø 24m TRIO detector

PD2-M-DALI/
DSI-1C

78 – 92486 – –    Ø 10m with HVAC channel

PD4-M-DALI/
DSI-1C

79 – 92488 – –    Ø 24m with HVAC channel

PD4-M-TRIO-
2DALI/DSI-1C

80 92751 92756 – –    Ø 24m
TRIO detector 

with HVAC channel


