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swiTcHinG wiTH 1-cHannEl cOrridOr OccuPancy dETEcTOr as MasTEr VErsiOn 
(Motion deteCtor for inside use)

| LUXOMAT® Pd4-M-1c-c-sM/-fc
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 PrOducT infOrMaTiOn teChniCal data

Walking towards

Walking across
1
2

description colour Part number

pd4-M-1C-C-sM white 92587

pd4-M-1C-C-fC white 92586

pd4-M-1C-C-ps-sM white 92485

pd4-M-1C-C-ps-fC white 92480

accessory (optional)

LUXOMAT® ir-pd-1C grey 92520

LUXOMAT® ir-pd-Mini grey 92159

wire basket bsK white 92199

sM-socket ip65 for pd4-sM (ip54) white 92376

 accEssOry (OPTiOnal)

         230V~ ±10% 

 360°

across  Ø 40.00m
towards  Ø 20.00m
SM = IP54; FC = IP20 / 
Class II / 

SM Ø101 x H76mm
FC Ø97 x H103mm

-25°C to +50°C

Housing UV- and shock- 
resistant polycarbonate

IR-PD-1C, IR-PD-Mini

Channel 1 (Control the lighting)
2300W, cosϕ= 1;  
1150VA, cosϕ= 0.5

15sec. - 30min. or impulse

10 - 2000Lux

 � Remote controls on page 126, 127!
 � Wiring diagrams on page 148!
 � For maximum number of connectable 
lights, see page 38! 
 � Installation note - Arc extinction kit: 
on page 102!
 � Remains as a special solution with an 
NC contact that guarantees a total 
failure of the alarm that the contact is 
closed and turned a possibly connec-
ted lights permanently. 

Positive security,  

with narrow detection area

  Remote controllable occupancy detector 
for inside use LUXOMAT® PD4-M-1C-C 
for surface and false ceiling mounting 
with narrow detection area ideal for 
corridors

  Equipped with an NC contact. In the 
event of total failure of the detector, this 
ensures that the contact is closed and 
any connected lighting remains perma-
nently switched on.

  Self-monitoring, i.e. the main functions 
are continuously checked.

  One channel to switch the lighting

  Switching for all types of light fixtures by 
high performance relay

  Optical system, designed for highest 
sensitivity

  Serial impulse function

  Typical applications: 
monitoring of long corridors

(to order 
separately)

(to order 
separately)

ir-pd-mini wire basket Blinds  
see page 102!

rC

arc extinction kit  
see page 102!

slaves Pd4-s-c  
see page 84!
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PD2 PD4-1C

PD3 PD4

PD4-M-GH

PD4-M-DUO-DIM
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68mm cut-out

SM

FC

sM-socket iP65


