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Daily time switches
Digital time 

switch Part nr. DIN-rail 
mounting

Front dimen-
sions in mm

Power 
back-up

Minimum 
interval

Power supply 
230 V

Time base 
Quartz crystal Accuracy Add-ons

TS-AD1 92676  17.5 x 45 – 15min.    ±1.5 sec./day –

TS-AD2 92677  17.5 x 45  15min.    ±1.5 sec./day –

TS-AD3 92678  52.5 x 45 – 30min.    ±1.5 sec./day Minute hands

TS-AD4 92680  52.5 x 45  30min.    ±1.5 sec./day Minute hands

Weekly time switches
Digital time 

switch Part nr. DIN-rail 
mounting

Front dimen-
sions in mm

Power 
back-up

Minimum 
interval

Power supply 
230 V

Time base 
Quartz crystal Accuracy Add-ons

TS-AW1 92679  52.5 x 45 – 2h    ±1.5 sec./day Minute hands

TS-AW2 92657  52.5 x 45  2h    ±1.5 sec./day Minute hands

overview mechanical time switchesB.E.G. LUXOMAT®

Weekly time switches

Daily time switches

Manual override switch 
permanently ON / AUTO

Easy programming with 
captive setting keys

Mechanical display  
(clock hands)

Easy to read switching 
program
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