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Industrial Adaptor 12~24W Single Output and Interchangeable Type

Features
•  In te rchangeab le  AC p lugs  (p lug  k i t  so ld  sepera te ly )
•  Universa l  AC inpu t  /  Fu l l  range
•   No  load  power  consumpt ion  <0 .3W 
•  ErP s tep  2  compl ian t  (Leve l  V)
•   Meet  E ISA 2007 (Energy  Independence and Secur i t y  Ac t )
•  Class  II  power  (w i thou t  ear th  p in )
•  Pro tec t ions :   Shor t  c i rcu i t  /  Over  vo l tage  /  Over load
•  Fu l ly  enc losed p las t i c  case
•  LED ind ica to r  fo r  power  on
•  Pass  LPS
•   Approva ls :  

UL /  CUL /  TUV /  CCC /  RCM /  CB /  FCC /  CE 
•  2 years  war ran ty

General Specification (Please refer to www.meanwell.com for detail spec.)
AC input  vol tage range 90~264VAC /  0 .4A fo r  GE12;  90~264VAC /  0 .7A fo r  GE18/24

AC inrush current  (max. ) Cold  s ta r t ,  40A a t  100VAC;  80A a t  230VAC

Over load protect ion Hiccup mode,  au to - recovery

Over  vol tage protect ion 115%~135% ra ted  ou tpu t  vo l tage

Setup,  r ise ,  hold  up t ime 4000ms, 100ms, 30ms at 230VAC input

Withstand vol tage I /P -O/P:4242VDC,  1  minu te

Working temperature -10~+50°C ( re fe r  to  ou tpu t  dera t ing  curve)

Safety  s tandards UL60950-1 ,  CSA22.2 ,  EN60950-1 ,  GB4943,  AS/NZS 60950.1  approved

EMC standards EN55022 c lass  B ,  EN61000-3-2 ,3 ,  EN61000-4-2 ,3 ,4 ,5 ,6 ,8 ,11 ,  FCC par t15  c lass  B ,  GB9254

Length of  output  cable 150cm o f  AWM2468,  20AWG fo r  GE12;  150cm o f  AWM2468,  18AWG fo r  GE18/24

Standard DC plug P1J:  2 .1øx5.5øx11mm /  C+,  tun ing  fo rk  type  ( re fe r  to  page 62  fo r  DC p lug  l i s t )

Wal l -mounted ( In terchangeable  Type)—12W

Wal l -mounted ( In terchangeable  Type)—18W

Wal l -mounted ( In terchangeable  Type)—24W

GE12 70.7x  40x  38 .8  mm GE18/24  81x  43x  40 .5  mm

Order No.
(Main body) Output Tol. R&N Effi.

GE12I05-P1J 5V, 0~2.00A ±5% 50mV 74%

GE12I07-P1J 7.5V, 0~1.33A ±5% 75mV 77%

GE12I09-P1J 9V, 0~1.33A ±5% 100mV 79%

GE12I12-P1J 12V, 0~1.00A ±3% 120mV 81%

GE12I15-P1J 15V, 0~0.80A ±3% 150mV 82%

GE12I18-P1J 18V, 0~0.83A ±3% 180mV 83%

GE12I24-P1J 24V, 0~0.625A ±3% 240mV 83%

Order No.
(Main body) Output Tol. R&N Effi.

GE24I05-P1J 5V, 0~3.00A ±5% 50mV 76.5%

GE24I07-P1J 7.5V, 0~2.00A ±5% 75mV 79.5%

GE24I09-P1J 9V, 0~2.22A ±5% 100mV 81.5%

GE24I12-P1J 12V, 0~2.00A ±3% 120mV 82.5%

GE24I15-P1J 15V, 0~1.60A ±3% 150mV 84.0%

GE24I18-P1J 18V, 0~1.33A ±3% 180mV 84.0%

GE24I24-P1J 24V, 0~1.00A ±3% 240mV 85.0%

GE24I48-P1J 48V, 0~0.50A ±3% 300mV 85.0%

Order No.
(Main body) Output Tol. R&N Effi.

GE18I05-P1J 5V, 0~2.40A ±5% 50mV 75%

GE18I07-P1J 7.5V, 0~1.73A ±5% 75mV 79%

GE18I09-P1J 9V, 0~2.00A ±5% 100mV 81%

GE18I12-P1J 12V, 0~1.50A ±3% 120mV 82%

GE18I15-P1J 15V, 0~1.20A ±3% 150mV 84%

GE18I18-P1J 18V, 0~1.00A ±3% 180mV 84%

GE18I24-P1J 24V, 0~0.75A ±3% 240mV 85%

GE18I48-P1J 48V, 0~0.375A ±3% 300mV 85%

Interchangeable AC Inlet Plug 

AC Plug Type

Australian Type U.K. Type
AC Plug Order No. AC Plug-AU AC Plug-UK

AC Plug Type

European Type U.S. Type
AC Plug Order No. AC Plug-EU AC Plug-US

Note:  Main body unit  and AC plug should be ordered seperately; The main body 
needs to be used along with any of the AC plug.



GS15A  100x  58 .5x  32 .8  mm GS15B  100x  58 .5x  32 .8  mm

GS15U  34x  71x  50  mm GS15E 34x  71x  50  mm

GS05U-USB
41.86x 32.76x 23.8 mm

GS05E-USB
41.54x 30.5x 20 mm

Order No. Output Tol. R&N Effi.
GS05U-USB 5V, 0~1A ±4% 90mV 69%
GS05E-USB 5V, 0~1A ±4% 80mV 71%

AC input voltage range .. . . . .
Overload protect ion .. . . . . . . . . .

Over voltage protect ion .. . . .

Withstand voltage .. . . . . . . . . . . .
Working temperature . . . . . . . . .
Safety standards .. . . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . .
Standard DC plug .. . . . . . . . . . . . .

90~264VAC ; 127~370VDC
105%~135% rated output power, hiccup mode, 
auto-recovery
105%~200% rated output voltage, hiccup mode, 
auto-recovery
I/P-O/P: 4242VDC, 1 minute
-20~+50°C (refer to output derating curve)
U-Type: UL60950-1, CSA22.2 approved  
E-Type: TUV EN60950-1 approved
FCC part15 class B(U Type); EN55022 class B(E Type) 
USB Type A
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Industrial Adaptor 5 ~ 1 5 W  S i n g l e  O u t p u t

6W Green Adaptor

15W Green Adaptor

• Universal AC input / Full range
• No load power consumption < 0.3W
• ErP step 2 compliant (Level V)
•  Meet EISA 2007 (Energy 

Independence and Security Act)
•  2 pole US / European type plug
• Class II power (without earth pin)

• Universal AC input / Full range
• No load power consumption < 0.3W
• ErP step 2 compliant (Level V)
•  Meet EISA 2007 (Energy 

Independence and Security Act)
• Pass LPS

GS06U
32x 66x 42.5 mm

AC input voltage range .. . .
AC inrush current(max.) . .
Overload protect ion .. . . . . . .
Over voltage protect ion .. .
Withstand voltage .. . . . . . . . . .
Working temperature . . . . . . .
Safety standards .. . . . . . . . . . . .
EMC standards .. . .
Length of output cable . . . . .

AC input voltage range .....
AC inrush current(max.) ....
Overload protection ...........
Over voltage protection .....
Withstand voltage .............
Working temperature .........
Safety standards ..............
EMC standards .................

Length of output cable .......
Standard DC plug ..............

90~264VAC ; 127~370VDC
Cold start,  50A at 230VAC
Hiccup mode, auto-recovery 
Clamp by zener diode >120% 
I/P-O/P: 4242VDC, 1minute
0~+50°C (refer to output derating curve)
UL60950-1, CSA 22.2, TUV EN60950-1 

180cm of UL1185, 20AWG 

90~264VAC ; 127~370VDC
Cold start,  50A at 230VAC
Hiccup mode, auto-recovery
Clamp by zener diode > 120% 
I/P-O/P: 3kVAC, I /P-FG: 1.5kVAC, 1 minute
0~+50°C (refer to output derating curve)
UL60950-1, CSA 22.2, TUV EN60950-1 approved
EN55022-B, EN61000-3-2,3,  
EN61000-4-2,3,4,5,6,11,FCC part 15 class B 
180cm of UL1185, 18AWG 
P1J: 2.1øx5.5øx11mm / C+, tuning fork type  
(refer to page 62 for DC plug l ist)

12W Green Adaptor

• Protections: Short circuit / Overload / 
Over voltage

• Pass LPS
• Fully enclosed plastic case
• Approvals:  
   UL /CUL/CB/FCC/CE fo r  GS06U 
   TUV/CB/FCC/CE fo r  GS06E
• 2 years warranty

• Protections:  
Short circuit / Overload /  
Over voltage

• Fully enclosed plastic case
• Approvals:  
   UL/CUL/TUV/CB/FCC/CE for GS15A/B  
   TUV/CB/FCC/CE for GS15E  
   UL/CUL/CB/FCC/CE for GS15U
• 2 years warranty 

GS06E
32x 66x 42.5 mm

Order  No. Output Tol . R&N Eff i .
GS06 -1P1J 5V,  0~1.00A ±5% 50mV 68%
GS06 -11P1J 7.5V,  0~0.80A ±5% 80mV 74%
GS06 -2P1J 9V,  0~0.66A ±5% 80mV 75%
GS06 -3P1J 12V,  0~0.50A ±3% 100mV 77%
GS06 -4P1J 15V,  0~0.40A ±3% 120mV 78%
GS06 -5P1J 18V,  0~0.33A ±3% 150mV 78%
GS06 -6P1J 24V,  0~0.25A ±2% 180mV 82%
GS06 -8P1J 48V,  0~0.125A ±2% 200mV 84%

= U/E ;  U :  Amer ican  2P,  E :  European 2P

• Universal AC input / Full range
• No load power consumption < 0.3W
• ErP step 2 compliant (Level V)
•  Meet EISA 2007 (Energy 

Independence and Safety Act)
• 2 pole US / European type plug
• Class II power (without earth pin)

GS12U
65x 47x 26.5 mm

AC input voltage range .. . .
AC inrush current(max.) . .
Overload protect ion .. . . . . . . .
Over voltage protect ion .. .
Withstand voltage .. . . . . . . . . .
Working temperature . . . . . . .
Safety standards .. . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . .

90~264VAC ; 127~370VDC
Cold start,  45A at 230VAC
Hiccup mode, auto-recovery 
115%~135% clamp by zener diode
I/P-O/P: 3kVAC, 1minute
0~+50°C (refer to output derating curve)
UL60950-1, CSA 22.2, BSMI CNS14336, TUV EN60950-1
EN55022, EN61204-3, EN61000-3-2,3, 
EN61000-4-2,3,4,5,6,8,11, FCC part15 class B

• Protections: Short circuit / Overload / 
Over voltage / Over temp.

• Pass LPS
• Fully enclosed plastic case
• Approvals: 
   UL/CUL/BSMI/CB/FCC for GS12U 
   TUV/CB/CE for GS12E
• 2 years  warranty

GS12E
65x 47x 26.5 mm

Order  No. Output Tol . R&N Eff i .
GS12    05-P1I 5V,  0~2.00A ±5% 75mV 76.0%
GS12    07-P1 I 7.5V,  0~1.60A ±4% 90mV 78.5%
GS12    09-P1I   9V,  0~1.33A ±4% 90mV 78.5%
GS12    12-P1 I 12V,  0~1.00A ±3% 120mV 78.5%
GS12    15-P1I 15V,  0~0.80A ±3% 150mV 80.0%
GS12    18-P1I 18V,  0~0.67A ±3% 180mV 80.0%
GS12    24-P1I 24V,  0~0.50A ±3% 200mV 80.5%

= U/E ;  U :  Amer ican  2P,  E :  European 2P

Order  No. Output Tol . R&N Eff i .
GS15 -1P1J 5.0V,  0~2.40A ±5% 50mV 75%
GS15 -11P1J 7.5V,  0~1.60A ±5% 80mV 78%
GS15 -2P1J 9.0V,  0~1.66A ±5% 80mV 80%
GS15 -3P1J 12V,  0~1.25A ±3% 80mV 80%
GS15 -4P1J 15V,  0~1.00A ±3% 100mV 80%
GS15 -5P1J 18V,  0~0.83A ±3% 120mV 81%
GS15 -6P1J 24V,  0~0.62A ±2% 150mV 83%
GS15 -8P1J 48V,  0~0.31A ±2% 240mV 85%

=  A /B /E/U ;  A : IEC320-C14,  B :  IEC320-C8 
              E :  European 2P,  U:  Amer ican  2P

5W Green USB Adaptor
• Universal AC input / Full range 
• No load power consumption < 0.3W
• GS05U-USB:  Meet EISA 2007(Energy 

Independence and 
Security Act)

   GS05E-USB: ErP step 2 compliant
• Compact size
• 2 pole US / European type plug 
• Class II power (without earth pin)
• Protections: Short circuit / Overload 

Over voltage / Over temp.
• Pass LPS
• Fully enclosed plastic case
• 2 years warranty

EN55022, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11, FCC part 15 class B
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Industrial Adaptor 1 8 ~ 3 6 W  S i n g l e  O u t p u t

Features
•  Universa l  AC inpu t  /  Fu l l  range
•  No load  power  consumpt ion  <  0 .3W
•  ErP s tep  2  compl ian t  (Leve l  V)
•   Meet  E ISA 2007 (Energy  Independence and Secur i t y  Ac t )
•  NRCan compl ian t  fo r  A /U type 
•  2 po le  USA /  EURO p lug  o r  IEC320-C14/C8
•   C lass  II power  (w i thou t  ear th  p in )  fo r  B /E /U type 

C lass  I  power  (w i th  ear th  p in )  on ly  fo r  A type
•  Pro tec t ions :  Shor t  c i rcu i t  /  Over load  /  Over  vo l tage

GS18/25A   
93x  54x  36  mm

General Specification (Please refer to www.meanwell.com for detail spec.)

Order  No. GS18 GS25 GS36
AC input  vol tage range 90~264VAC /  0 .5A 90~264VAC /  0 .7A
AC inrush current  (max. ) Cold  s ta r t ,  45A a t  230VAC Cold  s ta r t ,  60A a t  230VAC
Over load 
protect ion

Range 105%~150% ra ted  ou tpu t  power 110%~250% ra ted  ou tpu t  power
Type Hiccup mode,  au to - recovery

Over  vol tage protect ion 105%~135% ra ted  ou tpu t  vo l tage ,  c lamp by  zener  d iode
Withstand vol tage I /P -O/P:  4242VDC,  1  minu te
Working temperature 0~+50°C ( re fe r  to  ou tpu t  dera t ing  curve  ) -20~+50°C ( re fe r  to  ou tpu t  dera t ing  curve  )

Safety  s tandards

A-Type:   UL60950-1 ,  CSA 22 .2 ,  TUV EN60950-1 ,  BSMI  CNS14336,  PSE J60950-1(GS18A/GS25A-5V~28V on ly ) ,  
CCC GB4943 approved

B-Type:  UL60950-1 ,  CSA 22 .2 ,  TUV EN60950-1 ,  BSMI  CNS14336,  CCC GB4943 approved
U-Type:  UL60950-1 ,  CSA22.2 ,  BSMI  CNS14336 approved
E-Type:  TUV EN60950-1  approved

EMC standards
EN55022 c lass  B ,  EN61000-3-2 ,3 ,  EN61000-4-2 ,3 ,4 ,5 ,6 ,8 ,11(A/B/E type) ,  FCC par t  15  c lass  B(A/B/U type) , 
CNS13438(A/B/U type) ,  GB9254(A/B type)

Length of  output  cable
120cm o f  16AWG fo r  5~12V ; 
180cm o f  UL1185,  18AWG fo r  15~48V

100cm o f  UL1185,  16AWG

Standard DC plug P1J:  2 .1øx5.5øx11mm /  C+,  tun ing  fo rk  type  ( re fe r  to  page 62  fo r  DC p lug  l i s t )

Desktop / Wall-mounted — 18W 
Order No. Output Tol. R&N Effi.

GS18 05-P1J 5V, 0~3.00A ±5% 50mV 79.5%
GS18 07-P1J 7.5V, 0~2.00A ±5% 80mV 82.0%
GS18 09-P1J 9V, 0~2.00A ±5% 80mV 83.0%
GS18 12-P1J 12V, 0~1.50A ±3% 80mV 85.0%
GS18 15-P1J 15V, 0~1.20A ±3% 100mV 85.0%
GS18 18-P1J 18V, 0~1.00A ±3% 150mV 85.0%

Order No. Output Tol. R&N Effi.
GS18 24-P1J 24V, 0~0.75A ±2% 180mV 86.0%
GS18 28-P1J 28V, 0~0.64A ±2% 240mV 86.5%
GS18 48-P1J 48V, 0~0.375A ±2% 240mV 87.0%

= A /  B  /  U  /  E  
Class I — A: IEC320-C14 
Class II — B: IEC320-C8, U: American 2P, E: European 2P   

GS18/25B   
79x  54x  33  mm

GS18/25 /36U
79x  54x  33  mm

GS18/25 /36E
79x  54x  33  mm

•  Fu l ly  enc losed p las t i c  case
•  LED ind ica to r  fo r  power  on  (except  fo r  GS36)
•  Pass  LPS
•   Approva ls :  

A type :  UL /  CUL /  TUV /  BSMI  /  CCC /  PSE /  CB /  FCC /  CE 
B type :  UL /  CUL /  TUV /  BSMI  /  CCC /  CB /  FCC /  CE 
U type :  UL /  CUL /  BSMI  /  CB /  FCC 
E type :  TUV /  CB /  CE

•  2 years  war ran ty

Desktop / Wall-mounted — 25W 
Order No. Output Tol. R&N Effi.

GS25 05-P1J 5V, 0~4.00A ±5% 50mV 78.5%
GS25 07-P1J 7.5V, 0~2.93A ±5% 80mV 81.5%
GS25 09-P1J 9V, 0~2.77A ±5% 80mV 82.5%
GS25 12-P1J 12V, 0~2.08A ±3% 80mV 84.5%
GS25 15-P1J 15V, 0~1.66A ±3% 100mV 84.5%
GS25 18-P1J 18V, 0~1.38A ±3% 150mV 84.5%

Order No. Output Tol. R&N Effi.
GS25 24-P1J 24V, 0~1.04A ±2% 180mV 85.5%
GS25 28-P1J 28V, 0~0.89A ±2% 240mV 85.5%
GS25 48-P1J 48V, 0~0.52A ±2% 240mV 87.0%

= A /  B  /  U  /  E  
Class I — A: IEC320-C14 
Class II — B: IEC320-C8, U: American 2P, E: European 2P 

Order No. Output Tol. R&N Effi.
GS36 24-P1J 24V, 0~1.50A ±2% 180mV 85.5%
GS36 48-P1J 48V, 0~0.75A ±2% 240mV 87.5%

=U /  E  ; U: American 2P, E: European 2P  

Order No. Output Tol. R&N Effi.
GS36 05-P1J 5V, 0~4.50A ±5% 90mV 76.5%
GS36 09-P1J 9V, 0~3.50A ±5% 90mV 81.5%
GS36 12-P1J 12V, 0~3.00A ±3% 100mV 84.5%

TUV
Rhei nland

Prod uct Sa fe ty

P S
E

TUV
Rhei nland

Prod uct Sa fe ty

P S
E

Wall-mounted — 36W 



TUV
Rhei nland

Prod uct Sa fe ty

P S
E

(except for 48V)
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4 0 ~ 1 2 0 W  S i n g l e  O u t p u t

Features
•  Universa l  AC inpu t  /  Fu l l  range
•   No  load  power  consumpt ion  <0 .3W fo r  GS40/60 ; 

<0 .5W fo r  GS90/120
•  ErP s tep  2  compl ian t  (Leve l  V)
•   Meet  E ISA 2007 (Energy  Independence and 

Secur i t y  Ac t )
•  NRCan compl ian t
•  MEPS compl ian t
•   Bu i l t - in  ac t i ve  PFC func t ion  fo r  GS90/120
•  3 po le  AC in le t  IEC320-C14
•  Class  I  power  (w i th  ear th  p in )
•  Protect ions: Short circuit  /  Over voltage / Overload /

Over temp. (except for GS40)
•  Fu l ly  enc losed p las t i c  case
•  LED ind ica to r  fo r  power  on
•  Pass  LPS (except  fo r  GS120)
•  2 years  war ran ty

General Specification 

Order  No. GS40 GS60 GS90 GS120

AC input  vol tage range 90~264VAC /  1 .0A 90~264VAC / 1.4A 90~264VAC /  2 .0A 85~264VAC /  1 .4A
AC inrush current  (max. ) Cold  s ta r t ,  65A a t  230VAC Cold  s ta r t ,  70A a t  230VAC
Over load 
protect ion

Range 105%~150% ra ted  ou tpu t  power 110%~150% 105%~160%
Type Hiccup mode,  au to - recovery

Over  vol tage protect ion 105%~135% ra ted  ou tpu t  vo l tage
Setup,  r ise ,  hold  up t ime 1000ms, 30ms, 50ms at 230VAC input 1000ms, 20ms, 20ms at 230VAC input 2000ms, 30ms, 20ms at 230VAC input
Withstand vol tage I /P -O/P:3kVAC,  I /P-FG:  2kVAC,  O/P-FG:  0 .5kVAC I /P-FG:  3kVAC
Working temperature -30~+60°C -30~+50°C -30~+70°C
Safety  s tandards UL60950-1 ,  TUV EN60950-1 ,  BSMI  CNS14336,  CCC GB4943,  PSE J60950-1(except  fo r  48V)  approved
EMC standards EN55022 c lass  B ,  EN61000-3-2 ,3 ,  EN61000-4-2 ,3 ,4 ,5 ,6 ,8 ,11 ,  CNS13438,  GB9254,  FCC par t15  c lass  B

Length of  output  cable

GS40:
100cm o f  UL1185,  16AWG fo r  5~15V;  
180cm o f  UL1185,  18AWG fo r  18~48V
GS60:
100cm o f  UL2464,  16AWG fo r  5~9V;  
100cm o f  UL1185,  16AWG fo r  12~15V;
180cm o f  UL1185,  18AWG fo r  18~48V

100cm of UL1185, 14AWG for 12~15V; 
120cm of UL1185, 16AWG for 19~48V 120cm o f  UL2464,  18AWGx4C

Standard DC plug 
( re fer  to  page 62 for  DC p lug l is t )

P1J :  
2 .1øx5.5øx11mm /  C+,  tun ing  fo rk  type

P1M:  
2 .5øx5.5øx11mm /  C+,  tun ing  fo rk  type 

R7B: Power DIN 4P with lock type
P1M:  2.5øx5.5øx11mm/C+,  

tuning fork type (20~48V only) 

Desktop (IEC 320-C14 / Class I

Desktop (IEC 320-C14 / Class I

Desktop (IEC 320-C14 / Class I

Desktop (IEC 320-C14 / Class I

GS40 /  GS60
125x  50x  31 .5  mm

GS90
145x  60x  32  mm

GS120
167x  67x  35  mm

Order No. Output Tol. R&N Effi.

GS40A05-P1J 5V, 0~5.00A ±5% 100mV 80.5%

GS40A07-P1J 7.5V, 0~5.34A ±5% 100mV 85.5%

GS40A09-P1J 9V, 0~4.45A ±5% 100mV 85.0%

GS40A12-P1J 12V, 0~3.34A ±3% 100mV 89.0%

GS40A15-P1J 15V, 0~2.67A ±3% 100mV 89.5%

GS40A18-P1J 18V, 0~2.22A ±3% 150mV 90.0%

GS40A24-P1J 24V, 0~1.67A ±2.5% 180mV 91.0%

GS40A48-P1J 48V, 0~0.84A ±2.5% 240mV 92.0%

Order No. Output Tol. R&N Effi.

GS90A12-P1M 12V, 0~6.67A ±5% 80mV 88.0%

GS90A15-P1M 15V, 0~6.00A ±5% 100mV 89.0%

GS90A19-P1M 19V, 0~4.74A ±4% 150mV 89.0%

GS90A24-P1M 24V, 0~3.75A ±3% 180mV 89.5%

GS90A48-P1M 48V, 0~1.87A ±2% 240mV 91.0%

Order No. Output Tol. R&N Effi.
GS60A05-P1J 5V, 0~6.00A ±5% 100mV 81.0%
GS60A07-P1J 7.5V, 0~6.00A ±5% 100mV 85.5%
GS60A09-P1J 9V, 0~6.00A ±5% 100mV 87.5%
GS60A12-P1J 12V, 0~5.00A ±3% 100mV 88.0%
GS60A15-P1J 15V, 0~4.00A ±3% 100mV 88.5%
GS60A18-P1J 18V, 0~3.33A ±3% 150mV 88.5%
GS60A24-P1J 24V, 0~2.50A ±3% 180mV 90.0%
GS60A48-P1J 48V, 0~1.25A ±2.5% 240mV 92.0%

Order No. Output Tol. R&N Effi.

GS120A12-R7B 12V, 0~8.5A ±5% 80mV 87.5%

GS120A15-R7B 15V, 0~7.0A ±5% 120mV 89.0%

GS120A20- 20V, 0~6.0A ±5% 150mV 89.0%

GS120A24- 24V, 0~5.0A ±3% 180mV 90.0%

GS120A48- 48V, 0~2.5A ±2% 240mV 91.0%

= P1M / R7B

Industrial Adaptor



TUV
Rhei nland

Prod uct Sa fe ty

P S
E

(except for 48V)

GS160
175x  72x  35  mm

GS220
210x  85x  46  mm

GS280
220x  95x  46  mm

Best products also need best service.
We have authorized distributors all over the world. They have 
sufficient stock for your prompt delivery. Also they can offer 
you technical support & RMA services. Please contact your 
local distributors for more product information. You can also 
contact us at info@meanwell.com for information of your local 
distributors.

Q.A.

Who can provide you better services and be a trustworthy 
partner in the power industry? 

— "MEAN WELL" tries to be —
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Order No. Output Tol. R&N Effi.

GS220A12-R7B 12V, 0~15.0A ±5% 80mV 90.0%

GS220A15-R7B 15V, 0~13.4A ±5% 100mV 90.0%

GS220A20-R7B 20V, 0~11.0A ±4% 150mV 92.0%

GS220A24-R7B 24V, 0~9.20A ±3% 180mV 93.5%

GS220A48-R7B 48V, 0~4.60A ±2% 240mV 94.5%

Order No. Output Tol. R&N Effi.

GS160A12-R7B 12V, 0~11.5A ±5% 80mV 89.0%

GS160A15-R7B 15V, 0~9.6A ±5% 100mV 90.0%

GS160A20-R7B 20V, 0~8.0A ±4% 150mV 92.0%

GS160A24-R7B 24V, 0~6.67A ±3% 180mV 92.5%

GS160A48-R7B 48V, 0~3.34A ±3% 240mV 94.0%

Order No. Output Tol. R&N Effi.

GS280A12-C4P 12V, 0~18.5A ±5% 120mV 89.0%

GS280A15-C4P 15V, 0~16A ±5% 120mV 89.5%

GS280A20-C4P 20V, 0~13A ±4% 150mV 92.0%

GS280A24-C4P 24V, 0~11.67A ±3% 280mV 93.0%

GS280A48-C4P 48V, 0~5.84A ±2% 280mV 94.0%

160~280W Sing le  Outpu t

Features
•  Universa l  AC inpu t  /  Fu l l  range
•  No load  power  consumpt ion<0.5W 
•  ErP s tep  2  compl ian t  (Leve l  V)
•   Meet  E ISA 2007 (Energy  Independence and 

Secur i t y  Ac t )
•  NRCan compl ian t
•  MEPS compl ian t
•  Bui l t - in  ac t i ve  PFC func t ion
•  3 po le  AC in le t  IEC320-C14
•  Class  I  power  (w i th  ear th  p in )
•  Fan less  des ign
•  Pro tec t ions :   Shor t  c i rcu i t  /  Over load  /  

Over  vo l tage  /  Over  tempera tu re
•  Fu l ly  enc losed p las t i c  case
•  LED ind ica to r  fo r  power  on
•  2 years  war ran ty

General Specification

Order  No. GS160 GS220 GS280

AC input  vol tage range 85~264VAC ;  120~370VDC 90~264VAC ; 127~370VDC
AC inrush current  (max. ) Cold  s ta r t ,  120A a t  230VAC

Over load 
protect ion

Range 105%~135% ra ted  ou tpu t  power
Type Hiccup mode,  au to - recovery

Over  vol tage 
protect ion

Range 105%~135% ra ted  ou tpu t  power
Type Shut  down o /p  vo l tage ,  re -power  on  to  recover

Hold up t ime 20ms at ful l  load 16ms at ful l  load
Withstand vol tage I /P -O/P:  3kVAC,  1  minu te
Working temperature -30~+70°C -30~+60°C ( re fe r  to  ou tpu t  dera t ing  curve)
Safety  s tandards UL60950-1, TUV EN60950-1, BSMI CNS14336, CCC GB4943, PSE J60950-1(except for 48V) approved 
EMC standards EN55022 c lass  B ,  EN61000-3-2 ,3 ,  EN61000-4-2 ,3 ,4 ,5 ,6 ,8 ,11 ,  FCC par t  15  c lass  B ,  CNS13438,  GB9254
Length of  output  cable 120cm o f  UL2464,  18AWGx4C 100cm o f  UL2464,  16AWGx4C

Standard DC plug 
( re fer  to  page 62 for  DC p lug l is t )

R7B:  Power  DIN 4P w i th  lock  type 4P/6 .35mm p i tch ,  AMP 1-480702-0  (power  supp ly  s ide) ; 
AMP 1-480703-0(cus tomer  s ide)

Desktop (IEC320-C14/Class I) 160W

Desktop (IEC320-C14/Class I) 220W

Desktop (IEC320-C14/Class I) 280W

Industrial Adaptor



Opt ional  DC Plug L is t

Tuning Fork Style Type
A B C

OD ID L
P1I 5.5 2.1 9.5
P1J 5.5 2.1 11.0
P1L 5.5 2.5 9.5
P1M 5.5 2.5 11.0

Barrel Style Type
A B C

OD ID L
P2I 5.5 2.1 9.5
P2J 5.5 2.1 11.0
P2L 5.5 2.5 9.5
P2M 5.5 2.5 11.0

Lock Style Type A B C

P2S
(S761K) 5.53 2.03 12.06

DIN 5 Pin Type Pin Assignment

R1B

Single Triple
1 COM COM
2 COM COM
3 Vout +5V
4 COM -Vout
5 Vout +Vout

DIN 4 Pin with lock Type Pin Assignment

R7B

PIN No. Output
1 +Vout
2 GND
3 GND
4 +Vout

To satisfy our customers is our goal —
• High Quality  • Low Cost
• Prompt Delivery  • Best Service

We prvide specification, drawing, test report and more 
information, please visit our website —

http://www.meanwell.com

48hrs delivery—
We keep enough stock for 95% of standard models at our 
2400m2 warehouse. We can arrange prompt delivery within 
48hrs.
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P25A
108x  67x  36  mm

P25B
108x  67x  36  mm

Order No. Output Tol. R&N Effi. Max.

P25A13D-R1B 5V, 0.5~2.5A ±5% 50mV 72% 25W

12V, 0.1~0.8A ±5% 100mV

-12V, 0.1~0.3A ±3% 100mV

P25A14E-R1B 5V, 0.5~2.5A ±5% 50mV 74% 25W

15V, 0.1~0.5A ±5% 100mV

-15V, 0.1~0.3A ±3% 100mV

Order No. Output Tol. R&N Effi. Max.

P25B13D-R1B 5V, 0.5~2.5A ±5% 50mV 72% 25W

12V, 0.1~0.8A ±5% 100mV

-12V, 0.1~0.3A ±3% 100mV

P25B14E-R1B 5V, 0.5~2.5A ±5% 50mV 74% 25W

15V, 0.1~0.5A ±5% 100mV

-15V, 0.1~0.3A ±3% 100mV

AC input voltage range .. . . . .

AC inrush current(max.) . . . .

Overload protect ion .. . . . . . . . .

Over voltage protect ion .. . . .

Setup, r ise, hold up t ime .. .

Withstand voltage .. . . . . . . . . . . .

Working temperature . . . . . . . . .

Safety standards .. . . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . .

Length of output cable . . . . . . .

Standard DC plug .. . . . . . . . . . . . .

90~264VAC / 0.8A

Cold start,  60A at 230VAC

Hiccup mode, auto-recovery

110%~140% of +5V output

200ms, 50ms, 16ms at ful l  load

I/P-O/P:3kVAC, I /P-FG:1.5kVAC , 1 minute

0~+40°C (refer to output derat ing curve)

UL1950, CSA 22.2, TUV EN60950-1 approved

EN55022 class B, EN61000-3-2,3,  

EN61000-4-2,3,4,5,6,11

150cm of UL2464

R1B: DIN 5P

• Universal AC input / Full range
• Protections:  Short circuit / Overload /  

Over voltage / Over temp.
• Fully enclosed plastic case

•  Fixed switching frequency and 
regulation

• Topology: Top switch circuit
• LED indicator for power on
• 1 year warranty

 25W — Tr ip le  output  ( IEC 320-C14 /  C lass I )

 25W — Tr ip le  output  ( IEC 320-C8 /  C lass II )

25W AC-DC Triple Output 50W AC-DC Triple Output

• 3 pole AC inlet IEC320-C14 
• Class I power (with earth pin)
• Protections: Short circuit / Overload / 

Over voltage 
• Fully enclosed plastic case
• LED indicator for power on
• 1 year warranty147x 76x 43 mm

AC input voltage range .. . . . .
AC inrush current(max.) . . . .
Overload protect ion .. . . . . . . . .
Over voltage protect ion .. . . .
Hold up t ime .. . . . . . . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . . . . .
Working temperature . . . . . . . . .
Safety standards .. . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . .

Length of output cable . . . . . .
Standard DC plug... . . . . . . . . . . .

90~264VAC / 1.6A 
Cold start, 40A at 230VAC
Hiccup mode, auto-recovery
110%~140% for +5V output
12ms at full load
I/P-O/P:3kVAC, I/P-FG:1.5kVAC, 1 minute
0~+40°C (refer to output derating curve)
UL1950, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3, 
EN61000-4-2,3,4,5,6,11
120cm of UL2464
R1B: DIN 5P

Order  No. Output Tol . R&N Eff i . Max.
P50A13A-R1B 5V,  0 .5~4.0A ±6% 50mV 70% 46.5W

12V,  0 .5~2.0A ±10% 100mV
-5V,  0 .1~0.5A ±12% 100mV

P50A13D-R1B 5V,  0 .5~4.0A ±6% 50mV 72% 50.0W
12V,  0 .5~2.0A ±10% 100mV

-12V,  0 .1~0.5A ±12% 100mV
P50A14E-R1B 5V,  0 .5~4.0A ±6% 50mV 74% 50.0W

15V,  0 .5~1.5A ±10% 100mV
-15V,  0 .1~0.5A ±12% 100mV

25~50W Tr ip le  Outpu tIndustrial Adaptor



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

GS06E - GS06E GS06E Buy on EAN

GS06U - GS06U GS06U Buy on EAN

GS12E - GS12E GS12E Buy on EAN

GS12U - GS12U GS12U Buy on EAN

AC/DC Power Desk-Top Series P25A 25W Input 90~264
Vac Dimension 108x67x36 mm Warranty 1 year

P25A13DR1B
P25A13D-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P25A 25W Input 90~264
Vac Dimension 108x67x36 mm Warranty 1 year

P25A14ER1B
P25A14E-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P25B 25W Input 90~264
Vac Dimension 108x67x36 mm Warranty 1 year

P25B13DR1B
P25B13D-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P25B 25W Input 90~264
Vac Dimension 108x67x36 mm Warranty 1 year

P25B14ER1B
P25B14E-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P50A 50W Input 90~264
Vac Dimension 147x76x43 mm Warranty 1 year

P50A13AR1B
P50A13A-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P50A 50W Input 90~264
Vac Dimension 147x76x43 mm Warranty 1 year

P50A13DR1B
P50A13D-
R1B

Buy on EAN

AC/DC Power Desk-Top Series P50A 50W Input 90~264
Vac Dimension 147x76x43 mm Warranty 1 year

P50A14ER1B
P50A14E-
R1B

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/meanwell/gs06e-gs06e-meanwell-gs06e
http://www.electricautomationnetwork.com/en/meanwell/gs06e-gs06e-meanwell-gs06e
http://www.electricautomationnetwork.com/en/meanwell/gs06u-gs06u-meanwell-gs06u
http://www.electricautomationnetwork.com/en/meanwell/gs06u-gs06u-meanwell-gs06u
http://www.electricautomationnetwork.com/en/meanwell/gs12e-gs12e-meanwell-gs12e
http://www.electricautomationnetwork.com/en/meanwell/gs12e-gs12e-meanwell-gs12e
http://www.electricautomationnetwork.com/en/meanwell/gs12u-gs12u-meanwell-gs12u
http://www.electricautomationnetwork.com/en/meanwell/gs12u-gs12u-meanwell-gs12u
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25a13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25a13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25a14e-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25a14e-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25b13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25b13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25b14e-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p25b14e-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a13a-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a13a-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a13d-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a14e-r1b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-desk-top-meanwell-p50a14e-r1b

	Introduction
	INDEX
	Enclosed-G3 Series
	Enclosed-NE Series

