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Modular Series 450W/650W/1000W Configurable Power
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Description
Modular  ser ies  a re  sw i tch ing  power  supp l ies  w i th  modu la r  des ign  tha t  cons is t  o f  two  s tages :  f ron t -end  PFC and ou tpu t  modu les . 
Us ing  ZVS (Zero  Vo l tage  Swi tch ing)  techno logy  to  rea l i ze  the  power  fac to r  cor rec t ion ,  the  l ine  inpu t  i s  rec t i f i ed  in to  h igh  DC vo l tage 
(a round 390VDC)  by  the  f ron t -end  PFC s tage ,  and  then  the  DC ou tpu t  modu les  w i l l  t rans fe r  the  opera t ing  vo l tage  in to  a l l  k inds  o f 
DC ou tpu t  vo l tages  f rom 1 .6V~53V.  R igh t  now we o f fe r  75W,  150W,  210W,  300W,  360W s ing le  ou tpu t  modu les  and 100W dua l  ou tpu t 
modu les  to  fu l f i l l  a l l  k inds  o f  app l i ca t ions  up  to  14  i so la ted  ou tpu ts . 
There  a re  mi l l i ons  o f  combina t ions  ava i lab le  fo r  the  Modu la r  ser ies .  Users  can  con f igure  the  DC ou tpu ts  they  need and ge t  the 
fas tes t  so lu t ion  fo r  the i r  own power  requ i rement  w i th  sa fe ty  and  EMC cer t i f i ca tes .  No more  NRE /  sa fe ty  app l i ca t ion  charges  and 
long  per iod  o f  wa i t ing  fo r  cer t i f i ca tes !  Prov id ing  s tandard  p roduc ts  as  usua l ,  MEAN WELL o f fe r  you  a  revo lu t ionary  s tandard  power 
so lu t ion  tha t  fu l f i l l s  your  cus tom-made reques t !

MP450 (450W,  5  SLOT)

Output Configuration Guide

MP650 (650W,  5  SLOT) MP1K0 (1000W,  7  SLOT)

MS-75 MS-150 MS-210 MS-300 MS-360 MD-100

Features
• Mil l ions of output configurat ion is avai lable 
• ZVS technology to reduce power dissipation and improve eff iciency
• Universal AC input /  Ful l  range
• Bui l t- in act ive PFC compliance to EN61000-3-2
• Bui l t- in constant current l imit ing circuit  for single output modules
• Remote control on each output module
• Remote sense on each output module (MS-75 / 150 / 210 / 300 / 360)
• Short circuit  /  Overload / Over voltage protect ions for al l  modules 
• Parallel function for MS-210 (up to 5 units), MS-300/360 (up to 3 units)
• Margining control funct ion (MS-210 / 360)
• Cool ing by bui l t- in DC fan with fan alarm function
• Addit ional 12V/0.1A auxi l iary output for remote control
• 3 years warranty

MP   -                        -
SLOT 1 SLOT 2 SLOT 3 SLOT 4 SLOT 5 SLOT 6 SLOT 7

Max.  output  wat tage (450  /  650  /  1K0)

Example:

Modular  Power  wi th  PFC

For  MP1K0 only

Para l le l  or 
opt ion code

MP650-A  2  E  H  U

SLOT-O/P:2V@25A
SLOT2,3-O/P:12V@25A

SLOT4-O/P:24V@6.5A
SLOT5-O/P:24V@2.5A,  5V@8A

General Specification (Please refer to www.meanwell.com for detail spec.)
Model  No. MP450 MP650 MP1K0
AC input  vol tage range 85~264VAC or 120~370VDC
Power  Factor PF >0.95  /  230VAC,  PF >  0 .98  /  115VAC a t  fu l l  l oad
AC inrush current  (max. ) Cold  s ta r t ,  40A a t  230VAC Cold  s ta r t ,  50A a t  230VAC Cold  s ta r t ,  40A a t  230VAC
Max output  vol tage 450W 650W 1000W
Eff ic iency ( typ ica l ) 83% 84% 84%
Over  temperature  protect ion Output  shu tdown,  au to - recovery
Fan a larm Output  shu tdown when fan  ma l func t ion
Withstand vol tage I /P -O/P:  3kVAC,  I /P-FG:  1 .5kVAC,  O/P-FG:  0 .5kVAC,  1  minu te
Working temperature -20~+50 OC@100%,  +70 OC @ 50% load
Safety  s tandards UL60950-1 ,  TUV EN60950-1  approved 
EMC standards EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EN55024 l ight industry level,  cr i ter ia A
Connect ion Inpu t  s ide :  3P/10mm p i tch  te rmina l  b lock  &  JST B3B-XH
Dimension (LxWxH)(mm) 254x  127x  63 .5 278x  127x  63 .5 278x  177.8x  63 .5
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MS-75: 1-SLOT single output (75W max.)
Item Code Output Peak I Vdc adj. Tol. R&N.

L 3.3V, 0~15A 17.3A 2.6~4.0V ±2% 80mV

M 5V, 0~15A 17.3A 4.0~6.0V ±2% 80mV

N 12V, 0~6.3A 7.30A 9.0~13.2V ±1% 150mV

O 15V, 0~5.0A 5.80A 13.2~16.8V ±1% 150mV

P 24V, 0~3.2A 3.70A 20.0~26.4V ±1% 150mV

Q 48V, 0~1.6A 1.80A 40.0~53.0V ±1% 250mV

MS-150: 1-SLOT single output (150W max.)

MS-210: 1-SLOT parallelable single output (210W max.)

Item Code Output Peak I Vdc adj. Tol. R&N.
A 2V, 0~25A 30.0A 1.6~2.6V ±3% 50mV

B 3.3V, 0~25A 30.0A 2.6~4.0V ±2% 80mV

C 5V, 0~25A 30.0A 4.0~6.0V ±2% 80mV

D 7.5V, 0~18A 20.7A 6.0~9.0V ±2% 100mV

E 12V, 0~13A 15.0A 9.0~13.2V ±1% 150mV

F 15V, 0~10A 11.5A 13.2~16.8V ±1% 150mV

G 18V, 0~8.5A 9.80A 16.8~20.0V ±1% 150mV

H 24V, 0~6.5A 7.50A 20.0~26.4V ±1% 150mV

I 27V, 0~5.8A 6.70A 25.0~31.0V ±1% 150mV

J 33V, 0~4.7A 5.40A 30.0~40.0V ±1% 250mV

K 48V, 0~3.2A 3.68A 40.0~53.0V ±1% 250mV

Item Code Output Peak I Vdc adj. Tol. R&N.
a 2V, 0~35A 42.0A 1.6~2.6V ±3% 50mV

b 3.3V, 0~35A 42.0A 2.6~4.0V ±2% 80mV

c 5V, 0~35A 42.0A 4.0~6.0V ±2% 80mV

d 7.5V, 0~28A 32.2A 6.0~9.0V ±2% 100mV

e 12V, 0~17.5A 20.1A 9.0~13.2V ±1% 150mV

f 15V, 0~14A 16.1A 13.2~16.8V ±1% 150mV

g 18V, 0~11.6A 13.4A 16.8~20.0V ±1% 150mV

h 24V, 0~8.75A 10.1A 20.0~26.4V ±1% 150mV

i 27V, 0~7.8A 9.00A 25.0~31.0V ±1% 150mV

j 33V, 0~6.4A 7.40A 30.0~40.0V ±1% 250mV

k 48V, 0~4.4A 5.10A 40.0~53.0V ±1% 250mV

MS-300: 2-SLOT parallelable single output (300W max.)

MS-360: 2-SLOT parallelable single output (360W max.)

Item Code Output Peak I Vdc adj. Tol. R&N.

2A 2V, 0~50A 57.5A 1.6~2.6V ±3% 80mV

2B 3.3V, 0~50A 57.5A 2.6~4.0V ±2% 80mV

2C 5V, 0~50A 57.5A 4.0~6.0V ±2% 80mV

2D 7.5V, 0~40A 46.0A 6.0~9.0V ±2% 100mV

2E 12V, 0~25A 29.0A 9.0~13.2V ±1% 150mV

2F 15V, 0~20A 23.0A 13.2~16.8V ±1% 150mV

2G 18V, 0~16.7A 19.2A 16.8~20.0V ±1% 150mV

2H 24V, 0~12.5A 14.4A 20.0~26.4V ±1% 150mV

2I 27V, 0~11.2A 12.9A 25.0~31.0V ±1% 200mV

2J 33V, 0~9.1A 10.5A 30.0~40.0V ±1% 250mV

2K 48V, 0~6.3A 7.2A 40.0~53.0V ±1% 300mV

Item Code Output Peak I Vdc adj. Tol. R&N.
2a 2V, 0~60A 69.0A 1.6~2.6V ±3% 80mV

2b 3.3V, 0~60A 69.0A 2.6~4.0V ±2% 100mV

2c 5V, 0~60A 69.0A 4.0~6.0V ±2% 100mV

2d 7.5V, 0~48A 55.2A 6.0~9.0V ±2% 100mV

2e 12V, 0~30A 34.5A 9.0~13.2V ±1% 150mV

2f 15V, 0~24A 27.6A 13.2~16.8V ±1% 150mV

2g 18V, 0~20A 23.0A 16.8~20.0V ±1% 150mV

2h 24V, 0~15A 17.3A 20.0~26.4V ±1% 150mV

2i 27V, 0~13.4A 15.5A 25.0~31.0V ±1% 200mV

2j 33V, 0~11A 12.7A 30.0~40.0V ±1% 250mV

2k 48V, 0~7.5A 8.7A 40.0~53.0V ±1% 300mV

MD-100: 1-SLOT isolated dual output (100W max.)
Item Code Output Vdc adj. Tol. R&N. Max.

R 5V, 2.0~10A 4.75~5.5V ±3% 100mV 90.0W
5V, 0.0~8.0A 4.75~5.5V ±3% 100mV

S 5V, 2.0~10A 4.75~5.5V ±3% 100mV 100.4W
12V, 0.0~5.8A 11.4~13.2V ±3% 150mV

T 5V, 2.0~10A 4.75~5.5V ±3% 100mV 101.0W
15V, 0.0~4.7A 14.2~16.5V ±3% 150mV

U 24V, 0.5~3.0A 22.8~26.4V ±3% 200mV 100.0W
5V, 0.0~10A 4.75~5.5V ±3% 100mV

V 24V, 0.6~3.0A 22.8~26.4V ±2% 240mV 100.8W
12V, 0.0~4.7A 11.4~13.2V ±3% 120mV

W 12V, 1.0~5.0A 11.4~13.2V ±2% 120mV 100.8W
12V, 0.0~5.8A 11.4~13.2V ±3% 120mV

X 15V, 1.0~4.7A 14.2~16.5V ±2% 150mV 100.5W
15V, 0.0~4.7A 14.2~16.5V ±3% 150mV

Peak I: 35% duty cycle maximum within every 10 seconds. Average output 
power should not exceed the rated power.

Parallel Connection Accessory

FAP-001
(For MS-300)

FAP-002
(For MS-210)

FAP-003
(For MS-360)

Series Connection Accessory
FAS-001

(For 1-slot modules: 
MS-75/150, MD-100)

FAS-002
(For 2-slot modules: 

MS-300)
FAS-003

(For 1-slot modules: 
MS-210)

FAS-004
(For 2-slot modules: 

MS-360)

Please use MP450-CNPOQ, MP650-A2EHU, MP1K0-2C2CEKL-1.....etc. as 
the order code. For more detail information about technical issues, please 
refer to the user manual.
Please refer to the user manual for more detail information about parallel 
connection and the parallel codes. About series connection, please contact 
us or your local MEAN WELL distributor for more details.
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

FAP001 FAP-001 Buy on EAN

FAS001 FAS-001 Buy on EAN

FAS002 FAS-002 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fap-001
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fap-001
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fas-001
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fas-001
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fas-002
http://www.electricautomationnetwork.com/en/meanwell/meanwell-fas-002
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