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Open Frame 5 ~ 2 0 W  A C / D C  E n c a p s u l a t e d  Ty p e
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Features
•  Universa l  AC inpu t  /  Fu l l  range 
•  Medica l  sa fe ty  approved (2xMOPP)
• Protect ions: Short  c i rcui t  /  Overload /  Over vol tage 
•  
•  No load  power  consumpt ion  <0 .5W  

(<0 .75W fo r  20W mode ls )
•  Fu l ly  i so la ted  p las t i c  case
•  I so la t ion  c lass  I I  (5~15W)
•  Cool ing  by  f ree  a i r  convec t ion
•  Meet  indus t r ia l ,  IT sa fe ty  requ i rements
•  100% fu l l  l oad  burn- in  tes t 
•  3 years  war ran ty

5W
62.85x  50x  19 .7  mm

General Specification PM-05 Series
Model No. Output Tol. R&N Effi.
PM-05-3.3 3.3V, 0~1.25A ±3% 80mV 67%
PM-05-5 5V, 0~1.00A ±2% 80mV 71%
PM-05-12 12V, 0~0.42A ±2% 150mV 73%
PM-05-15 15V, 0~0.33A ±2% 150mV 74%
PM-05-24 24V, 0~0.23A ±2% 240mV 76%

PM-10 Series

PM-15 Series

10W
70x  50x  22 .7  mm

15W
75x  53x  22 .7  mm

20W
94x  56x  22 .7  mm

AC input voltage range .. . . . .

Frequency range .. . . . . . . . . . . . . .

AC inrush current (max.) . . .

Overload protect ion .. . . . . . . . .

Over voltage protect ion .. . . .

Setup, r ise, hold up t ime .. .

Withstand voltage .. . . . . . . . . . . .

Working temperature . . . . . . . . .

Safety standards .. . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . .

85~264VAC; 120~370VDC

47-440Hz

Cold start, 25A at 115VAC, 45A at 230VAC

(PM-15: 30A at 115VAC, 50A at 230VAC)

(PM-20: 30A at 115VAC, 65A at 230VAC)

 >105% hiccup mode, auto recovery

115%~135% rated output voltage, shut off, 

AC recycle to re-start

PM-5/15: 1000ms, 20ms, 100ms @ 230VAC

PM-10: 1800ms, 20ms, 100ms @ 230VAC

PM-20: 500ms, 20ms, 50ms @ 230VAC

I/P-O/P: 4kVAC, 1 minute

PM-5/10/15: -20~+70°C 

PM-20: -20~+60°C

ANSI/AAMI ES60601-1, TUV EN60601-1, 

UL60950-1 (PM-15) approved

EN55011, EN55022 class B, EN61000-3-2,3

EN61000-4-2,3,4,5,6,8,11, EN55024,  

EN60601-1-2, EN61204-3 Medical level, criteria A

4 industrial pins (20W: 6 industrial pins)

0.085kg ; 120pcs / 11.2kg / 0.97CUFT(PM-05)

0.105kg ; 120pcs / 13.6kg / 0.97CUFT(PM-10)

0.14kg ; 120pcs / 17.8kg / 0.97CUFT(PM-15)

0.18kg ; 90pcs / 17.2kg / 0.97CUFT(PM-20)

PM-05 / 10 / 15 Series PM-20 Series

Model No. Output Tol. R&N Effi.
PM-10-3.3 3.3V, 0~2.50A ±3% 150mV 66%
PM-10-5 5V, 0~2.00A ±2% 150mV 74%
PM-10-12 12V, 0~0.85A ±2% 150mV 78%
PM-10-15 15V, 0~0.67A ±2% 150mV 79%
PM-10-24 24V, 0~0.42A ±2% 240mV 79%

Model No. Output Tol. R&N Effi.
PM-15-3.3 3.3V, 0~3.50A ±3% 80mV 73%
PM-15-5 5V, 0~3.00A ±2% 80mV 76%
PM-15-12 12V, 0~1.25A ±2% 150mV 78%
PM-15-15 15V, 0~1.00A ±2% 150mV 79%
PM-15-24 24V, 0~0.63A ±2% 240mV 81%

PM-20 Series
Model No. Output Tol. R&N Effi.
PM-20-3.3 3.3V, 0~4.50A ±3% 80mV 71%
PM-20-5 5V, 0~4.40A ±2% 80mV 75%
PM-20-12 12V, 0~1.80A ±2% 150mV 81%
PM-20-15 15V, 0~1.40A ±2% 150mV 83%
PM-20-24 24V, 0~0.92A ±2% 240mV 84%
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5W 10W 15W
A 1.77" (45mm) 1.77" (45mm) 1.89" (48mm)

B 0.689" (17.5mm) 0.689" (17.5mm) 0.788" (20mm)

C 0.21" (5.33mm) 0.22" (5.5mm) 0.157" (4mm)

D 1.85" (47mm) 2.13" (54mm) 2.441" (62mm)

E 2.28" (57.9mm) 2.56" (65mm) 2.75" (69.85mm)

F 0.491" (12.47mm) 0.491" (12.47mm) 0.492" (12.5mm)

G 0.789" (20.04mm) 0.789" (20.04mm) 0.906" (23.01mm)

H 0.196" (5mm) 0.196" (5mm) 0.157" (4mm)
I 0.75" (19.1mm) 0.87" (22mm) 0.87" (22mm)

Features
•  Universa l  AC inpu t  /  Fu l l  range 
•  Medica l  sa fe ty  approved (2xMOPP)
•  Pro tec t ions :  

Shor t  c i rcu i t  /  Over load /  Over  vo l tage /  Over  temp.
•  
• No load power consumption <0.5W  

(<0.75W for 20W models)
•  I so la t ion  c lass  I I  (5~15W)
•  On-board  type  vers ion  ava i lab le  fo r  20W (op t iona l )
•  Cool ing  by  f ree  a i r  convec t ion
•  Meet  indus t r ia l ,  IT sa fe ty  requ i rements
•  100% fu l l  l oad  burn- in  tes t 
•  3 years  war ran ty

5W 
58x 45x 19.1 mm

General Specification 5W NFM-05
Model No. Output Tol. R&N Effi.

NFM-05-3.3 3.3V, 0~1.25A ±2% 80mV 67%
NFM-05-5 5V, 0~1.00A ±2% 80mV 71%
NFM-05-12 12V, 0~0.42A ±1% 150mV 73%
NFM-05-15 15V, 0~0.33A ±1% 150mV 74%
NFM-05-24 24V, 0~0.23A ±1% 240mV 76%

10W NFM-10

15W NFM-15

10W 
65x  45x  22  mm

15W 
70x  48x  22  mm

20W
89x  51x  19 .3  mm

AC input voltage range .. . . . . . . . .
Frequency range .. . . . . . . . . . . . . . . . . .
AC inrush current (max.) . . . . . . .

DC adjustment range .. . . . . . . . . . .
Overload protect ion .. . . . . . . . . . . . .
Over voltage protect ion .. . . . . . . .

Over temp. protect ion . . . . . . . . . . .

Setup, r ise, hold up t ime .. . . . . .

Withstand voltage .. . . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . . .

Safety standards .. . . . . . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

85~264VAC; 120~370VDC
47-440Hz
Cold start, 25A at 115VAC, 45A at 230VAC
( NFM-15: 30A at 115VAC, 50A at 230VAC )
( NFM-20: 30A at 115VAC, 65A at 230VAC )
±10% rated output voltage 
>105% hiccup mode, auto recovery
115%~135% rated output voltage, shut off, 
AC recycle to re-start
Shutdown o/p voltage, recovers automatically 
after temperature goes down
NFM-5/15: 1000ms, 20ms, 100ms @ 230VAC
NFM-10: 1800ms, 20ms, 100ms @ 230VAC 
NFM-20: 500ms, 20ms, 50ms @ 230VAC  
I/P-O/P: 4kVAC, 1 minute
NFM-5/10/15: -20~+70°C 
NFM-20: -20~+60°C
ANSI/AAMI ES60601-1, TUV EN60601-1,  
UL60950-1 (NFM-15) approved
EN55011, EN55022 class B, EN61000-3-2,3
EN61000-4-2,3,4,5,6,8,11, EN55024, 
EN60601-1-2, EN61204-3 Medical level, 
criteria A
4 industrial pins for 5~15W
3P/4P/3.96mm pitch, Molex 41791-03/04 for 20W 
0.03kg ; 120pcs / 4.6kg / 0.97CUFT(NFM-05)
0.045kg ; 120pcs / 6.4kg / 0.97CUFT(NFM-10)
0.065kg ; 120pcs / 8.8kg / 0.97CUFT(NFM-15)
0.09kg ; 105pcs / 10.5kg / 0.97CUFT(NFM-20)

NFM-05 / 10 / 15 Series NFM-20 Series

Model No. Output Tol. R&N Effi.
NFM-10-3.3 3.3V, 0~2.50A ±2% 150mV 66%
NFM-10-5 5V, 0~2.00A ±2% 150mV 74%
NFM-10-12 12V, 0~0.85A ±1% 150mV 78%
NFM-10-15 15V, 0~0.67A ±1% 150mV 79%
NFM-10-24 24V, 0~0.42A ±1% 240mV 79%

Model No. Output Tol. R&N Effi.
NFM-15-3.3 3.3V, 0~3.50A ±2% 80mV 73%
NFM-15-5 5V, 0~3.00A ±2% 80mV 76%
NFM-15-12 12V, 0~1.25A ±1% 150mV 78%
NFM-15-15 15V, 0~1.00A ±1% 150mV 79%
NFM-15-24 24V, 0~0.63A ±1% 240mV 81%

20W NFM-20
Model No. Output Tol. R&N Effi.
NFM-20-3.3 3.3V, 0~4.50A ±2% 80mV 71%
NFM-20-5 5V, 0~4.40A ±2% 80mV 75%
NFM-20-12 12V, 0~1.80A ±1% 150mV 81%
NFM-20-15 15V, 0~1.40A ±1% 150mV 83%
NFM-20-24 24V, 0~0.92A ±1% 240mV 84%
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• Universal AC input /  Ful l  range
• Miniature size, high power density
• No load power consumption < 0.1W
• High eff iciency up to 90%
• Isolat ion Class II
• Withstand 5G vibrat ion test
• Ful ly isolated plast ic case
• Protect ion: Short circuit  /  Overload / Over voltage
• Cooling by free air convection
• Design refer to UL60950-1, TUV EN60950-1
• Optional screw terminal I /O connection models
• Output models: 5V / 12V / 15V / 24V / 48V 
• Dimension(LxWxH): 87x 52x 29.5mm
• 3 years warranty

39

Open Frame 3 0 ~ 4 5 W  1 ~ 3  O u t p u t  M e d i c a l  Ty p e

30W Single Output Medical Type
• Universal AC input / Full range 
• Medical safety approved (2xMOPP)
• Protections:  Short circuit / Overload / 

Over voltage / Over temp.  

101.6x 65.8x 23.5 mm

AC input voltage range .. . .
Overload protect ion .. . . . . . . .
Over voltage protect ion .. .
Leakage current . . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . . .
Working temperature . . . . . . .
Safety standards .. . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . .

88~264VAC; 120~370VDC 
>105% hiccup mode, auto-recovery
110%~135% rated output voltage
Less than 200 A at 264VAC 
I/P-O/P: 4kVAC, I/P-FG:2kVAC, 1minute
-10~+60°C (refer to output derating curve)
ANSI/AAMI ES60601-1, TUV EN60601-1, 
IEC60601-1 approved
EN55011 class B, EN60601-1-2, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
5+4P/ 3.96mm pitch, Molex P/N: 41791-05,04
0.16kg ; 90pcs / 15.8kg / 1.02CUFT

• Low leakage current
• Compact size, low profile
• 100% full load burn-in test
• 3 years warranty

Model No. Output Tol. R&N Effi.
MPS-30-5 5V, 0~5.0A ±3% 80mV 72%
MPS-30-12 12V, 0~2.5A ±3% 120mV 75%
MPS-30-15 15V, 0~2.0A ±3% 150mV 76%
MPS-30-24 24V, 0~1.2A ±3% 240mV 77%
MPS-30-27 27V, 0~1.1A ±3% 240mV 78%
MPS-30-48 48V, 0~0.6A ±2% 240mV 78%

AC input voltage range .. . .
AC inrush current . . . . . . . . . . . .
DC adjustment range .. . . . . .
Overload protect ion .. . . . . . . .
Over voltage protect ion .. . .
Leakage current . . . . . . . . . . . . . .
Setup, r ise, hold up t ime ..
Withstand voltage .. . . . . . . . . .
Working temperature . . . . . . .
Safety standards .. . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 120~370VDC 
Cold start, 17A at 115VAC, 35A at 230VAC
CH1: ±10% rated output voltage
53~75W hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
Less than 250 A at 264VAC
800ms, 30ms, 50ms at full load and 230VAC
I/P-O/P: 4kVAC, I/P-FG: 2kVAC, 1 minute
-10~+60°C (refer to output derating curve)
ANSI/AAMI ES60601-1, TUV EN60601-1, 
IEC60601-1 approved
EN55011 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EN60601-1-2
2P,6P/ 3.96mm pitch, Molex P/N: 5277-02, 5273-06
0.18kg ; 72pcs/ 15.1kg / 1.35CUFT (MPS-45)
0.20kg ; 72pcs/ 17.4kg / 1.35CUFT (MPD-45)
0.21kg ; 72pcs/ 18.0kg / 1.35CUFT (MPT-45)

45W 1~3 Output Medical Type
• Universal AC input / Full range 
• Medical safety approved (2xMOPP)
• Protections:  Short circuit / Overload  

/ Over voltage 
• Low leakage current

127x 76x 28 mm

• Approvals: UL / CUL / TUV / CB / CE
• Fixed switching frequency at 45kHz 
• 100% full load burn-in test
• 3 years warranty

Model No. Output Tol. R&N Effi.
MPS-45-3.3 3.3V, 0~8.0A ±3% 80mV 65%
MPS-45-5 5V, 0~8.0A ±3% 100mV 72%
MPS-45-7.5 7.5V, 0~5.4A ±3% 100mV 75%
MPS-45-12 12V, 0~3.7A ±2% 100mV 76%
MPS-45-13.5 13.5V, 0~3.3A ±2% 100mV 76%
MPS-45-15 15V, 0~3.0A ±2% 100mV 77%
MPS-45-24 24V, 0~1.9A ±2% 100mV 78%
MPS-45-27 27V, 0~1.7A ±2% 100mV 78%
MPS-45-48 48V, 0~1.0A ±2% 100mV 78%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
MPD-45A 5V, 0.4~5.0A ±4% 60mV 76% 40W

12V, 0.2~2.5A ±7% 120mV
MPD-45B 5V, 0.4~5.0A ±4% 60mV 78% 45W

24V, 0.2~1.8A ±7% 150mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
MPT-45A 5V, 0.4~5.0A ±4% 60mV 73% 41W

12V, 0.2~2.5A ±7% 120mV
-5V, 0.0~0.5A ±5% 60mV

MPT-45B 5V, 0.4~5.0A ±4% 60mV 75% 43W
12V, 0.2~2.5A ±7% 120mV

-12V, 0.0~0.5A ±5% 100mV
MPT-45C 5V, 0.4~5.0A ±4% 60mV 75% 44W

15V, 0.2~2.3A ±7% 120mV
-15V, 0.0~0.5A ±5% 100mV

 T r ip le  Output 
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Open Frame 6 0 ~ 6 5 W  1 ~ 3  O u t p u t  M e d i c a l  Ty p e

AC input voltage range .....
AC inrush current .............
DC adjustment range ........
Overload protection ..........
Over voltage protection ....
Leakage current ...............
Setup, rise, hold up time ..

Withstand voltage ............
Working temperature ........

Safety standards ..............

EMC standards ................

Connection ......................

Packing ...........................

90~264VAC; 127~370VDC 
Cold start, 30A at 115VAC, 60A at 230VAC
-5%~+10% rated output voltage (single output only)
115%~150% hiccup mode, auto-recovery
CH1: 110%~135% rated output voltage
Less than 150 A at 264VAC
500ms, 30ms, 50ms at full load and 230VAC (RPS-60)
200ms, 15ms, 70ms at full load and 230VAC (RPD/T-60)
I/P-O/P: 4kVAC, I/P-FG: 2kVAC, 1 minute
-20~+70°C (RPS-60, refer to output derating curve)
-20~+65°C (RPD/T-60, refer to output derating curve)
ANSI/AAMI ES60601-1, UL60950-1,  
TUV EN60601-1, EN60950-1 approved
EN55011 / EN55022 class B, EN61000-3-2,3, 
EN61000-4-2,3,4,5,6,8,11, EN60601-1-2,  
EN61204-3 medical level
3,4P / 3.96mm pitch, JST P/N: B3P / B4P-VH (RPS-60)
3,6P / 3.96mm pitch, JST P/N: B3P / B6P-VH (RPD/T-60)
0.15kg ; 96pcs / 15.4kg / 0.89CUFT 

60W 1~3 Output Medical Type
• 4"x2" compact size
• Universal AC input / Full range 
• Medical safety approved (2xMOPP)
• Protections: Short circuit / Overload  

/ Over voltage
• No load power consumption <0.75W 

(single output models only)

101.6x 50.8x 29 mm

• Low leakage current <150   
• 110% peak load capability
• High power density 6.57W/in3 
• Cooling by free air convection
• 3 years warranty
• Suitable for medical & IT applications

Model No. Output Tol. R&N Effi.
RPS-60-3.3 3.3V, 0~11A ±2% 80mV 74%
RPS-60-5 5V, 0~11A ±2% 80mV 79%
RPS-60-12 12V, 0~5.5A ±2% 120mV 83%
RPS-60-15 15V, 0~4.4A ±2% 150mV 84%
RPS-60-24 24V, 0~2.75A ±1% 240mV 85%
RPS-60-48 48V, 0~1.375A ±1% 300mV 86%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
RPD-60A 5V, 0.5~5.5A +3%,-2% 80mV 78% 54W

12V, 0.1~2.2A ±6% 80mV
RPD-60B 5V, 0.5~3.85A +3%,-2% 80mV 82% 59W

24V, 0.1~1.65A +8%,-4% 100mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
RPT-60A 5V, 0.5~4.4A +3%,-2% 80mV 77% 51W

12V, 0.1~2.2A ±6% 80mV
-5V, 0.1~0.55A +9%,-8% 80mV

RPT-60B 5V, 0.5~4.4A +3%,-2% 80mV 78% 55W
12V, 0.1~2.2A ±6% 80mV

-12V, 0.1~0.55A +10%,-6% 100mV
RPT-60C 5V, 0.5~4.4A +3%,-2% 80mV 79% 55W

15V, 0.1~0.65A ±6% 100mV
-15V, 0.1~0.55A ±8% 150mV

RPT-60D 5V, 0.5~3.85A +3%,-2% 80mV 79% 52W
24V, 0.1~1.1A ±6% 150mV
12V, 0.1~0.55A ±8% 80mV

RPT-6003 3.3V, 0.5~5.5A +3%,-2% 80mV 75% 44W
5V, 0.3~3.3A ±8% 80mV

12V, 0.1~0.77A +10%,-6% 80mV

 T r ip le  Output 

AC input voltage range .. . .
AC inrush current . . . . . . . . . . . .
DC adjustment range .. . . . . .
Overload protect ion .. . . . . . . .
Over voltage protect ion .. . .
Leakage current . . . . . . . . . . . . . .
Setup, r ise, hold up t ime ..
Withstand voltage .. . . . . . . . . .
Working temperature . . . . . . .
Safety standards .. . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start, 17A at 115VAC, 35A at 230VAC
CH1: ±10% rated output voltage
73%~105% hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
Less than 250  at 264VAC
800ms, 30ms, 50ms at full load and 230VAC
I/P-O/P: 4kVAC, I/P-FG: 2kVAC, 1 minute
-10~+60°C (refer to output derating curve)
ANSI/AAMI ES60601-1, TUV EN60601-1 approved
EN55011 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EN60601-1-2
2P, 6P/ 3.96mm pitch, Molex: 5277-02, 5273-06
0.23kg ; 54pcs/ 14.6kg / 1.35CUFT (MPS-65)
0.25kg ; 54pcs/ 16.0kg / 1.35CUFT (MPD-65)
0.27kg ; 54pcs/ 16.8kg / 1.35CUFT (MPT-65)

65W 1~3 Output Medical Type
• Universal AC input / Full range 
• Medical safety approved (2xMOPP)
• Protections: Short circuit / Overload 

 / Over voltage

127x 76x 42 mm

• Low leakage current 250   
• Fixed switching frequency at 45kHz 
• 100% full load burn-in test
• 3 years warranty

Model No. Output Tol. R&N Effi.
MPS-65-3.3 3.3V, 0~12A ±3% 80mV 66%
MPS-65-5 5V, 0~12A ±3% 100mV 74%
MPS-65-7.5 7.5V, 0~8.0A ±3% 100mV 76%
MPS-65-12 12V, 0~5.2A ±2% 100mV 77%
MPS-65-13.5 13.5V, 0~4.7A ±2% 100mV 78%
MPS-65-15 15V, 0~4.2A ±2% 100mV 79%
MPS-65-24 24V, 0~2.7A ±2% 100mV 80%
MPS-65-27 27V, 0~2.4A ±2% 100mV 80%
MPS-65-48 48V, 0~1.35A ±2% 100mV 80%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
MPD-65A 5V, 0.4~7.0A ±4% 60mV 75% 61W

12V, 0.2~3.2A ±7% 150mV
MPD-65B 5V, 0.4~6.0A ±4% 60mV 78% 66W

24V, 0.2~2.6A ±7% 150mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
MPT-65A 5V, 0.4~7.0A ±4% 60mV 74% 60W

12V, 0.2~3.2A +10%,-7% 120mV
-5V, 0.0~0.7A ±5% 60mV

MPT-65B 5V, 0.4~7.0A ±4% 60mV 74% 64W
12V, 0.2~3.2A +10%,-7% 160mV

-12V, 0.0~0.7A ±5% 100mV
MPT-65C 5V, 0.4~7.0A ±4% 60mV 74% 65W

15V, 0.2~2.6A +10%,-7% 180mV
-15V, 0.0~0.7A ±5% 100mV

 T r ip le  Output 
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AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . .
Overload protect ion .. . . . . . . . . .
Over voltage protect ion .. . . . .
Leakage current . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . .
Withstand voltage .. . . . . . . . . . . . .
Working temperature . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start,  25A at 115VAC, 50A at 230VAC
CH1: -5%~+10%  rated output voltage 
140%~180% hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage

500ms, 30ms, 80ms at ful l  load and 230VAC 
I/P-O/P: 4kVAC, I /P-FG: 2kVAC, 1 minute
-20~+70°C (refer to output derat ing curve)
ANSI/AAMI ES60601-1, TUV EN60601-1 approved
EN55011 / EN55022 class B, EN61000-3-2,3, 
EN61000-4-2,3,4,5,6,8,11, EN61000-6-2, 
EN60601-1-2, EN61204-3 medical level
3+8P / 3.96mm pitch, JST P/N: B3P / B8P-VH
0.26kg ; 63pcs / 16.3kg / 1.35CUFT(RPS-75)
0.25kg ; 63pcs / 16.7kg / 1.35CUFT(RPD-75)
0.26kg ; 63pcs / 17.4kg / 1.35CUFT(RPT-75) 

75W 1~3 Output Medical Type
• Universal AC input / Full range 
• Medical safety approved (2xMOPP)
• Protections: Short circuit / Overload  

/ Over voltage
• No load power consumption <0.75W 

(single output models only)

127x 76.2x 31 mm

• Low leakage current <150 A  
• Fixed switching frequency at 65kHz 
• Free air convection for 75W and 

100W with 23.5CFM forced air 
• 3 years warranty
• Suitable for medical & IT applications

Model No. Output Tol. R&N Effi.
RPS-75-3.3 3.3V, 0~20A ±2% 80mV 73%
RPS-75-5 5V, 0~18.7A ±2% 80mV 78%
RPS-75-12 12V, 0~8.3A ±1% 120mV 82%
RPS-75-15 15V, 0~6.7A ±1% 150mV 83%
RPS-75-24 24V, 0~4.2A ±1% 240mV 85%
RPS-75-36 36V, 0~2.8A ±1% 300mV 86%
RPS-75-48 48V, 0~2.1A ±1% 300mV 86%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
RPD-75A 5V, 1.0~9.5A ±2% 80mV 77% 96W

12V, 0.3~4.0A ±6% 120mV
RPD-75B 5V, 1.0~6.8A ±2% 80mV 79% 99W

24V, 0.2~2.7A ±6% 200mV

 Dual  Output 

 Tr ip le  Output 
Model No. Output Tol. R&N Effi. Max.
RPT-75A 5V, 0.6~8.0A ±2% 80mV 76% 93W

12V, 0.2~4.0A ±6% 120mV
-5V, 0.1~1.0A ±5% 120mV

RPT-75B 5V, 0.6~8.0A ±2% 80mV 77% 100W
12V, 0.2~4.0A ±6% 120mV

-12V, 0.1~1.0A ±5% 120mV
RPT-75C 5V, 0.6~8.0A ±2% 80mV 77% 100W

15V, 0.1~3.0A ±8% 150mV
-15V, 0.1~1.0A ±5% 150mV

RPT-75D 5V, 0.6~7.0A ±2% 80mV 79% 95W
24V, 0.1~2.0A ±8% 200mV
12V, 0.1~1.0A ±8% 120mV

RPT-7503 3.3V, 0.7~7.0A ±4% 80mV 74% 81W
5V, 0.0~8.0A ±6% 120mV

12V, 0.0~1.5A +10%,-6% 120mV

• Universal AC input / Full range
• Medical safety approved (2xMOPP)
• Built-in active PFC function
• Protections: Short circuit / Overload  

/ Over voltage / Over temperature
• 
• Free air convection for 110W and 

160W with 20.5 CFM forced air 
(RPS-160); Free air convection for 
100W and 150W with 20.5 CFM 
forced air (RPD / T-160)

AC input voltage range .. . . . . . . . .
AC inrush current . . . . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . . . . .

Overload protect ion .. . . . . . . . . . . . . .
Over voltage protect ion .. . . . . . . . .

Leakage current . . . . . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . . . . . .
Withstand voltage .. . . . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start, 35A at 115VAC, 70A at 230VAC
RPS-160: ±10% rated output voltage
RPD/T-160: 0~+10% for CH1
105%~135% hiccup mode, auto-recovery
CH1: 115%~135% shut off,  
re-power on to recovery

1800ms, 30ms, 16ms at full load and 230VAC
I/P-O/P: 4kVAC, I/P-FG: 2kVAC, 1 minute
-20~+70°C (refer to output derating curve)
ANSI/AAMI ES60601-1, TUV EN60601-1 approved
EN55011/EN55022 class B,  
EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,  
EN60601-1-2, EN61000-6-2 (RPS(G)-160)
3+8+2(4)P/3.96mm pitch JST B3P / B8P-VH, 
B2B (B4B)-XH

• 5"x3" compact size
• With power good and fai l  signal 

output
• Built- in remote sense function for 

5~15V (RPS-160)
• Standby 5V@0.8A (G model)
• No load power consumption under 

0.75W by PS-ON control (G model)
• 3 years warranty
• Suitable for medical & IT applications

160W 1~3 Output Medical Type with PFC

127x 76.2x 34.6mm

Model No. Output Tol. R&N Effi.
RPS -160-5 5V, 0~30.0A ±4% 100mV 85%
RPS -160-12 12V, 0~12.9A ±3% 100mV 87%
RPS -160-15 15V, 0~10.3A ±3% 120mV 87%
RPS -160-24 24V, 0~6.5A ±2% 150mV 87%
RPS -160-48 48V, 0~3.25A ±2% 250mV 88%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
RPD -160B 5V, 1.0~12A ±2.5% 80mV 84% 150W

24V, 0.2~3.6A ±6% 200mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
RPT -160A 5V, 0.6~14A ±2% 100mV 84% 145W

12V, 0.2~5.5A ±5% 120mV
-5V, 0.1~1.0A -5%,+7% 120mV

RPT -160B 5V, 0.6~14A ±2% 100mV 84% 146W
12V, 0.2~5.0A ±5% 120mV

-12V, 0.1~1.0A -4%,+5% 120mV
RPT -160C 5V, 0.6~14A ±2% 100mV 83% 143W

15V, 0.1~3.6A ±4% 150mV
-15V, 0.1~1.0A ±8% 150mV

RPT -160D 5V, 0.3~11A ±2% 100mV 83% 148W
12V, 0.2~5.0A ±5% 120mV
24V, 0.15~1.2A -5%,+7% 200mV

=  blank, G;  blank: basic function, G: with 5Vsb/0.8A & no load power  
consumption< 0.75W

 T r ip le  Output 
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Open Frame 2 0 0 ~ 3 0 0 W  1 ~ 4  O u t p u t  M e d i c a l  Ty p e

• Universal AC input / Full range
• Medical safety approved (2xMOPP) 
• Built-in active PFC function
• Protections:  Short circuit / Overload / 

Over voltage / Over temp.
• Low leakage current
• With P.G. and P.F. signal output 

• 5"x 3" compact size
• Universal AC input / Full range
• Medical safety approved (2xMOPP)
•  Withstand 300VAC surge input for 

5 seconds
• Built-in active PFC function
•  No load power consumption <0.5W 

by PS-ON control
• High efficiency up to 93%
• Built-in 12V/0.5A auxiliary output
• Built-in remote sense function

AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . .
Overload protect ion .. . . . . . . . . . .
Over voltage protect ion .. . . . . .
Leakage current . . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . . .
Withstand voltage .. . . . . . . . . . . . . .
Working temperature . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . .

AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . .
Overload protect ion .. . . . . . . . . . .
Over voltage protect ion .. . . . . .
Leakage current . . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . . .
Withstand voltage .. . . . . . . . . . . . . .
Working temperature . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start, 35A at 115VAC, 60A at 230VAC
CH1: -5~+10% rated output voltage
110%~160% hiccup mode, auto-recovery
CH1: 115%~140% rated output voltage

1000ms, 20ms, 16ms at full load and 230VAC
I/P-O/P: 4kVAC, I/P-FG: 1.5kVAC, 1 minute
-20~+70°C (refer to output derating curve)
ANSI/AAMI ES60601-1, TUV EN60601-1, 
IEC60601-1 approved; Design refer to UL60950-1, 
TUV EN60950-1
EN55011/EN55022 class B,  
EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3, 
EN60601-1-2, EN61000-6-2
3P, 20P / 3.96mm pitch, JST B3P/VH, Molex 5566-20
3P, 8Px2 / 3.96mm pitch, JSTB3P / B8Px2-VH
0.66kg ; 24pcs / 16.8kg / 0.99CUFT

90~264VAC; 127~370VDC
Cold start,  40A at 115VAC, 80A at 230VAC
±5% rated output voltage
105%~135% hiccup mode, auto-recovery
110%~125% shut off ,  re-power on to recovery

2500ms, 30ms, 13ms at ful l  load and 230VAC
I/P-O/P: 4kVAC, I /P-FG: 2kVAC, 1 minute
-30~+70°C (refer to output derat ing curve)
ANSI/AAMI ES60601-1, TUV EN60601-1
EN55011, EN55022 conduction class B, 
radiat ion class A, EN61000-4-2,3,4,5,6,8,11, 
EN61000-3-2,3, EN60601-1-2

 S ingle  Output

 Quad Output200W 1~4 Output Medical Type with PFC

300W Single Output Medical Type with PFC

Model No. Output Tol. R&N Effi.
MPS-200-3.3 3.3V, 0~40A ±2% 80mV 77%
MPS-200-5 5V, 0~40A ±2% 80mV 81%
MPS-200-12 12V, 0~16.7A ±2% 100mV 84%
MPS-200-15 15V, 0~13.4A ±2% 100mV 85%
MPS-200-24 24V, 0~8.4A ±1% 150mV 86%
MPS-200-48 48V, 0~4.2A ±1% 200mV 87%

Model No. Output Tol. R&N Effi.

RPS-300-12 12V, 0~25A ±3% 120mV 90.0%

RPS-300-15 15V, 0~20A ±3% 120mV 90.0%

RPS-300-24 24V, 0~12.5A ±2% 150mV 92.5%

RPS-300-27 27V, 0~11.12A ±2% 200mV 93.0%

RPS-300-48 48V, 0~6.25A ±2% 250mV 93.0%

Model No. Output Tol. R&N Effi. Max.
MPD-200A 5V, 4.0~24A ±2% 80mV 82% 196W

12V, 0.8~9.6A +8%,-5% 120mV
MPD-200B 5V, 4.0~24A ±2% 80mV 83% 196W

24V, 0.4~4.8A ±6.5% 180mV

 Dual  Output 

 Tr ip le  Output 
Model No. Output Tol. R&N Effi. Max.
MPT-200A 5V, 4.0~24A ±2% 80mV 80% 200W

12V, 0.8~9.0A ±8% 120mV
-5V, 0.0~2.4A ±5% 80mV

MPT-200B 5V, 4.0~24A ±2% 80mV 80% 196W
12V, 0.6~7.2A ±8% 120mV

-12V, 0.0~2.4A ±5% 80mV
MPT-200C 5V, 4.0~24A ±2% 80mV 80% 201W

15V, 0.5~5.6A ±8% 150mV
-15V, 0.0~2.4A ±5% 80mV

MPT-200D 5V, 4.0~24A ±2% 80mV 81% 196W
24V, 0.3~3.6A ±8% 180mV
12V, 0.0~2.4A ±5% 80mV

Model No. Output Tol. R&N Effi. Max.
MPQ-200B 5V, 3.0~18A ±2% 80mV 78% 193W

12V, 0.7~8.4A ±8% 120mV
-5V, 0.0~2.4A ±5% 80mV

-12V, 0.0~2.4A ±5% 80mV
MPQ-200C 5V, 3.0~18A ±2% 80mV 78% 190W

15V, 0.5~6.0A ±6% 150mV
-5V, 0.0~2.4A ±5% 80mV

-15V, 0.0~2.4A ±5% 80mV
MPQ-200D 5V, 3.0~18A ±2% 80mV 79% 195W

24V, 0.3~3.6A ±8% 180mV
12V, 0.0~2.4A ±5% 80mV

-12V, 0.0~2.4A ±5% 80mV
MPQ-200F 5V, 3.0~18A ±2% 80mV 81% 200W

24V, 0.3~3.3A ±8% 180mV
15V, 0.0~2.4A ±5% 80mV

-15V, 0.0~2.4A ±5% 80mV

177.8x 107.2x 35.5 mm

127x 76.2x 35 mm

• Built-in remote sense and remote  
ON/OFF control 

• 140W free air convection, 200W with 
25CFM forced air

• 100% full load burn-in test
• 3 years warranty
• Suitable for medical & IT applications 

•  Protections:  
Short circuit / Overload /  
Over voltage / Over temp.

• 
•  Free air convection for 200W and 

300W with 20.5 CFM forced air
• Standby 5V@1A
• With P.G and P.F. signal output
• High power density 14.5W/in3

• 3 years warranty 
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5W Single Output Switching Power Supply
• Universal AC input / Full range 
• Protections: Short circuit / Overload / 

Over voltage / Over temp.
• Cooling by free air convection

75x 40x 20 mm

AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . . .
Overload protect ion .. . . . . . . . . . .
Over voltage protect ion .. . . . .
Over temp. protect ion .. . . . . . . .
Leakage current . . . . . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . . . . . .
Working temperature . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . .

85~264VAC; 120~370VDC 
Cold start,  30A at 230VAC  
>105% hiccup mode, auto-recovery
115%~135% rated output voltage
Hiccup mode, auto-recovery
Less than 0.5mA at 240VAC
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derat ing curve)
UL60950-1 CB approval by TUV
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3P/ 5mm, 2P/ 3.96mm pitch, Molex 5285-03,5273-02
0.05kg ; 120pcs / 6.25kg / 1.0CUFT

Model No. Output Tol. R&N Effi.
PS-05-5 5V, 0~1.0A ±2% 100mV 70%
PS-05-12 12V, 0~0.45A ±2% 120mV 75%
PS-05-15 15V, 0~0.35A ±2% 120mV 75%
PS-05-24 24V, 0~0.22A ±2% 200mV 76%
PS-05-48 48V, 0~0.11A ±1% 200mV 76%

25W 1~2 Output Switching Power Supply

107x 61x 28 mm

AC input voltage range .. . . .
AC inrush current . . . . . . . . . . . . .
Overload protect ion .. . . . . . . . .
Over voltage protect ion .. . . .
Over temp. protect ion .. . . . . .
Leakage current . . . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . . . . .
Working temperature . . . . . . . .
Safety standards .. . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . .

85~264VAC; 120~370VDC 
Cold start,  36A at 230VAC  
>105% hiccup mode, auto-recovery
115%~135% rated output voltage
Shut down o/p voltage, re-power on to recover
Less than 0.5mA at 240VAC
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5
3P, 4P/ 3.96mm pitch, Molex P/N: 41791-03, 04
0.14kg ; 96pcs / 15.0kg / 1.30CUFT(PS-25) 
0.15kg ; 96pcs / 15.9kg / 1.30CUFT(PD-25)
0.13kg ; 96pcs / 15.4kg / 1.30CUFT(PD-2503) 

• Fixed switching frequency at 67kHz
• Low leakage current <0.5mA
• 100% full load burn-in test
• Low cost, high reliability
• 2 years warranty 

15W Single Output Switching Power Supply
• Universal AC input / Full range 
• Protections: Short circuit / Overload / 

Over voltage / Over temp.
• Cooling by free air convection

94x 49x 25 mm

AC input voltage range .. . . . . . . . . .
AC inrush current . . . . . . . . . . . . . . . . . . .
Overload protect ion .. . . . . . . . . . . . . . .
Over voltage protect ion .. . . . . . . . .
Over temp. protect ion . . . . . . . . . . . . .
Leakage current . . . . . . . . . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

85~264VAC; 120~370VDC 
Cold start,  40A at 230VAC  
>105% hiccup mode, auto-recovery
115%~135% rated output voltage
Hiccup mode, auto-recovery
Less than 0.5mA at 240VAC
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derat ing curve)
EN60950-1 CB approval by TUV
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3P, 2P/ 3.96mm pitch, JST B3P/B2P-VH
0.083kg ; 120pcs / 10.96kg

Model No. Output Tol. R&N Effi.
PS-15-5 5V, 0~2.80A ±2% 100mV 74%
PS-15-12 12V, 0~1.25A ±2% 120mV 77%
PS-15-15 15V, 0~1.00A ±2% 120mV 78%
PS-15-24 24V, 0~0.625A ±2% 150mV 79%
PS-15-48 48V, 0~0.313A ±2% 200mV 77%

• Fixed switching frequency at 67kHz
• Low leakage current <0.5mA
• 100% full load burn-in test
• Low cost, high reliability
• 2 years warranty 

• Universal AC input / Full range 
• Protections: Short circuit / Overload / 

Over voltage / Over temp.
• Cooling by free air convection

• Fixed switching frequency at 100kHz 
• Low leakage current <0.5mA
• 100% full load burn-in test
• Low cost, high reliability
• 2 years warranty 

Model No. Output Tol. R&N Effi.

PS-25-3.3 3.3V, 0~5.0A ±3% 80mV 66%

PS-25-5 5V, 0~5.0A ±2% 80mV 74%

PS-25-7.5 7.5V, 0~3.3A ±2% 80mV 76%

PS-25-12 12V, 0~2.1A ±2% 100mV 78%

PS-25-13.5 13.5V, 0~1.9A ±2% 100mV 78%

PS-25-15 15V, 0~1.7A ±2% 100mV 78%

PS-25-24 24V, 0~1.0A ±2% 240mV 79%

PS-25-27 27V, 0~0.9A ±2% 240mV 79%

PS-25-48 48V, 0~0.5A ±2% 350mV 79%

 S ingle  Output 

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.

PD-25A 5V, 0.2~2.5A ±2% 50mV 71% 25W

12V, 0.1~1.5A ±6% 150mV

PD-25B 5V, 0.2~2.0A ±2% 50mV 77% 25W

24V, 0.1~1.0A ±6% 200mV

PD-2505 5V, 0.1~3.0A ±6% 50mV 73% 25W

-5V, 0.1~2.5A ±6% 50mV

PD-2512 12V, 0.1~1.2A ±4% 50mV 74% 24W

-12V, 0.1~1.2A ±4% 50mV

PD-2515 15V, 0.1~1.0A ±4% 50mV 75% 24W

-15V, 0.1~1.0A ±4% 50mV

PD-2503 3.3V, 0.2~5.0A ±2% 50mV 72% 25W

5V, 0.1~4.0A +5%,-8% 50mV
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• Universal AC input /  Ful l  range
• High eff iciency up to 92%
• Bui l t- in act ive PFC function
• Protect ions:  Short circuit  /  Overload / Over voltage /  

Over temperature
• Can be instal led on DIN rai l  TS35 / 7.5 or 15
• Cool ing by free air convection
• -20~+70oC wide operat ing range
• EN61000-6-2(EN50082-2) industr ial  immunity level
• Design refer to UL508, TUV EN60950-1
• Output models: 24V / 48V
• Dimension(WxHxD): 85.5x125.2x128.5mm
• 3 years warranty

44

Open Frame 35~45W Sing le ,  Dua l ,  and  Tr ip le  Outpu t

44

45W 1~3 Output Switching Power Supply
• Universal AC input / Full range 
• Protections: Short circuit / Overload 

/ Over voltage
• Cooling by free air convection
• Fixed switching frequency at 65kHz 

127x 76x 28 mm

AC input voltage range .. .
AC inrush current . . . . . . . . . . .
DC adjustment range .. . . . .
Overload protect ion .. . . . . . .
Over voltage protect ion ..
Leakage current . . . . . . . . . . . . .
Withstand voltage .. . . . . . . . .
Working temperature . . . . . .
Safety standards .. . . . . . . . . .
EMC standards .. . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start, 15A at 115VAC, 30A at 230VAC  
CH1: -5%~+10% rated output voltage
53~75W hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
Less than 0.75mA at 240VAC
I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved 
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
2P, 6P/ 3.96mm pitch, Molex 5277-02 / 5273-06
0.19kg ; 72pcs / 15.6kg / 1.35CUFT(PS-45) 
0.20kg ; 72pcs / 16.0kg / 1.35CUFT(PD-45) 
0.21kg ; 72pcs / 17.0kg / 1.35CUFT(PT-45) 

Model No. Output Tol. R&N Effi.

PS-45-3.3 3.3V, 0~8.0A ±3% 80mV 69%
PS-45-5 5V, 0~8.0A ±3% 100mV 74%
PS-45-7.5 7.5V, 0~5.4A ±3% 100mV 75%
PS-45-12 12V, 0~3.7A ±2% 100mV 76%
PS-45-13.5 13.5V, 0~3.3A ±2% 100mV 77%
PS-45-15 15V, 0~3.0A ±2% 100mV 77%
PS-45-24 24V, 0~1.9A ±2% 100mV 78%
PS-45-27 27V, 0~1.7A ±2% 100mV 78%
PS-45-48 48V, 0~1.0A ±2% 100mV 78%

• Low leakage current <0.75mA
• 100% full load burn-in test
• Low cost, high reliability
• 2 years warranty 

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.

PD-45A 5V, 0.4~5.0A ±4% 50mV 77% 40W

12V, 0.2~2.5A ±7% 120mV

PD-45B 5V, 0.4~5.0A ±4% 50mV 78% 45W

24V, 0.2~1.8A ±7% 120mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
PT-45A 5V, 0.4~5.0A ±4% 50mV 75% 41W

12V, 0.2~2.5A ±7% 120mV
-5V, 0.0~0.5A ±5% 50mV

PT-45B 5V, 0.4~5.0A ±4% 50mV 75% 43W
12V, 0.2~2.5A ±7% 120mV

-12V, 0.0~0.5A ±5% 100mV
PT-45C 5V, 0.4~5.0A ±4% 50mV 75% 44W

15V, 0.2~2.3A ±7% 120mV
-15V, 0.0~0.5A ±5% 100mV

 T r ip le  Output 

35W Single Output Switching Power Supply
• Universal AC input / Full range
• Cooling by free air convection

101.6x 50.8x 24 mm

Model No. Output Tol. R&N Effi.

PS-35-3.3 3.3V, 0~6.0A ±2% 80mV 70%

PS-35-5 5V, 0~6.0A ±2% 100mV 78%

PS-35-7.5 7.5V, 0~4.7A ±2% 100mV 80%

PS-35-12 12V, 0~3.0A ±1% 120mV 81%

PS-35-13.5 13.5V, 0~2.6A ±1% 120mV 81%

PS-35-15 15V, 0~2.4A ±1% 150mV 81%

PS-35-24 24V, 0~1.5A ±1% 200mV 85%

PS-35-48 48V, 0~0.75A ±1% 240mV 84%

AC input voltage range ............
DC adjustment range ...............
Overload protection .................
Over voltage protection ............
Withstand voltage ....................
Working temperature ................
Safety standards .....................
EMC standards ........................

Connection .............................
Packing ..................................

90~264VAC; 127~370VDC
±10% rated output voltage
105%~160% hiccup mode, auto-recovery
115%~150% rated output voltage
I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-20~+65°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3+4P / 3.96mm pitch, JST B3P/B4P-VH
0.124kg; 96pcs / 12.9kg / 0.8CUFT

• Protections: Short circuit / Overload  
/ Over voltage

• 2 years warranty 
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48hrs delivery—
We keep enough stock for 95% of standard models at our 
2400m2 warehouse. We can arrange prompt delivery within 
48hrs.

45

65W 1~3 Output Switching Power Supply
• Universal AC input / Full range 
• Protections: Short circuit / Overload  

/ Over voltage
• Cooling by free air convection

127x 76x 42 mm

AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . .
Overload protect ion .. . . . . . . . . . .
Over voltage protect ion .. . . . . .
Leakage current . . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . . .
Withstand voltage .. . . . . . . . . . . . .
Working temperature . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start, 20A at 115VAC, 40A at 230VAC  
CH1: -5%~+10% rated output voltage
73~105W hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
Less than 0.75mA at 240VAC
800ms, 20ms, 60ms at ful l  load and 230VAC
I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
2P, 6P/ 3.96mm pitch, Molex P/N: 5277-02, 
5273-06
0.21kg ; 54pcs / 14.2kg / 1.35CUFT(PS-65) 
0.24kg ; 54pcs / 15.0kg / 1.35CUFT(PD-65) 
0.25kg ; 54pcs / 15.9kg / 1.35CUFT(PT-65) 

• Fixed switching frequency at 65kHz 
• Low leakage current <0.75mA
• 100% full load burn-in test
• Low cost, high reliability
• 2 years warranty 

Model No. Output Tol. R&N Effi.
PS-65-3.3 3.3V, 0~12A ±3% 80mV 69%
PS-65-5 5V, 0~12A ±3% 100mV 76%
PS-65-7.5 7.5V, 0~8.0A ±3% 100mV 79%
PS-65-12 12V, 0~5.2A ±2% 100mV 79%
PS-65-13.5 13.5V, 0~4.7A ±2% 100mV 79%
PS-65-15 15V, 0~4.2A ±2% 100mV 79%
PS-65-24 24V, 0~2.7A ±2% 100mV 80%
PS-65-27 27V, 0~2.4A ±2% 100mV 80%
PS-65-48 48V, 0~1.35A ±2% 100mV 80%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max.
PD-65A 5V, 0.4~7.0A ±4% 50mV 78% 61W

12V, 0.2~3.2A ±7% 120mV
PD-65B 5V, 0.4~6.0A ±4% 50mV 81% 66W

24V, 0.2~2.6A ±7% 150mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
PT-65A 5V, 0.4~7.0A ±4% 50mV 76% 60W

12V, 0.2~3.2A ±7% 120mV
-5V, 0.0~0.7A ±5% 50mV

PT-65B 5V, 0.4~7.0A ±4% 50mV 77% 64W
12V, 0.2~3.2A ±7% 120mV

-12V, 0.0~0.7A ±5% 100mV
PT-65C 5V, 0.4~7.0A ±4% 50mV 77% 65W

15V, 0.2~2.6A ±7% 120mV
-15V, 0.0~0.7A ±5% 100mV

PT-65D 5V, 0.5~5.0A ±4% 50mV 79% 68W
12V, 0.2~4.0A ±6% 100mV
24V, 0.2~1.3A ±6% 200mV

 T r ip le  Output 

Open Frame 45~65W Sing le ,  Dua l ,  and  Tr ip le  Outpu t

45 & 65W Triple Output with 3.3V Channel
• Universal AC input / Full range 
• Total power for CH1+2: 35W (PT-45)
• Total power for CH1+2: 54W (PT-65) 
• Protections: Short circuit / Overload 

/ Over voltage 

PT-4503
127x 76x 28 mm

AC input voltage range .. . . . . . .

AC inrush current . . . . . . . . . . . . . . . .

DC adjustment range .. . . . . . . . . .

Overload protect ion .. . . . . . . . . . . .

Over voltage protect ion .. . . . . . .

Leakage current . . . . . . . . . . . . . . . . . .

Setup, r ise, hold up t ime .. . . . .

Withstand voltage .. . . . . . . . . . . . . . .

Working temperature . . . . . . . . . . .

Safety standards .. . . . . . . . . . . . . . . .

EMC standards .. . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 

Cold start, 20A at 115VAC, 40A at 230VAC  

3.3V: ±10% rated output voltage

120%~160% hiccup mode, auto-recovery

5V: 115%~135% rated output voltage

Less than 1.0mA at 240VAC

800ms, 50ms, 60ms at full load and 230VAC

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute

-10~+60°C (refer to output derating curve)

UL60950-1, TUV EN60950-1 approved

EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,11

2P, 8P/ 3.96mm pitch, Molex: 5277-02, 5273-08

0.23kg ; 72pcs / 17.6kg / 1.35CUFT(PT-4503) 

0.28kg ; 54pcs / 16.2kg / 1.35CUFT(PT-6503) 

• Fixed switching frequency at 65kHz 
• Cooling by free air convection
• 100% full load burn-in test
• 2 years warranty 

PT-6503
127x 76x 42 mm

Model No. Output Tol. R&N Effi. Max.

PT-4503 3.3V, 0.0~5.0A ±2% 50mV 72% 45W

5V, 0.2~7.0A +4%,-2% 50mV

12V, 0.0~1.2A ±8% 100mV

 T r ip le  Output  (45W)

Model No. Output Tol. R&N Effi. Max.

PT-6503 3.3V, 0.0~7.0A ±3% 50mV 72% 62W

5V, 0.2~10A +4%,-2% 50mV

12V, 0.0~1.2A ±8% 100mV

 T r ip le  Output  (65W)
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Open Frame 65~110W Dua l ,  Tr ip le ,  and  Quad Outpu t

65W 2, 3 Output Switching Power Supply 
• Universal AC input /  Ful l  range 
• Protect ions: Short circuit  /  Overload  

/  Over voltage
• Cooling by free air convection
• 12V or 24V high peak current capability
• 60~65W free air convection,  

77~80W with 18 CFM forced air

127x 76x 29 mm

AC input voltage range .. . . . . . . . .
AC inrush current . . . . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . . . . .
Overload protect ion .. . . . . . . . . . . . . .
Over voltage protect ion .. . . . . . . .
Leakage current . . . . . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . . . . . .
Withstand voltage .. . . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start,  25A at 115VAC, 50A at 230VAC  
CH1 12V: 11.4~12.8V, 24V: 22.8~26.4V
90~125W hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
Less than 1mA at 240VAC
800ms, 20ms, 20ms at ful l  load and 230VAC
I/P-O/P: 3kVAC, I /P-FG: 2kVAC, 1minute
-20~+60°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3P, 6P/ 3.96mm pitch, Molex P/N: 5273-03, 
5273-06
0.24kg ; 63pcs / 16kg / 1.35CUFT (PCB type)
0.47kg ; 32pcs / 16kg / 0.64CUFT (Enclosed type)

• Low leakage current < 1mA
• 100% ful l  load burn-in test 
•  Optional case avai lable  

(RPD/RPT-65x-C)
• 2 years warranty

130x 85x 37 mm

With Optional Case

Model No. Output Tol. R&N Effi. Max.
RPD-65C 12V, 0~5.8A ±2% 120mV 79% 60W

5V, 0~1.5A ±5% 50mV
RPD-65D 24V, 0~2.9A ±2% 150mV 81% 60W

5V, 0~1.5A ±5% 50mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
RPT-65E 12V, 0.18~5.8A ±2% 120mV 77% 63W

5V, 0.0~1.5A ±5% 100mV
-5V, 0.0~0.7A ±5% 120mV

RPT-65F 12V, 0.18~5.8A ±2% 150mV 77% 66W
5V, 0.0~1.5A ±5% 100mV

-12V, 0.0~0.7A ±5% 150mV
RPT-65G 24V, 0.09~2.9A ±2% 150mV 81% 66W

5V, 0.0~1.5A ±5% 50mV
12V, 0.0~0.7A ±5% 100mV

= b lank ,  -C  ;  b lank :  PCB Type,  -C :  Enc losed Type

 T r ip le  Output 

100~110W 2, 4 Output Switching Power Supply
• Universal AC input / Full range 
• Power good signal output (option)
• Protections: Short circuit / Overload  

/ Over voltage
• Cooling by free air convection 

PD-110
177.8x 107.95x 46.5 mm

AC input voltage range ..
AC inrush current . . . . . . . . . .
DC adjustment range .. . . .
Overload protect ion .. . . . . .
Over voltage protect ion ..
Withstand voltage .. . . . . . . .
Working temperature . . . . .
Safety standards .. . . . . . . . .
EMC standards .. . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . .

100~264VAC; 141~370VDC 
Cold start,  45A at 230VAC  
CH1: -5%~+10% rated output voltage
105%~135% hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-10~+60°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11
5+12P/ 3.96mm pitch, Molex: 5273-05,12(PD-110)
5+6+7P/ 3.96mm pitch, Molex: 5273-05,06,07(PQ-100)
0.51kg ; 24pcs / 13.1kg / 1.19CUFT (PD-110) 
0.56kg ; 24pcs / 14.5kg / 1.19CUFT (PQ-100) 

PQ-100
177.8x 107.95x 46.5 mm

Model No. Output Tol. R&N Effi. Max.
PD-110A 5V, 0.5~5.0A ±2% 100mV 75% 103W

12V, 0.5~6.5A ±6% 150mV
PD-110B 5V, 0.5~5.0A ±2% 100mV 78% 109W

24V, 0.5~3.5A ±6% 200mV

 Dual  Output 

Model No. Output Tol. R&N Effi. Max.
PQ-100B 5V, 2.0~10A ±3% 80mV 72% 101W

12V, 0.5~4.5A ±12% 250mV
-5V, 0.0~1.0A ±6% 80mV

-12V, 0.0~1.0A ±6% 120mV
PQ-100C 5V, 2.0~8.0A ±2% 80mV 74% 103W

15V, 0.5~4.0A ±6% 150mV
-5V, 0.0~1.0A ±6% 80mV

-15V, 0.0~1.0A ±6% 150mV
PQ-100D 5V, 2.0~5.0A ±2% 80mV 77% 103W

12V, 0.5~4.5A ±6% 120mV
24V, 0.4~2.0A ±10% 180mV

-12V, 0.0~1.0A ±6% 120mV
PQ-100E 5V, 2.0~8.0A ±2% 80mV 74% 99W

12V, 0.5~3.0A ±6% 120mV
15V, 0.0~1.0A ±6% 150mV
24V, 0.0~1.0A ±6% 120mV

 Quad Output 

• Fixed switching frequency at 45kHz
• 100% full load burn-in test
• Low leakage current <1mA@ 240VAC
• 2 years warranty
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Open Frame 100~125W Sing le ,  Tr ip le ,  and  Quad Outpu t

100W Quad Output with PFC Function
• Universal AC input / Full range
• Built-in active PFC function 
• Protections: Short circuit / Overload  

/ Over voltage 

177.8x 108x 40 mm

AC input voltage range ..
AC inrush current . . . . . . . . . .

DC adjustment range .. . . .
Overload protect ion .. . . . . .

Over voltage protect ion ..
Leakage current . . . . . . . . . . . .
Setup, rise, hold up time ..
Withstand voltage .. . . . . . . .
Working temperature . . . . .
Safety standards .. . . . . . . . . .
EMC standards .. . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
Cold start,  50A at 230VAC (PPQ-1003)
Cold start,  30A at 230VAC (PPQ-100)   
CH1: -5%~+10% (PPQ-1003: CH1&2  -5%~+10%)
105%~135% constant current, auto-recovery (PPQ-1003)
105%~135% hiccup mode, auto-recovery (PPQ-100)
3.6V~4.3V for 3.3V ; 5.75V~6.75V for 5.0V
Less than 3.5mA at 240VAC (PPQ-1003: <1mA)
800ms, 50ms, 18ms at ful l  load and 230VAC
I/P-O/P: 3kVAC, I /P-FG:2kVAC, 1minute
-10~+60°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3P+5P+8P/ 3.96mm pitch, P/N:JST B3/5/8P-VH (PPQ-1003)
5P+5P+8P/ 3.96mm pitch, P/N:JST B5/5/8P-VH (PPQ-100)
0.62kg ; 24pcs / 15.5kg / 1.34CUFT (PPQ-1003)
0.62kg ; 24pcs / 15.9kg / 1.34CUFT (PPQ-100)

• Cooling by free air convection
• 100% full load burn-in test
• 3 years warranty 

Model No. Output Tol. R&N Effi. Max.
PPQ-1003A 3.3V, 0.0~15A ±3% 100mV 75% 109W

5V, 2.0~15A ±3% 100mV
12V, 0.2~3.0A ±6% 150mV
-5V, 0.0~1.0A ±6% 100mV

PPQ-1003B 3.3V, 0.0~15A ±3% 100mV 75% 111W
5V, 2.0~15A ±3% 100mV

12V, 0.2~3.0A ±6% 150mV
-12V, 0.0~1.0A ±6% 120mV

PPQ-1003C 3.3V, 0.0~15A ±3% 100mV 76% 110W
5V, 2.0~15A ±3% 100mV

15V, 0.2~3.0A +10%,-5% 180mV
-15V, 0.0~1.0A ±6% 150mV

PPQ-1003D 3.3V, 0.0~15A ±3% 100mV 76.5% 114W
5V, 2.0~15A ±3% 100mV

12V, 0.2~3.0A +7%,-2% 150mV
24V, 0.0~1.0A ±6% 150mV

PPQ-100B 5V, 2.0~15A ±3% 100mV 75% 101W
12V, 0.3~4.0A ±8% 150mV

-12V, 0.0~1.0A ±5% 100mV
-5V, 0.0~1.0A ±5% 100mV

PPQ-100C 5V, 2.0~15A ±3% 100mV 76% 101W
15V, 0.3~4.0A -6%,+10% 150mV

-15V, 0.0~1.0A ±5% 100mV
-5V, 0.0~1.0A ±5% 100mV

PPQ-100D 5V, 2.0~10A ±3% 100mV 78% 102W
24V, 0.3~4.0A ±8% 200mV
12V, 0.0~1.0A ±5% 100mV

-12V, 0.0~1.0A ±5% 100mV

125W 1,3 Output with PFC Function
• Universal AC input / Full range
• Built-in active PFC function
• High power density 6.117W/in3

• Protections: Short circuit / Overload  
/ Over voltage

• Built-in remote sense for PPS-125

127x 76.2x 34.6 mm

AC input voltage range .. . . . . .
AC inrush current . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . .
Overload protect ion .. . . . . . . . . . .
Over voltage protect ion .. . . . .
Leakage current . . . . . . . . . . . . . . . .
Setup, r ise, hold up t ime .. . .
Withstand voltage .. . . . . . . . . . . . .
Working temperature . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC
Cold start,  24A at 230VAC
CH1: ±5% rated output voltage
130%~160% fold back current limiting, auto-recovery
CH1:110%~135% rated output voltage
Less than 2.0mA at 240VAC
1000ms, 30ms, 24ms at ful l  load and 230VAC
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-20~+70°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved 
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
3+8P /3.96mm pitch, JST: B3P/B8P-VH (PPS-125)
3+5Px2 /3.96mm pitch, JST: B3P/B5Px2-VH (PPT-125)
0.37kg; 36pcs / 14.3kg / 0.79CUFT 

• LED indicator for power on
• Free air convection for 100W and 

125W with 18 CFM forced air
• 100% full load burn-in test 
• 3 years warranty 

Model No. Output Tol. R&N Effi.

PPS-125-3.3 3.3V, 0~25A ±2% 100mV 70%

PPS-125-5 5V, 0~25A ±2% 100mV 79%

PPS-125-12 12V, 0~10.5A ±2% 100mV 80%

PPS-125-13.5 13.5V, 0~9.3A ±2% 100mV 80%

PPS-125-15 15V, 0~8.4A ±2% 100mV 80%

PPS-125-24 24V, 0~5.2A ±1% 150mV 83%

PPS-125-27 27V, 0~4.6A ±1% 150mV 83%

PPS-125-48 48V, 0~2.6A ±1% 250mV 84%

 S ingle  Output 

Model No. Output Tol. R&N Effi. Max
PPT-125A 3.3V, 1.0~12.5A ±3% 100mV 75% 99W

5V, 0.8~10.0A ±5% 100mV

12V, 0.05~0.63A ±6% 120mV

PPT-125B 5V, 1.0~14.38A ±3% 100mV 78% 124W

12V, 0.3~3.75A ±5% 120mV

-12V, 0.05~0.63A ±6% 120mV

PPT-125C 5V, 1.0~13.75A ±3% 100mV 78% 125W

15V, 0.25~3.13A ±5% 150mV

-15V, 0.05~0.63A ±6% 150mV

PPT-125D 5V, 1.0~8.75A ±3% 100mV 78% 126W

24V, 0.25~3.13A ±5% 240mV

12V, 0.05~0.63A ±6% 120mV

 T r ip le  Output 



PID-250 series is suitable for motor-based equipment with logic control 
circuit. CH1 with high peak power capabil i ty can provide the required 
surge loading while start ing up the motor. The isolated 5V/5A CH2 is 
good for logic control usage and can sti l l  work properly even CH1 is 
malfunction or at any protection modes. The isolated design between 
CH1 and CH2 can signif icantly prevent noise of the motor action from 
entering control circuits and hence secure the accurate operation of the 
end equipment.

Feature Description
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Open Frame 150~250W Sing le  and  Dua l  Outpu t

150W Single Output with PFC Function

169x 60.7x 28.5 mm

AC input voltage range .. . . . . .
DC adjustment range .. . . . . . . .

Overload protect ion .. . . . . . . . . .
Over voltage protect ion .. . . . .
Withstand voltage .. . . . . . . . . . . .
Working temperature . . . . . . . . .
Safety standards .. . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC ; 127~370VDC 
Can be modif ied between ±10% rated output 
voltage by factory
105%~135% hiccup mode, auto-recovery
110%~135% rated output voltage 
I/P-O/P: 4.25kVDC, I /P-FG:1.5kVAC, 1minute
-20~+60°C (refer to output derat ing curve)
UL60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11
5+6P/3.96mm pitch, JST P/N :B5P/B6P-VH
0.32kg ; 48pcs / 15.8kg / 0.79CUFT

• Universal AC input / Full range
• Built-in active PFC function
• Protections: Short circuit / Overload / 

Over voltage / Over temp.

• Cooling by free air convection
• High power density 8.4W/in3

• No load power consumption<1W
• 100% full load burn-in test
• 3 years warranty

Model No. Output Tol. R&N Effi.
ASP-150-12 12V, 0~11A ±2% 150mV 88%
ASP-150-15 15V, 0~9.5A ±2% 180mV 88%
ASP-150-20 20V, 0~7.5A ±1% 200mV 90%
ASP-150-24 24V, 0~6.3A ±1% 240mV 90%
ASP-150-48 48V, 0~3.2A ±1% 240mV 89%

200W Single Output with PFC Function

127x 76.2x 34.6 mm

AC input voltage range .. . . . . . . . .
DC adjustment range .. . . . . . . . . . .
Overload protect ion .. . . . . . . . . . . . .
Over voltage protect ion .. . . . . . . .
Withstand voltage .. . . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . . . .
Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC 
±10% rated output voltage
105%~135% hiccup mode, auto-recovery
115%~135% rated output voltage
I/P-O/P: 3kVAC, I /P-FG:1.5kVAC, 1minute
-20~+70°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved 
EN55022 class B, EN61000-3-2,3 
EN61000-4-2,3,4,5,6,8,11
3+8P/3.96mm pitch, JST B3P/B8P-VH
0.37kg ; 36pcs / 14.3kg / 0.79CUFT 

• Universal AC input / Full range
• High efficiency up to 90%  
• PF>0.98@115VAC; >0.93@230VAC
• Protections: Short circuit / Overload / 

Over voltage / Over temp.
• High power density 9.78W/in3

• 5"x3" compact size

• ZVS technology to reduce power 
dissipation

• Built-in remote sense function
• Free air convection for 150W and 

200W with 20.5 CFM forced air
• 3 years warranty

Model No. Output Tol. R&N Effi.
PPS-200-5 5V, 0~36.0A ±4% 100mV 86%
PPS-200-12 12V, 0~16.6A ±3% 100mV 89%
PPS-200-15 15V, 0~13.3A ±3% 100mV 89%
PPS-200-24 24V, 0~8.30A ±2% 150mV 89%
PPS-200-27 27V, 0~7.40A ±2% 150mV 89%
PPS-200-48 48V, 0~4.167A ±2% 250mV 90%

250W Isolated Dual Output with PFC Function
• Universal AC input / Full range
• Isolated output & GND for CH1,CH2
• Built-in active PFC function
• Protections: Short circuit / Overload / 

Over voltage / Over temp.

AC input voltage range .. . . . . . . .
AC inrush current . . . . . . . . . . . . . . . .
Leakage current . . . . . . . . . . . . . . . . . .
DC adjustment range .. . . . . . . . . .
Overload protect ion(CH1) . . . . .

 (CH2) . . . . .
Over voltage protect ion .. . . . . . .
Setup, r ise, hold up t ime .. . . . . .
Withstand voltage .. . . . . . . . . . . . . . .
Working temperature . . . . . . . . . . . .
Safety standards .. . . . . . . . . . . . . . . .
EMC standards .. . . . . . . . . . . . . . . . . .

Connection .. . . . . . . . . . . . . . . . . . . . . . . .

Packing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . .

90~264VAC; 127~370VDC
Cold start,  58A at 230VAC
Less than 3.5mA at 240VAC
±10% for CH1; ±5% for CH2
105%~170% normally operat ion, shut off 
after 10 sec.; >180%, constant current, shut 
off  after 10 sec.
101%~150% hiccup mode, auto-recovery
CH1: 115%~140%, CH2: 110%~135%
1200ms, 60ms, 30ms at ful l  load and 230VAC
I/P-O/P:3.0kVAC, I /P-FG:2kVAC, 1minute
-20~+70°C (refer to output derat ing curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,-3
EN61000-4-2,3,4,5,6,8,11, EN61000-6-2
5+10+2P/3.96mm pitch JST B5P/B10P-VH, 
B2B-XH
0.74kg ; 18pcs / 14.3kg / 0.88CUFT (PCB type); 
1.6kg ; 9pcs / 15.4kg / 0.61CUFT (Enclosed type)

• Optional case available
• Cooling by free air convection
• Remote control function for CH1 
• Peak load 170% for 10 sec. (CH1)
• 100% full load burn-in test
• 3 years warranty 

Model No. Output Tol. R&N Effi.
PID-250A 12V, 0~15A ±3% 120mV 83%

5V, 0~5.0A ±2% 50mV
PID-250B 24V, 0~9.4A ±2% 150mV 86%

5V, 0~5.0A ±2% 50mV
PID-250C 36V, 0~6.3A ±2% 200mV 86%

5V, 0~5.0A ±2% 50mV
PID-250D 48V, 0~4.7A ±2% 200mV 86%

5V, 0~5.0A ±2% 50mV

222x 95x 40 mm

250x 105.4x 53 mm



3 
m

ax
.

2.
5 

m
ax

.

2.
5 

m
ax

.

(3
3.6

)

LPS-50 LPS-75 LPS/LPP-100 LPP-150

49

Open Frame 5 0 ~ 1 5 0 W  S i n g l e  O u t p u t

Features
• Universal AC input /  Ful l  range
• Buil t- in act ive PFC function (LPP-100/150)
• Protect ions: Short circuit  /  Overload / Over voltage 
• Optional over temperature protect ion for LPP-150
• Buil t- in remote ON/OFF control (LPS-50/75)
• Cooling by free air convection
• 100% ful l  load burn-in test 
• 2 years warranty for LPS series
  3 years warranty for LPP series

LPS-50 LPS-75 LPS/LPP-100 LPP-150

General Specification (Please refer to www.meanwell.com for detail spec.)
Model No. LPS-50 LPS-75 LPS-100 LPP-100 LPP-150
AC input voltage range 90~264VAC 115/230 auto switch 85~264VAC
AC inrush current (230VAC) 35A 36A 60A 30A 55A
DC adjustment range ±10% rated output voltage -5%~+10% rated output voltage

Overload 
protection

Range 122%~160% 115%~150% 105%~140% 105%~150% rated output power
Type Hiccup mode, auto recovery Constant current limiting, auto recovery

Over voltage 
protection

Range 110%~135% of rated output voltage 
Type Hiccup mode, auto recovery Shut off, AC recycle to re-start

Withstand voltage I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, O/P-FG: 0.5kVAC, 1 minute
Working temperature -20~+70°C (refer to output derating curve) -10~+60°C (refer to output derating curve)
Safety standards UL60950-1, TUV EN60950-1 approved
EMC standards EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11 (EN61000-6-2 heavy industry level for LPS-50/75 only)
Connection JST B5P / B4P-VH JST B5P / B6P-VH 5P+8P/3.96mm pitch, JST B5P / B8P-VH JST B5P / B6Px2-VH
Dimension (LxWxH)(mm) 195x55x23 222x55x30 222x62x32 222x62x33.6 222x75x41
Packing 48pcs  /  12 .5kg 48pcs  /  15 .6kg 24pcs  /  12 .5kg 24pcs  /  13 .9kg 24pcs  /  16 .6kg

50W LPS-50

100W.(with.PFC.Function) LPP-100

150W.(with.PFC.Function) LPP-150 

75W LPS-75

Model No. Output Tol. R&N Effi.
LPS-50-3.3 3.3V, 0~10A ±3% 50mV 75%
LPS-50-5 5V, 0~10A ±3% 50mV 81%
LPS-50-12 12V, 0~4.2A ±2% 80mV 82%
LPS-50-15 15V, 0~3.4A ±2% 80mV 84%
LPS-50-24 24V, 0~2.1A ±1% 80mV 85%
LPS-50-48 48V, 0~1.1A ±1% 100mV 86%

Model No. Output Tol. R&N Effi.
LPS-75-3.3 3.3V, 0~15A ±3% 80mV 69%
LPS-75-5 5V, 0~15A ±3% 80mV 77%
LPS-75-12 12V, 0~6.2A ±2% 100mV 80%
LPS-75-15 15V, 0~5.0A ±2% 100mV 81%
LPS-75-24 24V, 0~3.2A ±2% 120mV 83%
LPS-75-48 48V, 0~1.56A ±2% 120mV 83%

Model No. Output Tol. R&N Effi.
LPP-100-3.3 3.3V, 0~20A ±2% 100mV 69%
LPP-100-5 5V, 0~20A ±2% 100mV 75%
LPP-100-7.5 7.5V, 0~13.5A ±2% 100mV 76%
LPP-100-12 12V, 0~8.5A ±2% 100mV 79%
LPP-100-13.5 13.5V, 0~7.5A ±2% 100mV 79%
LPP-100-15 15V, 0~6.7A ±2% 100mV 80%
LPP-100-24 24V, 0~4.2A ±1% 150mV 83%
LPP-100-27 27V, 0~3.8A ±1% 150mV 83%
LPP-100-48 48V, 0~2.1A ±1% 250mV 83%

100W LPS-100
Model No. Output Tol. R&N Effi.

LPS-100-3.3 3.3V, 0~20A ±3% 150mV 69%
LPS-100-5 5V, 0~20A ±3% 100mV 77%
LPS-100-7.5 7.5V, 0~13.3A ±2% 100mV 77%
LPS-100-12 12V, 0~8.4A ±2% 100mV 79%
LPS-100-13.5 13.5V, 0~7.5A ±2% 100mV 79%
LPS-100-15 15V, 0~6.7A ±2% 100mV 80%

LPS-100-24 24V, 0~4.2A ±1% 150mV 80%
LPS-100-27 27V, 0~3.8A ±1% 150mV 81%
LPS-100-48 48V, 0~2.1A ±1% 200mV 81%

Model No. Output Tol. R&N Effi.
LPP-150-3.3 3.3V, 0~30A ±2% 100mV 70%
LPP-150-5 5V, 0~30A ±2% 100mV 76%
LPP-150-7.5 7.5V, 0~20A ±2% 100mV 80%
LPP-150-12 12V, 0~12.5A ±2% 100mV 82%
LPP-150-13.5 13.5V, 0~11.2A ±2% 100mV 83%
LPP-150-15 15V, 0~10A ±2% 100mV 83%
LPP-150-24 24V, 0~6.3A ±1% 150mV 85%
LPP-150-27 27V, 0~5.6A ±1% 150mV 85%
LPP-150-48 48V, 0~3.2A ±1% 250mV 85%



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

AC/DC Power Open Frame Series MPS-200 200W Input
90~264 Vac Dimension 177.8x107.2x35.5mm Warranty
3 year

MPS20015 MPS-200-15 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 12, A1: 3,7 MPS4512 MPS-45-12 Buy on EAN

AC/DC Power Open Frame Series MPS-45 45W Input
90~264 Vac Dimension 127x76.2x28 mm Warranty 3
year

MPS45135 MPS-45-13.5 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 15, A1: 3 MPS4515 MPS-45-15 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 24, A1: 1,9 MPS4524 MPS-45-24 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 27, A1: 1,7 MPS4527 MPS-45-27 Buy on EAN

AC/DC Power Open Frame Series MPS-45 45W Input
90~264 Vac Dimension 127x76.2x28 mm Warranty 3
year

MPS4533 MPS-45-3.3 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 48, A1: 1 MPS4548 MPS-45-48 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 5, A1: 8 MPS455 MPS-45-5 Buy on EAN

Input: 90-264 AC / 127-370 DC, Output: 1, V1: 7,5, A1:
5,4

MPS4575 MPS-45-7.5 Buy on EAN

AC/DC Power Open Frame Series PD-110 110W Input
90~264 Vac Dimension 178x108x46 mm Warranty 2
year

PD110A PD-110A Buy on EAN

AC/DC Power Open Frame Series PD-110 110W Input
90~264 Vac Dimension 178x108x46 mm Warranty 2
year

PD110B PD-110B Buy on EAN

AC/DC Power Open Frame Series PD-2503 25W Input
90~264 Vac Dimension 107x61x28 mm Warranty 2 year

PD2503 PD-2503 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-200-15
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-200-15
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-12
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-12
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-135
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-135
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-15
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-15
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-24
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-24
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-27
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-27
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-33
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-33
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-48
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-48
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-5
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-5
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-75
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-mps-45-75
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-110a
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-110a
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-110b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-110b
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2503
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2503


AC/DC Power Open Frame Series PD-25 25W Input
90~264 Vac Dimension 107x61x28 mm Warranty 2 year

PD2505 PD-2505 Buy on EAN

Input: 85-264 AC / 120-370 DC, Output: 2, V1: 15, A1: 1,
V2: -15, A2: 1

PD2515 PD-2515 Buy on EAN

Input: 85-264 AC / 120-370 DC, Output: 2, V1: 5, A1: 2,5,
V2: 12, A2: 1,5

PD25A PD-25A Buy on EAN

AC/DC Power Open Frame Series PD-25 25W Input
90~264 Vac Dimension 107x61x28 mm Warranty 2 year

PD25B PD-25B Buy on EAN

AC/DC Power Open Frame Series PD-45 45W Input
90~264 Vac Dimension 127x76.2x28 mm Warranty 2
year

PD45A PD-45A Buy on EAN

AC/DC Power Open Frame Series PD-45 45W Input
90~264 Vac Dimension 127x76.2x28 mm Warranty 2
year

PD45B PD-45B Buy on EAN

AC/DC Power Open Frame Series PD-65 65W Input
90~264 Vac Dimension 127x76.2x42 mm Warranty 2
year

PD65A PD-65A Buy on EAN

AC/DC Power Open Frame Series PD-65 65W Input
90~264 Vac Dimension 127x76.2x42 mm Warranty 2
year

PD65B PD-65B Buy on EAN

AC/DC Power Module Type Series PM-05 5W Input
90~264 Vac Dimension 62.85x 50x 19.7mm Warranty 3
year

PM0524 PM-05-24 Buy on EAN

AC/DC Power Open Frame Series PPQ-1003 100W Input
90~264 Vac Dimension 178x108x38 mm Warranty 3
year

PPQ1003 PPQ-1003 Buy on EAN

http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2505
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2505
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2515
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-2515
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-25a
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-25a
http://www.electricautomationnetwork.com/en/meanwell/ac-dc-power-open-frame-meanwell-pd-25b
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