
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
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3�������SPECIFICATION

NID60S24-05 NID60S24-12 NID60S24-15 NID60S48-24ORDER NO.

DC VOLTAGE

CURRENT RANGE

RATED POWER

OUTPUT

SWITCHING FREQUENCY (Typ.)

VOLTAGE RANGE

EFFICIENCY (Typ.)

DC CURRENT

INPUT

ENVIRONMENT

WORKING TEMP.

WORKING HUMIDITY

STORAGE TEMP., HUMIDITY

TEMP. COEFFICIENT

VIBRATION

REMOTE CONTROL

DIMENSIONOTHERS

NOTE

WEIGHT

PROTECTION

VOLTAGE ACCURACY

20 ~ 53VDC

100uF / 25V low ESR

250KHz

±2.0%

±0.5%

±0.5%

100mVp-p 120mVp-p 150mVp-p 200mVp-p

20W 48W 60W 60W

0 ~ 4A 0 ~ 4A 0 ~ 4A 0 ~ 2.5A

5V 12V 15V 24V

30 ~ 53VDC20 ~ 53VDC

47uf/50V low ESR

20 ~ 53VDC

68uf/16V low ESR

95%

1320mA

50mA

96%

2610mA

30mA

95%

2120mA

30mA

-25 ~ +65 (Refer to "Derating Curve")℃

20% ~ 85%  RH  non-condensing

-25 ~ +105 , 10 ~ 85%  RH℃

± ℃ ℃0.03% / (0 ~ 50 )

10 ~ 500Hz, 2G 10min./1 cycle, period  for  60min. each  along  X, Y, Z axes

50.8*26*10.7mm or 2.0"*1.024"*0.421" inch (L*W*H)

15g
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90%

Full load 940mA

No load 20mA

Mechanical Specification
Unit:mm(inch)

Pin Configuration Derating Curve

■  �������
1

RIPPLE & NOISE (max.) Note.2

LINE REGULATION Note.3

LOAD REGULATION Note.4

OVERLOAD (Typ.)

SHORT CIRCUIT

120 ~ 300%  rated output power

Protection type :  Hiccup mode, recovers automatically after fault condition is removed

All output equipped with short circuit

Protection type :  Hiccup mode, recovers automatically after fault condition is removed

Ta ( )℃

L
O

A
D

 (
%

)

-25 0 25 50 60 65 100

80

50

100

Pin No . Ou tpu t

1 ,2 ,3 ,4

5 ,6

7 ,8

9 ,1 0

11

+Vo u t

Com

+ Vi n

N .C .

R .C .

20 ~ 60W DC-DC Non-isolated Single Output Converter NID60 ser ies

50.8 [2]

1 2 3 4 5 6 7 8 9 1011

1.3 [0.051]

2
6 

[1
.0

2
4

]

0.64 [0.025]

4
.5

[0
.1

8
]

10.2 [0.402] 25.4 [1]

8 [0.315]

10.7[0.421]max.

SIDE

VIEW

2.54 [0.1]

4 [0.16]

PROTECTION Fuse recommended (5A)

File Name:NID60-SPEC   2014-11-28

EXTERNAL CAPACITANCE LOAD (max.)

NORMAL VOLTAGE 48VDC24VDC (or 48VDC)24VDC (or 48VDC)24VDC (or 48VDC)

OVER VOLTAGE Protection type :  Shut off o/p voltage, clamp by TVS diode

Power on : 3.3VDC < R.C ~ com < 12VDC or open circuit ; power off : R.C ~ com < 0.4VDC or short circuit (PIN5,6 & PIN11)



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Input: 20-53 DC, Output: 1, V1: 5, A1: 4 NID60S2405 NID60S24-05 Buy on EAN

Input: 20-53 DC, Output: 1, V1: 12, A1: 4 NID60S2412 NID60S24-12 Buy on EAN

Input: 20-53 DC, Output: 1, V1: 15, A1: 4 NID60S2415 NID60S24-15 Buy on EAN

Input: 30-53 DC, Output: 1, V1: 24, A1: 2,5 NID60S4824 NID60S48-24 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-05
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-05
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-12
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-12
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-15
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s24-15
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s48-24
http://www.electricautomationnetwork.com/en/meanwell/dc-dc-converter-open-frame-meanwell-nid60s48-24

