
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE
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Always indicate the item number when ordering.

   

100 6 11 0.6
150 8 11 0.6
200 8 11 0.6
300 8 11 0.35
400 8 11 0.3

Type

AHB 100 VA4571
AHB 150 VA4571
AHB 200 VA4571
AHB 300 VA4571
AHB 400 VA4571

Width Dimen-
sion s

Hole-
Ø

F in
ceiling

mm mm mm kN

Item No.

6363 90 5
6363 90 9
6363 91 3
6363 94 0
6363 94 8

kg/100 pcs.

Weight

53.000
86.000

100.000
128.000
155.000

pcs

Pack.

1
1
1
1
1

Ceiling bracket for cable support systems.

V4A Stainless steel, grade 316 Ti /pc.

Ceiling bracket

   

Type

SHU M12 VA4571

Item No.

6015 32 8
kg/100 pcs.

Weight

5.100
pcs

Pack.

50

Side holder to fasten cable trays, mesh cable trays and cable ladders to walls or ceilings using
a threaded rod.

V4A Stainless steel, grade 316 Ti /pc.

Side holder, universal

   

6-21

Type

SPP 6-21 V4A

Flange
thickness

mm

Item No.

1486 25 8
kg/100 pcs.

Weight

18.200
pcs

Pack.

50

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using a
pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm and is tightened using
the appropriate tool with a tightening torque of 5 Nm. If necessary, the double nipple, type 3100
M8, or an M8 threaded rod can be used on the clip element. The maximum permissible load is
130 kg in horizontal as well as vertical direction.

V4A Stainless steel, grade 316 L /100 pc.

Beam clamp

   

20-40

Type

SPP 20-40 V4A

Flange
thickness

mm

Item No.

1486 27 8
kg/100 pcs.

Weight

21.200
pcs

Pack.

50

This type of beam clamp is pushed onto the support and fixed to the girder or flat iron using a
pressure trough and bolt (M8). The hexagonal bolt has a WAF of 10 mm and is tightened using
the appropriate tool with a tightening torque of 5 Nm. If necessary, the double nipple, type 3100
M8, or an M8 threaded rod can be used on the clip element. The maximum permissible load is
130 kg in horizontal as well as vertical direction.

V4A Stainless steel, grade 316 L /100 pc.

Beam clamp

Stainless steel components, grade 316
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Beam clamp heavyweight design, 44x43x43,5mm,
Stainless steel, grade 316 L, VA, 1.4404

1486258 SPP 6-21 V4A Buy on EAN

Beam clamp heavyweight design, 44x63x43,5mm,
Stainless steel, grade 316 L, VA, 1.4404

1486278
SPP 20-40
V4A

Buy on EAN

Side holder, universal , 75x36x2, Stainless steel, grade
316 Ti, VA, 1.4571

6015328
SHU M12
VA4571

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

	Universal systems
	Threaded rod
	3141 12 8
	3141 20 9
	3141 30 6
	3141 13 6
	3141 14 0
	3141 14 4

	Threaded rod VA
	3141 31 0
	3141 31 2
	3141 31 4

	Connection sleeve
	6410 08 1
	6410 10 3
	6410 11 1

	Connection sleeve VA
	6410 15 4
	6410 16 2

	Side holder, universal
	6015 32 2
	6015 32 4

	Central suspension for cable tray MAH 35
	6358 69 0
	6358 69 2
	6358 69 4



