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Always indicate the item number when ordering.
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210 335 400 10
310 335 400 10
410 335 400 10
510 335 400 10
610 335 400 10
710 335 400 8
810 341 400 7
910 366 400 6.5

1,010 359 400 6

Type

AWSS 21 FT
AWSS 31 FT
AWSS 41 FT
AWSS 51 FT
AWSS 61 FT
AWSS 71 FT
AWSS 81 FT
AWSS 91 FT
AWSS 101 FT

Width Dimen-
sion H

Dimen-
sion A

F in kN

mm mm mm kN

Item No.

6417 90 6
6417 91 0
6417 91 4
6417 91 8
6417 92 2
6417 92 6
6417 93 0
6417 93 4
6417 93 8

kg/100 pcs.

Weight

323.000
553.000
598.000
693.000
763.000
840.000
923.000

1,020.000
1,134.000

pcs

Pack.

1
1
1
1
1
1
1
1
1

The heavy-duty wall bracket can be used in combination with wide span systems, or for large
support spacings of cable tray or cable ladder systems.

Wall bracket, heavy-duty.

St Steel FT Hot-dip galvanised /pc.

Wall and clamping bracket AWSS

Load diagram, bracket type AWSS

Max. total load F = cable weight + cable tray + bracket. The load capacity values increase con-
siderably when used in uncracked concrete. Observe the load capacity of the brackets (dia-
gram) and the installation conditions of the DIBt approval (anchors).
The testing of the widths 710–1010 mm took place at the maximum route width (600 mm) with
the load at the end of the bracket.

Bracket load
Anchors

Appr.
F kN
7.6

9.91

Max. total load F in kN
Bracket width in mm

200−600 700 800 900 1,000

10.00 8.00 7.00 6.50 6.00

10.00 8.00 8.00 6.50 6.00

Characteristic anchor load values for wall and clamping bracket AWSS

Bending of the bracket tip
at permitted bracket load

 

Permitted bracket load in kN
without man load

 

Load curve with bracket
lengths in mm

 

    

400

Type

KA-E 45 FT

Width

mm

Item No.

6346 75 8
kg/100 pcs.

Weight

618.000
pcs

Pack.

1

To support cable support systems in building corners and jumps. The hexagonal bolts, type SKS
12 x 40 GF, are used to fasten the brackets to the adapter plate. Please order the appropriate
quantity.

Adapter plate with slots for universal fastening to vertical steel girders and walls. Wall and sup-
port brackets are screwed to the adapter plate at a 45° angle.

St Steel FT Hot-dip galvanised /pc.

Adapter plate

Max. total load F = cable weight + cable tray + bracket. The load capacity values increase con-
siderably when used in uncracked concrete. Observe the load capacity of the brackets (dia-
gram) and the installation conditions of the DIBt approval (anchors). Mounting information:
When using this component, please order a bracket which is 500 mm longer than the width of
the tray/ladder.

Adapter plate, bracket load
Anchors

Appr.
F kN
7.6

Max. total load F in kN
KA-E 45 with bracket:

AW 30 AW 55 AW 80

3.00 5.50 8.00

Characteristic anchor load values for adapter plate

U support and bracket systems
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

45° adapter plate for wall and support bracket, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6346758 KA-E 45 FT Buy on EAN

Wall bracket heavyweight type, B210mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417906 AWSS 21 FT Buy on EAN

Wall bracket heavyweight type, B310mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417910 AWSS 31 FT Buy on EAN

Wall bracket heavyweight type, B410mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417914 AWSS 41 FT Buy on EAN

Wall bracket heavyweight type, B510mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417918 AWSS 51 FT Buy on EAN

Wall bracket heavyweight type, B610mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417922 AWSS 61 FT Buy on EAN

Wall bracket heavyweight type, B710mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417926 AWSS 71 FT Buy on EAN

Wall bracket heavyweight type, B810mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417930 AWSS 81 FT Buy on EAN

Wall bracket heavyweight type, B910mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417934 AWSS 91 FT Buy on EAN

Wall bracket heavyweight type, B1010mm, Hot-dip
galvanised, DIN EN ISO 1461, Steel, St

6417938
AWSS 101
FT

Buy on EAN
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	Universal systems
	Threaded rod
	3141 12 8
	3141 20 9
	3141 30 6
	3141 13 6
	3141 14 0
	3141 14 4

	Threaded rod VA
	3141 31 0
	3141 31 2
	3141 31 4

	Connection sleeve
	6410 08 1
	6410 10 3
	6410 11 1

	Connection sleeve VA
	6410 15 4
	6410 16 2

	Side holder, universal
	6015 32 2
	6015 32 4

	Central suspension for cable tray MAH 35
	6358 69 0
	6358 69 2
	6358 69 4



