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figes TP support / wall and support bracket
IS o & Type Width| For [FinkN Pack.| Weight [tem No.
% m width

;

Always indicate the item number when ordering.

Universal systems

mm | mm | kN pcs | kg/100 pes. j
TPSA145FS | 145|100 1.5 50 32.000| 6364 10 1 =
TPSA245FS | 245|200, 09 20 45.000| 6364 20 9
TPSA 345 FS | 345|300 0.55 20 59.000 | 6364 30 6 #
TPSA145FT | 145|100 1.5 50 33.000 | 6364 65 9
TPSA 195 FT | 195|150 1 20 40.000 | 6364 68 3
TPSA 245 FT | 245|200, 09 20 47.000 | 6364 66 7
TPSA 345 FT | 345|300 0.55 20 62.000 | 6364 67 5
St Steel FS Strip-galvanised [ET Hot-dip galvanised /pc.
TP support/bracket for fixing to horizontal concrete ceilings and walls.
If the bracket is fastened directly to the ceiling or the bracket is screwed together as head rein-
forcement, then, for reasons of stability, always use the spacer, type DS 4.
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Characteristic anchor load values for TP bracket
Bracket load
. . iAnchor. Max. total load F in kN
gﬂ Appr. Bracket length in mm
FKN 145 245 345
24 1.50 090 055
4.3 1.50 1.20 0.80)
Max. total load F = cable weight + cable tray + bracket. The load capacity values increase con-
siderably when used in uncracked concrete. The values given are based on concrete of
strength class C20/25. Observe the installation conditions of the DIBt approval (anchors).
TP support / wall and support bracket
Type Length Pack.|  Weight [tem No.
mm pcs | kg/100 pcs. j
TPSA195FS| 195 20 38.000 | 6364 15 2 o
TPSA295FS| 295 20 52.000 | 6364 26 8
TPSA395FS| 395 20 65.000 | 6364 27 6 ,.pl"}
St Steel FS Strip-galvanised /pc.

Bracket for mounting on TPS suspended supports or as wall bracket for standard cable tray
routing type for function maintenance to DIN 4102 Part 12.

KTS OBO 165

Mounting systems
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Below is a list of articles with direct links to our shop Electric Automation Network where you

Can see:

¢ Quote per purchase volume in real time.
¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link
B a5, Sy sahvansea, DI EN 10147, steel 5t 6364101 LRI
D155, St gananised, OIN EN 10147 Steel 5 6364152 £ PRI
Boasmm, St ganansed, OIN EN 10147, Sieel 5 6364209 £ >R 245
G305, gahanizad en bunde, DIN EN 10147, scaro, st 6364268 £57 2%°
o305, gahanizadh en bunde, DIN EN 10147, scaro, st 6364276 £574 3%
Bt Sty sehvansca, DN EN 10147, stecr s 6364306 L33
B 45 ot galvanised, DIN EN 190 1401 Srea s 6364659 o 1
Boasmim ot i galvanised, DIN EN 190 1431 Sree, s 6364667 o 2
Botsmim, o i galvanised, DIN EN 190 1431 Stee, st 6364675 1 7%
295 ok aalvanised. DIN EN 190 1461, croa, s 6364683 £p>0 19
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	Universal systems
	Threaded rod
	3141 12 8
	3141 20 9
	3141 30 6
	3141 13 6
	3141 14 0
	3141 14 4

	Threaded rod VA
	3141 31 0
	3141 31 2
	3141 31 4

	Connection sleeve
	6410 08 1
	6410 10 3
	6410 11 1

	Connection sleeve VA
	6410 15 4
	6410 16 2

	Side holder, universal
	6015 32 2
	6015 32 4

	Central suspension for cable tray MAH 35
	6358 69 0
	6358 69 2
	6358 69 4



