
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE
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Always indicate the item number when ordering.
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50 Yellow 2000 50

Type

LD 50050CCY

System
size

Colour Length Dimen-
sion b

mm mm

Item No.

6149 02 1
kg/100 m

Weight

71.000
m

Pack.

60

Cable trunking of system size 50050 made of halogen-free PPO for the installation of fibre-optic
data cables, closed without base/side perforation, with cover.

PPO Polyphenylene oxide /m

Closed cable routing trunking 50050 with cover

   

50 Yellow 2000 50

Type

LD 50050CSY

System
size

Colour Length Dimen-
sion b

mm mm

Item No.

6149 05 0
kg/100 m

Weight

71.000
m

Pack.

60

Cable trunking of system size 50050 made of halogen-free PPO for the installation of fibre-optic
data cables, with side perforation, open version without cover.

PPO Polyphenylene oxide /m

Perforated cable routing trunking 50050 without cover

   

50 Yellow 50

Type

LD C50050

System
size

Colour Dimen-
sion b
mm

Item No.

6149 06 1
kg/100 pcs.

Weight

0.600
pcs

Pack.

25

Coupling for connecting the LD routing trunking bases of system size 50050. Only 1 coupling is
required per joint.

PPO Polyphenylene oxide /pc.

Coupling 50050

   

50 Yellow

Type

LD 50050HB30C

System
size

Colour Item No.

6149 22 5
kg/100 pcs.

Weight

2.000
pcs

Pack.

1

30° bend for horizontal change of direction of LD cable trunking of system size 50050.

PPO Polyphenylene oxide /pc.

30° bend, 50050

   

50 Yellow 50

Type

LD 50050HB45C

System
size

Colour Dimen-
sion b
mm

Item No.

6149 23 1
kg/100 pcs.

Weight

2.500
pcs

Pack.

1

45° bend for horizontal change of direction of LD cable trunking of system size 50050.

PPO Polyphenylene oxide /pc.

45° bend, 50050

   

50 Yellow 50

Type

LD 50050HB90C

System
size

Colour Dimen-
sion b
mm

Item No.

6149 26 1
kg/100 pcs.

Weight

3.500
pcs

Pack.

1

90° bend for horizontal change of direction of LD cable trunking of system size 50050.

PPO Polyphenylene oxide /pc.

90° bend, 50050

   

50 Yellow 50

Type

LD 50050VBF30C

System
size

Colour Dimen-
sion b
mm

Item No.

6149 09 0
kg/100 pcs.

Weight

2.500
pcs

Pack.

1

30° falling vertical bend for vertical change of direction of LD cable trunking in system size
50050.

PPO Polyphenylene oxide /pc.

30° vertical bend, falling, 50050

Cable routing trunking 50050



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Cable trunking with cover, closed, 50x50x2000, Yellow,
Polyphenylene oxide, PPO

6149021 LD 50050CCY Buy on EAN

Cable trunking with cover, perforated, 50x50x2000,
Yellow, Polyphenylene oxide, PPO

6149050 LD 50050CSY Buy on EAN

Coupling 50050 for perforated duct, 50x50, Yellow,
Polyphenylene oxide, PPO

6149061 LD C50050 Buy on EAN

30° vertical bend, falling with cover, 50x50, Yellow,
Polyphenylene oxide, PPO

6149090
LD
50050VBF30C

Buy on EAN

30° bend with OT, 50x50, Yellow, Polyphenylene oxide,
PPO

6149225
LD
50050HB30C

Buy on EAN

45° bend with OT, 50x50, Yellow, Polyphenylene oxide,
PPO

6149231
LD
50050HB45C

Buy on EAN

90° bend with OT, 50x50, Yellow, Polyphenylene oxide,
PPO

6149261
LD
50050HB90C

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

