
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
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Always indicate the item number when ordering.

R
ap

id
 8

0
 a

lu
m

in
iu

m
 d

ev
ic

e 
in

st
al

la
tio

n 
tr
un

ki
ng

 s
ys

te
m

s

   

— 2000
Pure white 2000

Type

GA-A70170EL
GA-A70170RW

Colour Length

mm

Item No.

6279 40 3
6279 40 0

kg/100 m

Weight

262.900
262.900

m

Pack.

8
8

Note:
For anodised device installation trunking and fittings made from aluminium, light colour differ-
ences caused by tolerance based on the material and process conditions, cannot be avoided
(according to DIN 17 611). Alternatively, we recommend powder coating in the colour RAL 9006
(white aluminium).

Device installation trunking without base perforation for direct wall mounting or mounting on
panels. Over-lengths up to 6,000 mm for trunking bases and covers as well as other RAL
colours can be provided on request. The visible surfaces of the painted device installation trunk-
ing are laminated.

Al Aluminium  EL Anodised /m

Device installation trunking, trunking depth 70 mm

   

— 2000
Pure white 2000

Type

GA-A90170EL
GA-A90170RW

Colour Length

mm

Item No.

6279 50 3
6279 50 0

kg/100 m

Weight

284.500
284.500

m

Pack.

6
6

Note:
For anodised device installation trunking and fittings made from aluminium, light colour differ-
ences caused by tolerance based on the material and process conditions, cannot be avoided
(according to DIN 17 611). Alternatively, we recommend powder coating in the colour RAL 9006
(white aluminium).

Device installation trunking without base perforation for direct wall mounting or mounting on
panels. Over-lengths up to 6,000 mm for trunking bases and covers as well as other RAL
colours can be provided on request. The visible surfaces of the painted device installation trunk-
ing are laminated.

Al Aluminium  EL Anodised /m

Device installation trunking, trunking depth 90 mm

   

70

Type

GA-KUP70

Duct depth

mm

Item No.

6279 70 1
kg/100 PUs

Weight

5.800
PU

Pack.

1

Joint connector for connecting the bases of Rapid 80 GA aluminium device installation trunking.

V2A Stainless steel, grade 304 /VPE

Coupling, trunking depth 70 mm

   

90

Type

GA-KUP90

Duct depth

mm

Item No.

6279 70 4
kg/100 PUs

Weight

8.200
PU

Pack.

1

Joint connector for connecting the bases of Rapid 80 GA aluminium device installation trunking.

V2A Stainless steel, grade 304 /VPE

Coupling, trunking depth 90 mm

   

Iron grey

Type

71GD6

Colour Item No.

6288 61 0
kg/100 pcs.

Weight

5.600
pcs

Pack.

5

Front-locking accessory mounting box for switch systems, with folding, and also removable,
base for time-saving cable connection, with feed openings for cable diameters of up to 14 mm.

PA Polyamide /pc.

Accessory mounting box, single

   

Iron grey

Type

71GD7

Colour Item No.

6288 61 1
kg/100 pcs.

Weight

11.000
pcs

Pack.

2

Front-locking accessory mounting box for standard switch ranges for the installation of two indi-
vidual installation devices or a multiple power socket.

PA Polyamide /pc.

Accessory mounting box, double

Trunking depth 70 and 90 mm, trunking height 170 mm, asymmetrical



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Device installation trunking asymmetrical, 70x170x2000,
Pure white, 9010, Aluminium, Alu

6279400
GA-
A70170RW

Buy on EAN

Device installation trunking asymmetrical, 70x170x2000,
Anodised, Aluminium, Alu

6279403
GA-
A70170EL

Buy on EAN

Device installation trunking asymmetrical, 90x170x2000,
Pure white, 9010, Aluminium, Alu

6279500
GA-
A90170RW

Buy on EAN

Device installation trunking asymmetrical, 90x170x2000,
Anodised, Aluminium, Alu

6279503
GA-
A90170EL

Buy on EAN

Coupling univ., for trunking depth 70, 70x120mm,
Stainless steel, grade 304, VA, 1.4301

6279701 GA-KUP70 Buy on EAN

Coupling univ., for trunking depth 90, 90x120mm,
Stainless steel, grade 304, VA, 1.4301

6279704 GA-KUP90 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

